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This contribution shows the temporary NBAP ASN.1 description which reflected the approved CRs ( approved in R3#10 ) related to the 25.433.  

The content is same as the one which has been distributed to the R3 email-reflector before, but only some comment lines which showed the CR and tdoc number (e.g. CRxx,R3-000XXX) has been removed.
As we had mentioned in the e-mail reflector, in order to pass syntax check or to align with the current NBAP ASN.1 description, some ASN.1 descriptions in the CRs are not directly reflected. 

Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-PDU-Discriptions -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


MessageDiscriminator,


TransactionID

FROM NBAP-CommonDataTypes


CommonTransportChannelSetupRequestFDD,


CommonTransportChannelSetupRequestTDD,


CommonTransportChannelSetupResponse,


CommonTransportChannelSetupFailure,


CommonTransportChannelReconfigurationRequestFDD,


CommonTransportChannelReconfigurationRequestTDD,


CommonTransportChannelReconfigurationResponse,


CommonTransportChannelReconfigurationFailure,


CommonTransportChannelDeletionRequest,


CommonTransportChannelDeletionResponse,


BlockResourceRequest,


BlockResourceResponse,


BlockResourceFailure,


UnblockResourceIndication,


AuditRequiredIndication,


AuditRequest,


AuditResponse,


CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementInitiationFailure,

CommonMeasurementReport,


CommonMeasurementTerminationRequest,


CommonMeasurementFailureIndication,



CellSetupRequestFDD,


CellSetupRequestTDD,


CellSetupResponse,


CellSetupFailure,


CellReconfigurationRequestFDD,


CellReconfigurationRequestTDD,


CellReconfigurationResponse,


CellReconfigurationFailure,


CellDeletionRequest,


CellDeletionResponse,


ResourceStatusIndication,


SystemInformationUpdateRequest,


SystemInformationUpdateResponse,


SystemInformationUpdateFailure,


RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RadioLinkSetupFailureFDD,




RadioLinkSetupFailureTDD,










RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkAdditionFailureFDD,




RadioLinkAdditionFailureTDD,


RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReady,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationCommit,



RadioLinkReconfigurationCancel,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponse,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


DL-PowerControlRequest,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DedicatedMeasurementFailureIndication,



RadioLinkFailureIndication,


RadioLinkRestoreIndication,


CompressedModePrepare,


CompressedModeReady,


CompressedModeCommit,


CompressedModeFailure,


CompressedModeCancel,


ErrorIndication,

PrivateMessage,


PhysicalSharedChannelReconfigurationRequestTDD,


PhysicalSharedChannelReconfigurationResponseTDD,


PhysicalSharedChannelReconfigurationFailureTDD
FROM NBAP-PDU-Contents


id-audit,


id-auditRequired,


id-blockResource,


id-cellDeletion,


id-cellReconfiguration,


id-cellSetup,


id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReport,


id-commonMeasurementTermination,


id-commonTransportChannelDelete,


id-commonTransportChannelReconfigure,

id-commonTransportChannelSetup,


id-compressedModeCancellation,


id-compressedModeCommit,


id-compressedModePreparation,


id-dedicatedMeasurementFailure,


id-dedicatedMeasurementInitiation,


id-dedicatedMeasurementReport,


id-dedicatedMeasurementTermination,


id-downlinkPowerControl,


id-errorIndication,


id-physicalSharedChannelReconfiguration,

id-privateMessage,



id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,




id-radioLinkRestoration,


id-radioLinkSetup,


id-resourceStatusIndication,





id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPreparation,


id-systemInformationUpdate,


id-unblockResource,


id-unSynchronisedRadioLinkReconfiguration

FROM NBAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage




,


&SuccessfulOutcome




OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&Outcome






OPTIONAL,


&messageDiscriminator



MessageDiscriminator,


&procedureID





ProcedureID 
UNIQUE,


&criticality





Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE




&InitiatingMessage


[SUCCESSFUL OUTCOME




&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME



&UnsuccessfulOutcome]


[OUTCOME






&Outcome]


MESSAGE DISCRIMINATOR



&messageDiscriminator


PROCEDURE ID





&procedureID


[CRITICALITY





&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

NBAP-PDU ::= CHOICE {


initiatingMessage

InitiatingMessage,


succesfulOutcome

SuccessfulOutcome,


unsuccesfulOutcome

UnsuccessfulOutcome,


outcome




Outcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

SuccessfulOutcome ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),

 
transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

Outcome ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&Outcome
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

-- **************************************************************

--
-- Interface Elementary Procedure List

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURES NBAP-ELEMENTARY-PROCEDURE ::= {


NBAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-1 NBAP-ELEMENTARY-PROCEDURE ::= {


cellSetupFDD









|


cellSetupTDD









|


cellReconfigurationFDD







|


cellReconfigurationTDD







|


cellDeletion









|


commonTransportChannelSetupFDD





|


commonTransportChannelSetupTDD





|


commonTransportChannelReconfigureFDD



|


commonTransportChannelReconfigureTDD



|


commonTransportChannelDelete





|


audit











|


blockResource









|










radioLinkSetupFDD








|


radioLinkSetupTDD








|


systemInformationUpdate







|


commonMeasurementInitiation






|




radioLinkAdditionFDD







|

radioLinkAdditionTDD







|


radioLinkDeletion








|





synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unSynchronisedRadioLinkReconfigurationFDD


|


unSynchronisedRadioLinkReconfigurationTDD


|


dedicatedMeasurementInitiation





|


physicalSharedChannelReconfiguration



|


compressedModePreparation






,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-2 NBAP-ELEMENTARY-PROCEDURE ::= {


resourceStatusIndication






|



auditRequired









|

commonMeasurementReport







|


commonMeasurementTermination





|


commonMeasurementFailure






|






synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|





radioLinkFailure








|

radioLinkRestoration







|


dedicatedMeasurementReport






|


dedicatedMeasurementTermination





|


dedicatedMeasurementFailure






|





downlinkPowerControlFDD







|

compressedModeCommit







|


compressedModeCancellation






|


unblockResource









|


errorIndication









|

privateMessage









,


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

-- Class 1

-- *** CellSetup (FDD) ***

cellSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSetupRequestFDD


SUCCESSFUL OUTCOME

CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellSetup, ddMode fdd } 


CRITICALITY 


ignore

}

-- *** CellSetup (TDD) ***

cellSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSetupRequestTDD


SUCCESSFUL OUTCOME

CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellSetup, ddMode tdd } 


CRITICALITY 


ignore

}

-- *** CellReconfiguration(FDD) ***

cellReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellReconfigurationRequestFDD


SUCCESSFUL OUTCOME

CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellReconfiguration, ddMode fdd } 


CRITICALITY 


ignore

}

-- *** CellReconfiguration(TDD) ***

cellReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellReconfigurationRequestTDD


SUCCESSFUL OUTCOME

CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellReconfiguration,
ddMode tdd } 


CRITICALITY 


ignore

}

-- *** CellDeletion ***

cellDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellDeletionRequest


SUCCESSFUL OUTCOME

CellDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellDeletion, ddMode common } 


CRITICALITY 


ignore

}
-- *** CommonTransportChannelSetup (FDD) ***

commonTransportChannelSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelSetupRequestFDD


SUCCESSFUL OUTCOME

CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelSetup, ddMode fdd } 


CRITICALITY 


ignore

}

-- *** CommonTransportChannelSetup (TDD) ***

commonTransportChannelSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelSetupRequestTDD


SUCCESSFUL OUTCOME

CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelSetup, ddMode tdd } 


CRITICALITY 


ignore

}

-- *** CommonTransportChannelReconfigure (FDD) ***

commonTransportChannelReconfigureFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelReconfigurationRequestFDD


SUCCESSFUL OUTCOME

CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelReconfigure, ddMode fdd } 


CRITICALITY 


ignore

}

-- *** CommonTransportChannelReconfigure (TDD) ***

commonTransportChannelReconfigureTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME

CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelReconfigure, ddMode tdd } 


CRITICALITY 


ignore

}

-- *** CommonTransportChannelDelete ***

commonTransportChannelDelete NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelDeletionRequest


SUCCESSFUL OUTCOME

CommonTransportChannelDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelDelete, ddMode common } 


CRITICALITY 


ignore

}

-- *** Audit ***

audit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AuditRequest


SUCCESSFUL OUTCOME

AuditResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-audit, ddMode common } 


CRITICALITY 


ignore

}


-- *** BlockResourceRequest ***

blockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BlockResourceRequest


SUCCESSFUL OUTCOME

BlockResourceResponse


UNSUCCESSFUL OUTCOME
BlockResourceFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-blockResource, ddMode common } 


CRITICALITY 


ignore

}























































































































-- *** RadioLinkSetup (FDD) ***

radioLinkSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkSetupRequestFDD


SUCCESSFUL OUTCOME

RadioLinkSetupResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureFDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-radioLinkSetup, ddMode fdd } 


CRITICALITY 


ignore

}

-- *** RadioLinkSetup (TDD) ***

radioLinkSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkSetupRequestTDD


SUCCESSFUL OUTCOME

RadioLinkSetupResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-radioLinkSetup, ddMode tdd } 


CRITICALITY 


ignore

}

-- *** SystemInformationUpdate ***

systemInformationUpdate NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SystemInformationUpdateRequest


SUCCESSFUL OUTCOME

SystemInformationUpdateResponse


UNSUCCESSFUL OUTCOME
SystemInformationUpdateFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-systemInformationUpdate, ddMode common } 


CRITICALITY 


ignore

}

-- *** CommonMeasurementInitiation ***

commonMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementInitiationRequest


SUCCESSFUL OUTCOME

CommonMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
CommonMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementInitiation,
ddMode common } 


CRITICALITY 


ignore

}




































-- *** RadioLinkAddition (FDD) ***

radioLinkAdditionFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkAdditionRequestFDD


SUCCESSFUL OUTCOME

RadioLinkAdditionResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkAddition, ddMode fdd } 


CRITICALITY 


ignore

}

-- *** RadioLinkAddition (TDD) ***

radioLinkAdditionTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkAdditionRequestTDD


SUCCESSFUL OUTCOME

RadioLinkAdditionResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkAddition, ddMode tdd } 


CRITICALITY 


ignore

}



















































-- *** RadioLinkDeletion
***

radioLinkDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkDeletionRequest


SUCCESSFUL OUTCOME

RadioLinkDeletionResponse


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkDeletion, ddMode common }


CRITICALITY 


ignore

}









-- *** SynchronisedRadioLinkReconfigurationPreparation (FDD) ***

synchronisedRadioLinkReconfigurationPreparationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationPrepareFDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode fdd } 


CRITICALITY 


ignore

}

-- *** SynchronisedRadioLinkReconfigurationPreparation (TDD) ***

synchronisedRadioLinkReconfigurationPreparationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationPrepareTDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode tdd } 


CRITICALITY 


ignore

}

-- *** UnSynchronisedRadioLinkReconfiguration (FDD) ***

unSynchronisedRadioLinkReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationRequestFDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode fdd } 


CRITICALITY 


ignore

}

-- *** UnSynchronisedRadioLinkReconfiguration (TDD) ***

unSynchronisedRadioLinkReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationRequestTDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode tdd } 


CRITICALITY 


ignore

}


-- *** DedicatedMeasurementInitiation  ***

dedicatedMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementInitiationRequest


SUCCESSFUL OUTCOME

DedicatedMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
DedicatedMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementInitiation, ddMode common }


CRITICALITY 


ignore

}





































-- *** PhysicalSharedChannelReconfiguration (TDD only) ***

physicalSharedChannelReconfiguration NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalSharedChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationResponseTDD


UNSUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationFailureTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-physicalSharedChannelReconfiguration, ddMode tdd } 


CRITICALITY 

ignore

}

-- *** CompressedModePreparation (FDD only) ***

compressedModePreparation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CompressedModePrepare

SUCCESSFUL OUTCOME

CompressedModeReady

UNSUCCESSFUL OUTCOME
CompressedModeFailure

MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-compressedModePreparation, ddMode fdd }


CRITICALITY 


ignore

}















-- Class 2

-- *** ResourceStatusIndication ***

resourceStatusIndication NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResourceStatusIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-resourceStatusIndication, ddMode common } 


CRITICALITY 


ignore

}

-- *** AuditRequired ***

auditRequired NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AuditRequiredIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-auditRequired, ddMode common } 


CRITICALITY 


ignore

}
-- *** CommonMeasurementReport ***

commonMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementReport


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementReport, ddMode common } 


CRITICALITY 


ignore

}
-- *** CommonMeasurementTermination ***

commonMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementTermination, ddMode common } 


CRITICALITY 


ignore

}

-- *** CommonMeasurementFailure ***

commonMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementFailureIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementFailure, ddMode common } 


CRITICALITY 


ignore

}
-- *** SynchronisedRadioLinkReconfirurationCommit ***

synchronisedRadioLinkReconfigurationCommit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationCommit


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationCommit, ddMode common } 


CRITICALITY 


ignore

}

-- *** SynchronisedRadioReconfigurationCancellation ***

synchronisedRadioLinkReconfigurationCancellation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationCancel


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationCancellation, ddMode common } 


CRITICALITY 


ignore

}
-- *** RadioLinkFailure ***

radioLinkFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkFailure, ddMode common }


CRITICALITY 


ignore

}

-- *** RadioLinkRestoration ***

radioLinkRestoration NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkRestoreIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkRestoration, ddMode common }


CRITICALITY 


ignore

}
-- *** DedicatedMeasurementReport ***

dedicatedMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementReport


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementReport, ddMode common }


CRITICALITY 


ignore

}

-- *** DedicatedMeasurementTermination  ***

dedicatedMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementTermination, ddMode common }


CRITICALITY 


ignore

}

-- *** DedicatedMeasurementFailure ***

dedicatedMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementFailure, ddMode common }


CRITICALITY 


ignore

}

-- *** DLPowerControl (FDD only) ***

downlinkPowerControlFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DL-PowerControlRequest


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-downlinkPowerControl, ddMode fdd }


CRITICALITY 


ignore

}

-- *** CompressedModeCommit (FDD only) ***

compressedModeCommit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CompressedModeCommit


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-compressedModeCommit, ddMode fdd }


CRITICALITY 


ignore

}

-- *** CompressedModeCancellation (FDD only) ***

compressedModeCancellation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CompressedModeCancel


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-compressedModeCancellation, ddMode fdd }


CRITICALITY 


ignore

}
-- *** UnblockResourceIndication ***

unblockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UnblockResourceIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-unblockResource, ddMode common } 


CRITICALITY 


ignore

}
-- *** ErrorIndication ***

errorIndication NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode
id-errorIndication, ddMode common }


CRITICALITY 


ignore

}

-- *** PrivateMessage ***

privateMessage NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID


{ procedureCode
id-privateMessage, ddMode common }


CRITICALITY



ignore

}
END
PDU Definitions
-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS






AddorDeleteIndicator,


AICH-TransmissionTiming,

AvailabilityStatus,


BCCH-ModificationTime,

BindingID,


BlockingPriorityIndicator,


BlockSTTD-Indicator,


BurstType,

Cause,

CCTrCH-ID,


Cell-ID-Length,

CellParameterID,

CFN,


CFNOffset,








ChipOffset,


C-ID,

CommonMeasurementType,


CommonMeasurementValue,

CommonPhysicalChannelID,

CommonTransportChannelID,

CommunicationControlPortID,

CompressedModeMethod,


ConfigurationGenerationID,


CriticalityDiagnostics,


CRNC-CommunicationContextID,


DCH-CombinationInd,

DCH-ID,


DedicatedMeasurementObjectType,


DedicatedMeasurementType,


DedicatedMeasurementValue,

D-FieldLength,


DiversityControlField,


DiversityMode,

DL-DPCH-SlotFormat,


DL-FrameType,


DL-Power,


DL-ScramblingCode,


DPCH-ID,


DSCH-ID,

DSCH-TFS,


DSCH-TFCS,













FDD-DL-ChannelisationCodeNumber,


FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

FrameHandlingPriority,


FrameOffset,


GapPeriod,


GapPositionMode,


IB-SG,


IB-SG-POS,


IB-SG-REP,


IB-Type,

IndicationType,




Local-Cell-ID,











MaximumDL-PowerCapability,


MaximumTransmissionPower,


MaxNrOfUL-DPDCHs,


MaxPRACH-MidambleShifts,


MeasurementCharacteristics,


MeasurementID,


MidambleShift,


MinSpreadingFactor,


MinUL-ChannelisationCodeLength,


MultiplexingPosition,

NodeB-CommunicationContextID,












PagingIndicatorLength,

PayloadCRC-PresenceIndicator,


PCCPCH-Power,


PD,


PDSCHSet-ID,

PDSCH-ID,

PICH-Mode,

PilotBitsUsedIndicator,


PowerControlMode,


PowerOffset,


PowerResumeMode,


PRACH-Midamble,


PreambleSignatures,


PrimaryCPICH-Power,

PrimaryScramblingCode,


PropagationDelay,


PSCH-TimeSlot,


PunctureLimit,


PUSCHSet-ID,

PUSCH-ID,

RACH-SlotFormat,


RACH-SubChannelNumbers,










RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,

ResourceOperationalState,


RLC-Mode,


RL-ID,














ScramblingCodeChange,


ScramblingCodeWordNumber,

SecondaryCCPCH-SlotFormat,



SegmentType,


S-FieldLength,


SFN,

ShutdownTimer,


SIB-DeletionIndicator,


SIB-Originator,


SlotFormat,


SSDT-Cell-Identity,


SSDT-CellID-Length,


SSDT-Indication,


STTD-Indicator,


SSDT-SupportIndicator,


SyncCase,


T-Cell,


TDD-ChannelisationCode,


TDD-TPC-DownlinkStepSize,


TDD-PhysicalChannelOffset,

TFCI-Coding,

TFCI-Presence,


TFCI-SignallingMode,


TFCS,


TGD,


TGL,



TimeSlot,


TimeSlotDirection,


TimeSlotStatus,


ToAWE,


ToAWS,





TransmissionDiversityApplied,


TransmitDiversityIndicator,


TransportFormatSet,

TransportLayerAddress,


TSTD-Indicator,

UARFCN,

UL-DL-CompressedModeSelection,

UL-DeltaSIR,


UL-DeltaSIR-after,



UL-DPCCH-SlotFormat,


UL-SIR,

UL-FP-Mode,


UL-InterferenceLevel,


UL-ScramblingCode,


USCH-ID
FROM NBAP-IEs


ProtocolExtensionContainer{},


PrivateExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION,


NBAP-PRIVATE-EXTENSION

FROM NBAP-Containers


id-AICH-ParametersItem-CTCH-ReconfRqstFDD,

id-AICH-ParametersList-CTCH-ReconfRqstFDD,






id-BCCH-ModificationTime,

id-BlockingPriorityIndicator,







id-Cause,


id-CCP-InformationItem-AuditRsp,

id-CCP-InformationList-AuditRsp,

id-Cell-InformationItem-AuditRsp,

id-Cell-InformationList-AuditRsp,







id-CellParameterID,

id-CFN,


id-C-ID,


id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,

id-CommonMeasurementType,


id-CommonPhysicalChannelID,


id-CommonPhysicalChannelType-CTCH-ReconfRqstTDD,


id-CommonPhysicalChannelType-CTCH-SetupRqstFDD,

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD,


id-CommonTransportChannelType-CTCH-ReconfRqstTDD,

id-CommonTransportChannelType-CTCH-SetupRqstTDD,

id-CommonTransportChannelType-CTCH-SetupRsp,

id-ConfigurationGenerationID,


id-CommunicationControlPortID,



id-CM-PatternInformationItem-CompressedModePrep,


id-CM-PatternInformationList-CompressedModePrep,



id-CRNC-CommunicationContextID,

id-CriticalityDiagnostics,

id-DCH-AddItem-RL-ReconfPrepFDD,


id-DCH-AddItem-RL-ReconfPrepTDD,



id-DCH-AddItem-RL-ReconfRqstFDD,


id-DCH-AddItem-RL-ReconfRqstTDD,



id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,


id-DCH-DeleteItem-RL-ReconfPrepFDD,


id-DCH-DeleteItem-RL-ReconfPrepTDD,


id-DCH-DeleteItem-RL-ReconfRqstFDD,


id-DCH-DeleteItem-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-InformationItem-RL-SetupRqstFDD,

id-DCH-InformationList-RL-SetupRqstFDD,

id-DCH-InformationItem-RL-SetupRqstTDD,



id-DCH-InformationList-RL-SetupRqstTDD,


id-DCH-InformationResponseItem-RL-SetupRspTDD,


id-DCH-InformationResponseList-RL-SetupRspTDD,



id-DCH-ModifyItem-RL-ReconfPrepFDD,


id-DCH-ModifyItem-RL-ReconfPrepTDD,



id-DCH-ModifyItem-RL-ReconfRqstFDD,


id-DCH-ModifyItem-RL-ReconfRqstTDD,



id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,

id-DedicatedMeasurementObjectType,


id-DedicatedMeasurementObjectType-DM-Rprt,

id-DedicatedMeasurementObjectType-DM-Rqst,

id-DedicatedMeasurementObjectType-DM-Rsp,

id-DedicatedMeasurementType,

id-DL-CCTrCH-InformationItem-RL-AdditionRqstTDD,

id-DL-CCTrCH-InformationItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,



id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,

id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,







id-DL-DPCH-InformationItem-RL-AdditionRqstTDD,



id-DL-DPCH-InformationItem-RL-SetupRqstTDD,





id-DL-DPCH-InformationList-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-SetupRqstTDD,

id-DL-DPCH-Information-RL-ReconfPrepFDD,

id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-Information-RL-SetupRqstFDD,



id-DSCH-Add-RL-ReconfPrepFDD,


id-DSCH-Add-RL-ReconfRqstFDD,


id-DSCH-Delete-RL-ReconfPrepFDD,


id-DSCH-Delete-RL-ReconfRqstFDD,


id-DSCH-ID,


id-DSCH-Information-AddItem-RL-ReconfPrepTDD,

id-DSCH-Information-AddItem-RL-ReconfRqstTDD,

id-DSCH-information-AddList-RL-ReconfPrepTDD,

id-DSCH-Information-AddList-RL-ReconfRqstTDD,

id-DSCH-Information-DeleteItem-RL-ReconfPrepTDD,

id-DSCH-Information-DeleteItem-RL-ReconfRqstTDD,

id-DSCH-Information-DeleteList-RL-ReconfPrepTDD,

id-DSCH-Information-DeleteList-RL-ReconfRqstTDD,

id-DSCH-Information-ModifyItem-RL-ReconfPrepTDD,

id-DSCH-Information-ModifyItem-RL-ReconfRqstTDD,


id-DSCH-Information-ModifyList-RL-ReconfPrepTDD,


id-DSCH-Information-ModifyList-RL-ReconfRqstTDD,


id-DSCH-InformationItem-RL-SetupRqstFDD,

id-DSCH-InformationList-RL-SetupRqstFDD,

id-DSCH-InformationItem-RL-SetupRqstTDD,


id-DSCH-InformationList-RL-SetupRqstTDD,


id-DSCH-InformationResponseItem-RL-SetupRspTDD,

id-DSCH-InformationResponseList-RL-SetupRspTDD,

id-DSCH-Modify-RL-ReconfPrepFDD,


id-DSCH-Modify-RL-ReconfRqstFDD,

id-DSCH-TFCS,








id-FACH-ParametersItem-CTCH-ReconfRqstFDD,


id-FACH-ParametersList-CTCH-ReconfRqstFDD,





id-IndicationType-ResourceStatusInd,

id-Local-Cell-ID,




id-Local-Cell-InformationItem-AuditRsp,


id-Local-Cell-InformationList-AuditRsp,




id-MaximumTransmissionPower,



id-MeasurementCharacteristics,


id-MeasurementID,



id-MIB-SIB-InformationItem-SystemInfoUpdateRqst,

id-MIB-SIB-InformationList-SystemInfoUpdateRqst,



id-NodeB-CommunicationContextID,


id-PCCPCH-Information-Cell-ReconfRqstTDD,

id-PCCPCH-Information-Cell-SetupRqstTDD,




id-PCH-Parameters-CTCH-ReconfRqstFDD,




id-PD,

id-PDSCHSets-AddItem-PSCH-ReconfRqst,


id-PDSCHSets-AddList-PSCH-ReconfRqst,


id-PDSCHSets-DeleteItem-PSCH-ReconfRqst,


id-PDSCHSets-DeleteList-PSCH-ReconfRqst,


id-PDSCHSets-ModifyItem-PSCH-ReconfRqst,


id-PDSCHSets-ModifyList-PSCH-ReconfRqst,


id-PICH-Parameters-CTCH-ReconfRqstFDD,



id-PRACH-ParametersItem-CTCH-ReconfRqstFDD,


id-PRACH-ParametersList-CTCH-ReconfRqstFDD,








id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD,

id-PrimaryCCPCH-Information-Cell-SetupRqstFDD,

id-PrimaryCPICH-Information-Cell-ReconfRqstFDD,

id-PrimaryCPICH-Information-Cell-SetupRqstFDD,


id-PrimarySCH-Information-Cell-ReconfRqstFDD,

id-PrimarySCH-Information-Cell-SetupRqstFDD,

id-PrimaryScramblingCode,


id-ProcedureScopeType-DL-PC-Rqst,

id-PSCH-Information-Cell-ReconfRqstTDD,

id-PSCH-Information-Cell-SetupRqstTDD,

id-PUSCHSets-AddItem-PSCH-ReconfRqst,


id-PUSCHSets-AddList-PSCH-ReconfRqst,


id-PUSCHSets-DeleteItem-PSCH-ReconfRqst,


id-PUSCHSets-DeleteList-PSCH-ReconfRqst,


id-PUSCHSets-ModifyItem-PSCH-ReconfRqst,


id-PUSCHSets-ModifyList-PSCH-ReconfRqst,


id-ReportCharacteristics,



id-RL-ID,



id-RL-InformationItem-RL-AdditionRqstFDD,

id-RL-informationItem-RL-DeletionRqst,

id-RL-InformationItem-RL-FailureInd,




id-RL-InformationItem-RL-ReconfPrepFDD,


id-RL-InformationItem-RL-ReconfRqstFDD,


id-RL-InformationItem-RL-ReconfRqstTDD,

id-RL-InformationItem-RL-RestoreInd,

id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-AdditionRqstFDD,

id-RL-informationList-RL-DeletionRqst,

id-RL-InformationList-RL-FailureInd,


id-RL-InformationList-RL-ReconfPrepFDD,

id-RL-InformationList-RL-ReconfRqstFDD,

id-RL-InformationList-RL-ReconfRqstTDD,


id-RL-InformationList-RL-RestoreInd,

id-RL-InformationList-RL-SetupRqstFDD,

id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReady,


id-RL-InformationResponseItem-RL-ReconfRsp,

id-RL-InformationResponseItem-RL-SetupRspFDD,



id-RL-InformationResponseList-RL-AdditionRspFDD,

id-RL-InformationResponseList-RL-ReconfReady,



id-RL-InformationResponseList-RL-ReconfRsp,


id-RL-InformationResponseList-RL-SetupRspFDD,



id-RL-InformationResponse-RL-AdditionRspTDD,

id-RL-InformationResponse-RL-SetupRspTDD,

id-RL-Information-RL-AdditionRqstTDD,

id-RL-Information-RL-ReconfPrepTDD,

id-RL-Information-RL-SetupRqstTDD,

id-RL-ReconfigurationFailureItem-RL-ReconfFailure,


id-RL-ReconfigurationFailureList-RL-ReconfFailure,
















id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD,


id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD,

id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD,

id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD,

id-SecondarySCH-Information-Cell-ReconfRqstFDD,

id-SecondarySCH-Information-Cell-SetupRqstFDD,

id-SFN,

id-ShutdownTimer,



id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD,

id-Successful-RL-InformationRespItem-RL-SetupFailureFDD,



id-Successful-RL-InformationRespList-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespList-RL-SetupFailureFDD,

id-SyncCase,


id-T-Cell,







id-TimeSlotConfigurationItem-Cell-ReconfRqstTDD,

id-TimeSlotConfigurationList-Cell-ReconfRqstTDD,

id-TimeSlotConfigurationItem-Cell-SetupRqstTDD,

id-TimeSlotConfigurationList-Cell-SetupRqstTDD,

id-TransmissionDiversityApplied,





id-UARFCN,



id-UL-CCTrCH-InformationItem-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationItem-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,



id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,

id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,







id-UL-DPCH-InformationItem-RL-AdditionRqstTDD,

id-UL-DPCH-InformationItem-RL-SetupRqstTDD,

id-UL-DPCH-InformationList-RL-AdditionRqstTDD,

id-UL-DPCH-InformationList-RL-SetupRqstTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,




id-UL-DPCH-Information-RL-ReconfRqstFDD,


id-UL-DPCH-Information-RL-SetupRqstFDD,






id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD,




id-Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD,

id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD,

id-USCH-Information-AddItem-RL-ReconfPrepTDD,

id-USCH-Information-AddItem-RL-ReconfRqstTDD,

id-USCH-information-AddList-RL-ReconfPrepTDD,

id-USCH-Information-AddList-RL-ReconfRqstTDD,

id-USCH-Information-DeleteItem-RL-ReconfPrepTDD,

id-USCH-Information-DeleteItem-RL-ReconfRqstTDD,

id-USCH-Information-DeleteList-RL-ReconfPrepTDD,

id-USCH-Information-DeleteList-RL-ReconfRqstTDD,

id-USCH-Information-ModifyItem-RL-ReconfPrepTDD,

id-USCH-Information-ModifyItem-RL-ReconfRqstTDD,

id-USCH-Information-ModifyList-RL-ReconfPrepTDD,

id-USCH-Information-ModifyList-RL-ReconfRqstTDD,

id-USCH-InformationItem-RL-SetupRqstTDD,

id-USCH-InformationList-RL-SetupRqstTDD,

id-USCH-InformationResponseItem-RL-SetupRspTDD,

id-USCH-InformationResponseList-RL-SetupRspTDD,


















maxNrOfCCTrCHs,

maxNrOfCodes,

maxNrOfCMpatterns,


maxNrOfDCHs,

maxNrOfDLCodes,


maxNrOfDPCHs,


maxNrOfDSCHs,



maxNrOfFACHs,




maxNrOfRLs,


maxNrOfPRACHs,


maxNrOfPDSCHs,

maxNrOfPUSCHs,

maxNrOfPDSCHSets,

maxNrOfPUSCHSets,






maxNrOfSCCPCHs,


maxNrOfUSCHs,


maxFACHCell,



maxRACHCell,


maxPRACHCell,


maxSCCPCHCell,


maxSCPICHCell,


maxCellinNodeB,


maxCCPinNodeB,


maxLocalCellinNodeB,


maxSF,


maxIB,


maxIBSEG
FROM NBAP-Constants;

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST FDD,
--

-- **************************************************************

CommonTransportChannelSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestFDD-Extensions}}     OPTIONAL,


...

}

CommonTransportChannelSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY

ignore

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

ignore

TYPE
ConfigurationGenerationID





PRESENCE 
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstFDD

CRITICALITY 
ignore

TYPE
CommonPhysicalChannelType-CTCH-SetupRqstFDD

PRESENCE 
mandatory

},


...

}



CommonPhysicalChannelType-CTCH-SetupRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCH-CTCH-SetupRqstFDD,


pRACH-parameters



PRACH-CTCH-SetupRqstFDD

}

Secondary-CCPCH-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


fdd-S-CCPCH-Offset





FDD-S-CCPCH-Offset,


dl-ScramblingCode





DL-ScramblingCode,


fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


tFCS


TFCS,


secondary-CCPCH-SlotFormat



SecondaryCCPCH-SlotFormat,


pilotBitsUsedIndicator




PilotBitsUsedIndicator,


multiplexingPosition




MultiplexingPosition,


sTTD-Indicator






STTD-Indicator,


fACH-Parameters






FACH-ParametersList-CTCH-SetupRqstFDD

OPTIONAL,


-- One of the channels FACH or PCH or both must be present


pCH-Parameters






PCH-Parameters-CTCH-SetupRqstFDD


OPTIONAL,


-- One of the channels FACH or PCH or both must be present


pICH-Parameters






PICH-Parameters-CTCH-SetupRqstFDD,


iE-Extensions






ProtocolExtensionContainer  { { Secondary-CCPCH-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}










FACH-ParametersList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF







SEQUENCE {



commonTransportChannelID


CommonTransportChannelID,



transportFormatSet




TransportFormatSet,



toAWS







ToAWS,



toAWE







ToAWE,



maxFACH-Power





DL-Power,



iE-Extensions





ProtocolExtensionContainer  { { FACH-ParametersList-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,



...

}

FACH-ParametersList-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


transportFormatSet




TransportFormatSet,


toAWS







ToAWS,


toAWE







ToAWE,



pCH-Power






DL-Power,


iE-Extensions





ProtocolExtensionContainer  { { PCH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PCH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


dl-ScramblingCode 






DL-ScramblingCode,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


pICH-Power








DL-Power,


pICH-Mode








PICH-Mode,



sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer { { PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


scramblingCodeWordNumber




ScramblingCodeWordNumber,


tFCS



TFCS,


preambleSignatures






PreambleSignatures,


allowedSlotFormatInformation



AllowedSlotFormatInformationList-CTCH-SetupRqstFDD,

rACH-SlotFormat







RACH-SlotFormat,

rACH-SubChannelNumbers





RACH-SubChannelNumbers,


ul-punctureLimit






PunctureLimit,


rACH-Parameters







RACH-Parameters-CTCH-SetupRqstFDD,


aICH-Parameters







AICH-Parameters-CTCH-SetupRqstFDD,


iE-Extensions







ProtocolExtensionContainer { { PRACH-parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PRACH-parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedSlotFormatInformationList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxSF)) OF







SEQUENCE {



rACHSlotFormat







RACH-SlotFormat,



iE-Extensions







ProtocolExtensionContainer  { { AllowedSlotFormatInformationList-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,



...

}

AllowedSlotFormatInformationList-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {

 
commonTransportChannelID




CommonTransportChannelID,

 
transportFormatSet






TransportFormatSet,


iE-Extensions







ProtocolExtensionContainer  { { RACH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

RACH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


dl-ScramblingCode






DL-ScramblingCode,


aICH-TransmissionTiming





AICH-TransmissionTiming,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


aICH-Power








DL-Power,


sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer  { { AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST TDD

--

-- **************************************************************

CommonTransportChannelSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupRequestTDD-IEs}},


protocolExtensions 

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestTDD-Extensions}}

OPTIONAL,

...

}

CommonTransportChannelSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID












CRITICALITY
ignore

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID






CRITICALITY
ignore

TYPE
ConfigurationGenerationID





PRESENCE 
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstTDD


CRITICALITY
ignore

TYPE 
CommonPhysicalChannelType-CTCH-SetupRqstTDD

PRESENCE 
mandatory

}|


{ ID
id-CommonTransportChannelType-CTCH-SetupRqstTDD


CRITICALITY
ignore

TYPE 
CommonTransportChannelType-CTCH-SetupRqstTDD

PRESENCE 
mandatory

},


...

}

CommonTransportChannelSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-SetupRqstTDD ::= CHOICE {


secondary-CCPCH-parameters




Secondary-CCPCH-CTCH-SetupRqstTDD,


pRACH-parameters






PRACH-CTCH-SetupRqstTDD

}

Secondary-CCPCH-CTCH-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS



TFCS,


secondaryCCPCH







Secondary-CCPCHList-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer
{{Secondary-CCPCH-CTCH-SetupRqstTDD-ExtIEs}}

OPTIONAL,


...
}

Secondary-CCPCH-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Secondary-CCPCHList-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF








SEQUENCE {



commonPhysicalChannelID





CommonPhysicalChannelID,



tdd-ChannelisationCode





TDD-ChannelisationCode,



timeslot








TimeSlot,



burstType








BurstType,



midambleShift







MidambleShift,



tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,





repetitionPeriod






RepetitionPeriod,



repetitionLength






RepetitionLength,



s-CCPCH-Power







DL-Power,





iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCHList-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,



...

}

Secondary-CCPCHList-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


timeslot








TimeSlot,


tdd-ChannelisationCode





TDD-ChannelisationCode,


maxPRACH-MidambleShifts





MaxPRACH-MidambleShifts

OPTIONAL,


pRACH-Midamble 







PRACH-Midamble,


commonTransportChannelType




CommonTransportChannelType-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { PRACH-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PRACH-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelType-CTCH-SetupRqstTDD ::= SEQUENCE {


fACH-ParametersList






FACH-ParametersList-CTCH-SetupRqstTDD

OPTIONAL,

-- one of the channels FACH or PCH or both must be present

pCH-Parameters






PCH-Parameters-CTCH-SetupRqstTDD

OPTIONAL,

-- one of the channels FACH or PCH or both must be present


rACH-Parameter







RACH-Parameter-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { CommonTransportChannelType-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

CommonTransportChannelType-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}




FACH-ParametersList-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF







SEQUENCE {



commonTransportChannelID



CommonTransportChannelID,



dl-TransportFormatSet




TransportFormatSet,



toAWS








ToAWS,



toAWE








ToAWE,



iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersList-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,



...

}

FACH-ParametersList-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-SetupRqstTDD ::= SEQUENCE





 {



commonTransportChannelID



CommonTransportChannelID,



dl-TransportFormatSet




TransportFormatSet,



toAWS








ToAWS,



toAWE








ToAWE,



pICH-Parameters






PICH-Parameters-CTCH-SetupRqstTDD,



iE-Extensions






ProtocolExtensionContainer  { { PCH-Parameters-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,



...

}

PCH-Parameters-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Parameters-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

 
 tdd-ChannelisationCode




TDD-ChannelisationCode,

 
timeSlot  







TimeSlot,

 
burstType







BurstType


OPTIONAL,

 
midambleshift






MidambleShift,

 
tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

 
repetitionPeriod





RepetitionPeriod,

 
repetitionLength





RepetitionLength,

 
pagingIndicatorLength




PagingIndicatorLength,


pICH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { PICH-Parameters-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

PICH-Parameters-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-Parameter-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


iE-Extensions







ProtocolExtensionContainer  { { RACH-Parameter-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

RACH-Parameter-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP RESPONSE

--

-- **************************************************************

CommonTransportChannelSetupResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelSetupResponse-Extensions}}    OPTIONAL,


...

}

CommonTransportChannelSetupResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CommonTransportChannelType-CTCH-SetupRsp

CRITICALITY

ignore

TYPE
CommonTransportChannelType-CTCH-SetupRsp

PRESENCE 
mandatory

}|


{ ID
id-CriticalityDiagnostics





CRITICALITY

ignore

TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

CommonTransportChannelSetupResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelType-CTCH-SetupRsp ::= SEQUENCE {


fACH-ParametersList



FACH-ParametersList-CTCH-SetupRsp

OPTIONAL,

-- One of the channels FACH or PCH or both must be present

pCH-Parameters




PCH-Parameters-CTCH-SetupRsp


OPTIONAL,

-- One of the channels FACH or PCH or both must be present


rACH-Parameters




RACH-Parameters-CTCH-SetupRsp,



iE-Extensions




ProtocolExtensionContainer  { { CommonTransportChannelType-CTCH-SetupRsp-ExtIEs} }

OPTIONAL,



...
}

CommonTransportChannelType-CTCH-SetupRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}





FACH-ParametersList-CTCH-SetupRsp ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF

 





SEQUENCE {

 

commonTransportChannelID


CommonTransportChannelID,



bindingID






BindingID,


transportLayerAddress



TransportLayerAddress, 




iE-Extensions





ProtocolExtensionContainer  { { FACH-ParametersList-CTCH-SetupRsp-ExtIEs} }

OPTIONAL,



...

}

FACH-ParametersList-CTCH-SetupRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-SetupRsp ::= SEQUENCE {

  
commonTransportChannelID


CommonTransportChannelID,


bindingID






BindingID,


transportLayerAddress



TransportLayerAddress, 



iE-Extensions





ProtocolExtensionContainer  { { PCH-Parameters-CTCH-SetupRsp-ExtIEs} }

OPTIONAL,


...
}

PCH-Parameters-CTCH-SetupRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-Parameters-CTCH-SetupRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


bindingID






BindingID,


transportLayerAddress



TransportLayerAddress, 



iE-Extensions





ProtocolExtensionContainer  { { RACH-Parameters-CTCH-SetupRsp-ExtIEs} }

OPTIONAL,


...
}

RACH-Parameters-CTCH-SetupRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP FAILURE

--

-- **************************************************************

CommonTransportChannelSetupFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelSetupFailure-Extensions}}     OPTIONAL,


...

}

CommonTransportChannelSetupFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause




CRITICALITY
ignore

TYPE
Cause





PRESENCE
mandatory
}|



{ ID
id-CriticalityDiagnostics
CRITICALITY
ignore

TYPE
CriticalityDiagnostics

PRESENCE
optional

},


...

}

CommonTransportChannelSetupFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID









CRITICALITY
ignore

TYPE
C-ID









PRESENCE 
mandatory
}|

{ ID
id-ConfigurationGenerationID



CRITICALITY
ignore

TYPE
ConfigurationGenerationID




PRESENCE
mandatory
}|


{ ID
id-FACH-ParametersList-CTCH-ReconfRqstFDD
CRITICALITY
ignore

TYPE
FACH-ParametersList-CTCH-ReconfRqstFDD

PRESENCE
optional
}|


{ ID
id-PCH-Parameters-CTCH-ReconfRqstFDD

CRITICALITY
ignore

TYPE
PCH-Parameters-CTCH-ReconfRqstFDD


PRESENCE
optional
}|


{ ID
id-PICH-Parameters-CTCH-ReconfRqstFDD

CRITICALITY
ignore

TYPE
PICH-Parameters-CTCH-ReconfRqstFDD


PRESENCE
optional
}|


{ ID
id-PRACH-ParametersList-CTCH-ReconfRqstFDD
CRITICALITY
ignore

TYPE
PRACH-ParametersList-CTCH-ReconfRqstFDD

PRESENCE
optional

}|




{ ID
id-AICH-ParametersList-CTCH-ReconfRqstFDD
CRITICALITY
ignore

TYPE
AICH-ParametersList-CTCH-ReconfRqstFDD

PRESENCE
optional
},


...

}

CommonTransportChannelReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxFACHCell)) OF 
ProtocolIE-Container {{ FACH-ParametersItemIE-CTCH-ReconfRqstFDD }}

FACH-ParametersItemIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {

 
{ ID
id-FACH-ParametersItem-CTCH-ReconfRqstFDD

CRITICALITY

ignore


TYPE
FACH-ParametersItem-CTCH-ReconfRqstFDD


PRESENCE
mandatory},

 
...

}

FACH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


maxFACH-Power






DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pCH-Power







DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { PCH-Parameters-CTCH-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

PCH-Parameters-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Parameters-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pICH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { PICH-Parameters-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-Parameters-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-ParametersList-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfPRACHs)) OF 
ProtocolIE-Container {{ PRACH-ParametersItemIE-CTCH-ReconfRqstFDD }}

PRACH-ParametersItemIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-ParametersItem-CTCH-ReconfRqstFDD


CRITICALITY

ignore


TYPE
PRACH-ParametersItem-CTCH-ReconfRqstFDD


PRESENCE
mandatory},


...

}

PRACH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


preambleSignatures





PreambleSignatures,

allowedSlotFormatInformation


AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD

OPTIONAL,


rACH-SubChannelNumbers




RACH-SubChannelNumbers

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { PRACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PRACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxSF)) OF







SEQUENCE {



rACH-SlotFormat







RACH-SlotFormat,



iE-Extensions






ProtocolExtensionContainer  { { AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,



...

}

AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-ParametersList-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfPRACHs)) OF 
ProtocolIE-Container {{ AICH-ParametersItemIE-CTCH-ReconfRqstFDD }}

AICH-ParametersItemIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-AICH-ParametersItem-CTCH-ReconfRqstFDD

CRITICALITY

ignore


TYPE
AICH-ParametersItem-CTCH-ReconfRqstFDD

PRESENCE
mandatory},


...

}

AICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


aICH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY
ignore

TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID 
id-ConfigurationGenerationID





CRITICALITY
ignore

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-ReconfRqstTDD

CRITICALITY
ignore

TYPE 
CommonPhysicalChannelType-CTCH-ReconfRqstTDD
PRESENCE 
mandatory

}|




{ ID
id-CommonTransportChannelType-CTCH-ReconfRqstTDD
CRITICALITY
ignore

TYPE 
CommonTransportChannelType-CTCH-ReconfRqstTDD
PRESENCE 
mandatory
},

...

}

CommonTransportChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-ReconfRqstTDD ::= CHOICE {


secondaryCCPCH




Secondary-CCPCH-CTCH-ReconfRqstTDD,


pICH






PICH-CTCH-ReconfRqstTDD
}

Secondary-CCPCH-CTCH-ReconfRqstTDD::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


secondaryCCPCHList



Secondary-CCPCHList-CTCH-ReconfRqstTDD


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { Secondary-CCPCH-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-CCPCHList-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF







SEQUENCE {



commonPhysicalChannelID



CommonPhysicalChannelID,



sCCPCH-Power





DL-Power,



iE-Extensions





ProtocolExtensionContainer  { { Secondary-CCPCHList-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,



...

}

Secondary-CCPCHList-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-CTCH-ReconfRqstTDD
 ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


pICH-Power






DL-Power,


iE-Extensions





ProtocolExtensionContainer  { { PICH-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}

PICH-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelType-CTCH-ReconfRqstTDD ::= CHOICE {


fACH





FACH-ParametersList-CTCH-ReconfRqstTDD,


pCH






PCH-Parameters-CTCH-ReconfRqstTDD

}

FACH-ParametersList-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF

 





SEQUENCE {

 

commonTransportChannelID

CommonTransportChannelID,



toAWS






ToAWS


OPTIONAL,

 

toAWE






ToAWE


OPTIONAL,



iE-Extensions




ProtocolExtensionContainer  { { FACH-ParametersList-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,



...

}

FACH-ParametersList-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE 





{



commonTransportChannelID

CommonTransportChannelID,



toAWS






ToAWS


OPTIONAL,



toAWE






ToAWE


OPTIONAL,



iE-Extensions




ProtocolExtensionContainer  { { PCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,



...

}

PCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION RESPONSE

--

-- **************************************************************

CommonTransportChannelReconfigurationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationResponse-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

CommonTransportChannelReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION FAILURE

--

-- **************************************************************

CommonTransportChannelReconfigurationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationFailure-Extensions}}          OPTIONAL,


...

}

CommonTransportChannelReconfigurationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause





CRITICALITY
ignore


TYPE
Cause





PRESENCE
mandatory
}|




{ ID
id-CriticalityDiagnostics

CRITICALITY
ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional

},


...

}

CommonTransportChannelReconfigurationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL DELETION REQUEST

--

-- **************************************************************

CommonTransportChannelDeletionRequest ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{CommonTransportChannelDeletionRequest-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{CommonTransportChannelDeletionRequest-Extensions}}        
OPTIONAL,


...

}

CommonTransportChannelDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID







CRITICALITY
ignore

TYPE
C-ID





PRESENCE 
mandatory}|


{ ID
id-CommonPhysicalChannelID


CRITICALITY
ignore

TYPE
CommonPhysicalChannelID

PRESENCE
mandatory}|


{ ID
id-ConfigurationGenerationID

CRITICALITY
ignore

TYPE
ConfigurationGenerationID
PRESENCE
mandatory},


...

}

CommonTransportChannelDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL DELETION RESPONSE

--

-- **************************************************************

CommonTransportChannelDeletionResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelDeletionResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelDeletionResponse-Extensions}}     

OPTIONAL,


...

}

CommonTransportChannelDeletionResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

CommonTransportChannelDeletionResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- BLOCK RESOURCE REQUEST

--

-- **************************************************************

BlockResourceRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container       {{BlockResourceRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{BlockResourceRequest-Extensions}}                   OPTIONAL,


...

}

BlockResourceRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID







CRITICALITY
ignore

TYPE
C-ID






PRESENCE
mandatory
}|


{ ID
id-BlockingPriorityIndicator

CRITICALITY
ignore

TYPE
BlockingPriorityIndicator

PRESENCE
mandatory
}|


{ ID
id-ShutdownTimer




CRITICALITY
ignore

TYPE
ShutdownTimer




PRESENCE
conditional

},


-- The IE is present when the Blocking Priority IndicatorIE indicates 'Normal Priority'--


...

}

BlockResourceRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- BLOCK RESOURCE RESPONSE

--

-- **************************************************************

BlockResourceResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container       {{BlockResourceResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{BlockResourceResponse-Extensions}}

OPTIONAL,


...

}

BlockResourceResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

BlockResourceResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- BLOCK RESOURCE FAILURE

--

-- **************************************************************

BlockResourceFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container       {{BlockResourceFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{BlockResourceFailure-Extensions}}

OPTIONAL,


...

}

BlockResourceFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause





CRITICALITY

ignore

TYPE
Cause





PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE
CriticalityDiagnostics 

PRESENCE
optional

},


...

}

BlockResourceFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UNBLOCK RESOURCE INDICATION

--

-- **************************************************************

UnblockResourceIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{UnblockResourceIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{UnblockResourceIndication-Extensions}}    OPTIONAL,


...

}

UnblockResourceIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID


CRITICALITY

ignore

TYPE
C-ID

PRESENCE
mandatory},


...

}

UnblockResourceIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- AUDIT REQUIRED INDICATION

--

-- **************************************************************

AuditRequiredIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{AuditRequiredIndication-IEs}},


protocolExtensions 

ProtocolExtensionContainer
{{AuditRequiredIndication-Extensions}}    
OPTIONAL,

...

}

AuditRequiredIndication-IEs NBAP-PROTOCOL-IES ::= {

...

}

AuditRequiredIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- AUDIT REQUEST

--

-- **************************************************************

AuditRequest ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{AuditRequest-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{AuditRequest-Extensions}}

OPTIONAL,

...

}

AuditRequest-IEs NBAP-PROTOCOL-IES ::= {



...

}

AuditRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
















-- **************************************************************

--

-- AUDIT RESPONSE

--

-- **************************************************************

AuditResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{AuditResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{AuditResponse-Extensions}}

OPTIONAL,


...

}

AuditResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cell-InformationList-AuditRsp


CRITICALITY

ignore


TYPE
Cell-InformationList-AuditRsp


PRESENCE
optional
}|


{ ID
id-CCP-InformationList-AuditRsp



CRITICALITY

ignore


TYPE
CCP-InformationList-AuditRsp


PRESENCE
optional

}|


-- CCP (Communication Control Port) --

{ ID
id-Local-Cell-InformationList-AuditRsp

CRITICALITY

ignore


TYPE
Local-Cell-InformationList-AuditRsp

PRESENCE
optional
}|


{ ID
id-CriticalityDiagnostics




CRITICALITY

ignore


TYPE
CriticalityDiagnostics




PRESENCE
optional

},

...

}

AuditResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Cell-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF 
ProtocolIE-Container {{ Cell-InformationItemIE-AuditRsp}}

Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Cell-InformationItem-AuditRsp

CRITICALITY

ignore

TYPE
Cell-InformationItem-AuditRsp


PRESENCE 
optional
},


...

}

Cell-InformationItem-AuditRsp ::= SEQUENCE {


c-ID








C-ID,


configurationGenerationID



ConfigurationGenerationID,

resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


local-Cell-ID






Local-Cell-ID,

maximumDL-PowerCapability



MaximumDL-PowerCapability,
-- to do: FFS


minSpreadingFactor





MinSpreadingFactor,


-- to do: FFS


primary-SCH-Information




P-SCH-Information-AuditRsp




OPTIONAL,


secondary-SCH-Information



S-SCH-Information-AuditRsp




OPTIONAL,


primary-CPICH-Information



P-CPICH-Information-AuditRsp



OPTIONAL,


secondary-CPICH-InformationList


S-CPICH-InformationList-AuditRsp


OPTIONAL,


primary-CCPCH-Information



P-CCPCH-Information-AuditRsp



OPTIONAL,


bCH-Information






BCH-Information-AuditRsp




OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-AuditRsp


OPTIONAL,


pCH-Information





PCH-Information-AuditRsp



OPTIONAL,


pICH-Information





PICH-Information-AuditRsp




OPTIONAL,


fACH-InformationList




FACH-InformationList-AuditRsp



OPTIONAL,


pRACH-InformationList




PRACH-InformationList-AuditRsp



OPTIONAL,


rACH-InformationList




RACH-InformationList-AuditRsp



OPTIONAL,


aICH-InformationList




AICH-InformationList-AuditRsp



OPTIONAL,


sCH-Information






SCH-Information-AuditRsp




OPTIONAL,


pSCH-Information





PSCH-Information-AuditRsp




OPTIONAL,



iE-Extensions






ProtocolExtensionContainer  { { Cell-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-SCH-Information-AuditRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { P-SCH-Information-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

P-SCH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
S-SCH-Information-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { S-SCH-Information-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

S-SCH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
P-CPICH-Information-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { P-CPICH-Information-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

P-CPICH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CPICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF








SEQUENCE {



commonPhysicalChannelID



CommonPhysicalChannelID,



resourceOperationalState


ResourceOperationalState,



availabilityStatus




AvailabilityStatus,



iE-Extensions





ProtocolExtensionContainer  { { S-CPICH-Information-AuditRsp-ExtIEs} }

OPTIONAL,



...

}

S-CPICH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-CCPCH-Information-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { P-CCPCH-Information-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

P-CCPCH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

BCH-Information-AuditRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { BCH-Information-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

BCH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CCPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF








SEQUENCE {



commonPhysicalChannelID



CommonPhysicalChannelID,



resourceOperationalState


ResourceOperationalState,



availabilityStatus




AvailabilityStatus,



iE-Extensions





ProtocolExtensionContainer  { { S-CCPCH-InformationList-AuditRsp-ExtIEs} }

OPTIONAL,



...

}

S-CCPCH-InformationList-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Information-AuditRsp ::= SEQUENCE 






{



commonTransportChannelID


CommonTransportChannelID,



resourceOperationalState


ResourceOperationalState,



availabilityStatus




AvailabilityStatus,



iE-Extensions





ProtocolExtensionContainer  { { PCH-Information-AuditRsp-ExtIEs} }

OPTIONAL,



...

}

PCH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PICH-Information-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { PICH-Information-AuditRsp-ExtIEs} }

OPTIONAL,


...

}

PICH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFACHCell)) OF







SEQUENCE {



commonTransportChannelID


CommonTransportChannelID,



resourceOperationalState


ResourceOperationalState,



availabilityStatus




AvailabilityStatus,



iE-Extensions





ProtocolExtensionContainer  { { FACH-InformationList-AuditRsp-ExtIEs} }

OPTIONAL,



...

}

FACH-InformationList-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF







SEQUENCE {



commonPhysicalChannelID



CommonPhysicalChannelID,



resourceOperationalState


ResourceOperationalState,



availabilityStatus




AvailabilityStatus,



iE-Extensions





ProtocolExtensionContainer  { { PRACH-InformationList-AuditRsp-ExtIEs} }

OPTIONAL,



...

}

PRACH-InformationList-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxRACHCell)) OF







SEQUENCE {



commonTransportChannelID


CommonTransportChannelID,



resourceOperationalState


ResourceOperationalState,



availabilityStatus




AvailabilityStatus,



iE-Extensions





ProtocolExtensionContainer  { { RACH-InformationList-AuditRsp-ExtIEs} }

OPTIONAL,



...

}

RACH-InformationList-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxRACHCell)) OF







SEQUENCE {



commonPhysicalChannelID



CommonPhysicalChannelID,



resourceOperationalState


ResourceOperationalState,



availabilityStatus




AvailabilityStatus,



iE-Extensions





ProtocolExtensionContainer  { { AICH-InformationList-AuditRsp-ExtIEs} }

OPTIONAL,



...

}

AICH-InformationList-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SCH-Information-AuditRsp ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { SCH-Information-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

SCH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PSCH-Information-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { PSCH-Information-AuditRsp-ExtIEs} }

OPTIONAL,


...

}

PSCH-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}





CCP-InformationList-AuditRsp ::=SEQUENCE (SIZE (1..maxCCPinNodeB)) OF 
ProtocolIE-Container {{ CCP-InformationItemIE-AuditRsp }}

CCP-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ID
id-CCP-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
CCP-InformationItem-AuditRsp


PRESENCE
mandatory
},


...

}


CCP-InformationItem-AuditRsp ::= SEQUENCE {


communicationControlPortID


CommunicationControlPortID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ CCP-InformationItem-AuditRsp-ExtIEs }}

OPTIONAL,

...
}

CCP-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Local-Cell-InformationList-AuditRsp
 ::=SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF 
ProtocolIE-Container {{ Local-Cell-InformationItemIE-AuditRsp }}

Local-Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
Local-Cell-InformationItem-AuditRsp

PRESENCE
mandatory},


...

}

Local-Cell-InformationItem-AuditRsp ::= SEQUENCE {


local-Cell-ID





Local-Cell-ID,



maximumDL-PowerCapability


MaximumDL-PowerCapability

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  {{ Local-Cell-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...
}

Local-Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

CommonMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationRequest-Extensions}}

OPTIONAL,


...

}

CommonMeasurementInitiationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID







CRITICALITY
ignore


TYPE
MeasurementID






PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rqst


CRITICALITY
ignore


TYPE 
CommonMeasurementObjectType-CM-Rqst

PRESENCE 
mandatory

}|


{ ID
id-CommonMeasurementType





CRITICALITY
ignore


TYPE
CommonMeasurementType




PRESENCE
mandatory
}|


{ ID 
id-MeasurementCharacteristics




CRITICALITY
ignore


TYPE
MeasurementCharacteristics



PRESENCE
mandatory
}|


{ ID
id-ReportCharacteristics





CRITICALITY
ignore


TYPE
ReportCharacteristics




PRESENCE
mandatory
},


...

}

CommonMeasurementInitiationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CM-Rqst ::= CHOICE {


cell






Cell-CM-Rqst,


rACH






RACH-CM-Rqst
}

Cell-CM-Rqst ::= SEQUENCE {


c-ID






C-ID,


timeSlot





TimeSlot
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { Cell-CM-Rqst-ExtIEs} }

OPTIONAL,


...
}

Cell-CM-Rqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-CM-Rqst ::= SEQUENCE {


c-ID






C-ID,


commonTransportChannelID

CommonTransportChannelID,


iE-Extensions




ProtocolExtensionContainer  { { RACH-CM-Rqst-ExtIEs} }

OPTIONAL,


...
}

RACH-CM-Rqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

CommonMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationResponse-Extensions}}

OPTIONAL,


...

}

CommonMeasurementInitiationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID






CRITICALITY
ignore


TYPE
MeasurementID






PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rsp

CRITICALITY
ignore


TYPE
CommonMeasurementObjectType-CM-Rsp

PRESENCE
mandatory
}|


{ ID
id-SFN









CRITICALITY
ignore


TYPE
SFN









PRESENCE
optional
}|


{ ID
id-CriticalityDiagnostics




CRITICALITY
ignore


TYPE
CriticalityDiagnostics




PRESENCE
optional

},


...

}

CommonMeasurementInitiationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CM-Rsp ::= CHOICE {

 
cell





Cell-CM-Rsp,

 
rACH





RACH-CM-Rsp
 }

Cell-CM-Rsp ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer  { { Cell-CM-Rsp-ExtIEs} }

OPTIONAL,


...
 }

Cell-CM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-CM-Rsp ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer  { { RACH-CM-Rsp-ExtIEs} }

OPTIONAL,


...
 }

RACH-CM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

CommonMeasurementInitiationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationFailure-Extensions}}

OPTIONAL,

...

}

CommonMeasurementInitiationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID



CRITICALITY

ignore


TYPE
MeasurementID



PRESENCE
mandatory
}|


{ ID
id-Cause





CRITICALITY

ignore


TYPE
Cause





PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional

},


...

}

CommonMeasurementInitiationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT REPORT

--

-- **************************************************************

CommonMeasurementReport ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementReport-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementReport-Extensions}}

OPTIONAL,


...

}

CommonMeasurementReport-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID






CRITICALITY
ignore


TYPE
MeasurementID






PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rprt

CRITICALITY
ignore


TYPE
CommonMeasurementObjectType-CM-Rprt

PRESENCE
mandatory
}|


{ ID
id-SFN









CRITICALITY
ignore


TYPE
SFN









PRESENCE
optional
},


...

}

CommonMeasurementReport-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CM-Rprt ::= CHOICE {


cell






Cell-CommonMeasurement-CM-Rprt,


rACH






RACH-CommonMeasurement-CM-Rprt
 }

Cell-CommonMeasurement-CM-Rprt::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer  {{ Cell-CommonMeasurement-CM-Rprt-ExtIEs }}

OPTIONAL,


...
 }

Cell-CommonMeasurement-CM-Rprt-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-CommonMeasurement-CM-Rprt::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer {{ RACH-CommonMeasurement-CM-Rprt-ExtIEs }}


OPTIONAL,


...
 }

RACH-CommonMeasurement-CM-Rprt-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT TERMINATION REQUEST

--

-- **************************************************************

CommonMeasurementTerminationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementTerminationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementTerminationRequest-Extensions}}

OPTIONAL,


...

}

CommonMeasurementTerminationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID


CRITICALITY

ignore



TYPE
MeasurementID


PRESENCE
mandatory},


...

}

CommonMeasurementTerminationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

CommonMeasurementFailureIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementFailureIndication-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{CommonMeasurementFailureIndication-Extensions}}



OPTIONAL,


...

}

CommonMeasurementFailureIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID


CRITICALITY
ignore


TYPE
MeasurementID


PRESENCE
mandatory
}|


{ ID
id-Cause




CRITICALITY
ignore


TYPE
Cause




PRESENCE
mandatory
},



...

}

CommonMeasurementFailureIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL SETUP REQUEST FDD

--

-- **************************************************************

CellSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupRequestFDD-Extensions}}

OPTIONAL,


...

}

CellSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-ID









CRITICALITY

ignore


TYPE
Local-Cell-ID








PRESENCE
mandatory
}|


{ ID
id-C-ID












CRITICALITY

ignore


TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID
id-ConfigurationGenerationID






CRITICALITY

ignore


TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-T-Cell











CRITICALITY

ignore


TYPE
T-Cell










PRESENCE
mandatory
}|


{ ID
id-UARFCN











CRITICALITY

ignore


TYPE
UARFCN










PRESENCE
mandatory
}|


{ ID
id-MaximumTransmissionPower







CRITICALITY

ignore


TYPE
MaximumTransmissionPower





PRESENCE
mandatory
}|


{ ID
id-PrimaryScramblingCode







CRITICALITY

ignore


TYPE
PrimaryScramblingCode






PRESENCE
mandatory
}|


{ ID
id-PrimarySCH-Information-Cell-SetupRqstFDD



CRITICALITY

ignore


TYPE
PrimarySCH-Information-Cell-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID
id-SecondarySCH-Information-Cell-SetupRqstFDD


CRITICALITY

ignore


TYPE
SecondarySCH-Information-Cell-SetupRqstFDD

PRESENCE
mandatory
}|


{ ID
id-PrimaryCPICH-Information-Cell-SetupRqstFDD


CRITICALITY

ignore


TYPE
PrimaryCPICH-Information-Cell-SetupRqstFDD

PRESENCE
mandatory
}|


{ ID
id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD


CRITICALITY

ignore


TYPE
SecondaryCPICH-InformationList-Cell-SetupRqstFDD

PRESENCE
optional

}|


{ ID
id-PrimaryCCPCH-Information-Cell-SetupRqstFDD


CRITICALITY

ignore


TYPE
PrimaryCCPCH-Information-Cell-SetupRqstFDD

PRESENCE
mandatory
},


...

}

CellSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimarySCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


primarySCH-Power





DL-Power,


tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PrimarySCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PrimarySCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondarySCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


secondarySCH-Power





DL-Power,


tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { SecondarySCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

SecondarySCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCPICH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


primaryCPICH-Power





PrimaryCPICH-Power,


transmitDiversityIndicator



TransmitDiversityIndicator,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCPICH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PrimaryCPICH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondaryCPICH-InformationList-Cell-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Container{{ SecondaryCPICH-InformationItemIE-Cell-SetupRqstFDD }}

SecondaryCPICH-InformationItemIE-Cell-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD

CRITICALITY

ignore


TYPE
SecondaryCPICH-InformationItem-Cell-SetupRqstFDD

PRESENCE
mandatory},


...

}

SecondaryCPICH-InformationItem-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


dl-ScramblingCode





DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,

secondaryCPICH-Power




DL-Power,


transmitDiversityIndicator



TransmitDiversityIndicator,


iE-Extensions






ProtocolExtensionContainer { { SecondaryCPICH-InformationItem-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

SecondaryCPICH-InformationItem-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCCPCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


bCH-information






BCH-Information-Cell-SetupRqstFDD,


sTTD-Indicator






STTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCCPCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PrimaryCCPCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
BCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {

 
commonTransportChannelID



CommonTransportChannelID,

 
bCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { BCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

BCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- CELL SETUP REQUEST TDD

--

-- **************************************************************

CellSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

CellSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-ID








CRITICALITY

ignore

TYPE
Local-Cell-ID








PRESENCE
mandatory
}|


{ ID
id-C-ID











CRITICALITY

ignore

TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

ignore

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-UARFCN










CRITICALITY

ignore

TYPE
UARFCN










PRESENCE
mandatory
}|


{ ID
id-CellParameterID








CRITICALITY

ignore

TYPE
CellParameterID








PRESENCE
mandatory
}|


{ ID
id-MaximumTransmissionPower






CRITICALITY

ignore

TYPE
MaximumTransmissionPower





PRESENCE
mandatory
}|


{ ID
id-TransmissionDiversityApplied





CRITICALITY

ignore

TYPE
TransmissionDiversityApplied




PRESENCE
mandatory
}|


{ ID
id-SyncCase










CRITICALITY

ignore

TYPE
SyncCase









PRESENCE 
mandatory
}|


{ ID 
id-PSCH-Information-Cell-SetupRqstTDD



CRITICALITY

ignore

TYPE
PSCH-Information-Cell-SetupRqstTDD



PRESENCE
mandatory
}|


{ ID
id-PCCPCH-Information-Cell-SetupRqstTDD



CRITICALITY

ignore

TYPE
PCCPCH-Information-Cell-SetupRqstTDD



PRESENCE
mandatory
}|


{ ID
id-TimeSlotConfigurationList-Cell-SetupRqstTDD

CRITICALITY

ignore

TYPE 
TimeSlotConfigurationList-Cell-SetupRqstTDD


PRESENCE
mandatory

},


...

}

CellSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PSCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


syncCaseIndicator





SyncCaseIndicator-Cell-SetupRqstTDD-PSCH,



iE-Extensions






ProtocolExtensionContainer { { PSCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PSCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SyncCaseIndicator-Cell-SetupRqstTDD-PSCH ::= CHOICE {


case1







Case1-Cell-SetupRqstTDD,


case2andCcase3





Case2andCase3-Cell-SetupRqstTDD

}

Case1-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot






TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case1-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case1-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Case2andCase3-Cell-SetupRqstTDD ::= SEQUENCE {


pSCH-TimeSlot





PSCH-TimeSlot,


pSCH-Power






DL-Power,


tSTD-Indicator





TSTD-Indicator,


iE-Extensions





ProtocolExtensionContainer { { Case2andCase3-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case2andCase3-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

syncCaseIndicator





SyncCaseIndicator-Cell-SetupRqstTDD-PCCPCH,

tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


pCCPCH-Power






PCCPCH-Power,


blockSTTD-Indicator






BlockSTTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SyncCaseIndicator-Cell-SetupRqstTDD-PCCPCH ::= CHOICE {


case3








Case3-CellsetupRqstTDD

}

Case3-CellsetupRqstTDD ::= SEQUENCE {


timeSlot






TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case3-CellsetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case3-CellsetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-Cell-SetupRqstTDD ::= SEQUENCE (SIZE (1..15)) OF
 ProtocolIE-Container{{ TimeSlotConfigurationItemIE-Cell-SetupRqstTDD}}

TimeSlotConfigurationItemIE-Cell-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-TimeSlotConfigurationItem-Cell-SetupRqstTDD

CRITICALITY

ignore


TYPE
TimeSlotConfigurationItem-Cell-SetupRqstTDD

PRESENCE
mandatory
},


...

}

TimeSlotConfigurationItem-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot







TimeSlot,


timeSlotStatus






TimeSlotStatus,


timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL SETUP RESPONSE

--

-- **************************************************************

CellSetupResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{CellSetupResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{CellSetupResponse-Extensions}}

OPTIONAL,


...

}

CellSetupResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

CellSetupResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL SETUP FAILURE

--

-- **************************************************************

CellSetupFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupFailure-Extensions}}


OPTIONAL,


...

}

CellSetupFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause






CRITICALITY

ignore


TYPE
Cause





PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics


CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional

},


...

}

CellSetupFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CellReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationRequestFDD-Extensions}} 

OPTIONAL,


...

}

CellReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID












CRITICALITY
ignore


TYPE
C-ID











PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID






CRITICALITY
ignore


TYPE
ConfigurationGenerationID






PRESENCE
mandatory
}|


{ ID
id-MaximumTransmissionPower







CRITICALITY
ignore


TYPE
MaximumTransmissionPower






PRESENCE
optional
}|


{ ID
id-PrimarySCH-Information-Cell-ReconfRqstFDD



CRITICALITY
ignore


TYPE
PrimarySCH-Information-Cell-ReconfRqstFDD


PRESENCE
optional
}|


{ ID
id-SecondarySCH-Information-Cell-ReconfRqstFDD


CRITICALITY
ignore


TYPE
SecondarySCH-Information-Cell-ReconfRqstFDD


PRESENCE
optional
}|


{ ID
id-PrimaryCPICH-Information-Cell-ReconfRqstFDD


CRITICALITY
ignore


TYPE
PrimaryCPICH-Information-Cell-ReconfRqstFDD


PRESENCE
optional
}|


{ ID
id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD


CRITICALITY
ignore


TYPE
SecondaryCPICH-InformationList-Cell-ReconfRqstFDD

PRESENCE
optional

}|


{ ID
id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD


CRITICALITY
ignore


TYPE
PrimaryCCPCH-Information-Cell-ReconfRqstFDD


PRESENCE
optional
},


...

}

CellReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimarySCH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,

 
primarySCH-Power





DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PrimarySCH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

PrimarySCH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondarySCH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,

 
secondarySCH-Power





DL-Power,


iE-Extensions






ProtocolExtensionContainer { { SecondarySCH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

SecondarySCH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCPICH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,

 
primaryCPICH-Power





PrimaryCPICH-Power,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCPICH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

PrimaryCPICH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
SecondaryCPICH-InformationList-Cell-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Container{{ SecondaryCPICH-InformationItemIE-Cell-ReconfRqstFDD }}

SecondaryCPICH-InformationItemIE-Cell-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD

CRITICALITY

ignore


TYPE
SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD

PRESENCE
mandatory},


...

}

SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID





CommonPhysicalChannelID,
 
secondaryCPICH-Power





DL-Power,


iE-Extensions







ProtocolExtensionContainer { { SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCCPCH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
bCH-information






BCH-information-Cell-ReconfRqstFDD,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCCPCH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

PrimaryCCPCH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

BCH-information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonTransportChannelID



CommonTransportChannelID,

 
bCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { BCH-information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

BCH-information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CellReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

CellReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {



{ ID
id-C-ID











CRITICALITY

ignore

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

ignore

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|



{ ID
id-PSCH-Information-Cell-ReconfRqstTDD



CRITICALITY

ignore

TYPE
PSCH-Information-Cell-ReconfRqstTDD



PRESENCE
optional
}|


{ ID
id-PCCPCH-Information-Cell-ReconfRqstTDD



CRITICALITY

ignore

TYPE
PCCPCH-Information-Cell-ReconfRqstTDD


PRESENCE
optional
}|


{ ID
id-MaximumTransmissionPower






CRITICALITY

ignore

TYPE
MaximumTransmissionPower





PRESENCE
optional
}|

{ ID
id-TimeSlotConfigurationList-Cell-ReconfRqstTDD

CRITICALITY

ignore

TYPE
TimeSlotConfigurationList-Cell-ReconfRqstTDD

PRESENCE
optional
},


...

}

CellReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PSCH-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


pSCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PSCH-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PSCH-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


pCCPCH-Power






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-Cell-ReconfRqstTDD ::= SEQUENCE (SIZE (1..15)) OF
 ProtocolIE-Container {{ TimeSlotConfigurationItemIE-Cell-ReconfRqstTDD }}

 TimeSlotConfigurationItemIE-Cell-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {

 
{ ID
id-TimeSlotConfigurationItem-Cell-ReconfRqstTDD

CRITICALITY

ignore

TYPE
TimeSlotConfigurationItem-Cell-ReconfRqstTDD

PRESENCE
mandatory
},

 
...

 }

TimeSlotConfigurationItem-Cell-ReconfRqstTDD ::= SEQUENCE {

 
timeSlot







TimeSlotStatus,

 
timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
 }

TimeSlotConfigurationItem-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION RESPONSE

--

-- **************************************************************

CellReconfigurationResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{CellReconfigurationResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{CellReconfigurationResponse-Extensions}}

OPTIONAL,


...

}

CellReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

CellReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION FAILURE

--

-- **************************************************************

CellReconfigurationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellReconfigurationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationFailure-Extensions}}

OPTIONAL,


...

}

CellReconfigurationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause





CRITICALITY

ignore


TYPE
Cause






PRESENCE 
mandatory
}|


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics


PRESENCE
optional

},


...

}

CellReconfigurationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL DELETION REQUEST

--

-- **************************************************************

CellDeletionRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellDeletionRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellDeletionRequest-Extensions}}

OPTIONAL,


...

}

CellDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID


CRITICALITY

ignore


TYPE
C-ID

PRESENCE
mandatory},


...

}

CellDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL DELETION RESPONSE

--

-- **************************************************************

CellDeletionResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellDeletionResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellDeletionResponse-Extensions}}

OPTIONAL,


...

}

CellDeletionResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

CellDeletionResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RESOURCE STATUS INDICATION

--

-- **************************************************************

ResourceStatusIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ResourceStatusIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ResourceStatusIndication-Extensions}}

OPTIONAL,

...

}

ResourceStatusIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-IndicationType-ResourceStatusInd


CRITICALITY

ignore


TYPE
IndicationType-ResourceStatusInd

PRESENCE
mandatory
}|


{ ID
id-Cause








CRITICALITY

ignore


TYPE
Cause








PRESENCE 
optional
},


...

}

ResourceStatusIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

IndicationType-ResourceStatusInd ::= CHOICE {


no-Failure







No-Failure-ResourceStatusInd,


serviceImpacting





ServiceImpacting-ResourceStatusInd,

cellControl







NULL
}

No-Failure-ResourceStatusInd ::= SEQUENCE {


local-Cell-InformationList



Local-Cell-InformationList-ResourceStatusInd,


iE-Extensions






ProtocolExtensionContainer { { No-Failure-ExtIEs} }
OPTIONAL,


...
}

No-Failure-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Local-Cell-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF







SEQUENCE {



local-CellID






Local-Cell-ID,



addorDeleteIndicator




AddorDeleteIndicator,




maximumDL-PowerCapability



MaximumDL-PowerCapability,



iE-Extensions






ProtocolExtensionContainer { { Local-Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,



...

}

Local-Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ServiceImpacting-ResourceStatusInd ::= SEQUENCE {


local-Cell-InformationList



Local-Cell-InformationList2-ResourceStatusInd
OPTIONAL,


cCP-InformationList






CCP-InformationList-ResourceStatusInd 


OPTIONAL,


cell-InformationList




Cell-InformationList-ResourceStatusInd 


OPTIONAL,


primary-SCH-Information




P-SCH-Information-ResourceStatusInd



OPTIONAL,


secondary-SCH-Information



S-SCH-Information-ResourceStatusInd



OPTIONAL,


primary-CPICH-Information



P-CPICH-Information-ResourceStatusInd


OPTIONAL,


secondary-CPICH-Information



S-CPICH-InformationList-ResourceStatusInd

OPTIONAL,


primary-CCPCH-Information



P-CCPCH-Information-ResourceStatusInd


OPTIONAL,


bCH-Information






BCH-Information-ResourceStatusInd 



OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-ResourceStatusInd

OPTIONAL,


pCH-Information





PCH-Information-ResourceStatusInd 


OPTIONAL,


pICH-Information





PICH-Information-ResourceStatusInd



OPTIONAL,


fACH-InformationList




FACH-InformationList-ResourceStatusInd 


OPTIONAL,


pRACH-InformationList




PRACH-InformationList-ResourceStatusInd


OPTIONAL,


rACH-InformationList




RACH-InformationList-ResourceStatusInd 


OPTIONAL,


aICH-InformationList




AICH-InformationList-ResourceStatusInd 


OPTIONAL,


sCH-Information






SCH-Information-ResourceStatusInd 



OPTIONAL,


pSCH-Information





PSCH-Information-ResourceStatusInd



OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { ServiceImpacting-ExtIEs} }

OPTIONAL,


...
}

ServiceImpacting-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Local-Cell-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF







SEQUENCE {



local-Cell-ID






Local-Cell-ID,




maximum-DL-PowerCapability



MaximumDL-PowerCapability

OPTIONAL,



iE-Extensions






ProtocolExtensionContainer { { Local-Cell-InformationList2-ResourceStatusInd-ExtIEs} }

OPTIONAL,



...

}

Local-Cell-InformationList2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CCP-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCCPinNodeB)) OF









SEQUENCE {



communicationControlPortID



CommunicationControlPortID,



resourceOperationalState



ResourceOperationalState,



availabilityStatus





AvailabilityStatus,



iE-Extensions






ProtocolExtensionContainer { { CCP-InformationList-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...

}

CCP-InformationList-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Cell-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF







SEQUENCE {



c-ID








C-ID,



resourceOperationalState 



ResourceOperationalState,



availabilityStatus





AvailabilityStatus,



maximumDL-PowerCapability



MaximumDL-PowerCapability,
--to do: FFS


minSpreadingFactor





MinSpreadingFactor,


--to do: FFS


iE-Extensions






ProtocolExtensionContainer { { Cell-InformationList-ResourceStatusInd-ExtIEs} }
OPTIONAL,



...

}

Cell-InformationList-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-SCH-Information-ResourceStatusInd ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { P-SCH-Information-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

P-SCH-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-SCH-Information-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { S-SCH-Information-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

S-SCH-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-CPICH-Information-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { P-CPICH-Information-ResourceStatInd-ExtIEs} }

OPTIONAL,


...
}

P-CPICH-Information-ResourceStatInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CPICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF








SEQUENCE {



commonPhysicalChannelID





CommonPhysicalChannelID,



resourceOperationalState




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { S-CPICH-InformationList-ResourceStatusInd-ExtIEs} }

OPTIONAL,



...

}

S-CPICH-InformationList-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
P-CCPCH-Information-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { P-CCPCH-Information-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

P-CCPCH-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

BCH-Information-ResourceStatusInd ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


resourceOperationalState
 



ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { BCH-Information-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

BCH-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF


SEQUENCE {



commonPhysicalChannelID





CommonPhysicalChannelID,



resourceOperationalState




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { S-CCPCH-Information-ResourceStatusInd-ExtIEs} }

OPTIONAL,



...


}

S-CCPCH-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Information-ResourceStatusInd ::= SEQUENCE 





{



commonTransportChannelID




CommonTransportChannelID,



resourceOperationalState 




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { PCH-Information-ResourceStatusInd-ExtIEs} }

OPTIONAL,



...

}

PCH-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Information-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PICH-Information-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

PICH-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFACHCell)) OF







SEQUENCE {



commonTransportChannelID




CommonTransportChannelID,



resourceOperationalState 




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { FACH-InformationList-ResourceStatusInd-ExtIEs} }

OPTIONAL,



...

}

FACH-InformationList-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF







SEQUENCE {



commonPhysicalChannelID





CommonPhysicalChannelID,



resourceOperationalState




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { PRACH-InformationList-ResourceStatusInd-ExtIEs} }
OPTIONAL,



...

}

PRACH-InformationList-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF







SEQUENCE {



commonTransportChannelID




CommonTransportChannelID,



resourceOperationalState 




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { RACH-InformationList-ResourceStatusInd-ExtIEs} }
OPTIONAL,



...
}

RACH-InformationList-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF







SEQUENCE {



commonPhysicalChannelID





CommonPhysicalChannelID,



resourceOperationalState 




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { AICH-InformationList-ResourceStatusInd-ExtIEs} }
OPTIONAL,



...

}

AICH-InformationList-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SCH-Information-ResourceStatusInd ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { SCH-Information-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

SCH-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PSCH-Information-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PSCH-Information-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

PSCH-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE REQUEST

--

-- **************************************************************

SystemInformationUpdateRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{SystemInformationUpdateRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{SystemInformationUpdateRequest-Extensions}}

OPTIONAL,


...

}

SystemInformationUpdateRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY
ignore

TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID 
id-BCCH-ModificationTime






CRITICALITY
ignore

TYPE
BCCH-ModificationTime






PRESENCE
optional
}|


{ ID
id-MIB-SIB-InformationList-SystemInfoUpdateRqst

CRITICALITY
ignore

TYPE
MIB-SIB-InformationList-SystemInfoUpdateRqst


PRESENCE 
mandatory

},


...

}

SystemInformationUpdateRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

MIB-SIB-InformationList-SystemInfoUpdateRqst ::= SEQUENCE (SIZE (1..maxIB)) OF


ProtocolIE-Container{{ MIB-SIB-InformationItemIE-SystemInfoUpdateRqst }}

MIB-SIB-InformationItemIE-SystemInfoUpdateRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-MIB-SIB-InformationItem-SystemInfoUpdateRqst

CRITICALITY

ignore

TYPE 
MIB-SIB-InformationItem-SystemInfoUpdateRqst

PRESENCE
mandatory
},


...

}

MIB-SIB-InformationItem-SystemInfoUpdateRqst ::= SEQUENCE {


iB-Type







IB-Type,


sIB-DeletionIndicator



SIB-DeletionIndicator


OPTIONAL,


-- This IE shall be present if the IB-Type is not equal to "MIB"

deletionIndicator




DeletionIndicator-SystemInfoUpdate,


iE-Extensions





ProtocolExtensionContainer { { MIB-SIB-InformationItem-SystemInfoUpdateRqst-ExtIEs} }

OPTIONAL,


...
}

MIB-SIB-InformationItem-SystemInfoUpdateRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DeletionIndicator-SystemInfoUpdate ::= CHOICE {


no-Deletion






No-Deletion-SystemInfoUpdate
}







No-Deletion-SystemInfoUpdate ::= SEQUENCE {


sIB-Originator






SIB-Originator



OPTIONAL,

-- This IE shall be present if the IB-Type is not equal to "MIB"


segmentInformationList




SegmentInformationList-SystemInfoUpdate,


iE-Extensions






ProtocolExtensionContainer { { No-Deletion-SystemInfoUpdate-ExtIEs} }

OPTIONAL,


...
}

No-Deletion-SystemInfoUpdate-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SegmentInformationList-SystemInfoUpdate ::= SEQUENCE (SIZE (1..maxIBSEG)) OF








SEQUENCE {



segmentType







SegmentType,



iB-SG-REP







IB-SG-REP,



iB-SG-POS







IB-SG-POS,



iB-SG








IB-SG


OPTIONAL,


-- This IE shall be present if the SIB Originator IE is set to "CRNC"


iE-Extensions






ProtocolExtensionContainer { { SegmentInformationList-SystemInfoUpdate-ExtIEs} }
OPTIONAL,



...

}

SegmentInformationList-SystemInfoUpdate-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE RESPONSE

--

-- **************************************************************

SystemInformationUpdateResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container    {{SystemInformationUpdateResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{SystemInformationUpdateResponse-Extensions}}

OPTIONAL,


...

}

SystemInformationUpdateResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

SystemInformationUpdateResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE FAILURE

--

-- **************************************************************

SystemInformationUpdateFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{SystemInformationUpdateFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{SystemInformationUpdateFailure-Extensions}}

OPTIONAL,


...

}

SystemInformationUpdateFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause






CRITICALITY

ignore


TYPE
Cause





PRESENCE
mandatory
}|


{ ID 
id-CriticalityDiagnostics


CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional

},


...

}

SystemInformationUpdateFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY
ignore



TYPE
CRNC-CommunicationContextID




PRESENCE
mandatory
}|


{ ID
id-UL-DPCH-Information-RL-SetupRqstFDD


CRITICALITY
ignore



TYPE
UL-DPCH-Information-RL-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID
id-DL-DPCH-Information-RL-SetupRqstFDD


CRITICALITY
ignore



TYPE
DL-DPCH-Information-RL-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID
id-DCH-InformationList-RL-SetupRqstFDD


CRITICALITY
ignore



TYPE
DCH-InformationList-RL-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID 
id-RL-ID









CRITICALITY
 ignore



TYPE 
RL-ID









PRESENCE 
optional
}|


{ ID 
id-DSCH-TFCS








CRITICALITY
 ignore



TYPE 
DSCH-TFCS








PRESENCE 
optional
}|


{ ID
id-DSCH-InformationList-RL-SetupRqstFDD


CRITICALITY
ignore



TYPE
DSCH-InformationList-RL-SetupRqstFDD

PRESENCE
optional
}|

{ ID
id-RL-InformationList-RL-SetupRqstFDD


CRITICALITY
ignore



TYPE
RL-InformationList-RL-SetupRqstFDD


PRESENCE
mandatory
},


...

}

RadioLinkSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode





UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPDCHs





MaxNrOfUL-DPDCHs

OPTIONAL,

-- This IE is present only if "Min UL Channelisation Code length" equals to
 4 --

ul-PunctureLimit





PunctureLimit,


tFCS


TFCS,


ul-DPCCH-SlotFormat





UL-DPCCH-SlotFormat,


ul-SIR-Target






UL-SIR,


diversityMode






DiversityMode,


d-FieldLength






D-FieldLength


OPTIONAL


-- This IE is present only if Feed Back mode diversity is activated -- ,


sSDT-CellID-Length





SSDT-CellID-Length

OPTIONAL,


s-FieldLength






S-FieldLength


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS


TFCS,


dl-DPCH-SlotFormat





DL-DPCH-SlotFormat,


tFCI-SignallingMode





TFCI-SignallingMode,



tFCI-Presence






TFCI-Presence
OPTIONAL,

-- this IE is only present if the DL DPCH slot format is equal to any of the value 12 to 16 --


multiplexingPosition




MultiplexingPosition,

powerOffsetInformation





PowerOffsetInformation-RL-SetupRqstFDD,


fdd-TPC-DownlinkStepSize







FDD-TPC-DownlinkStepSize,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-SetupRqstFDD ::= SEQUENCE {


pO1-ForTFCI-Bits





PowerOffset,


pO2-ForTPC-Bits






PowerOffset,


pO3-ForPilotBits





PowerOffset,


iE-Extensions






ProtocolExtensionContainer { { PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF


ProtocolIE-Container{{ DCH-InformationItemIE-RL-SetupRqstFDD}}

DCH-InformationItemIE-RL-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-InformationItem-RL-SetupRqstFDD


CRITICALITY

ignore


TYPE
DCH-InformationItem-RL-SetupRqstFDD


PRESENCE
mandatory},


...

}

DCH-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


dCH-ID







DCH-ID,


dCH-CombinationIndication


DCH-CombinationInd

OPTIONAL,


rLC-Mode






RLC-Mode,


ul-TransportFormatSet



TransportFormatSet,


dl-TransportFormatSet



TransportFormatSet,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


iE-Extensions





ProtocolExtensionContainer { { DCH-InformationItem-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

DCH-InformationItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF


ProtocolIE-Container{{ DSCH-InformationItemIE-RL-SetupRqstFDD }}

DSCH-InformationItemIE-RL-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-InformationItem-RL-SetupRqstFDD


CRITICALITY

ignore


TYPE
DSCH-InformationItem-RL-SetupRqstFDD

PRESENCE
mandatory},


...

}

DSCH-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


dSCH-TFS






DSCH-TFS,


frameHandlingPriority



FrameHandlingPriority,


toAWS







ToAWS,


toAWE







ToAWE,

iE-Extensions





ProtocolExtensionContainer { { DSCH-InformationItem-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF


ProtocolIE-Container{{ RL-InformationItemIE-RL-SetupRqstFDD }}

RL-InformationItemIE-RL-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-SetupRqstFDD


CRITICALITY

ignore


TYPE
RL-InformationItem-RL-SetupRqstFDD

PRESENCE
mandatory},


...

}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID







RL-ID,


c-ID







C-ID,


frameOffset






FrameOffset,


chipOffset






ChipOffset,


propagationDelay




PropagationDelay


OPTIONAL,


diversityControlField



DiversityControlField

OPTIONAL,


-- This IE is present only if the RL is not the first one in the RL Information


dl-CodeInformationList



DL-CodeInformationList-RL-SetupRqstFDD,


initialDL-transmissionPower


DL-Power,


maximumDL-power





DL-Power,


minimumDL-power





DL-Power,


sSDT-Cell-Identity




SSDT-Cell-Identity


OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { RL-InformationItem-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CodeInformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfCodes)) OF







SEQUENCE {



dl-ScramblingCode





DL-ScramblingCode,



fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,



iE-Extensions






ProtocolExtensionContainer { { DL-CodeInformationList-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,



...

}

DL-CodeInformationList-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
ignore


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-SetupRqstTDD

CRITICALITY
ignore


TYPE
UL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-UL-DPCH-InformationList-RL-SetupRqstTDD


CRITICALITY
ignore


TYPE
UL-DPCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|

{ ID
id-DL-CCTrCH-InformationList-RL-SetupRqstTDD 

CRITICALITY
ignore


TYPE
DL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-DL-DPCH-InformationList-RL-SetupRqstTDD


CRITICALITY
ignore


TYPE
DL-DPCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|

{ ID
id-DCH-InformationList-RL-SetupRqstTDD



CRITICALITY
ignore


TYPE
DCH-InformationList-RL-SetupRqstTDD



PRESENCE
optional
}|


{ ID
id-DSCH-InformationList-RL-SetupRqstTDD



CRITICALITY
ignore


TYPE
DSCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|


{ ID
id-USCH-InformationList-RL-SetupRqstTDD



CRITICALITY
ignore


TYPE
USCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|


{ ID
id-RL-Information-RL-SetupRqstTDD




CRITICALITY
ignore


TYPE
RL-Information-RL-SetupRqstTDD




PRESENCE
mandatory 
},


...

}

RadioLinkSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE(1..maxNrOfCCTrCHs)) OF


ProtocolIE-Container{{ UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD

CRITICALITY

ignore


TYPE
UL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory},


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS


TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,


iE-Extensions






ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-DPCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF


ProtocolIE-Container{{ UL-DPCH-InformationItemIE-RL-SetupRqstTDD }}

UL-DPCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-DPCH-InformationItem-RL-SetupRqstTDD

CRITICALITY

ignore


TYPE
UL-DPCH-InformationItem-RL-SetupRqstTDD


PRESENCE
mandatory },


...

}

UL-DPCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


burstType







BurstType,


midambleShift






MidambleShift,


timeSlot







TimeSlot,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tFCI-Presence






TFCI-Presence,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF


ProtocolIE-Container{{ DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD


CRITICALITY

ignore


TYPE
DL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory},


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS


TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,


tdd-TPC-DownlinkStepSize



TDD-TPC-DownlinkStepSize,


iE-Extensions






ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF


ProtocolIE-Container{{ DL-DPCH-InformationItemIE-RL-SetupRqstTDD }}

DL-DPCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-DPCH-InformationItem-RL-SetupRqstTDD


CRITICALITY

ignore


TYPE
DL-DPCH-InformationItem-RL-SetupRqstTDD


PRESENCE
mandatory},


...

}

DL-DPCH-InformationItem-RL-SetupRqstTDD
 ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


burstType







BurstType,


midambleShift






MidambleShift,


timeSlot







TimeSlot,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tFCI-Presence






TFCI-Presence,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF


ProtocolIE-Container{{ DCH-InformationItemIE-RL-SetupRqstTDD }}

DCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-InformationItem-RL-SetupRqstTDD



CRITICALITY

ignore


TYPE
DCH-InformationItem-RL-SetupRqstTDD


PRESENCE
mandatory},


...

}

DCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


dCH-ID








DCH-ID,


rLC-Mode







RLC-Mode,

ul-CCTrCH-ID






CCTrCH-ID,


dl-CCTrCH-ID






CCTrCH-ID,


dCH-CombinationIndication



DCH-CombinationInd



OPTIONAL,


ul-TransportFormatSet




TransportFormatSet,


dl-TransportFormatSet




TransportFormatSet,


frameHandlingPriority




FrameHandlingPriority 


OPTIONAL,


payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,


ul-FP-Mode







UL-FP-Mode,



toAWS








ToAWS,

toAWE








ToAWE,

iE-Extensions






ProtocolExtensionContainer { { DCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...
}

DCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF


ProtocolIE-Container{{ DSCH-InformationItemIE-RL-SetupRqstTDD }}

DSCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-InformationItem-RL-SetupRqstTDD


CRITICALITY

ignore


TYPE
DSCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory},

...

}

DSCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


dSCH-ID








DSCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


frameHandlingPriority




FrameHandlingPriority,


toAWS








ToAWS,


toAWE








ToAWE,



iE-Extensions






ProtocolExtensionContainer { { DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF


ProtocolIE-Container{{ USCH-InformationItemIE-RL-SetupRqstTDD }}

USCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-USCH-InformationItem-RL-SetupRqstTDD


CRITICALITY

ignore


TYPE
USCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory},

...

}

USCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


uSCH-ID








USCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


iE-Extensions






ProtocolExtensionContainer { { USCH-InformationItemIE-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-InformationItemIE-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID








RL-ID,


c-ID








C-ID,


frameOffset



FrameOffset,


initialDL-transmissionPower



DL-Power,


maximumDL-power






DL-Power,


minimumDL-power






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { RL-Information-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

RL-Information-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupResponseFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
ignore


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-NodeB-CommunicationContextID





CRITICALITY
ignore


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
}|


{ ID
id-CommunicationControlPortID





CRITICALITY
ignore


TYPE
CommunicationControlPortID





PRESENCE
mandatory
}|


{ ID
id-RL-InformationResponseList-RL-SetupRspFDD

CRITICALITY
ignore


TYPE
RL-InformationResponseList-RL-SetupRspFDD

PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics






CRITICALITY
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional

},


...

}

RadioLinkSetupResponseFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF


ProtocolIE-Container{{ RL-InformationResponseItemIE-RL-SetupRspFDD }}

RL-InformationResponseItemIE-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-SetupRspFDD


CRITICALITY

ignore

TYPE
RL-InformationResponseItem-RL-SetupRspFDD

PRESENCE
mandatory},


...

}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID










RL-ID,


ul-InterferenceLevel






UL-InterferenceLevel,


diversityIndication-RL-SetupRspFDD



DiversityIndication-RL-SetupRspFDD
OPTIONAL,


-- This IE is present only if the RL is not the first one in the RL Information


dSCH-InformationResponseList




DSCH-InformationResponseList-RL-SetupRspFDD

OPTIONAL,


sSDT-SupportIndicator






SSDT-SupportIndicator,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-SetupRspFDD ::= CHOICE {


combining








Combining-RL-SetupRspFDD,


nonCombiningOrIENotPrsent




NonCombiningOrIENotPrsent-RL-SetupRspFDD
}

Combining-RL-SetupRspFDD ::= SEQUENCE {


rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { Combining-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

Combining-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NonCombiningOrIENotPrsent-RL-SetupRspFDD ::= SEQUENCE {


dCH-InformationResponseList





DCH-InformationResponseList-RL-SetupRspFDD

OPTIONAL ,


iE-Extensions








ProtocolExtensionContainer { { NonCombiningOrIENotPrsent-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

NonCombiningOrIENotPrsent-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF







SEQUENCE {



dCH-ID










DCH-ID,



bindingID









BindingID,



transportLayerAddress






TransportLayerAddress,



iE-Extensions








ProtocolExtensionContainer { { DCH-InformationResponseList-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...

}

DCH-InformationResponseList-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF











SEQUENCE {



dSCH-ID










DSCH-ID,



bindingID









BindingID,



transportLayerAddress






TransportLayerAddress,



iE-Extensions








ProtocolExtensionContainer { { DSCH-InformationResponseList-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,



...

}

DSCH-InformationResponseList-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupResponseTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID 
id-CRNC-CommunicationContextID





CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-NodeB-CommunicationContextID





CRITICALITY 
ignore


TYPE
NodeB-CommunicationContextID




PRESENCE 
mandatory
}|


{ ID 
id-CommunicationControlPortID





CRITICALITY 
ignore


TYPE 
CommunicationControlPortID





PRESENCE 
mandatory
}|


{ ID 
id-RL-InformationResponse-RL-SetupRspTDD


CRITICALITY 
ignore


TYPE
RL-InformationResponse-RL-SetupRspTDD


PRESENCE 
mandatory
}|


{ ID 
id-DCH-InformationResponseList-RL-SetupRspTDD

CRITICALITY

ignore


TYPE
DCH-InformationResponseList-RL-SetupRspTDD

PRESENCE
mandatory
}|

{ ID 
id-DSCH-InformationResponseList-RL-SetupRspTDD

CRITICALITY

ignore


TYPE
DSCH-InformationResponseList-RL-SetupRspTDD

PRESENCE
optional

}|


{ ID 
id-USCH-InformationResponseList-RL-SetupRspTDD

CRITICALITY

ignore


TYPE
USCH-InformationResponseList-RL-SetupRspTDD

PRESENCE
optional

}|


{ ID 
id-CriticalityDiagnostics






CRITICALITY 
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional

},


...

}

RadioLinkSetupResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID










RL-ID,


ul-InterferenceLevel






UL-InterferenceLevel,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseList-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseList-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF
ProtocolIE-Container{{ DCH-InformationResponseItemIE-RL-SetupRspTDD }}

DCH-InformationResponseItemIE-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-InformationResponseItem-RL-SetupRspTDD

CRITICALITY

ignore

TYPE 
DCH-InformationResponseItem-RL-SetupRspTDD

PRESENCE
mandatory
},

 
...

 }

DCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


dCH-ID









DCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
 }

DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container{{ DSCH-InformationResponseItemIE-RL-SetupRspTDD }}

DSCH-InformationResponseItemIE-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-InformationResponseItem-RL-SetupRspTDD


CRITICALITY

ignore

TYPE
DSCH-InformationResponseItem-RL-SetupRspTDD

PRESENCE
mandatory
},

...

}

DSCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DSCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponseList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF ProtocolIE-Container{{ USCH-InformationResponseItemIE-RL-SetupRspTDD }}

USCH-InformationResponseItemIE-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-USCH-InformationResponseItem-RL-SetupRspTDD

CRITICALITY

ignore

TYPE
USCH-InformationResponseItem-RL-SetupRspTDD

PRESENCE
 mandatory
},

...

}

USCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { USCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupFailureFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID








CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID








PRESENCE 
mandatory
}|


{ ID
id-NodeB-CommunicationContextID








CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID







PRESENCE
mandatory
}|


{ ID
id-CommunicationControlPortID








CRITICALITY

ignore



TYPE
CommunicationControlPortID








PRESENCE
mandatory 
}|


{ ID
id-Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD


CRITICALITY 
ignore


TYPE
Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD


PRESENCE
mandatory
}|


{ ID
id-Successful-RL-InformationRespList-RL-SetupFailureFDD   


CRITICALITY

ignore


TYPE 
Successful-RL-InformationRespList-RL-SetupFailureFDD


PRESENCE 
optional
}|


{ ID
id-CriticalityDiagnostics









CRITICALITY

ignore


TYPE
CriticalityDiagnostics









PRESENCE
optional

},


...

}

RadioLinkSetupFailureFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs))
OF


ProtocolIE-Container {{ Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureFDD }}

Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD


CRITICALITY

ignore

TYPE
Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD


PRESENCE
mandatory},


...

}

Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID









RL-ID,


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
}

Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- maxNrOfRLs-1
Successful-RL-InformationRespList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1.. maxNrOfRLs))
OF


ProtocolIE-Container
{{ Successful-RL-InformationRespItemIE-RL-SetupFailureFDD }}

Successful-RL-InformationRespItemIE-RL-SetupFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Successful-RL-InformationRespItem-RL-SetupFailureFDD



CRITICALITY

ignore 

TYPE
Successful-RL-InformationRespItem-RL-SetupFailureFDD


PRESENCE
mandatory},


...

}

Successful-RL-InformationRespItem-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID









RL-ID,


ul-InterferenceLevel





UL-InterferenceLevel,

diversityIndication






DiversityIndication-RL-SetupFailureFDD,

-- This IE is present if at least one of the RL is not the first one in the RL information

dSCH-InformationResponseList



DSCH-InformationRespList-RL-SetupFailureFDD

OPTIONAL,


sSDT-SupportIndicator





SSDT-SupportIndicator,


iE-Extensions







ProtocolExtensionContainer { { Successful-RL-InformationRespItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
}

Successful-RL-InformationRespItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DiversityIndication-RL-SetupFailureFDD ::= CHOICE {

 
combining








Combining-RL-SetupFailureFDD,
 
nonCombiningOrIENotPrsent




NonCombiningOrIENotPrsent-RL-SetupFailureFDD
 }

Combining-RL-SetupFailureFDD ::= SEQUENCE {

 
rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { Combining-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
 }

Combining-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NonCombiningOrIENotPrsent-RL-SetupFailureFDD ::= SEQUENCE {

 
dCH-InformationResponseList





DCH-InformationRespList-RL-SetupFailureFDD
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { NonCombiningOrIENotPrsent-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
}

NonCombiningOrIENotPrsent-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationRespList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1.. maxNrOfDCHs)) OF







SEQUENCE {



dCH-ID









DCH-ID,



bindingID








BindingID,



transportLayerAddress





TransportLayerAddress,



iE-Extensions







ProtocolExtensionContainer { { DCH-InformationRespList-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,



...

}

DCH-InformationRespList-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-InformationRespList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF







SEQUENCE {



dSCH-ID









DSCH-ID,



bindingID








BindingID,



transportLayerAddress





TransportLayerAddress,



iE-Extensions







ProtocolExtensionContainer { { DSCH-InformationRespList-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,



...

}

DSCH-InformationRespList-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE TDD

--

-- **************************************************************

RadioLinkSetupFailureTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupFailureTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupFailureTDD-Extensions}}


OPTIONAL,


...

}

RadioLinkSetupFailureTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID







CRITICALITY
ignore

TYPE
CRNC-CommunicationContextID







PRESENCE
mandatory
}|


{ ID
id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD

CRITICALITY
ignore 


TYPE 
Unsuccessful-RL-InformationResp-RL-SetupFailureTDD


PRESENCE
mandatory

}|


{ ID
id-CriticalityDiagnostics








CRITICALITY
ignore

TYPE
CriticalityDiagnostics








PRESENCE
optional

},


...

}

RadioLinkSetupFailureTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationResp-RL-SetupFailureTDD ::= SEQUENCE {


rL-ID









RL-ID,


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { Unsuccessful-RL-InformationResp-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...
}

Unsuccessful-RL-InformationResp-RL-SetupFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY
ignore


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-RL-InformationList-RL-AdditionRqstFDD


CRITICALITY
ignore


TYPE
RL-InformationList-RL-AdditionRqstFDD


PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}




RL-InformationList-RL-AdditionRqstFDD
::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF


ProtocolIE-Container {{ RL-InformationItemIE-RL-AdditionRqstFDD}}

RL-InformationItemIE-RL-AdditionRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-AdditionRqstFDD


CRITICALITY

ignore


TYPE
RL-InformationItem-RL-AdditionRqstFDD


PRESENCE
mandatory},


...

}

RL-InformationItem-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID









RL-ID,


c-ID









C-ID,


frameOffset








FrameOffset,


chipOffset








ChipOffset,


diversityControlField





DiversityControlField,


dl-CodeInformationList





DL-CodeInformationList-RL-AdditionRqstFDD,

initialDL-TransmissionPower




DL-Power





OPTIONAL,

 
maximumDL-Power







DL-Power





OPTIONAL,

 
minimumDL-Power







DL-Power





OPTIONAL,

 
sSDT-CellIdentity






SSDT-Cell-Identity



OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-AdditionRqstFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationList-RL-AdditionRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDLCodes)) OF







SEQUENCE { 


dl-scramblingCode





DL-ScramblingCode,



fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,



iE-Extensions






ProtocolExtensionContainer { { DL-CodeInformationList-RL-AdditionRqstFDD-ExtIEs} }

OPTIONAL,



...

 }

DL-CodeInformationList-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

ignore


TYPE
UL-CCTrCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-UL-DPCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

ignore


TYPE
UL-DPCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

ignore


TYPE
DL-CCTrCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-DL-DPCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

ignore


TYPE
DL-DPCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-RL-Information-RL-AdditionRqstTDD





CRITICALITY

ignore


TYPE
RL-Information-RL-AdditionRqstTDD




PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF


ProtocolIE-Container {{ UL-CCTrCH-InformationItemIE-RL-AdditionRqstTDD }}

UL-CCTrCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationItem-RL-AdditionRqstTDD

CRITICALITY

ignore


TYPE 
UL-CCTrCH-InformationItem-RL-AdditionRqstTDD


PRESENCE
mandatory},


...

}

UL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF


ProtocolIE-Container {{ UL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

UL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-DPCH-InformationItem-RL-AdditionRqstTDD


CRITICALITY

ignore


TYPE
UL-DPCH-InformationItem-RL-AdditionRqstTDD


PRESENCE
mandatory
},


...

}

UL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {



dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF


ProtocolIE-Container {{ DL-CCTrCH-InformationItemIE-RL-AdditionRqstTDD }}

DL-CCTrCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationItem-RL-AdditionRqstTDD

CRITICALITY

ignore


TYPE
DL-CCTrCH-InformationItem-RL-AdditionRqstTDD


PRESENCE 
mandatory
},


...

}

DL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF


ProtocolIE-Container {{ DL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

DL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-DPCH-InformationItem-RL-AdditionRqstTDD


CRITICALITY

ignore


TYPE
DL-DPCH-InformationItem-RL-AdditionRqstTDD


PRESENCE 
mandatory
},


...

}

DL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {

 
rL-ID









RL-ID,

 
c-ID









C-ID,
 

frameOffset








FrameOffset,

 
diversityControlField





DiversityControlField,


initial-DL-Transmission-Power



DL-Power


OPTIONAL,

 
maximumDL-Power







DL-Power


OPTIONAL,

 
minimumDL-Power







DL-Power


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-information-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...
 }

RL-information-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************

RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionResponseFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionResponseFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID






CRITICALITY

ignore



TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-RL-InformationResponseList-RL-AdditionRspFDD


CRITICALITY

ignore



TYPE
RL-InformationResponseList-RL-AdditionRspFDD
PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics







CRITICALITY

ignore



TYPE
CriticalityDiagnostics






PRESENCE
optional

},


...

}

RadioLinkAdditionResponseFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF


ProtocolIE-Container {{ RL-InformationResponseItemIE-RL-AdditionRspFDD }}
RL-InformationResponseItemIE-RL-AdditionRspFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-AdditionRspFDD


CRITICALITY

ignore


TYPE
RL-InformationResponseItem-RL-AdditionRspFDD

PRESENCE
mandatory
},


...

}

RL-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID










RL-ID,


ul-InterferenceLevel






UL-InterferenceLevel,


diversityIndication







DiversityIndication-RL-AdditionRspFDD,


sSDT-SupportIndicator






SSDT-SupportIndicator,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-AdditionRspFDD ::= CHOICE {

combining









Combining-RL-AdditionRspFDD,


non-combining








Non-Combining-RL-AdditionRspFDD

}

Combining-RL-AdditionRspFDD ::= SEQUENCE {

 
rL-ID










RL-ID,


iE-Extensions








ProtocolExtensionContainer { { Combining-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...
}

Combining-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Non-Combining-RL-AdditionRspFDD ::= SEQUENCE {


dCH-InformationResponseList






DCH-InformationResponseList-RL-AdditionRspFDD,


iE-Extensions








ProtocolExtensionContainer { { Non-Combining-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...
}

Non-Combining-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF








SEQUENCE {



dCH-ID









DCH-ID,



bindingID








BindingID,



transportLayerAddress







TransportLayerAddress,



iE-Extensions








ProtocolExtensionContainer { { DCH-InformationResponseList-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,



...

}

DCH-InformationResponseList-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionResponseTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
ignore


TYPE
CRNC-CommunicationContextID





PRESENCE 
mandatory
}|


{ ID
id-RL-InformationResponse-RL-AdditionRspTDD


CRITICALITY
ignore


TYPE
RL-InformationResponse-RL-AdditionRspTDD

PRESENCE 
mandatory
}|


{ ID
id-CriticalityDiagnostics






CRITICALITY
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional

},


...

}

RadioLinkAdditionResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,


ul-InterferenceLevel





UL-InterferenceLevel,


diversityIndication






DiversityIndication-RL-AdditionRspTDD,

dSCH-InfomationResponseList




DSCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,


uSCH-InfomationResponseList




USCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationResponse-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponse-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-AdditionRspTDD ::= CHOICE {


combining








Combining-RL-AdditionRspTDD,


non-Combining







Non-Combining-RL-AdditionRspTDD

}

Combining-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { Combining-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

Combining-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
Non-Combining-RL-AdditionRspTDD ::= SEQUENCE {


dCH-InfomationResponseList




DCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,



iE-Extensions







ProtocolExtensionContainer { { Non-Combining-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,


...
}
Non-Combining-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF








SEQUENCE {



dCH-ID








DCH-ID,



bindingID







BindingID,



transportLayerAddress




TransportLayerAddress,



iE-Extensions






ProtocolExtensionContainer { { DCH-InformationResponseList-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,



...

}

DCH-InformationResponseList-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF







SEQUENCE {



dSCH-ID







DSCH-ID,



bindingID






BindingID,



transportLayerAddress



TransportLayerAddress,



iE-Extensions





ProtocolExtensionContainer { { DSCH-InformationResponseList-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,



...

}

DSCH-InformationResponseList-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponseList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF







SEQUENCE {



uSCH-ID







USCH-ID,



bindingID






BindingID,



transportLayerAddress



TransportLayerAddress,



iE-Extensions





ProtocolExtensionContainer { { USCH-InformationResponseList-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,



...

}

USCH-InformationResponseList-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionFailureFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID









CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID









PRESENCE 
mandatory
}|


{ ID
id-Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD

CRITICALITY

ignore

TYPE
Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD

PRESENCE
mandatory

}|


{ ID
id-Successful-RL-InformationRespList-RL-AdditionFailureFDD


CRITICALITY

ignore

TYPE
Successful-RL-InformationRespList-RL-AdditionFailureFDD


PRESENCE
mandatory

}|


{ ID
id-CriticalityDiagnostics










CRITICALITY

ignore

TYPE
CriticalityDiagnostics










PRESENCE 
optional

},


...

}

RadioLinkAdditionFailureFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD ::= SEQUENCE
(SIZE (1..maxNrOfRLs)) OF


ProtocolIE-Container
{{ Unsuccessful-RL-InformationRespItemIE-RL-AdditionFailureFDD }}

Unsuccessful-RL-InformationRespItemIE-RL-AdditionFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD

CRITICALITY

ignore

TYPE
Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD
PRESENCE
mandatory},


...

}

Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID









RL-ID,


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...
}

Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Successful-RL-InformationRespList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF


ProtocolIE-Container {{ Successful-RL-InformationRespItemIE-RL-AdditionFailureFDD }}

Successful-RL-InformationRespItemIE-RL-AdditionFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD

CRITICALITY

ignore

TYPE
Successful-RL-InformationRespItem-RL-AdditionFailureFDD

PRESENCE
mandatory},


...

}

Successful-RL-InformationRespItem-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID









RL-ID,


ul-InterferenceLevel





UL-InterferenceLevel,


diversityIndication






DiversityIndication-RL-AdditionFailureFDD,


sSDT-SupportIndicator





SSDT-SupportIndicator,


iE-Extensions







ProtocolExtensionContainer { { Successful-RL-InformationRespItem-RL-AdditionFailureFDD-ExtIEs} }

OPTIONAL,


...
}

Successful-RL-InformationRespItem-RL-AdditionFailureFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-AdditionFailureFDD ::= CHOICE {

 
combining








Combining-RL-AdditionFailureFDD,

 
nonCombiningOrIENotPrsent




NonCombiningOrIENotPrsent-RL-AdditionFailureFDD
 }

Combining-RL-AdditionFailureFDD ::= SEQUENCE {

 
rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { Combining-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...
 }

Combining-RL-AdditionFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NonCombiningOrIENotPrsent-RL-AdditionFailureFDD ::= SEQUENCE {

 
dCH-InformationResponseList





DCH-InformationResponseList-RL-AdditionFailureFDD,


iE-Extensions








ProtocolExtensionContainer { { NonCombiningOrIENotPrsent-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...
}

NonCombiningOrIENotPrsent-RL-AdditionFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF






SEQUENCE {



dCH-ID









DCH-ID,



bindingID








BindingID,



transportLayerAddress





TransportLayerAddress,



iE-Extensions







ProtocolExtensionContainer { { DCH-InformationResponseList-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,



...

 }

DCH-InformationResponseList-RL-AdditionFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE TDD

--

-- **************************************************************

RadioLinkAdditionFailureTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionFailureTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionFailureTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionFailureTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID









CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID








PRESENCE 
mandatory
}|

{ ID
id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD


CRITICALITY

ignore

TYPE
Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD

PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics










CRITICALITY

ignore

TYPE
CriticalityDiagnostics









PRESENCE
optional

},


...

}

RadioLinkAdditionFailureTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD ::= SEQUENCE {


rL-ID








RL-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD-ExtIEs} }

OPTIONAL,


...
}

Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-UL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY

ignore


TYPE
UL-DPCH-Information-RL-ReconfPrepFDD

PRESENCE
optional
} |


{ ID
id-DL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY

ignore


TYPE
DL-DPCH-Information-RL-ReconfPrepFDD

PRESENCE
optional
} |


{ ID
id-DCH-ModifyList-RL-ReconfPrepFDD



CRITICALITY

ignore


TYPE
DCH-ModifyList-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-DCH-AddList-RL-ReconfPrepFDD




CRITICALITY

ignore


TYPE
DCH-AddList-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-DCH-DeleteList-RL-ReconfPrepFDD



CRITICALITY

ignore


TYPE
DCH-DeleteList-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-DSCH-Modify-RL-ReconfPrepFDD




CRITICALITY

ignore


TYPE
DSCH-Modify-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-DSCH-Add-RL-ReconfPrepFDD




CRITICALITY

ignore


TYPE
DSCH-Add-RL-ReconfPrepFDD




PRESENCE
optional
} |


{ ID
id-DSCH-Delete-RL-ReconfPrepFDD




CRITICALITY

ignore


TYPE
DSCH-Delete-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-RL-InformationList-RL-ReconfPrepFDD


CRITICALITY

ignore


TYPE
RL-InformationList-RL-ReconfPrepFDD


PRESENCE
optional

},


...

}

RadioLinkReconfigurationPrepareFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


ul-ScramblingCode







UL-ScramblingCode




OPTIONAL,


ul-SIR-Target








UL-SIR







OPTIONAL,


minUL-ChannelisationCodeLength




MinUL-ChannelisationCodeLength

OPTIONAL,


maxNrOfUL-DPDCHs







MaxNrOfUL-DPDCHs




OPTIONAL,

-- This IE is present only if minUL-ChannelisationCodeLength equals to 4 


ul-PunctureLimit







PunctureLimit




OPTIONAL,


tFCS




TFCS

OPTIONAL,


ul-DPCCH-SlotFormat







UL-DPCCH-SlotFormat




OPTIONAL,


sSDT-CellIDLength







SSDT-CellID-Length




OPTIONAL,


s-FieldLength








S-FieldLength





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


tFCS




TFCS

OPTIONAL,


dl-DPCH-SlotFormat







DL-DPCH-SlotFormat




OPTIONAL,


tFCI-SignallingMode







TFCI-SignallingMode




OPTIONAL,


tFCI-Presence








TFCI-Presence





OPTIONAL,


-- This IE is only present if the DL DPCH Slot Format is equal to any of the value from 12 to 16

multiplexingPosition






MultiplexingPosition 



OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,

...

}

DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF


ProtocolIE-Container {{ DCH-ModifyItemIE-RL-ReconfPrepFDD }}

DCH-ModifyItemIE-RL-ReconfPrepFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-ModifyItem-RL-ReconfPrepFDD



CRITICALITY

ignore



TYPE
DCH-ModifyItem-RL-ReconfPrepFDD



PRESENCE
mandatory},


...

}

DCH-ModifyItem-RL-ReconfPrepFDD
 ::= SEQUENCE {


dCH-ID










DCH-ID,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


ul-FP-Mode









UL-FP-Mode




OPTIONAL,


toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-ModifyItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF


ProtocolIE-Container {{ DCH-AddItemIE-RL-ReconfPrepFDD }}

DCH-AddItemIE-RL-ReconfPrepFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-AddItem-RL-ReconfPrepFDD


CRITICALITY

ignore


TYPE
DCH-AddItem-RL-ReconfPrepFDD


PRESENCE
mandatory},


...

}

DCH-AddItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


dCH-CombinationIndication





DCH-CombinationInd


OPTIONAL,


rLC-Mode









RLC-Mode,


ul-TransportFormatSet






TransportFormatSet,


dl-TransportFormatSet






TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority,


payloadCRC-PresenceIndicator




PayloadCRC-PresenceIndicator,


ul-FP-Mode









UL-FP-Mode,


toAWS










ToAWS,


toAWE










ToAWE,


iE-Extensions








ProtocolExtensionContainer { { DCH-AddItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-AddItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-DeleteList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF


ProtocolIE-Container {{ DCH-DeleteItemIE-RL-ReconfPrepFDD}}

DCH-DeleteItemIE-RL-ReconfPrepFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-DeleteItem-RL-ReconfPrepFDD


CRITICALITY

ignore


TYPE
DCH-DeleteItem-RL-ReconfPrepFDD


PRESENCE
mandatory},


...

}

DCH-DeleteItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Modify-RL-ReconfPrepFDD ::= SEQUENCE {

dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


rL-ID










RL-ID





OPTIONAL,

frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DSCH-ModifyItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-ModifyItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Add-RL-ReconfPrepFDD ::= SEQUENCE {

dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


rL-ID










RL-ID





OPTIONAL,

frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DSCH-Add-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Add-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Delete-RL-ReconfPrepFDD ::= SEQUENCE {

rL-ID










RL-ID,


iE-Extensions








ProtocolExtensionContainer { { DSCH-Delete-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Delete-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF


ProtocolIE-Container {{ RL-InformationItemIE-RL-ReconfPrepFDD }}

RL-InformationItemIE-RL-ReconfPrepFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-ReconfPrepFDD


CRITICALITY

ignore


TYPE 
RL-InformationItem-RL-ReconfPrepFDD

PRESENCE
mandatory},


...

}

RL-InformationItem-RL-ReconfPrepFDD ::= SEQUENCE {


rL-ID










RL-ID,


dl-CodeInformationList






DL-CodeInformationList-RL-ReconfPrepFDD

OPTIONAL,


maxDL-Power









DL-Power








OPTIONAL,


minDL-Power









DL-Power








OPTIONAL,


sSDT-Indication








SSDT-Indication







OPTIONAL,


sSDT-Cell-Identity







SSDT-Cell-Identity






OPTIONAL,

-- The IE may be present if the SSDT Indication is set to SSDT Active in the UE


iE-Extensions








ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDLCodes)) OF







SEQUENCE {



dl-scramblingCode








DL-ScramblingCode





OPTIONAL,



fdd-DL-ChannelisationCodeNumber





FDD-DL-ChannelisationCodeNumber


OPTIONAL,



iE-Extensions









ProtocolExtensionContainer { { DL-CodeInformationList-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,



...

}

DL-CodeInformationList-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

ignore

TYPE
NodeB-CommunicationContextID





PRESENCE 
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE
UL-CCTrCH-InformationList-RL-ReconfPrepTDD


PRESENCE
optional


} |


{ ID
id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD


CRITICALITY 
ignore

TYPE 
DL-CCTrCH-InformationList-RL-ReconfPrepTDD


PRESENCE
optional


} |


{ ID
id-DCH-ModifyList-RL-ReconfPrepTDD





CRITICALITY

ignore

TYPE
DCH-ModifyList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DCH-AddList-RL-ReconfPrepTDD






CRITICALITY

ignore

TYPE
DCH-AddList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DCH-DeleteList-RL-ReconfPrepTDD





CRITICALITY

ignore

TYPE
DCH-DeleteList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DSCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE
DSCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE
optional


} |


{ ID
id-DSCH-information-AddList-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE 
DSCH-Information-AddList-RL-ReconfPrepTDD


PRESENCE 
optional


} |


{ ID
id-DSCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
ignore

TYPE
DSCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE 
optional


} |


{ ID
id-USCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE
USCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE 
optional


} |


{ ID
id-USCH-information-AddList-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE
USCH-Information-AddList-RL-ReconfPrepTDD


PRESENCE 
optional


} |


{ ID
id-USCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
ignore

TYPE
USCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE
optional


} |


{ ID
id-RL-Information-RL-ReconfPrepTDD





CRITICALITY

ignore

TYPE
RL-Information-RL-ReconfPrepTDD





PRESENCE 
optional


},


...

}

RadioLinkReconfigurationPrepareTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container {{ UL-CCTrCH-InformationItemIE-RL-ReconfPrepTDD }}

UL-CCTrCH-InformationItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationItem-RL-ReconfPrepTDD


CRITICALITY

ignore


TYPE 
UL-CCTrCH-InformationItem-RL-ReconfPrepTDD

PRESENCE 
mandatory},


...

}

UL-CCTrCH-InformationItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS



TFCS



OPTIONAL,


tFCI-Coding








TFCI-Coding








OPTIONAL,

punctureLimit







PunctureLimit 







OPTIONAL,

ul-DPCH-InformationList





UL-DPCH-InformationList-RL-ReconfPrepTDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF








SEQUENCE {



dPCH-ID









DPCH-ID,



tDD-ChannelisationCode





TDD-ChannelisationCode


OPTIONAL,



burstType








BurstType





OPTIONAL,



midambleShift







MidambleShift




OPTIONAL,



timeSlot








TimeSlot





OPTIONAL,



tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,



repetitionPeriod






RepetitionPeriod



OPTIONAL,



repetitionLength






RepetitionLength



OPTIONAL,



tFCI-Presence







TFCI-Presence




OPTIONAL,



iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationList-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,



...

}

UL-DPCH-InformationList-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF


ProtocolIE-Container {{ DL-CCTrCH-InformationItemIE-RL-ReconfPrepTDD}}

DL-CCTrCH-InformationItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationItem-RL-ReconfPrepTDD


CRITICALITY 
ignore


TYPE
DL-CCTrCH-InformationItem-RL-ReconfPrepTDD


PRESENCE 
mandatory
},


...

}

DL-CCTrCH-InformationItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS




TFCS



OPTIONAL,


tFCI-Coding









TFCI-Coding








OPTIONAL,

punctureLimit








PunctureLimit 







OPTIONAL,

dl-DPCH-InformationList






DL-DPCH-InformationList-RL-ReconfPrepTDD 
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF








SEQUENCE {



dPCH-ID









DPCH-ID,



tdd-ChannelisationCode





TDD-ChannelisationCode


OPTIONAL,



burstType








BurstType





OPTIONAL,



midambleShift







MidambleShift




OPTIONAL,



timeSlot








TimeSlot





OPTIONAL,



tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


repetitionPeriod






RepetitionPeriod



OPTIONAL,



rpetitionLength







RepetitionLength



OPTIONAL,



tFCI-Presence







TFCI-Presence




OPTIONAL,



iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationList-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,



...

}

DL-DPCH-InformationList-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF


ProtocolIE-Container {{ DCH-ModifyItemIE-RL-ReconfPrepTDD}}

DCH-ModifyItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-ModifyItem-RL-ReconfPrepTDD


CRITICALITY

ignore


TYPE
DCH-ModifyItem-RL-ReconfPrepTDD


PRESENCE
mandatory},


...

}

 DCH-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
dCH-ID









DCH-ID,


ul-cCTrCH-ID







CCTrCH-ID




OPTIONAL,


dl-cCTrCH-ID







CCTrCH-ID




OPTIONAL,
 
ul-TransportFormatSet





TransportFormatSet


OPTIONAL,

 
dl-TransportFormatSet





TransportFormatSet


OPTIONAL,

 
frameHandlingPriority





FrameHandlingPriority

OPTIONAL,

 
ul-FP-Mode








UL-FP-Mode




OPTIONAL,

 
toAWS









ToAWS





OPTIONAL,

 
toAWE









ToAWE





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
 }

DCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF


ProtocolIE-Container {{ DCH-AddItemIE-RL-ReconfPrepTDD}}

DCH-AddItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-AddItem-RL-ReconfPrepTDD


CRITICALITY

ignore


TYPE 
DCH-AddItem-RL-ReconfPrepTDD

PRESENCE
mandatory},


...

}

DCH-AddItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


dCH-ID









DCH-ID,


rLC-Mode








RLC-Mode,


ul-CCTrCH-ID







CCTrCH-ID,


dl-CCTrCH-ID







CCTrCH-ID,


dCH-CombinationIndication




DCH-CombinationInd


OPTIONAL,

ul-TransportFormatSet





TransportFormatSet,


dl-TransportFormatS






TransportFormatSet,


frameHandlingPriority





FrameHandlingPriority,


payloadCRC-PresenceIndicator



PayloadCRC-PresenceIndicator,


ul-FP-Mode








UL-FP-Mode,


toAWS









ToAWS,


toAWE









ToAWE,


iE-Extensions







ProtocolExtensionContainer { { DCH-AddItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,

...
}

DCH-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF


ProtocolIE-Container {{ DCH-DeleteItemIE-RL-ReconfPrepTDD}}

DCH-DeleteItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-DeleteItem-RL-ReconfPrepTDD


CRITICALITY

ignore


TYPE
DCH-DeleteItem-RL-ReconfPrepTDD


PRESENCE
mandatory},


...

}

DCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID









DCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF

ProtocolIE-Container {{ DSCH-Information-ModifyItemIE-RL-ReconfPrepTDD }}

DSCH-Information-ModifyItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-Information-ModifyItem-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE
DSCH-Information-ModifyItem-RL-ReconfPrepTDD

PRESENCE
mandatory
},


...

}

DSCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
dSCH-ID









DSCH-ID,


cCTrCH-ID








CCTrCH-ID



OPTIONAL,
 
transportFormatSet






TransportFormatSet

OPTIONAL,


frameHandlingPriority





FrameHandlingPriority
OPTIONAL,

 
toAWS









ToAWS




OPTIONAL,


toAWE









ToAWE




OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
 }

DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF 
ProtocolIE-Container {{ DSCH-Information-AddItemIE-RL-ReconfPrepTDD}}

DSCH-Information-AddItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-Information-AddItem-RL-ReconfPrepTDD

CRITICALITY

ignore

TYPE 
DSCH-Information-AddItem-RL-ReconfPrepTDD

PRESENCE
mandatory
},


...

}

DSCH-Information-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


cCTrCH-ID








CCTrCH-ID,


transportFormatSet






TransportFormatSet,


frameHandlingPriority





FrameHandlingPriority

OPTIONAL,


toAWS









ToAWS,


toAWE









ToAWE,

iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{ DSCH-Information-DeleteItemIE-RL-ReconfPrepTDD}}

DSCH-Information-DeleteItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-Information-DeleteItem-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE
DSCH-Information-DeleteItem-RL-ReconfPrepTDD

PRESENCE
mandatory
},


...

}

DSCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF ProtocolIE-Container {{ USCH-Information-ModifyItemIE-RL-ReconfPrepTDD}}

USCH-Information-ModifyItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-USCH-Information-ModifyItem-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE
USCH-Information-ModifyItem-RL-ReconfPrepTDD

PRESENCE
mandatory},


...

}
USCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
dSCH-ID









DSCH-ID,

 
transportFormatSet






TransportFormatSet

OPTIONAL,


cCTrCH-ID








CCTrCH-ID



OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF 
ProtocolIE-Container {{ USCH-Information-AddItemIE-RL-ReconfPrepTDD}}

USCH-Information-AddItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-USCH-Information-AddItem-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE 
USCH-Information-AddItem-RL-ReconfPrepTDD

PRESENCE
mandatory
},


...

}

USCH-Information-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


cCTrCH-ID








CCTrCH-ID,


transportFormatSet






TransportFormatSet,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF ProtocolIE-Container {{ USCH-Information-DeleteItemIE-RL-ReconfPrepTDD }}

USCH-Information-DeleteItemIE-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-USCH-Information-DeleteItem-RL-ReconfPrepTDD


CRITICALITY

ignore

TYPE
USCH-Information-DeleteItem-RL-ReconfPrepTDD


PRESENCE
mandatory
},


...

}

USCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-ReconfPrepTDD ::= SEQUENCE {


rL-ID









RL-ID,

maxDL-Power








DL-Power


OPTIONAL,


minDL-Power








DL-Power


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-Information-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

RL-Information-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY

--

-- **************************************************************

RadioLinkReconfigurationReady ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationReady-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationReady-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationReady-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
} |


{ ID
id-RL-InformationResponseList-RL-ReconfReady

CRITICALITY

ignore

TYPE
RL-InformationResponseList-RL-ReconfReady

PRESENCE
optional

} |

{ ID
id-CriticalityDiagnostics






CRITICALITY

ignore

TYPE
CriticalityDiagnostics






PRESENCE
optional
},

...

}

RadioLinkReconfigurationReady-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-ReconfReady
 ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF 
ProtocolIE-Container {{ RL-InformationResponseItemIE-RL-ReconfReady}}

RL-InformationResponseItemIE-RL-ReconfReady NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-ReconfReady


CRITICALITY

ignore


TYPE
RL-InformationResponseItem-RL-ReconfReady

PRESENCE
mandatory
},


...

}

RL-InformationResponseItem-RL-ReconfReady ::= SEQUENCE {


rL-ID










RL-ID,


dCH-AddList-RL-ReconfReady





DCH-AddList-RL-ReconfReady



OPTIONAL,


dCH-ModifyList-RL-ReconfReady




DCH-ModifyList-RL-ReconfReady


OPTIONAL,


dSCH-SetupList-RL-ReconfReady




DSCH-SetupList-RL-ReconfReady


OPTIONAL,


dSCH-ModifyList-RL-ReconfReady




DSCH-ModifyList-RL-ReconfReady


OPTIONAL,

uSCH-SetupList-RL-ReconfReady




USCH-SetupList-RL-ReconfReady


OPTIONAL,


uSCH-ModifyList-RL-ReconfReady




USCH-ModifyList-RL-ReconfReady


OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseItem-RL-ReconfReady-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseItem-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF







SEQUENCE {



dCH-ID









DCH-ID,



bindingID








BindingID,



transportLayerAddress





TransportLayerAddress,



iE-Extensions







ProtocolExtensionContainer { { DCH-AddList-RL-ReconfReady-ExtIEs} }


OPTIONAL,



...

}

DCH-AddList-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF







SEQUENCE {



dCH-ID









DCH-ID,



bindingID








BindingID,



transportLayerAddress





TransportLayerAddress,



iE-Extensions







ProtocolExtensionContainer { { DCH-ModifyList-RL-ReconfReady-ExtIEs} }

OPTIONAL,



...

}

DCH-ModifyList-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-SetupList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF






SEQUENCE {



dSCH-ID









DSCH-ID,


bindingID








BindingID,



transportLayerAddress





TransportLayerAddress,



iE-Extensions







ProtocolExtensionContainer { { DSCH-SetupList-RL-ReconfReady-ExtIEs} }


OPTIONAL,



...

}

DSCH-SetupList-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-ModifyList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF







SEQUENCE {



dSCH-ID









DSCH-ID,


bindingID








BindingID,



transportLayerAddress





TransportLayerAddress,



iE-Extensions







ProtocolExtensionContainer { { DSCH-ModifyList-RL-ReconfReady-ExtIEs} }


OPTIONAL,



...

}

DSCH-ModifyList-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-SetupList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF







SEQUENCE {



uSCH-ID









USCH-ID,


bindingID








BindingID,



transportLayerAddress





TransportLayerAddress,



iE-Extensions







ProtocolExtensionContainer { { USCH-SetupList-RL-ReconfReady-ExtIEs} }


OPTIONAL,



...

}

USCH-SetupList-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
USCH-ModifyList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF







SEQUENCE {



uSCH-ID









USCH-ID,


bindingID








BindingID,



transportLayerAddress





TransportLayerAddress,



iE-Extensions







ProtocolExtensionContainer { { USCH-ModifyList-RL-ReconfReady-ExtIEs} }


OPTIONAL,



...

}

USCH-ModifyList-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION FAILURE

--

-- **************************************************************

RadioLinkReconfigurationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationFailure-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID






PRESENCE
mandatory
} |


{ ID
id-Cause










CRITICALITY

ignore

TYPE
Cause 











PRESENCE
mandatory
} |


{ ID
id-RL-ReconfigurationFailureList-RL-ReconfFailure
CRITICALITY

ignore

TYPE
RL-ReconfigurationFailureList-RL-ReconfFailure

PRESENCE
optional
} |


{ ID
id-CriticalityDiagnostics






CRITICALITY

ignore

TYPE
CriticalityDiagnostics







PRESENCE
optional

},


...

}

RadioLinkReconfigurationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-ReconfigurationFailureList-RL-ReconfFailure ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF 
ProtocolIE-Container {{ RL-ReconfigurationFailureItemIE-RL-ReconfFailure}}

RL-ReconfigurationFailureItemIE-RL-ReconfFailure NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-ReconfigurationFailureItem-RL-ReconfFailure


CRITICALITY

ignore

TYPE 
RL-ReconfigurationFailureItem-RL-ReconfFailure


PRESENCE
mandatory
},


...

}

RL-ReconfigurationFailureItem-RL-ReconfFailure ::= SEQUENCE {

 
rL-ID









RL-ID,


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { RL-ReconfigurationFailureItem-RL-ReconfFailure-ExtIEs} }


OPTIONAL,


...
 }

RL-ReconfigurationFailureItem-RL-ReconfFailure-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION COMMIT

--

-- **************************************************************

RadioLinkReconfigurationCommit ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationCommit-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationCommit-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationCommit-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID


CRITICALITY

ignore

TYPE
NodeB-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-CFN








CRITICALITY

ignore

TYPE
CFN








PRESENCE
mandatory
},


...

}

RadioLinkReconfigurationCommit-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION CANCEL

--

-- **************************************************************

RadioLinkReconfigurationCancel ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationCancel-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationCancel-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationCancel-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID


CRITICALITY 
ignore


TYPE
NodeB-CommunicationContextID


PRESENCE
mandatory
},


...

}

RadioLinkReconfigurationCancel-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

ignore

TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-UL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY

ignore

TYPE
UL-DPCH-Information-RL-ReconfRqstFDD


PRESENCE
optional
} |


{ ID
id-DL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY

ignore

TYPE
DL-DPCH-Information-RL-ReconfRqstFDD


PRESENCE
optional
} |


{ ID
id-DCH-ModifyList-RL-ReconfRqstFDD



CRITICALITY

ignore

TYPE
DCH-ModifyList-RL-ReconfRqstFDD



PRESENCE
optional
} |


{ ID
id-DCH-AddList-RL-ReconfRqstFDD




CRITICALITY

ignore

TYPE
DCH-AddList-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-DCH-DeleteList-RL-ReconfRqstFDD



CRITICALITY

ignore

TYPE
DCH-DeleteList-RL-ReconfRqstFDD



PRESENCE
optional
} |


{ ID
id-DSCH-Modify-RL-ReconfRqstFDD




CRITICALITY

ignore

TYPE
DSCH-Modify-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-DSCH-Add-RL-ReconfRqstFDD





CRITICALITY

ignore

TYPE
DSCH-Add-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-DSCH-Delete-RL-ReconfRqstFDD




CRITICALITY

ignore

TYPE
DSCH-Delete-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-RL-InformationList-RL-ReconfRqstFDD


CRITICALITY

ignore

TYPE
RL-InformationList-RL-ReconfRqstFDD


PRESENCE
optional
},


...

}

RadioLinkReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


ul-TFCS



TFCS


OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {

 
dl-TFCS



TFCS


OPTIONAL,

 
tFCI-SignallingMode







TFCI-SignallingMode





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF 
ProtocolIE-Container {{ DCH-ModifyItemIE-RL-ReconfRqstFDD}}

DCH-ModifyItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-ModifyItem-RL-ReconfRqstFDD


CRITICALITY

ignore


TYPE
DCH-ModifyItem-RL-ReconfRqstFDD


PRESENCE
mandatory},


...

}

DCH-ModifyItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


ul-FP-Mode









UL-FP-Mode




OPTIONAL,


toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF 
ProtocolIE-Container {{ DCH-AddItemIE-RL-ReconfRqstFDD}}

DCH-AddItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-AddItem-RL-ReconfRqstFDD


CRITICALITY

ignore


TYPE
DCH-AddItem-RL-ReconfRqstFDD


PRESENCE
mandatory},


...

}

DCH-AddItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


dCH-CombinationInd







DCH-CombinationInd


OPTIONAL,


rLC-Mode









RLC-Mode,

ul-TransportFormatSet






TransportFormatSet,


dl-TransportFormatSet






TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority,


payloadCRC-PresenceIndicator




PayloadCRC-PresenceIndicator,


ul-FP-Mode









UL-FP-Mode,


toAWS










ToAWS,


toAWE










ToAWE,


iE-Extensions








ProtocolExtensionContainer { { DCH-Add-RL-ReconfRqstFDDItem-ExtIEs} }

OPTIONAL,


...
}

DCH-Add-RL-ReconfRqstFDDItem-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF 
ProtocolIE-Container {{ DCH-DeleteItemIE-RL-ReconfRqstFDD}}

DCH-DeleteItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-DeleteItem-RL-ReconfRqstFDD


CRITICALITY

ignore


TYPE
DCH-DeleteItem-RL-ReconfRqstFDD


PRESENCE
mandatory},


...

}

DCH-DeleteItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Modify-RL-ReconfRqstFDD ::= SEQUENCE {

dl-TransportFormatSet





TransportFormatSet


OPTIONAL,


rL-ID









RL-ID





OPTIONAL,

frameHandlingPriority





FrameHandlingPriority

OPTIONAL,


toAWS









ToAWS





OPTIONAL,


toAWE









ToAWE





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DSCH-Modify-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Modify-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Add-RL-ReconfRqstFDD ::= SEQUENCE {

dl-TransportFormatSet





TransportFormatSet,


rL-ID









RL-ID,


frameHandlingPriority





FrameHandlingPriority,


toAWS









ToAWS,


toAWE









ToAWE,


iE-Extensions







ProtocolExtensionContainer { { DSCH-Add-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Add-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Delete-RL-ReconfRqstFDD ::= SEQUENCE {

rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { DSCH-Delete-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Delete-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF 
ProtocolIE-Container {{ RL-InformationItemIE-RL-ReconfRqstFDD}}

RL-InformationItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-ReconfRqstFDD



CRITICALITY

ignore


TYPE
RL-InformationItem-RL-ReconfRqstFDD


PRESENCE
mandatory},


...

}

RL-InformationItem-RL-ReconfRqstFDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power

OPTIONAL,


minDL-Power








DL-Power

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

RL-InformationItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE 
UL-CCTrCH-InformationList-RL-ReconfRqstTDD


PRESENCE
optional

} |


{ ID 
id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE
DL-CCTrCH-InformationList-RL-ReconfRqstTDD


PRESENCE 
optional

} |


{ ID
id-DCH-ModifyList-RL-ReconfRqstTDD





CRITICALITY

ignore


TYPE
DCH-ModifyList-RL-ReconfRqstTDD




PRESENCE
optional
} |


{ ID
id-DCH-AddList-RL-ReconfRqstTDD






CRITICALITY

ignore


TYPE 
DCH-AddList-RL-ReconfRqstTDD




PRESENCE 
optional
} |


{ ID
id-DCH-DeleteList-RL-ReconfRqstTDD





CRITICALITY

ignore


TYPE 
DCH-DeleteList-RL-ReconfRqstTDD




PRESENCE
optional
} |


{ ID
id-DSCH-Information-ModifyList-RL-ReconfRqstTDD


CRITICALITY 
ignore


TYPE 
DSCH-Information-ModifyList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-DSCH-Information-AddList-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE
DSCH-Information-AddList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID
id-DSCH-Information-DeleteList-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE
DSCH-Information-DeleteList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-USCH-Information-ModifyList-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE
USCH-Information-ModifyList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-USCH-Information-AddList-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE 
USCH-Information-AddList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID
id-USCH-Information-DeleteList-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE
USCH-Information-DeleteList-RL-ReconfRqstTDD
PRESENCE
optional
} |

{ ID
id-RL-InformationList-RL-ReconfRqstTDD




CRITICALITY

ignore


TYPE
RL-InformationList-RL-ReconfRqstTDD



PRESENCE
optional
},

...

}

RadioLinkReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF 
ProtocolIE-Container {{ UL-CCTrCH-InformationItemIE-RL-ReconfRqstTDD}}

UL-CCTrCH-InformationItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE 
UL-CCTrCH-InformationItem-RL-ReconfRqstTDD


PRESENCE
mandatory
},


...

}

UL-CCTrCH-InformationItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS




TFCS,


punctureLimit








PunctureLimit,

iE-Extensions








ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF 
ProtocolIE-Container {{ DL-CCTrCH-InformationItemIE-RL-ReconfRqstTDD}}

DL-CCTrCH-InformationItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE 
DL-CCTrCH-InformationItem-RL-ReconfRqstTDD


PRESENCE
mandatory
},


...

}

DL-CCTrCH-InformationItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS




TFCS,


punctureLimit








PunctureLimit,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF 
ProtocolIE-Container {{ DCH-ModifyItemIE-RL-ReconfRqstTDD}}

DCH-ModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-ModifyItem-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE
DCH-ModifyItem-RL-ReconfRqstTDD


PRESENCE
mandatory},


...

}

DCH-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID










DCH-ID,


ul-CCTrCH-ID








CCTrCH-ID




OPTIONAL,


dl-CCTrCH-ID








CCTrCH-ID




OPTIONAL,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


ul-FP-Mode









UL-FP-Mode




OPTIONAL,


toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF 
ProtocolIE-Container {{ DCH-AddItemIE-RL-ReconfRqstTDD}}

DCH-AddItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-AddItem-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE
DCH-AddItem-RL-ReconfRqstTDD


PRESENCE
mandatory},


...

}

DCH-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID










DCH-ID,


rLC-Mode









RLC-Mode,


ul-CCTrCH-ID








CCTrCH-ID,


dl-CCTrCH-ID








CCTrCH-ID,


dCH-CombinaionInd







DCH-CombinationInd

OPTIONAL,

ul-TransportFormatSet






TransportFormatSet,


dl-TransportFormatSet






TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority,


payloadCRC-PresenceIndicator




PayloadCRC-PresenceIndicator,


ul-FP-Mode









UL-FP-Mode,


toAWS










ToAWS,


toAWE










ToAWE,


iE-Extensions








ProtocolExtensionContainer { { DCH-AddItemIE-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-AddItemIE-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF 
ProtocolIE-Container {{DCH-DeleteItemIE-RL-ReconfRqstTDD}}

DCH-DeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DCH-DeleteItem-RL-ReconfRqstTDD

CRITICALITY

ignore


TYPE
DCH-DeleteItem-RL-ReconfRqstTDD


PRESENCE
mandatory},


...

}

DCH-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Information-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF 
ProtocolIE-Container {{DSCH-Information-ModifyItemIE-RL-ReconfRqstTDD}}

DSCH-Information-ModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-Information-ModifyItem-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE 
DSCH-Information-ModifyItem-RL-ReconfRqstTDD


PRESENCE
mandatory},


...

}

DSCH-Information-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


cCTrCH-ID









CCTrCH-ID




OPTIONAL,


transportFormatSet







TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { DSCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-AddList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF 
ProtocolIE-Container {{DSCH-Information-AddItemIE-RL-ReconfRqstTDD}}

DSCH-Information-AddItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-Information-AddItem-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE
DSCH-Information-AddItem-RL-ReconfRqstTDD


PRESENCE
mandatory},


...

}

DSCH-Information-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


cCTrCH-ID









CCTrCH-ID,


transportFormatSet







TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


toAWS










ToAWS,


toAWE










ToAWE,


iE-Extensions








ProtocolExtensionContainer { { DSCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF 
ProtocolIE-Container {{DSCH-Information-DeleteItemIE-RL-ReconfRqstTDD}}

DSCH-Information-DeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-Information-DeleteItem-RL-ReconfRqstTDD

CRITICALITY

ignore


TYPE
DSCH-Information-DeleteItem-RL-ReconfRqstTDD


PRESENCE
mandatory},


...

}

DSCH-Information-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DSCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF 
ProtocolIE-Container {{USCH-Information-ModifyItemIE-RL-ReconfRqstTDD}}

USCH-Information-ModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-USCH-Information-ModifyItem-RL-ReconfRqstTDD

CRITICALITY

ignore


TYPE
USCH-Information-ModifyItem-RL-ReconfRqstTDD

PRESENCE
mandatory},


...

}

USCH-Information-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


cCTrCH-ID







CCTrCH-ID




OPTIONAL,


transportFormatSet






TransportFormatSet


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-AddList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF


ProtocolIE-Container {{USCH-Information-AddItemIE-RL-ReconfRqstTDD}}

USCH-Information-AddItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-USCH-Information-AddItem-RL-ReconfRqstTDD

CRITICALITY

ignore


TYPE
USCH-Information-AddItem-RL-ReconfRqstTDD


PRESENCE
mandatory},


...

}

USCH-Information-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


uSCH-ID








USCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


iE-Extensions






ProtocolExtensionContainer { { USCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF 
ProtocolIE-Container {{ USCH-Information-DeleteItemIE-RL-ReconfRqstTDD}}

USCH-Information-DeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-USCH-Information-DeleteItem-RL-ReconfRqstTDD


CRITICALITY

ignore


TYPE 
USCH-Information-DeleteItem-RL-ReconfRqstTDD


PRESENCE
mandatory},


...

}

USCH-Information-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


uSCH-ID








USCH-ID,


iE-Extensions






ProtocolExtensionContainer { { USCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-Information-DeleteItemIE-RL-ReconfRqstTDD}}

RL-Information-DeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-ReconfRqstTDD



CRITICALITY

ignore


TYPE
RL-InformationItem-RL-ReconfRqstTDD


PRESENCE
mandatory},


...

}

RL-InformationItem-RL-ReconfRqstTDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power

OPTIONAL,


minDL-Power








DL-Power

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

RL-InformationItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE

--

-- **************************************************************

RadioLinkReconfigurationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationResponse-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY
ignore

TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
} |


{ ID
id-RL-InformationResponseList-RL-ReconfRsp

CRITICALITY
ignore

TYPE
RL-InformationResponseList-RL-ReconfRsp


PRESENCE
optional

} |


{ ID
id-CriticalityDiagnostics





CRITICALITY
ignore

TYPE
CriticalityDiagnostics






PRESENCE
optional

},


...

}

RadioLinkReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-ReconfRsp ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF 
ProtocolIE-Container {{RL-InformationResponseItemIE-RL-ReconfRsp}}

RL-InformationResponseItemIE-RL-ReconfRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-ReconfRsp


CRITICALITY

ignore


TYPE
RL-InformationResponseItem-RL-ReconfRsp


PRESENCE
mandatory
},


...

}

RL-InformationResponseItem-RL-ReconfRsp ::= SEQUENCE {


rL-ID









RL-ID,


dCH-AddList-RL-ReconfRsp




DCH-AddList-RL-ReconfRsp


OPTIONAL,


dCH-ModifyList-RL-ReconfRsp




DCH-ModifyList-RL-ReconfRsp


OPTIONAL,


dSCH-SetupList-RL-ReconfRsp




DSCH-SetupList-RL-ReconfRsp


OPTIONAL,


dSCH-ModifyList-RL-ReconfRsp



DSCH-ModifyList-RL-ReconfRsp

OPTIONAL,


uSCH-SetupList-RL-ReconfRsp




USCH-SetupList-RL-ReconfRsp


OPTIONAL,


uSCH-ModifyList-RL-ReconfRsp



USCH-ModifyList-RL-ReconfRsp

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationResponseItem-RL-ReconfRsp-ExtIEs} }

OPTIONAL,

...

}

RL-InformationResponseItem-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRsp ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF


SEQUENCE {



dCH-ID








DCH-ID,



bindingID







BindingID,



transportLayerAddress




TransportLayerAddress,



iE-Extensions






ProtocolExtensionContainer { { DCH-AddList-RL-ReconfRsp-ExtIEs} }

OPTIONAL,



...


}

DCH-AddList-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRsp ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF







SEQUENCE {



dCH-ID








DCH-ID,



bindingID







BindingID,



transportLayerAddress




TransportLayerAddress,



iE-Extensions






ProtocolExtensionContainer { { DCH-ModifyList-RL-ReconfRsp-ExtIEs} }

OPTIONAL,



...

}

DCH-ModifyList-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}












DSCH-SetupList-RL-ReconfRsp ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF







SEQUENCE {



dSCH-ID








DSCH-ID,



bindingID







BindingID,



transportLayerAddress




TransportLayerAddress,


iE-Extensions






ProtocolExtensionContainer { { DSCH-SetupList-RL-ReconfRsp-ExtIEs} }

OPTIONAL,



...


}

DSCH-SetupList-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-ModifyList-RL-ReconfRsp ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF







SEQUENCE {



dSCH-ID








DSCH-ID,



bindingID







BindingID,



transportLayerAddress




TransportLayerAddress,



iE-Extensions






ProtocolExtensionContainer { { DSCH-ModifyList-RL-ReconfRsp-ExtIEs} }

OPTIONAL,



...



}

DSCH-ModifyList-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-SetupList-RL-ReconfRsp ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF


SEQUENCE {



uSCH-ID








USCH-ID,



bindingID







BindingID,



transportLayerAddress




TransportLayerAddress,



iE-Extensions






ProtocolExtensionContainer { { USCH-SetupList-RL-ReconfRsp-ExtIEs} }

OPTIONAL,



...




}

USCH-SetupList-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
USCH-ModifyList-RL-ReconfRsp ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF







SEQUENCE {



uSCH-ID








USCH-ID,



bindingID







BindingID,



transportLayerAddress




TransportLayerAddress,




iE-Extensions






ProtocolExtensionContainer { { USCH-ModifyList-RL-ReconfRsp-ExtIEs} }

OPTIONAL,



...



}

USCH-ModifyList-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}














-- **************************************************************

--

-- RADIO LINK DELETION REQUEST

--

-- **************************************************************

RadioLinkDeletionRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkDeletionRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkDeletionRequest-Extensions}}

OPTIONAL,


...

}

RadioLinkDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory

} |


{ ID
id-RL-informationList-RL-DeletionRqst


CRITICALITY

ignore


TYPE
RL-informationList-RL-DeletionRqst


PRESENCE
mandatory

} ,


...

}

RadioLinkDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-informationList-RL-DeletionRqst ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF 
ProtocolIE-Container {{RL-informationItemIE-RL-DeletionRqst}}

RL-informationItemIE-RL-DeletionRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-informationItem-RL-DeletionRqst


CRITICALITY

ignore


TYPE
RL-informationItem-RL-DeletionRqst



PRESENCE
mandatory},


...

}

RL-informationItem-RL-DeletionRqst ::= SEQUENCE {

 
rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { RL-informationItem-RL-DeletionRqst-ExtIEs} }

OPTIONAL,


...


 }

RL-informationItem-RL-DeletionRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK DELETION RESPONSE

--

-- **************************************************************

RadioLinkDeletionResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkDeletionResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkDeletionResponse-Extensions}}

OPTIONAL,


...

}

RadioLinkDeletionResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID


CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID



PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics



CRITICALITY

ignore


TYPE
CriticalityDiagnostics




PRESENCE
optional

},


...

}

RadioLinkDeletionResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DL POWER CONTROL REQUEST FDD

--

-- **************************************************************

DL-PowerControlRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DL-PowerControlRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DL-PowerControlRequest-Extensions}}

OPTIONAL,


...

}

DL-PowerControlRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID



CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-ProcedureScopeType-DL-PC-Rqst


CRITICALITY

ignore


TYPE
ProcedureScopeType-DL-PC-Rqst



PRESENCE
mandatory
} ,


...

}

DL-PowerControlRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}



ProcedureScopeType-DL-PC-Rqst ::= CHOICE {


all-RL








DL-Power,


individualRL






DL-ReferencePowerInformationList-DL-PC-Rqst
}







DL-ReferencePowerInformationList-DL-PC-Rqst ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF








SEQUENCE {



rL-ID








RL-ID,



dl-ReferencePower





DL-Power,



iE-Extensions






ProtocolExtensionContainer { { DL-ReferencePowerInformationList-DL-PC-Rqst-ExtIEs } }

OPTIONAL,



...



}

DL-ReferencePowerInformationList-DL-PC-Rqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

DedicatedMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementInitiationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementInitiationRequest-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementInitiationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

ignore

TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-MeasurementID







CRITICALITY

ignore

TYPE
MeasurementID







PRESENCE
mandatory
} |


{ ID
id-DedicatedMeasurementObjectType



CRITICALITY

ignore

TYPE
DedicatedMeasurementObjectType



PRESENCE
mandatory
} |


{ ID
id-DedicatedMeasurementObjectType-DM-Rqst

CRITICALITY

ignore

TYPE
DedicatedMeasurementObjectType-DM-Rqst

PRESENCE
mandatory
} |


{ ID 
id-DedicatedMeasurementType





CRITICALITY

ignore

TYPE
DedicatedMeasurementType




PRESENCE
mandatory
} |

{ ID
id-MeasurementCharacteristics




CRITICALITY

ignore

TYPE
MeasurementCharacteristics




PRESENCE
mandatory
} |


{ ID 
id-ReportCharacteristics





CRITICALITY

ignore

TYPE
ReportCharacteristics





PRESENCE
mandatory
} ,


...

}

DedicatedMeasurementInitiationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementObjectType-DM-Rqst ::= CHOICE {


rL






RL-DM-Rqst

}

RL-DM-Rqst ::= SEQUENCE {

 
rL-InformationList




RL-InformationList-DM-Rqst,


iE-Extensions





ProtocolExtensionContainer { { RL-DM-Rqst-ExtIEs } }

OPTIONAL,


...


}

RL-DM-Rqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-DM-Rqst ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF









SEQUENCE {



rL-ID






RL-ID,



dPCH-ID






DPCH-ID



OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { { RL-InformationList-DM-Rqst-ExtIEs } }

OPTIONAL,



...



}

RL-InformationList-DM-Rqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}




-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

DedicatedMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementInitiationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementInitiationResponse-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementInitiationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-MeasurementID







CRITICALITY

ignore

TYPE
MeasurementID







PRESENCE
mandatory
} |


{ ID
id-DedicatedMeasurementObjectType-DM-Rsp

CRITICALITY

ignore

TYPE
DedicatedMeasurementObjectType-DM-Rsp

PRESENCE
mandatory
} |


{ ID
id-CFN










CRITICALITY

ignore

TYPE
CFN










PRESENCE
mandatory
} |


{ ID
id-CriticalityDiagnostics





CRITICALITY

ignore

TYPE
CriticalityDiagnostics





PRESENCE
optional

},


...

}

DedicatedMeasurementInitiationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
DedicatedMeasurementObjectType-DM-Rsp ::= CHOICE {


rL






RL-InformationList-DM-Rsp,


all-RL





DedicatedMeasurementValue
 }




RL-InformationList-DM-Rsp ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF








SEQUENCE {



rL-ID







RL-ID,


dPCH-ID







DPCH-ID


OPTIONAL,


dedicatedMeasurementValue


DedicatedMeasurementValue,





iE-Extensions





ProtocolExtensionContainer { { RL-InformationList-DM-Rsp-ExtIEs } }

OPTIONAL,



...

}

RL-InformationList-DM-Rsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}



-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

DedicatedMeasurementInitiationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementInitiationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementInitiationFailure-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementInitiationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID


CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-MeasurementID





CRITICALITY

ignore


TYPE
MeasurementID




PRESENCE
mandatory
} |


{ ID
id-Cause







CRITICALITY

ignore


TYPE
Cause






PRESENCE
mandatory
} |


{ ID
id-CriticalityDiagnostics



CRITICALITY

ignore


TYPE
CriticalityDiagnostics


PRESENCE
optional

},


...

}

DedicatedMeasurementInitiationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT REPORT

--

-- **************************************************************

DedicatedMeasurementReport ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementReport-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementReport-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementReport-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-MeasurementID








CRITICALITY

ignore

TYPE
MeasurementID







PRESENCE
mandatory
} |


{ ID
id-DedicatedMeasurementObjectType-DM-Rprt


CRITICALITY

ignore

TYPE
DedicatedMeasurementObjectType-DM-Rprt

PRESENCE
mandatory
} |


{ ID
id-CFN











CRITICALITY

ignore

TYPE
CFN










PRESENCE
optional
},


...

}

DedicatedMeasurementReport-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementObjectType-DM-Rprt ::= CHOICE {

 
rL








RL-InformationList-DM-Rprt,

 
all-RL







DedicatedMeasurementValue
}




RL-InformationList-DM-Rprt ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF







SEQUENCE {



rL-ID






RL-ID,



dPCH-ID






DPCH-ID,


dedicatedMeasurementValue

DedicatedMeasurementValue,



iE-Extensions




ProtocolExtensionContainer { { RL-InformationList-DM-Rprt-ExtIEs } }

OPTIONAL,



...

}

RL-InformationList-DM-Rprt-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}



-- **************************************************************

--

-- DEDICATED MEASUREMENT TERMINATION REQUEST

--

-- **************************************************************

DedicatedMeasurementTerminationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementTerminationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementTerminationRequest-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementTerminationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID


CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-MeasurementID





CRITICALITY

ignore


TYPE
MeasurementID





PRESENCE
mandatory
},


...

}

DedicatedMeasurementTerminationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

DedicatedMeasurementFailureIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementFailureIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementFailureIndication-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementFailureIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID

CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-MeasurementID




CRITICALITY

ignore

TYPE
MeasurementID




PRESENCE
mandatory
} |


{ ID
id-Cause






CRITICALITY

ignore

TYPE
Cause






PRESENCE
mandatory
},




...

}

DedicatedMeasurementFailureIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK FAILURE INDICATION

--

-- **************************************************************

RadioLinkFailureIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkFailureIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkFailureIndication-Extensions}}

OPTIONAL,


...

}

RadioLinkFailureIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID



CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-RL-InformationList-RL-FailureInd


CRITICALITY

ignore


TYPE
RL-InformationList-RL-FailureInd

PRESENCE
mandatory
} |


{ ID
id-CriticalityDiagnostics




CRITICALITY

ignore


TYPE
CriticalityDiagnostics




PRESENCE
optional

},


...

}

RadioLinkFailureIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-FailureInd ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF 
ProtocolIE-Container {{ RL-InformationItemIE-RL-FailureInd}}

RL-InformationItemIE-RL-FailureInd NBAP-PROTOCOL-IES ::= {

 
{ ID
id-RL-InformationItem-RL-FailureInd


CRITICALITY

ignore


TYPE
RL-InformationItem-RL-FailureInd


PRESENCE
mandatory},

 
...

 }

RL-InformationItem-RL-FailureInd ::= SEQUENCE {

 
rL-ID









RL-ID,

 
cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-FailureInd-ExtIEs } }

OPTIONAL,


...
 }
RL-InformationItem-RL-FailureInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RESTORE INDICATION

--

-- **************************************************************

RadioLinkRestoreIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkRestoreIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkRestoreIndication-Extensions}}

OPTIONAL,


...

}

RadioLinkRestoreIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID



CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-RL-InformationList-RL-RestoreInd


CRITICALITY

ignore


TYPE
RL-InformationList-RL-RestoreInd

PRESENCE
mandatory
},


...

}

RadioLinkRestoreIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-RestoreInd ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF
 ProtocolIE-Container {{RL-InformationItemIE-RL-RestoreInd}}

RL-InformationItemIE-RL-RestoreInd NBAP-PROTOCOL-IES ::= {

 
{ ID
id-RL-InformationItem-RL-RestoreInd


CRITICALITY

ignore


TYPE
RL-InformationItem-RL-RestoreInd


PRESENCE
mandatory},

 
...

 }

RL-InformationItem-RL-RestoreInd ::= SEQUENCE {

 
rL-ID








RL-ID,


iE-Extensions






ProtocolExtensionContainer { { RL-InformationItem-RL-RestoreInd-ExtIEs } }

OPTIONAL,


...
 }

RL-InformationItem-RL-RestoreInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE PREPARE FDD

--

-- **************************************************************

CompressedModePrepare ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{CompressedModePrepare-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CompressedModePrepare-Extensions}}                   OPTIONAL,


...

}

CompressedModePrepare-IEs NBAP-PROTOCOL-IES ::= {


{ ID 
id-NodeB-CommunicationContextID


CRITICALITY 

ignore

TYPE 
NodeB-CommunicationContextID
PRESENCE 
mandatory
} |


{ ID
id-CM-PatternInformationList-CompressedModePrep

CRITICALITY
ignore

TYPE
CM-PatternInformationList-CompressedModePrep

PRESENCE
mandatory  },



















...

}

CompressedModePrepare-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CM-PatternInformationList-CompressedModePrep ::= SEQUENCE (SIZE (1.. maxNrOfCMpatterns)) OF ProtocolIE-Container {{ CM-PatternInformationItemIE-CompressedModePrep }}

CM-PatternInformationItemIE-CompressedModePrep NBAP-PROTOCOL-IES ::= {

 
{ ID
id-CM-PatternInformationItem-CompressedModePrep


CRITICALITY

ignore


TYPE
CM-PatternInformationItem-CompressedModePrep


PRESENCE
mandatory},

 
...

 }

CM-PatternInformationItem-CompressedModePrep ::= SEQUENCE {

 
cFNOffset







CFNOffset,


tGP1








GapPeriod,


tGP2








GapPeriod



OPTIONAL,


tGL









TGL,


tGD









TGD,


pD









PD,


ul-DL-CompressedModeSelection


UL-DL-CompressedModeSelection,


compressedModeMethod




CompressedModeMethod,


gapPositionMode






GapPositionMode,


sN









TimeSlot



OPTIONAL,


-- This IE is present if Gap position mode = 'flexible position'--


dl-FrameType






DL-FrameType,


scramblingCodeChange




ScramblingCodeChange
OPTIONAL,


-- This IE is present if Compressed mode method = 'SF/2' --


powerControlMode





PowerControlMode,

powerResumeMode






PowerResumeMode,


ul-DeltaSIR







UL-DeltaSIR,


ul-DeltaSIR-after





UL-DeltaSIR-after,


iE-Extensions






ProtocolExtensionContainer { { CM-PatternInformationItem-CompressedModePrep-ExtIEs } }

OPTIONAL,


...

 }

CM-PatternInformationItem-CompressedModePrep-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE READY FDD

--

-- **************************************************************

CompressedModeReady ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CompressedModeReady-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CompressedModeReady-Extensions}}

OPTIONAL,


...

}

CompressedModeReady-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID

CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID


PRESENCE
mandatory
}|

{ ID
id-CriticalityDiagnostics


CRITICALITY

ignore


TYPE
CriticalityDiagnostics



PRESENCE
optional
},

...

}

CompressedModeReady-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE COMMIT FDD

--

-- **************************************************************

CompressedModeCommit ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CompressedModeCommit-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CompressedModeCommit-Extensions}}

OPTIONAL,


...

}

CompressedModeCommit-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID


CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-CFN








CRITICALITY

ignore


TYPE
CFN








PRESENCE
mandatory
},


...

}

CompressedModeCommit-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE FAILURE FDD

--

-- **************************************************************

CompressedModeFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CompressedModeFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CompressedModeFailure-Extensions}}

OPTIONAL,


...

}

CompressedModeFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID


CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-Cause







CRITICALITY

ignore


TYPE
Cause






PRESENCE
mandatory
} |


{ ID
id-CriticalityDiagnostics



CRITICALITY

ignore


TYPE
CriticalityDiagnostics


PRESENCE
optional

},


...

}

CompressedModeFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE CANCEL FDD

--

-- **************************************************************

CompressedModeCancel ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CompressedModeCancel-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CompressedModeCancel-Extensions}}

OPTIONAL,


...

}

CompressedModeCancel-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID


CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID


PRESENCE
mandatory
},


...

}

CompressedModeCancel-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- ERROR INDICATION

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ErrorIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ErrorIndication-Extensions}}

OPTIONAL,


...

}

ErrorIndication-IEs NBAP-PROTOCOL-IES ::= {




{ ID
id-CRNC-CommunicationContextID

CRITICALITY

ignore


TYPE 
CRNC-CommunicationContextID


PRESENCE
optional
} |


-- This IE is only present when message is transmitted by a Node B on a signalling bearer corresponding to a communication control port --


{ ID
id-NodeB-CommunicationContextID

CRITICALITY

ignore


TYPE 
NodeB-CommunicationContextID

PRESENCE
optional
} |


-- This IE is only present when message is transmitted by a RNC on a signalling bearer corresponding to a communication control port --


{ ID
id-Cause






CRITICALITY

ignore


TYPE
Cause







PRESENCE
mandatory
} |


-- At least either or Cause IE or Criticality Diagnostic IE shall be present--

{ ID
id-CriticalityDiagnostics


CRITICALITY

ignore


TYPE
CriticalityDiagnostics



PRESENCE
optional
},


-- At least either or Cause IE or Criticality Diagnostic IE shall be present--


...

}

ErrorIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateExtensions

ProtocolExtensionContainer
{{PrivateExtensions}},


...

}

PrivateExtensions NBAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationRequestTDD-IEs}},


protocolExtensions    ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationRequestTDD-Extensions}}    OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID









CRITICALITY

ignore


TYPE
C-ID











PRESENCE
mandatory
} |


{ ID
id-PDSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY

ignore


TYPE 
PDSCHSets-AddList-PSCH-ReconfRqst


PRESENCE
optional
} |


{ ID
id-PDSCHSets-ModifyList-PSCH-ReconfRqst

CRITICALITY

ignore


TYPE 
PDSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-PDSCHSets-DeleteList-PSCH-ReconfRqst

CRITICALITY

ignore


TYPE 
PDSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-PUSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY

ignore


TYPE 
PUSCHSets-AddList-PSCH-ReconfRqst


PRESENCE
optional
} |


{ ID
id-PUSCHSets-ModifyList-PSCH-ReconfRqst

CRITICALITY

ignore


TYPE 
PUSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-PUSCHSets-DeleteList-PSCH-ReconfRqst

CRITICALITY

ignore


TYPE 
PUSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE
optional
},


...

}
PhysicalSharedChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF ProtocolIE-Container {{PDSCHSets-AddItemIE-PSCH-ReconfRqst}}

PDSCHSets-AddItemIE-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-PDSCHSets-AddItem-PSCH-ReconfRqst


CRITICALITY

ignore


TYPE
PDSCHSets-AddItem-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}

PDSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-AddList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-Information-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF


SEQUENCE {



pDSCH-ID








PDSCH-ID,



tdd-ChannelisationCode





TDD-ChannelisationCode,



burstType








BurstType,



midambleShift







MidambleShift,



timeSlot








TimeSlot,



repetitionPeriod






RepetitionPeriod,



tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,



repetitionLength






RepetitionLength



OPTIONAL,



tFCI-Presence







TFCI-Presence,



iE-Extensions







ProtocolExtensionContainer { {PDSCH-Information-AddList-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PDSCH-Information-AddList-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF ProtocolIE-Container {{PDSCHSets-ModifyItemIE-PSCH-ReconfRqst}}

PDSCHSets-ModifyItemIE-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-PDSCHSets-ModifyItem-PSCH-ReconfRqst


CRITICALITY

ignore


TYPE
PDSCHSets-ModifyItem-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}

PDSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-ModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-Information-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF


SEQUENCE {



pDSCH-ID








PDSCH-ID,



tdd-ChannelisationCode





TDD-ChannelisationCode,



burstType








BurstType,



midambleShift







MidambleShift,



timeSlot








TimeSlot,



repetitionPeriod






RepetitionPeriod,



tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,



repetitionLength






RepetitionLength



OPTIONAL,



tFCI-Presence







TFCI-Presence,



iE-Extensions







ProtocolExtensionContainer { {PDSCH-Information-ModifyList-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PDSCH-Information-ModifyList-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF ProtocolIE-Container {{PDSCHSets-DeleteItemIE-PSCH-ReconfRqst}}

PDSCHSets-DeleteItemIE-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-PDSCHSets-DeleteItem-PSCH-ReconfRqst


CRITICALITY

ignore


TYPE
PDSCHSets-DeleteItem-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}

PDSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF ProtocolIE-Container {{PUSCHSets-AddItemIE-PSCH-ReconfRqst}}

PUSCHSets-AddItemIE-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-PUSCHSets-AddItem-PSCH-ReconfRqst


CRITICALITY

ignore


TYPE
PUSCHSets-AddItem-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}

PUSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PDSCH-Information-AddList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCH-Information-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF


SEQUENCE {



pUSCH-ID








PUSCH-ID,



tdd-ChannelisationCode





TDD-ChannelisationCode,



burstType








BurstType,



midambleShift







MidambleShift,



timeSlot








TimeSlot,



repetitionPeriod






RepetitionPeriod,



tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,



repetitionLength






RepetitionLength



OPTIONAL,



tFCI-Presence







TFCI-Presence,



iE-Extensions







ProtocolExtensionContainer { {PUSCH-Information-AddList-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PUSCH-Information-AddList-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF ProtocolIE-Container {{PUSCHSets-ModifyItemIE-PSCH-ReconfRqst}}

PUSCHSets-ModifyItemIE-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-PUSCHSets-ModifyItem-PSCH-ReconfRqst


CRITICALITY

ignore


TYPE
PUSCHSets-ModifyItem-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}

PUSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PDSCH-Information-ModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCH-Information-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF


SEQUENCE {



pUSCH-ID








PUSCH-ID,



tdd-ChannelisationCode





TDD-ChannelisationCode,



burstType








BurstType,



midambleShift







MidambleShift,



timeSlot








TimeSlot,



repetitionPeriod






RepetitionPeriod,



tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,



repetitionLength






RepetitionLength



OPTIONAL,



tFCI-Presence







TFCI-Presence,



iE-Extensions







ProtocolExtensionContainer { {PUSCH-Information-ModifyList-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PUSCH-Information-ModifyList-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF ProtocolIE-Container {{PUSCHSets-DeleteItemIE-PSCH-ReconfRqst}}

PUSCHSets-DeleteItemIE-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-PUSCHSets-DeleteItem-PSCH-ReconfRqst


CRITICALITY

ignore


TYPE
PUSCHSets-DeleteItem-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}

PUSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationResponseTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationResponseTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationResponseTDD-Extensions}}                   OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE

CriticalityDiagnostics

PRESENCE
optional
},


...

}

PhysicalSharedChannelReconfigurationResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationFailureTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationFailureTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationFailureTDD-Extensions}}                   OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationFailureTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause





CRITICALITY ignore

TYPE
Cause



PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics

CRITICALITY ignore

TYPE
CriticalityDiagnostics
PRESENCE
optional
},


...

}

PhysicalSharedChannelReconfigurationFailureTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
END
Information Element Definitions
--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS






maxNrOfTFCs,


maxNrOfErrors,


maxCTFC-1,


maxNrOfTFs,


maxTTI-count,


maxRateMatching
FROM NBAP-Constants

Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


ProtocolExtensionContainer{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;





-- ==========================================

--
A


-- ==========================================



Acknowledged-RA-Tries-Value ::= INTEGER(0..240)
-- The number of L1 acknowledged random access tries per every 20 ms period.

AddorDeleteIndicator ::= ENUMERATED {


add,


delete,

...
}

AICH-TransmissionTiming ::= ENUMERATED {




v0,


v1,


...

}

AvailabilityStatus ::= ENUMERATED {

empty,


in-test,


failed,


power-off,


off-line,


off-duty,


dependency,


degraded,


not-installed,


log-full,


...

}




-- ==========================================

--
B


-- ==========================================
BCCH-ModificationTime ::= INTEGER  (0..8190)
-- Time = BCCH-ModificationTime / 2

-- Range 0 to 4095, step 2

-- All even SFN values are allowed


BindingID ::= OCTET STRING (SIZE (1..4, ...))

BlockingPriorityIndicator ::= ENUMERATED {


high,


normal,


low,

...
}

-- High priority: Block resource immediately.

-- Normal priority: Block resource when idle or upon timer expiry.

-- Low priority: Block resource when idle.

BlockSTTD-Indicator ::= ENUMERATED {


active,


inactive

}

BurstType ::= ENUMERATED {


type1 (1),


type2 (2),


...
}


-- ==========================================

--
C


-- ==========================================

Cause ::= CHOICE {



radioNetwork


CauseRadioNetwork,



transport



CauseTransport,



protocol



CauseProtocol,



misc




CauseMisc,


...

}
CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transaction-not-allowed,


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


ul-scramblingcode-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAlocated,


nodeB-Resources-unavailable,


insufficient-physical-channel-resources,


measurement-not-supported-for-the-object,


macrodiversity-combining-not-possible,


reconfiguration-not-allowed,


requested-configuration-not-supported,


synchronisation-failure,


sIB-Origination-in-Node-B-not-Supported,

unspecified,


...

}

CauseTransport ::= ENUMERATED {


transport-link-failure,


transmission-port-not-available,


transport-resource-unavailable,


unspecified,


...

}

CCTrCH-ID ::= INTEGER (0..15)

Cell-ID-Length ::= ENUMERATED {


short,


medium,


long,


...
}

CellParameterID ::= INTEGER (0..127)

CFN ::= INTEGER (0..255)

CFNOffset ::= INTEGER (0..255)
ChipOffset ::= INTEGER (0..38399)

-- Unit Chip

C-ID ::= INTEGER (0..65535)










CommonMeasurementType ::= ENUMERATED  {


rssi,

transmitted-carrier-power,


acknowledged-ra-tries,


time-slot-iscp,


...

}

CommonMeasurementValue ::= CHOICE {


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


rssi






RSSI-Value,


acknowledged-ra-tries


Acknowledged-RA-Tries-Value,


time-slot-iscp



TimeSlot-ISCP-Value,



...

}


















CommonPhysicalChannelID ::= INTEGER (0..255)

CommonTransportChannelID ::= INTEGER (0..255)

CommunicationControlPortID ::= INTEGER (0..65535)

CompressedModeMethod ::= ENUMERATED {


none,


puncturing,


half-SF,


higher-Layer-Scheduling,


...
}

-- none = restore the normal mode

ConfigurationGenerationID ::= INTEGER (0..255)

-- Value '0' means "No configuration" 







CriticalityDiagnostics ::= SEQUENCE {


procedureCode



ProcedureCode


OPTIONAL,


triggeringMessage


TriggeringMessage

OPTIONAL,


criticalityResponse


Criticality



OPTIONAL,


transactionID



TransactionID


OPTIONAL,


iEsCriticalityResponses

CriticalityDiagnostics-IE-List 

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }

OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



criticalityResponse

Criticality,



iE-ID




ProtocolIE-ID,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} }

OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CRNC-CommunicationContextID ::= INTEGER (0..1048575)



-- ==========================================

--
D


-- ==========================================

DCH-CombinationInd ::= INTEGER (0..255)

DCH-ID ::= INTEGER (0..255)












DedicatedMeasurementObjectType ::= ENUMERATED {


rl,


all-rl,


...

}


DedicatedMeasurementType ::= ENUMERATED {


sir,


sir-error,


transmitted-code-power,


rscp,


...

}

DedicatedMeasurementValue ::= CHOICE {


sIR-Value





SIR-Value,


sIR-ErrorValue




SIR-Error-Value,


transmittedCodePowerValue

Transmitted-Code-Power-Value,

rSCP





RSCP-Value,


...

}





















 

D-FieldLength ::= ENUMERATED {

v1,


v2,


...

}

DiversityControlField ::= ENUMERATED {


may,


must,


must-not,

...
}





DiversityMode ::= ENUMERATED {


none, 


sTTD,


closed-loop-mode1,


closed-loop-mode2,


...
}

DL-DPCH-SlotFormat ::= INTEGER (0..16)

DL-FrameType ::= ENUMERATED {


typeA,


typeB,


...
}








DL-Power ::= INTEGER (-350..150)

-- DL-Power = power * 10

-- If Power <=-35 DL-Power shall be set to -350

-- if Power >=15 DL-Power shall be set to 150

-- Unit dB, Range -35dB .. +15dB, Step +0.1dB


DL-ScramblingCode ::= INTEGER (0..15)

-- 0= Primary scrambling code of the cell, 1..15= Secondary scrambling code --

DPCH-ID ::= INTEGER (0..239)

DSCH-ID ::= INTEGER (0..255)
-- to do

-- the parameter need to be defined. It may correspond to the DL TFS defined for DCH


DSCH-TFS ::= INTEGER

-- to do 

-- the parameter need to be defined. It may correspond to the DL TFS defined for DCH


DSCH-TFCS ::= INTEGER














-- ==========================================

--
E


-- ==========================================






























-- ==========================================

--
F


-- ==========================================


FDD-DL-ChannelisationCodeNumber ::= INTEGER(0.. 255)

-- The maximum value is equal to the DL spreading factor -1--

FDD-S-CCPCH-Offset ::= INTEGER (0..149)

-- 0: 0 chip, 1: 256 chip, 2: 512 chip, .. ,149: 38144 chip [TS 25.211] --

FDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size0-5,


step-size1,


...

}

FrameHandlingPriority ::= INTEGER (0..15)

-- 0=lower priority, 15=higher priority --

FrameOffset ::= INTEGER (0..255)


-- ==========================================

--
G


-- ==========================================

GapPeriod ::= INTEGER (0..255)

-- Unit Frame

GapPositionMode ::= ENUMERATED {


fixed, 


flexible,


...
}


-- ==========================================

--
H


-- ==========================================


-- ==========================================

--
I


-- ==========================================

-- to do

IB-SG ::= BIT STRING

IB-SG-POS ::= INTEGER (0..2064)
-- Only even positions allowed

IB-SG-REP ::= ENUMERATED {rep4, rep8, rep16, rep32, rep64, rep128, rep256, rep512, rep1024, rep2048}
IB-Type ::= ENUMERATED {


mib, 


sib1, 


sib2,


sIB3,


sIB4,


sIB5,


sIB6,


sIB7,


sIB8,


sIB9,


sIB10,


sIB11,

sib12,


sIB13,


sIB13dot1,


sIB13dot2,


sIB13dot3,


sIB13dot4,


sIB14,

...
}

IndicationType ::= ENUMERATED {


noFailure,


serviceImpacting,


cellControl,


...

}


-- ==========================================

--
J


-- ==========================================

-- ==========================================

--
K

-- ==========================================


-- ==========================================

--
L


-- ==========================================

Local-Cell-ID ::= INTEGER (0..268435455)


-- ==========================================

--
M


-- ==========================================



MaximumDL-PowerCapability ::=  INTEGER(0..50)

-- Unit dBm, Range 0dBm .. 50dBm, Step +1dB






MaximumTransmissionPower ::=  INTEGER(0..50)

-- Unit dB, Range 0dB .. 50dB, Step +1dB





MaxNrOfUL-DPDCHs ::= INTEGER (1..6)

MaxPRACH-MidambleShifts ::= ENUMERATED {


shift4,


shift8,


...
}








MeasurementCharacteristics ::= SEQUENCE {


measurementFrequency

MeasurementCharacteristics-MeasurementFrequency,


averagingDuration


MeasurementCharacteristics-AveragingDuration,


iE-Extensions



ProtocolExtensionContainer  { { MeasurementCharacteristics-ExtIEs} }

OPTIONAL,



...

}

MeasurementCharacteristics-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- to do #TBD#

MeasurementCharacteristics-AveragingDuration ::= INTEGER




-- to do #TBD#

MeasurementCharacteristics-MeasurementFrequency ::= INTEGER











MeasurementID ::= INTEGER (0..1048575)















MidambleShift ::= INTEGER (0..15)
MinSpreadingFactor ::= ENUMERATED {



v4,



v16,



v32,



v64,



v128,



v256,



v512,



...
}
MinUL-ChannelisationCodeLength ::= ENUMERATED {

v4,


v8,


v16,


v32,


v64,


v128,


...
}
















MultiplexingPosition ::= ENUMERATED {


fixed,


flexible,


...

}


-- ==========================================

--
N


-- ==========================================


NodeB-CommunicationContextID ::= INTEGER (0..1048576)

-- to do, This parameter is present in NBAP tabular but not defined in IE (TS25.433v3.0.0)

NumberOfChannelElements ::= INTEGER



-- ==========================================

--
O


-- ==========================================


-- ==========================================

--
P


-- ==========================================

PagingIndicatorLength ::= INTEGER (2| 4| 8)




PayloadCRC-PresenceIndicator ::= ENUMERATED {


cRC-Included,


cRC-NotIncluded,


...
}

PCCPCH-Power ::= INTEGER (-150..400)

-- PCCPCH-power = power * 10

-- If power <= -15 PCCPCH shall be set to -150

-- If power >= 40 PCCPCH shall be set to 400

-- Unit dBm, Range -15dBm .. +40 dBm, Step +0.1dBm

PD ::= INTEGER(0..2047, ...)

PDSCH-ID ::= INTEGER (0..255)
PDSCHSet-ID ::= INTEGER (0..255)
PICH-Mode ::= ENUMERATED {


v18,

v36,

v72,


v144,


...
}
PilotBitsUsedIndicator ::= ENUMERATED {


pilot-bits-used,


pilot-bits-not-used,


...
}

PowerControlMode ::= ENUMERATED {


v0,


v1,


...

}



PowerOffset ::= INTEGER (0..24)

-- PowerOffset = offset * 0.25

-- Unit dB, Range 0dB .. +6dB, Step +0.25dB

PowerResumeMode ::= ENUMERATED {


v0,


v1,


...

}

PRACH-Midamble ::= ENUMERATED {


inverted,


direct,


...
}



PreambleSignatures ::= BIT STRING (SIZE (16))

-- Bit 0=P0, Bit 1=P1, .. ,Bit 15=P15 [25.213] --








PrimaryCPICH-Power ::= INTEGER(-150..400)

-- PrimaryCPICH-Power = Power * 10

-- Unit dBm, Range -15dBm .. +40dBm, Step +0.1dBm
PrimaryScramblingCode ::= INTEGER (0..511)

PropagationDelay ::= INTEGER (0..255)

-- Unit: chips, step size 3 chips

-- example: 0 = 0chip, 1 = 3chips












PSCH-TimeSlot ::= INTEGER (0..6)



PunctureLimit ::= INTEGER (0..100)

-- Unit %

PUSCH-ID ::= INTEGER (0..255)
PUSCHSet-ID ::= INTEGER (0..255)
-- ==========================================

--
Q

-- ==========================================


-- ==========================================

--
R


-- ==========================================


RACH-SlotFormat ::= ENUMERATED {


v0,


v1,


v2,


v3,


...
}

RACH-SubChannelNumbers ::= BIT STRING (SIZE (15))

-- Bit 0=Sub Channel Number 0, Bit 1=Sub Channel Number 1, .., Bit 14=Sub Channel Number 14


















RepetitionLength ::= INTEGER (1..63)





RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64,


...

}

ReportCharacteristics ::= CHOICE {


onDemand


NULL,


periodic


ReportCharacteristicsType-ReportPeriodicity,


event-a



ReportCharacteristicsType-EventA,

event-b



ReportCharacteristicsType-EventB,


event-c



ReportCharacteristicsType-EventC,


event-d



ReportCharacteristicsType-EventD,


event-e



ReportCharacteristicsType-EventE,


event-f



ReportCharacteristicsType-EventF,


...
}
ReportCharacteristicsType-EventA ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventA-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventA-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventB ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventB-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventB-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventC ::= SEQUENCE {


measurementIncreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventC-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventC-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventD ::= SEQUENCE {


measurementDecreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventD-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventE ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventE-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventE-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventF ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventF-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventF-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}




ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold ::= CHOICE {


rssi






RSSI-Value,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


ackowledged-ra-tries


Acknowledged-RA-Tries-Value,


timesslot-iscp



TimeSlot-ISCP-Value,


sir






SIR-Value,


sir-error




SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


...

}

ReportCharacteristicsType-MeasurementThreshold ::= CHOICE {


rssi






RSSI-Value,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


ackowledged-ra-tries


Acknowledged-RA-Tries-Value,


timesslot-iscp



TimeSlot-ISCP-Value,


sir






SIR-Value,


sir-error




SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


...

}




ReportCharacteristicsType-ScaledMeasurementChangeTime ::= INTEGER (1..600)

-- ReportCharacteristicsType-MeasurementChangeTime = Time * 10

-- Unit ms, Range 10ms .. 6000ms(1min), Step 10ms

ReportCharacteristicsType-ScaledMeasurementHysteresisTime ::= INTEGER (1..600)

-- ReportCharacteristicsType-MeasurementHysteresisTime = Time * 10

-- Unit ms, Range 10ms .. 6000ms(1min), Step 10ms

ReportCharacteristicsType-ReportPeriodicity ::= CHOICE {


msec 



ReportPeriodicity-Scaledmsec,


min




ReportPeriodicity-Scaledmin

}

ReportPeriodicity-Scaledmsec ::= INTEGER (1..600)

-- ReportPeriodicity-msec = ReportPeriodicity * 10

-- Unit ms, Range 10ms .. 6000ms(1min), Step 10ms

ReportPeriodicity-Scaledmin ::= INTEGER (1..60)

-- Unit min, Range 1min .. 60min(hour), Step 1min






ResourceOperationalState ::= ENUMERATED {


enabled,


disabled,


...
}

RLC-Mode ::= ENUMERATED {


acknowledgedMode,


unacknowledgedMode,


transparentMode,


...
}

RL-ID ::= INTEGER (0..31)









RSCP-Value ::= INTEGER (0..81)
-- According to mapping in 25.225
RSSI-Value ::= INTEGER(0..63)
-- According to mapping in 25.215/25.225

-- ==========================================

--
S


-- ==========================================

ScramblingCodeChange ::= ENUMERATED {


code-change,


no-code-change,


...
}

ScramblingCodeWordNumber ::= INTEGER (0..255)

SecondaryCCPCH-SlotFormat ::= INTEGER(0..8)

SegmentType ::= ENUMERATED {


first, 


subsequent, 


last, 


complete,


...
}










S-FieldLength ::= ENUMERATED {



v1,



v2,



...
}

-- to do, This parameter is present in NBAP tabular but not defined in IE(TS25.433v3.0.0)

SFN ::= INTEGER

ShutdownTimer ::= INTEGER (1..3600)

-- Unit sec

SIB-DeletionIndicator ::= ENUMERATED {


noDeletion, 


deletion,


...
}

SIB-Originator ::= ENUMERATED {


nodeB, 


cRNC,


...
}

SIR-Error-Value ::= INTEGER (0..124)
-- SIR-ErrorValue=(SIR_Error+31)*2
SIR-Value ::= INTEGER (0..63)
-- According to mapping in 25.215/25.225
-- to do, This parameter is present in NBAP tabular but not defined in IE(TS25.433v3.0.0)

SlotFormat ::= INTEGER















SSDT-Cell-Identity ::= ENUMERATED {a, b, c, d, e, f, g, h}

SSDT-CellID-Length ::= ENUMERATED {


short,


medium,


long,


...

}

SSDT-Indication ::= ENUMERATED {


ssdt-active-in-the-UE,


ssdt-not-active-in-the-UE,

...
}

STTD-Indicator ::= ENUMERATED {


active,


inactive,


...
}

SSDT-SupportIndicator ::= ENUMERATED {


sSDT-Supported,


sSDT-not-supported,

...

}




SyncCase ::= INTEGER (1..3)








-- ==========================================

--
T


-- ==========================================

T-Cell ::= ENUMERATED {


chip0,


chipP256,


chipP512,


chipP768,


chipP1024,


chipP1280,


chipP1536,


chipP1892,


chipP2048,


chipP2304,


...
}

TDD-ChannelisationCode ::= ENUMERATED {






chCode1div1,


chCode2div1,


chCode2div2,


chCode4div1,


chCode4div2,


chCode4div3,


chCode4div4,


chCode8div1,


chCode8div2,


chCode8div3,


chCode8div4,


chCode8div5,


chCode8div6,


chCode8div7,


chCode8div8,


chCode16div1,


chCode16div2,


chCode16div3,


chCode16div4,


chCode16div5,


chCode16div6,


chCode16div7,


chCode16div8,


chCode16div9,


chCode16div10,


chCode16div11,


chCode16div12,


chCode16div13,


chCode16div14,


chCode16div15,


chCode16div16,

...

}
TDD-PhysicalChannelOffset ::= INTEGER (0..63)













TDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size1,


step-size2,


step-size3,


...
}

TFCI-Coding ::= ENUMERATED {


v4,


v8,


v16,


v32,


...

}

TFCI-Presence ::= ENUMERATED {


present,


not-present,


...
}

TFCI-SignallingMode ::= ENUMERATED {


normal,


split,


...
}





TFCS-CTFC ::= INTEGER (1..maxCTFC-1)




TGD ::= INTEGER (0..255)


TGL ::= INTEGER (3| 4| 7| 10| 14)
TimeSlot ::= INTEGER (0..14)

TimeSlotDirection ::= ENUMERATED {


ul,


dl,


...
}



TimeSlot-ISCP-Value ::= INTEGER (0..81)
-- According to mapping in 25.225
TimeSlotStatus ::= ENUMERATED {


active,


not-active,


...
}

ToAWE ::= INTEGER (0..2559)
-- Unit ms
ToAWS ::= INTEGER (0..1279)
-- Unit ms





-- to do, This parameter is defined in IE but not present in NBAP tabular(TS25.433)

-- TPCDownlinkStepSize ::= ENUMERATED {

--
v0dot5,

--
v1,

--
...

--}




Transmitted-Carrier-Power-Value ::= INTEGER(0..100)
-- According to mapping in 25.215/25.225
Transmitted-Code-Power-Value ::= INTEGER (0..122)

-- According to mapping in 25.215/25.225
TransmissionDiversityApplied ::= BOOLEAN

-- true: applied, false: not applied

TransmitDiversityIndicator ::= ENUMERATED {


active,


inactive,


...

}





















TFCS ::= SEQUENCE (SIZE (1..maxNrOfTFCs)) OF


SEQUENCE {



cTFC



TFCS-CTFC,



iE-Extensions

ProtocolExtensionContainer  { { TFCS-ExtIEs} }

OPTIONAL,


...

}

TFCS-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet ::= SEQUENCE {


dynamicParts


TransportFormatSet-DynamicPartList,


semi-staticPart


TransportFormatSet-Semi-staticPart,


iE-Extensions


ProtocolExtensionContainer  { { TransportFormatSet-ExtIEs} }

OPTIONAL,


...

}

TransportFormatSet-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-DynamicPartList ::= SEQUENCE (SIZE (1..maxNrOfTFs)) OF


SEQUENCE {



nrOfTransportBlocks


TransportFormatSet-NrOfTransportBlocks,



transportBlockSize


TransportFormatSet-TransportBlockSize

OPTIONAL,



-- This IE is only present if "Number of Transport Blocks" is greater than 0



mode





TransportFormatSet-ModeDP,



iE-Extensions



ProtocolExtensionContainer  { { TransportFormatSet-DynamicPartList-ExtIEs} }

OPTIONAL,



...


}

TransportFormatSet-DynamicPartList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransmissionTimeIntervalList ::= SEQUENCE (SIZE (1..maxTTI-count)) OF


SEQUENCE {



transmissionTimeInterval

TransportFormatSet-TransmissionTimeInterval,


iE-Extensions





ProtocolExtensionContainer { { TransmissionTimeIntervalList-ExtIEs} }

OPTIONAL,


...

}

TransmissionTimeIntervalList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-Semi-staticPart ::= SEQUENCE {


transmissionTimeI

 

TransportFormatSet-TransmissionTimeInterval,


channelCoding




TransportFormatSet-ChannelCodingType,


codingRate





TransportFormatSet-CodingRate



OPTIONAL,


-- This IE is only present if channelCoding is 'convolutional' or 'turbo' 


rateMatcingAttribute


TransportFormatSet-RateMatchingAttribute,


cRC-Size





TransportFormatSet-CRC-Size,


mode






TransportFormatSet-ModeSSP




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { TransportFormatSet-Semi-staticPart-ExtIEs} }

OPTIONAL,


...

}

TransportFormatSet-Semi-staticPart-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ChannelCodingType ::= ENUMERATED {


no-coding,


convolutional-coding,


turbo-coding,


...

}

TransportFormatSet-CodingRate ::= ENUMERATED {


half,


third,


...

}

TransportFormatSet-CRC-Size ::= ENUMERATED {


v0,


v8,


v12,


v16,


v24,


...

}

TransportFormatSet-ModeDP ::= CHOICE {


tdd 



TransmissionTimeIntervalList,


-- This IE is mandatory if not defined as semistatic parameter, otherwise it is absent


...

}

TransportFormatSet-ModeSSP ::= CHOICE {


tdd



TransportFormatSet-SecondInterleavingMode,


...

}

TransportFormatSet-NrOfTransportBlocks ::= INTEGER (0..4095)

TransportFormatSet-RateMatchingAttribute ::= INTEGER (1..maxRateMatching)

TransportFormatSet-SecondInterleavingMode ::= ENUMERATED {


frame-rlated,


timeSlot-related,


...

}
TransportFormatSet-TransmissionTimeInterval ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80,


...

}
TransportFormatSet-TransportBlockSize ::= INTEGER (1..5000)







TransportLayerAddress ::= BIT STRING (SIZE (1..160, ...))
TSTD-Indicator ::= ENUMERATED {


active,


inactive,


...

}













-- ==========================================

--
U


-- ==========================================


UARFCN ::= INTEGER (0..698, ...)

-- corresponds to 1885.2MHz .. 2024.8MHz

UL-DL-CompressedModeSelection ::= ENUMERATED {


ul-only,


dl-only,


both,


...
}

UL-DeltaSIR ::= INTEGER (-60..100)

-- UL-DeltaSIR = DeltaSIR * 10

-- Unit dB, Range -6dB .. 10dB, Step 0.1dB

UL-DeltaSIR-after ::= INTEGER (-60..100)

-- UL-DeltaSIR = DeltaSIR * 10

-- Unit dB, Range -6dB .. 10dB, Step 0.1dB

UL-DPCCH-SlotFormat ::= INTEGER (0..5)

UL-SIR ::= INTEGER (0..255)



-- According to mapping in 25.427
UL-FP-Mode ::= ENUMERATED {


normal,


silent,


...
}


UL-InterferenceLevel ::= INTEGER (-1280..-600)

-- UL-InterferenceLevel = InterferenceLevel * 10

-- Unit dBm, Range -128dBm .. -60dBm, Step 0.1dBm


UL-ScramblingCode ::= SEQUENCE {


uL-ScramblingCodeNumber


UL-ScramblingCodeNumber,


uL-ScramblingCodeLength


UL-ScramblingCodeLength,


iE-Extensions




ProtocolExtensionContainer { { UL-ScramblingCode-ExtIEs } }

OPTIONAL,


...
}

UL-ScramblingCode-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}


UL-ScramblingCodeNumber ::= INTEGER (0..16777215)

UL-ScramblingCodeLength ::= ENUMERATED {


short,


long,


...
}








USCH-ID ::= INTEGER (0..255)

-- ==========================================

--
V

-- ==========================================

-- ==========================================

--
W

-- ==========================================

-- ==========================================

--
X

-- ==========================================

-- ==========================================

--
Y

-- ==========================================

-- ==========================================

--
Z

-- ==========================================

END

Common Definitions
-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

NBAP-CommonDataTypes -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality

::= ENUMERATED { reject, ignore, notify }

MessageDiscriminator
::= ENUMERATED { common, dedicated }

Presence

::= ENUMERATED { optional, conditional, mandatory }

PrivateExtensionID
::= CHOICE {


local



INTEGER (0..65535),


global



OBJECT IDENTIFIER

}

ProcedureCode
::= INTEGER (0..255)

ProcedureID

::= SEQUENCE {


procedureCode


INTEGER (0..255),


ddMode




ENUMERATED { tdd, fdd, common }

}

ProtocolExtensionID
::= INTEGER (0..65535)

ProtocolIE-ID

::= INTEGER (0..65535)

TransactionID 

::= CHOICE {


shortTransActionId

INTEGER (0..127),


longTransActionId

INTEGER (0..32767)
}
TriggeringMessage
::= ENUMERATED { initiating-message, successful-outcome, unsuccessfull-outcome, outcome }

END

Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











INTEGER ::= 0

id-auditRequired 









INTEGER ::= 1

id-blockResource 









INTEGER ::= 2

id-cellDeletion 









INTEGER ::= 3

id-cellReconfiguration 








INTEGER ::= 4

id-cellSetup 










INTEGER ::= 5

id-commonMeasurementFailure 






INTEGER ::= 6

id-commonMeasurementInitiation 






INTEGER ::= 7

id-commonMeasurementReport 







INTEGER ::= 8

id-commonMeasurementTermination 





INTEGER ::= 9

id-commonTransportChannelDelete 





INTEGER ::= 10

id-commonTransportChannelReconfigure 




INTEGER ::= 11

id-commonTransportChannelSetup 






INTEGER ::= 12

id-compressedModeCancellation 






INTEGER ::= 13

id-compressedModeCommit 







INTEGER ::= 14

id-compressedModePreparation 






INTEGER ::= 15

id-dedicatedMeasurementFailure 






INTEGER ::= 16

id-dedicatedMeasurementInitiation 





INTEGER ::= 17

id-dedicatedMeasurementReport 






INTEGER ::= 18

id-dedicatedMeasurementTermination 





INTEGER ::= 19

id-downlinkPowerControl 







INTEGER ::= 20
id-errorIndication









INTEGER ::= 21

id-physicalSharedChannelReconfiguration 



INTEGER ::= 37
id-privateMessage









INTEGER ::= 22

id-radioLinkAddition 








INTEGER ::= 23
id-radioLinkDeletion 








INTEGER ::= 24
id-radioLinkFailure 








INTEGER ::= 25


id-radioLinkRestoration 







INTEGER ::= 26
id-radioLinkSetup 









INTEGER ::= 27
id-resourceStatusIndication 






INTEGER ::= 28



id-synchronisedRadioLinkReconfigurationCancellation

INTEGER ::= 29

id-synchronisedRadioLinkReconfigurationCommit


INTEGER ::= 30
id-synchronisedRadioLinkReconfigurationPreparation 

INTEGER ::= 31
id-systemInformationUpdate 







INTEGER ::= 32
id-unblockResource 









INTEGER ::= 33
id-unSynchronisedRadioLinkReconfiguration 



INTEGER ::= 34
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateExtensions 


INTEGER ::= 65535

maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs




INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxNrOfCodes



INTEGER ::= 10
maxNrOfCMpatterns



INTEGER ::= 8
maxNrOfDLCodes



INTEGER ::= 10
maxNrOfErrors



INTEGER ::= 10
maxNrOfTFs




INTEGER ::= 10
maxNrOfTFCs




INTEGER ::= 10
maxNrOfRLs




INTEGER ::= 10

maxNrOfDPCHs



INTEGER ::= 10

maxNrOfSCCPCHs



INTEGER ::= 10

maxNrOfPRACHs



INTEGER ::= 10

maxNrOfDCHs




INTEGER ::= 10
maxNrOfDSCHs



INTEGER ::= 10

maxNrOfFACHs



INTEGER ::= 10

maxNrOfCCTrCHs



INTEGER ::= 10




maxNrOfPDSCHs




INTEGER ::= 10
maxNrOfPUSCHs




INTEGER ::= 10
maxNrOfPDSCHSets



INTEGER ::= 10
maxNrOfPUSCHSets



INTEGER ::= 10
maxNrOfUSCHs



INTEGER ::= 10


maxSF





INTEGER ::= 10
maxCellinNodeB



INTEGER ::= 10

maxCCPinNodeB



INTEGER ::= 10

maxCTFC-1




INTEGER ::= 10

maxLocalCellinNodeB


INTEGER ::= 10


maxRACHCell




INTEGER ::= 10
maxPRACHCell



INTEGER ::= 10


maxSCCPCHCell



INTEGER ::= 10
maxSCPICHCell



INTEGER ::= 10






maxTTI-count



INTEGER ::= 10

maxIBSEG




INTEGER ::= 10

maxIB





INTEGER ::= 10
maxFACHCell 



INTEGER ::= 10







maxRateMatching



INTEGER ::= 10
-- **************************************************************

--

-- IEs

--

-- **************************************************************
id-AICH-ParametersItem-CTCH-ReconfRqstFDD





INTEGER ::= 0

id-AICH-ParametersList-CTCH-ReconfRqstFDD





INTEGER ::= 1





id-BCCH-ModificationTime









INTEGER ::= 2
id-BlockingPriorityIndicator 








INTEGER ::= 3





id-Cause 













INTEGER ::= 4
id-CCP-InformationItem-AuditRsp








INTEGER ::= 5

id-CCP-InformationList-AuditRsp








INTEGER ::= 6
id-Cell-InformationItem-AuditRsp







INTEGER ::= 7
id-Cell-InformationList-AuditRsp







INTEGER ::= 8






id-CellParameterID 











INTEGER ::= 9
id-CFN














INTEGER ::= 10
id-C-ID














INTEGER ::= 11
id-CommonMeasurementObjectType-CM-Rprt






INTEGER ::= 12
id-CommonMeasurementObjectType-CM-Rqst 






INTEGER ::= 13
id-CommonMeasurementObjectType-CM-Rsp






INTEGER ::= 14
id-CommonMeasurementType 









INTEGER ::= 15
id-CommonPhysicalChannelID 









INTEGER ::= 16
id-CommonPhysicalChannelType-CTCH-ReconfRqstTDD




INTEGER ::= 17
id-CommonPhysicalChannelType-CTCH-SetupRqstFDD 




INTEGER ::= 18
id-CommonPhysicalChannelType-CTCH-SetupRqstTDD




INTEGER ::= 19

id-CommonTransportChannelType-CTCH-ReconfRqstTDD



INTEGER ::= 20
id-CommonTransportChannelType-CTCH-SetupRqstTDD




INTEGER ::= 21
id-CommonTransportChannelType-CTCH-SetupRsp





INTEGER ::= 22




id-CommunicationControlPortID








INTEGER ::= 23
id-CM-PatternInformationItem-CompressedModePrep




INTEGER ::= 24
id-CM-PatternInformationList-CompressedModePrep




INTEGER ::= 25

id-ConfigurationGenerationID 








INTEGER ::= 26
id-CriticalityDiagnostics









INTEGER ::= 27
id-CRNC-CommunicationContextID








INTEGER ::= 28
id-DCH-AddItem-RL-ReconfPrepFDD 







INTEGER ::= 29
id-DCH-AddItem-RL-ReconfPrepTDD 







INTEGER ::= 30

id-DCH-AddItem-RL-ReconfRqstFDD 







INTEGER ::= 31
id-DCH-AddItem-RL-ReconfRqstTDD 







INTEGER ::= 32

id-DCH-AddList-RL-ReconfPrepFDD 







INTEGER ::= 33
id-DCH-AddList-RL-ReconfPrepTDD 







INTEGER ::= 34
id-DCH-AddList-RL-ReconfRqstFDD 







INTEGER ::= 35
id-DCH-AddList-RL-ReconfRqstTDD 







INTEGER ::= 36
id-DCH-DeleteItem-RL-ReconfPrepFDD 







INTEGER ::= 37
id-DCH-DeleteItem-RL-ReconfPrepTDD 







INTEGER ::= 38
id-DCH-DeleteItem-RL-ReconfRqstFDD 







INTEGER ::= 39
id-DCH-DeleteItem-RL-ReconfRqstTDD 







INTEGER ::= 40
id-DCH-DeleteList-RL-ReconfPrepFDD 







INTEGER ::= 41
id-DCH-DeleteList-RL-ReconfPrepTDD 







INTEGER ::= 42

id-DCH-DeleteList-RL-ReconfRqstFDD 







INTEGER ::= 43
id-DCH-DeleteList-RL-ReconfRqstTDD 







INTEGER ::= 44
id-DCH-InformationItem-RL-SetupRqstFDD 






INTEGER ::= 45
id-DCH-InformationItem-RL-SetupRqstTDD 






INTEGER ::= 46
id-DCH-InformationList-RL-SetupRqstFDD 






INTEGER ::= 47
id-DCH-InformationList-RL-SetupRqstTDD 






INTEGER ::= 48
id-DCH-InformationResponseItem-RL-SetupRspTDD 




INTEGER ::= 49
id-DCH-InformationResponseList-RL-SetupRspTDD 




INTEGER ::= 50

id-DCH-ModifyItem-RL-ReconfPrepFDD 







INTEGER ::= 51
id-DCH-ModifyItem-RL-ReconfPrepTDD 







INTEGER ::= 52

id-DCH-ModifyItem-RL-ReconfRqstFDD 







INTEGER ::= 53
id-DCH-ModifyItem-RL-ReconfRqstTDD 







INTEGER ::= 54

id-DCH-ModifyList-RL-ReconfPrepFDD 







INTEGER ::= 55
id-DCH-ModifyList-RL-ReconfPrepTDD 







INTEGER ::= 56
id-DCH-ModifyList-RL-ReconfRqstFDD 







INTEGER ::= 57
id-DCH-ModifyList-RL-ReconfRqstTDD 







INTEGER ::= 58
id-DedicatedMeasurementObjectType







INTEGER ::= 59
id-DedicatedMeasurementObjectType-DM-Rprt





INTEGER ::= 60
id-DedicatedMeasurementObjectType-DM-Rqst





INTEGER ::= 61
id-DedicatedMeasurementObjectType-DM-Rsp





INTEGER ::= 62
id-DedicatedMeasurementType









INTEGER ::= 63
id-DL-CCTrCH-InformationItem-RL-AdditionRqstTDD




INTEGER ::= 64
id-DL-CCTrCH-InformationItem-RL-ReconfPrepTDD 




INTEGER ::= 65
id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD 




INTEGER ::= 66
id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD 




INTEGER ::= 67

id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD




INTEGER ::= 68
id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD 




INTEGER ::= 69
id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD 




INTEGER ::= 70
id-DL-CCTrCH-InformationList-RL-SetupRqstTDD 




INTEGER ::= 71





id-DL-DPCH-InformationItem-RL-AdditionRqstTDD




INTEGER ::= 72


id-DL-DPCH-InformationItem-RL-SetupRqstTDD 





INTEGER ::= 73



id-DL-DPCH-InformationList-RL-AdditionRqstTDD




INTEGER ::= 74
id-DL-DPCH-InformationList-RL-SetupRqstTDD





INTEGER ::= 75
id-DL-DPCH-Information-RL-ReconfPrepFDD






INTEGER ::= 76
id-DL-DPCH-Information-RL-ReconfRqstFDD






INTEGER ::= 77
id-DL-DPCH-Information-RL-SetupRqstFDD






INTEGER ::= 78


id-DSCH-Add-RL-ReconfPrepFDD 








INTEGER ::= 79
id-DSCH-Add-RL-ReconfRqstFDD 








INTEGER ::= 80
id-DSCH-Delete-RL-ReconfPrepFDD 







INTEGER ::= 81
id-DSCH-Delete-RL-ReconfRqstFDD 







INTEGER ::= 82
id-DSCH-ID 













INTEGER ::= 83
id-DSCH-Information-AddItem-RL-ReconfPrepTDD




INTEGER ::= 84
id-DSCH-Information-AddItem-RL-ReconfRqstTDD




INTEGER ::= 85
id-DSCH-information-AddList-RL-ReconfPrepTDD




INTEGER ::= 86
id-DSCH-Information-AddList-RL-ReconfRqstTDD




INTEGER ::= 87
id-DSCH-Information-DeleteItem-RL-ReconfPrepTDD




INTEGER ::= 88
id-DSCH-Information-DeleteItem-RL-ReconfRqstTDD




INTEGER ::= 89
id-DSCH-Information-DeleteList-RL-ReconfPrepTDD




INTEGER ::= 90
id-DSCH-Information-DeleteList-RL-ReconfRqstTDD




INTEGER ::= 91
id-DSCH-Information-ModifyItem-RL-ReconfPrepTDD




INTEGER ::= 92
id-DSCH-Information-ModifyItem-RL-ReconfRqstTDD




INTEGER ::= 93
id-DSCH-Information-ModifyList-RL-ReconfPrepTDD




INTEGER ::= 94
id-DSCH-Information-ModifyList-RL-ReconfRqstTDD




INTEGER ::= 95
id-DSCH-InformationItem-RL-SetupRqstFDD 





INTEGER ::= 96
id-DSCH-InformationItem-RL-SetupRqstTDD 





INTEGER ::= 97
id-DSCH-InformationList-RL-SetupRqstFDD 





INTEGER ::= 98
id-DSCH-InformationList-RL-SetupRqstTDD






INTEGER ::= 99

id-DSCH-InformationResponseItem-RL-SetupRspTDD 




INTEGER ::= 100
id-DSCH-InformationResponseList-RL-SetupRspTDD




INTEGER ::= 101
id-DSCH-Modify-RL-ReconfPrepFDD 







INTEGER ::= 102
id-DSCH-Modify-RL-ReconfRqstFDD 







INTEGER ::= 103
id-DSCH-TFCS












INTEGER ::= 104







id-FACH-ParametersItem-CTCH-ReconfRqstFDD 





INTEGER ::= 105
id-FACH-ParametersList-CTCH-ReconfRqstFDD 





INTEGER ::= 106



id-IndicationType-ResourceStatusInd 






INTEGER ::= 107
id-Local-Cell-ID











INTEGER ::= 108



id-Local-Cell-InformationItem-AuditRsp 






INTEGER ::= 109
id-Local-Cell-InformationList-AuditRsp 






INTEGER ::= 110


id-MaximumTransmissionPower 








INTEGER ::= 111

id-MeasurementCharacteristics 








INTEGER ::= 112
id-MeasurementID 











INTEGER ::= 113

id-MIB-SIB-InformationItem-SystemInfoUpdateRqst




INTEGER ::= 114
id-MIB-SIB-InformationList-SystemInfoUpdateRqst




INTEGER ::= 115


id-NodeB-CommunicationContextID 







INTEGER ::= 116
id-PCCPCH-Information-Cell-ReconfRqstTDD 





INTEGER ::= 117
id-PCCPCH-Information-Cell-SetupRqstTDD






INTEGER ::= 118



id-PCH-Parameters-CTCH-ReconfRqstFDD 






INTEGER ::= 119


id-PD














INTEGER ::= 120
id-PDSCHSets-AddItem-PSCH-ReconfRqst






INTEGER ::= 121
id-PDSCHSets-AddList-PSCH-ReconfRqst






INTEGER ::= 122
id-PDSCHSets-DeleteItem-PSCH-ReconfRqst






INTEGER ::= 123
id-PDSCHSets-DeleteList-PSCH-ReconfRqst






INTEGER ::= 124
id-PDSCHSets-ModifyItem-PSCH-ReconfRqst






INTEGER ::= 125
id-PDSCHSets-ModifyList-PSCH-ReconfRqst






INTEGER ::= 126
id-PICH-Parameters-CTCH-ReconfRqstFDD 






INTEGER ::= 127

id-PRACH-ParametersItem-CTCH-ReconfRqstFDD 





INTEGER ::= 128
id-PRACH-ParametersList-CTCH-ReconfRqstFDD 





INTEGER ::= 129






id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD 




INTEGER ::= 130
id-PrimaryCCPCH-Information-Cell-SetupRqstFDD




INTEGER ::= 131
id-PrimaryCPICH-Information-Cell-ReconfRqstFDD




INTEGER ::= 132
id-PrimaryCPICH-Information-Cell-SetupRqstFDD 




INTEGER ::= 133
id-PrimarySCH-Information-Cell-ReconfRqstFDD 




INTEGER ::= 134
id-PrimarySCH-Information-Cell-SetupRqstFDD





INTEGER ::= 135
id-PrimaryScramblingCode 









INTEGER ::= 136
id-ProcedureScopeType-DL-PC-Rqst 







INTEGER ::= 137
id-PSCH-Information-Cell-ReconfRqstTDD






INTEGER ::= 138
id-PSCH-Information-Cell-SetupRqstTDD






INTEGER ::= 139
id-PUSCHSets-AddItem-PSCH-ReconfRqst






INTEGER ::= 140
id-PUSCHSets-AddList-PSCH-ReconfRqst






INTEGER ::= 141
id-PUSCHSets-DeleteItem-PSCH-ReconfRqst






INTEGER ::= 142
id-PUSCHSets-DeleteList-PSCH-ReconfRqst






INTEGER ::= 143
id-PUSCHSets-ModifyItem-PSCH-ReconfRqst






INTEGER ::= 144
id-PUSCHSets-ModifyList-PSCH-ReconfRqst






INTEGER ::= 145
id-ReportCharacteristics









INTEGER ::= 146


id-RL-ID 













INTEGER ::= 147

id-RL-InformationItem-RL-AdditionRqstFDD





INTEGER ::= 148
id-RL-informationItem-RL-DeletionRqst






INTEGER ::= 149


id-RL-InformationItem-RL-FailureInd







INTEGER ::= 150



id-RL-InformationItem-RL-ReconfPrepFDD 






INTEGER ::= 151
id-RL-InformationItem-RL-ReconfRqstFDD 






INTEGER ::= 152
id-RL-InformationItem-RL-ReconfRqstTDD 






INTEGER ::= 153
id-RL-InformationItem-RL-RestoreInd







INTEGER ::= 154
id-RL-InformationItem-RL-SetupRqstFDD 






INTEGER ::= 155
id-RL-InformationList-RL-AdditionRqstFDD 





INTEGER ::= 156
id-RL-informationList-RL-DeletionRqst






INTEGER ::= 157
id-RL-InformationList-RL-FailureInd







INTEGER ::= 158
id-RL-InformationList-RL-ReconfPrepFDD






INTEGER ::= 159
id-RL-InformationList-RL-ReconfRqstFDD 






INTEGER ::= 160
id-RL-InformationList-RL-ReconfRqstTDD






INTEGER ::= 161
id-RL-InformationList-RL-RestoreInd







INTEGER ::= 162
id-RL-InformationList-RL-SetupRqstFDD 






INTEGER ::= 163
id-RL-InformationResponseItem-RL-AdditionRspFDD




INTEGER ::= 164
id-RL-InformationResponseItem-RL-ReconfReady




INTEGER ::= 165
id-RL-InformationResponseItem-RL-ReconfRsp





INTEGER ::= 166
id-RL-InformationResponseItem-RL-SetupRspFDD 




INTEGER ::= 167
id-RL-InformationResponseList-RL-AdditionRspFDD




INTEGER ::= 168
id-RL-InformationResponseList-RL-ReconfReady 




INTEGER ::= 169

id-RL-InformationResponseList-RL-ReconfRsp 





INTEGER ::= 170
id-RL-InformationResponseList-RL-SetupRspFDD 




INTEGER ::= 171
id-RL-InformationResponse-RL-AdditionRspTDD





INTEGER ::= 172
id-RL-InformationResponse-RL-SetupRspTDD





INTEGER ::= 173
id-RL-Information-RL-AdditionRqstTDD






INTEGER ::= 174
id-RL-Information-RL-ReconfPrepTDD







INTEGER ::= 175
id-RL-Information-RL-SetupRqstTDD







INTEGER ::= 176
id-RL-ReconfigurationFailureItem-RL-ReconfFailure 



INTEGER ::= 177
id-RL-ReconfigurationFailureList-RL-ReconfFailure 



INTEGER ::= 178















id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD




INTEGER ::= 179
id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD





INTEGER ::= 180
id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD 



INTEGER ::= 181
id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD




INTEGER ::= 182
id-SecondarySCH-Information-Cell-ReconfRqstFDD 




INTEGER ::= 183
id-SecondarySCH-Information-Cell-SetupRqstFDD




INTEGER ::= 184
id-SFN














INTEGER ::= 185
id-ShutdownTimer 











INTEGER ::= 186
id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD

INTEGER ::= 187
id-Successful-RL-InformationRespItem-RL-SetupFailureFDD 

INTEGER ::= 188

id-Successful-RL-InformationRespList-RL-AdditionFailureFDD 

INTEGER ::= 189
id-Successful-RL-InformationRespList-RL-SetupFailureFDD 

INTEGER ::= 190
id-SyncCase













INTEGER ::= 191

id-T-Cell 













INTEGER ::= 192

id-TimeSlotConfigurationItem-Cell-ReconfRqstTDD 



INTEGER ::= 193
id-TimeSlotConfigurationItem-Cell-SetupRqstTDD




INTEGER ::= 194
id-TimeSlotConfigurationList-Cell-ReconfRqstTDD 



INTEGER ::= 195
id-TimeSlotConfigurationList-Cell-SetupRqstTDD




INTEGER ::= 196
id-TransmissionDiversityApplied








INTEGER ::= 197




id-UARFCN 













INTEGER ::= 198

id-UL-CCTrCH-InformationItem-RL-AdditionRqstTDD 



INTEGER ::= 199
id-UL-CCTrCH-InformationItem-RL-ReconfPrepTDD 




INTEGER ::= 200
id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD




INTEGER ::= 201
id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD 




INTEGER ::= 202

id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD




INTEGER ::= 203
id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD 




INTEGER ::= 204
id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD 




INTEGER ::= 205
id-UL-CCTrCH-InformationList-RL-SetupRqstTDD 




INTEGER ::= 206


id-UL-DPCH-InformationItem-RL-AdditionRqstTDD




INTEGER ::= 207
id-UL-DPCH-InformationItem-RL-SetupRqstTDD 





INTEGER ::= 208
id-UL-DPCH-InformationList-RL-AdditionRqstTDD




INTEGER ::= 209
id-UL-DPCH-InformationList-RL-SetupRqstTDD





INTEGER ::= 210
id-UL-DPCH-Information-RL-ReconfPrepFDD 





INTEGER ::= 211


id-UL-DPCH-Information-RL-ReconfRqstFDD 





INTEGER ::= 212
id-UL-DPCH-Information-RL-SetupRqstFDD 






INTEGER ::= 213




id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD 
INTEGER ::= 214
id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD 

INTEGER ::= 215


id-Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD 
INTEGER ::= 216
id-Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD 

INTEGER ::= 217
id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD

INTEGER ::= 218
id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD


INTEGER ::= 219
id-USCH-Information-AddItem-RL-ReconfPrepTDD




INTEGER ::= 220
id-USCH-Information-AddItem-RL-ReconfRqstTDD




INTEGER ::= 221
id-USCH-information-AddList-RL-ReconfPrepTDD




INTEGER ::= 222
id-USCH-Information-AddList-RL-ReconfRqstTDD




INTEGER ::= 223
id-USCH-Information-DeleteItem-RL-ReconfPrepTDD




INTEGER ::= 224
id-USCH-Information-DeleteItem-RL-ReconfRqstTDD




INTEGER ::= 225
id-USCH-Information-DeleteList-RL-ReconfPrepTDD




INTEGER ::= 226
id-USCH-Information-DeleteList-RL-ReconfRqstTDD




INTEGER ::= 227
id-USCH-Information-ModifyItem-RL-ReconfPrepTDD




INTEGER ::= 228
id-USCH-Information-ModifyItem-RL-ReconfRqstTDD




INTEGER ::= 229
id-USCH-Information-ModifyList-RL-ReconfPrepTDD




INTEGER ::= 230
id-USCH-Information-ModifyList-RL-ReconfRqstTDD




INTEGER ::= 231
id-USCH-InformationItem-RL-SetupRqstTDD






INTEGER ::= 232
id-USCH-InformationList-RL-SetupRqstTDD






INTEGER ::= 233
id-USCH-InformationResponseItem-RL-SetupRspTDD




INTEGER ::= 234
id-USCH-InformationResponseList-RL-SetupRspTDD




INTEGER ::= 235
END

NBAP Extension Definitions

-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

NBAP-Containers -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


PrivateExtensionID,


ProtocolExtensionID,


ProtocolIE-ID

FROM NBAP-CommonDataTypes


maxProtocolExtensions,


maxPrivateExtensions,


maxProtocolIEs

FROM NBAP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

NBAP-PROTOCOL-IES ::= CLASS {


&id

ProtocolIE-ID 


UNIQUE,


&criticality
Criticality,


&Value,


&presence
Presence

}

WITH SYNTAX {


ID

&id


CRITICALITY
&criticality


TYPE

&Value


PRESENCE
&presence

}

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

NBAP-PROTOCOL-IES-PAIR ::= CLASS {


&id


ProtocolIE-ID 


UNIQUE,


&firstCriticality
Criticality,


&FirstValue,


&secondCriticality
Criticality,


&SecondValue,


&presence

Presence

}

WITH SYNTAX {


ID


&id


FIRST CRITICALITY
&firstCriticality


FIRST TYPE

&FirstValue


SECOND CRITICALITY 
&secondCriticality


SECOND TYPE

&SecondValue


PRESENCE

&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

NBAP-PROTOCOL-EXTENSION ::= CLASS {


&id

ProtocolExtensionID 

UNIQUE,


&criticality
Criticality,


&Extension

}

WITH SYNTAX {


ID

&id


CRITICALITY
&criticality


EXTENSION
&Extension

}

-- **************************************************************

--

-- Class Definition for Private Extensions

--

-- **************************************************************

NBAP-PRIVATE-EXTENSION ::= CLASS {


&id

PrivateExtensionID,


&criticality
Criticality,


&Extension

}

WITH SYNTAX {


ID

&id


CRITICALITY
&criticality


EXTENSION
&Extension

}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {NBAP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {NBAP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id

NBAP-PROTOCOL-IES.&id

({IEsSetParam}),


criticality

NBAP-PROTOCOL-IES.&criticality
({IEsSetParam}{@id}),


value

NBAP-PROTOCOL-IES.&Value
 ({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container for Protocol IE Pairs

--

-- **************************************************************

ProtocolIE-ContainerPair {NBAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {NBAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {


id



NBAP-PROTOCOL-IES-PAIR.&id


({IEsSetParam}),


firstCriticality

NBAP-PROTOCOL-IES-PAIR.&firstCriticality
({IEsSetParam}{@id}),


firstValue


NBAP-PROTOCOL-IES-PAIR.&FirstValue
({IEsSetParam}{@id}),


secondCriticality

NBAP-PROTOCOL-IES-PAIR.&secondCriticality
({IEsSetParam}{@id}),


secondValue


NBAP-PROTOCOL-IES-PAIR.&SecondValue
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, NBAP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-Container {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, NBAP-PROTOCOL-IES-PAIR : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {NBAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {NBAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id

NBAP-PROTOCOL-EXTENSION.&id
({ExtensionSetParam}),


criticality
NBAP-PROTOCOL-EXTENSION.&criticality
({ExtensionSetParam}{@id}),


extensionValue
NBAP-PROTOCOL-EXTENSION.&Extension
({ExtensionSetParam}{@id})

}

-- **************************************************************

--

-- Container for Private Extensions

--

-- **************************************************************

PrivateExtensionContainer {NBAP-PRIVATE-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxPrivateExtensions)) OF


PrivateExtensionField {{ExtensionSetParam}}

PrivateExtensionField {NBAP-PRIVATE-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id


NBAP-PRIVATE-EXTENSION.&id



({ExtensionSetParam}),


criticality


NBAP-PRIVATE-EXTENSION.&criticality


({ExtensionSetParam}{@id}),


extensionValue

NBAP-PRIVATE-EXTENSION.&Extension


({ExtensionSetParam}{@id})

}

END
