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9.2.1.22
Dedicated Measurement Type

The Dedicated Measurement Type identifies the type of measurement that shall be performed.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Dedicated Measurement Type


ENUMERATED (SIR, SIR Error, Transmitted Code Power, RSCP, Rx Timing Deviation,…)
RSCP and Rx Timing Deviation is used by TDD only.

Note. For definitions of the measurement types refer to 25.215 and 25.225.
9.2.1.23
Dedicated Measurement Value

The Dedicated Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Dedicated measurement Value





>SIR value
C MeasValue

INTEGER(0..63)
According to mapping in 25.215/25.225

>SIR error Value
C MeasValue

INTEGER(0..125)
SIR_Error=SIR-SIR_target

0: < -31.0 dB

1: -31.0dB ( SIR_Error < 30.5dB

2: -30.5dB ( SIR_Error < 30.0dB

…

62: -0.5dB ( SIR_Error < 0dB

63:  0dB ( SIR_Error < 0.5dB

…

124: 30.5dB ( SIR_Error < 31dB

125: ( 31dB

>Transmitted Code Power Value
C MeasValue

INTEGER(0..127)
According to mapping in 25.215/25.225

>RSCP
C MeasValue

INTEGER(0..81)
According to mapping in 25.225

>Rx Timing Deviation
C MeasValue

INTEGER(0..2047)
According to mapping in 25.225

Condition
Explanation

MeasValue
Only one measurement value can be present at the same time.

9.2.1.67
Measurement Threshold

The Measurement Threshold defines which threshold that shall trigger Event A, B, E or F.

Information Element / Group Name
Presence
Range
IE Type and Reference
Semantics Description

RSSI
C – Threshold

INTEGER(0..63)
According to mapping in 25.215/25.225

Transmitted Carrier Power
C – Threshold

INTEGER(0..100)
According to mapping in 25.215/25.225

Acknowledged RA tries
C – Threshold

INTEGER(0..240,…)
The number of L1 acknowledged random access tries per every 20 ms period.

Timeslot ISCP
C – Threshold

INTEGER(0..81)
According to mapping in 25.225 (TDD only)

SIR
C – Threshold

INTEGER(0..63)
According to mapping in 25.215/25.225

SIR Error
C – Threshold

INTEGER(0..125)
SIR_Error=SIR-SIR_target

0: < -31.0 dB

1: -31.0dB ( SIR_Error < 30.5dB

2: -30.5dB ( SIR_Error < 30.0dB

…

62: -0.5dB ( SIR_Error < 0dB

63:  0dB ( SIR_Error < 0.5dB

…

124: 30.5dB ( SIR_Error < 31dB

125: ( 31dB



Transmitted Code Power
C – Threshold

INTEGER(0..127)
According to mapping in 25.215/25.225

RSCP
C – Threshold

INTEGER(0..81)
According to mapping in 25.225 (TDD only)

Rx Timing Deviation
C – Threshold

INTEGER(0..2047)
According to mapping in 25.225 (TDD only)

Condition
Explanation

Threshold
Only one measurement threshold can be present at the same time.

9.2.1.68
Measurement Increase/Decrease Threshold

The Measurement Increase/Decrease Threshold defines the threshold that shall trigger Event C or D.

Information Element / Group Name
Presence
Range
IE Type and Reference
Semantics Description

RSSI
C – Threshold

INTEGER(0..62)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

62: 31dB

Transmitted Carrier Power
C – Threshold

INTEGER(0..100)
According to mapping in 25.215/25.225

Acknowledged RA tries
C – Threshold

INTEGER(0..240,…)
The number of L1 acknowledged random access tries per every 20 ms period.

Timeslot ISCP
C – Threshold

INTEGER(0..80)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

80: 40dB

SIR
C – Threshold

INTEGER(0..62)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

62: 31dB

SIR Error
C – Threshold

INTEGER(0..124)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

124: 62 dB



Transmitted Code Power
C – Threshold

INTEGER(0..112,…)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

112: 56 dB

RSCP
C – Threshold

INTEGER(0..80)
0: 0 dB

1: 0.5 dB

2: 1 dB

…

80: 40dB

Rx Timing Deviation
C – Threshold

INTEGER(0..2046)
0: 0 chips

1: 0.25 chips

2: 0.5 chips

…

2046: 511.5 chips

Condition
Explanation

Threshold
Only one measurement threshold can be present at the same time.

-- ==========================================

--
D

-- ==========================================

DCH-CombinationInd ::= INTEGER (0..255)

DCH-ID ::= INTEGER (0..255)
DedicatedChannelsCapacityConsumptionLaw ::= SEQUENCE ( SIZE(1..maxNrOfSF) ) OF

SEQUENCE {



dl-Cost

INTEGER (0..65535),



ul-Cost

INTEGER (0..65536)

}

DedicatedMeasurementObjectType ::= ENUMERATED {


rl,


rls,


all-rl,


all-rls,


...

}

DedicatedMeasurementType ::= ENUMERATED {


sir,


sir-error,


transmitted-code-power,


rscp,

rx-timing-deviation,

...

}

DedicatedMeasurementValue ::= CHOICE {


sIR-Value





SIR-Value,


sIR-ErrorValue




SIR-Error-Value,


transmittedCodePowerValue


Transmitted-Code-Power-Value,

rSCP







RSCP-Value,

rxTimingDeviation




RX-Timing-Deviation

...

}

D-FieldLength ::= ENUMERATED {

v1,


v2,


...

}

DiversityControlField ::= ENUMERATED {


may,


must,


must-not,


...

}

DiversityMode ::= ENUMERATED {


none, 


sTTD,


closed-loop-mode1,


closed-loop-mode2,


...

}

DL-DPCH-SlotFormat ::= INTEGER (0..16)

DL-FrameType ::= ENUMERATED {


typeA,


typeB,


...

}

DL-or-Global-CapacityCredit ::= INTEGER (0..65535)

DL-Power ::= INTEGER (-350..150)

-- DL-Power = power * 10

-- If Power <=-35 DL-Power shall be set to -350

-- if Power >=15 DL-Power shall be set to 150

-- Unit dB, Range -35dB .. +15dB, Step +0.1dB

DL-ScramblingCode ::= INTEGER (0..15)

-- 0= Primary scrambling code of the cell, 1..15= Secondary scrambling code --

DPCH-ID ::= INTEGER (0..239)

DSCH-ID ::= INTEGER (0..255)
-- to do

-- the parameter need to be defined. It may correspond to the DL TFS defined for DCH

DSCH-TFS ::= INTEGER

-- ==========================================

--
R

-- ==========================================

RACH-SlotFormat ::= ENUMERATED {


v0,


v1,


v2,


v3,


...

}
RACH-SubChannelNumbers ::= BIT STRING (SIZE (12))

-- Bit 0=Sub Channel Number 0, Bit 1=Sub Channel Number 1, .., Bit 11=Sub Channel Number 11
RepetitionLength ::= INTEGER (1..63)

RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64,


...

}

RepetitionNumber ::= INTEGER (0..255)
RefTFCNumber ::= INTEGER (0..15)
ReportCharacteristics ::= CHOICE {


onDemand



NULL,


periodic



ReportCharacteristicsType-ReportPeriodicity,


event-a



ReportCharacteristicsType-EventA,

event-b



ReportCharacteristicsType-EventB,


event-c



ReportCharacteristicsType-EventC,


event-d



ReportCharacteristicsType-EventD,


event-e



ReportCharacteristicsType-EventE,


event-f



ReportCharacteristicsType-EventF,


...

}
ReportCharacteristicsType-EventA ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventA-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventA-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventB ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventB-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventB-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventC ::= SEQUENCE {


measurementIncreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventC-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventC-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventD ::= SEQUENCE {


measurementDecreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventD-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventE ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventE-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventE-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventF ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventF-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventF-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold ::= CHOICE {


rssi






RSSI-Value-IncrDecrThres,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


ackowledged-ra-tries


Acknowledged-RA-Tries-Value,


timesslot-iscp



TimeSlot-ISCP-Value-IncrDecrThres,


sir






SIR-Value-IncrDecrThres,


sir-error




SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,

rx-timing-deviation



Rx-Timing-Deviation-IncrDecrThres,

...

}
ReportCharacteristicsType-MeasurementThreshold ::= CHOICE {


rssi






RSSI-Value,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


ackowledged-ra-tries


Acknowledged-RA-Tries-Value,


timesslot-iscp



TimeSlot-ISCP-Value,


sir






SIR-Value,


sir-error




SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,

rx-timing-deviation



Rx-Timing-Deviation-Value,

...

}
ReportCharacteristicsType-ScaledMeasurementChangeTime ::= INTEGER (1..600)

-- ReportCharacteristicsType-MeasurementChangeTime = Time * 10

-- Unit ms, Range 10ms .. 6000ms(1min), Step 10ms

ReportCharacteristicsType-ScaledMeasurementHysteresisTime ::= INTEGER (1..600)

-- ReportCharacteristicsType-MeasurementHysteresisTime = Time * 10

-- Unit ms, Range 10ms .. 6000ms(1min), Step 10ms

ReportCharacteristicsType-ReportPeriodicity ::= CHOICE {


msec 



ReportPeriodicity-Scaledmsec,


min




ReportPeriodicity-Scaledmin

}

ReportPeriodicity-Scaledmsec ::= INTEGER (1..600)

-- ReportPeriodicity-msec = ReportPeriodicity * 10

-- Unit ms, Range 10ms .. 6000ms(1min), Step 10ms

ReportPeriodicity-Scaledmin ::= INTEGER (1..60)

-- Unit min, Range 1min .. 60min(hour), Step 1min
ResourceOperationalState ::= ENUMERATED {


enabled,


disabled,


...

}

LimitedPowerIncrease ::= ENUMERATED {


used,


not-used

}

RL-ID ::= INTEGER (0..31)

RL-Set-ID



::= INTEGER (0..31)
RSCP-Value ::= INTEGER (0..81)
-- According to mapping in 25.225
RSCP-Value-IncrDecrThres ::= INTEGER (0..80)

RSSI-Value ::= INTEGER(0..63)
-- According to mapping in 25.215/25.225
RSSI-Value-IncrDecrThres ::= INTEGER (0..62)
Rx-Timing-Deviation-IncrDecrThres ::= INTEGER(0..2046)

Rx-Timing-Deviation-Value ::= INTEGER(0..2047)

-- According to mapping in 25.225




