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8.7
Relocation Resource Allocation

8.7.1
General

The purpose of the Relocation Resource Allocation procedure is to allocate resources from target RNS for a relocation of SRNS. Procedure shall be co-ordinated in all Iu signalling connections existing for the UE. The procedure uses connection oriented signalling.

8.7.2
Successful Operation
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Figure 7: Relocation Resource Allocation procedure. Successful operation.

The CN shall initiate the procedure by generating RELOCATION REQUEST message. This message shall contain the information (if any)required by the UTRAN to build the new RAB configuration.

The CN shall transmit the RELOCATION REQUEST message to target RNC and the CN shall start the timer TRELOCalloc.
Upon reception of the RELOCATION REQUEST message, the target RNC shall initiate allocation of requested resources. The following information elements received in RELOCATION REQUEST message:

-
RAB-ID.

-
User plane mode.

-
Priority level, queuing and pre-emption indication.

-
Iu signalling connection identifier.

Require special actions in the RNC. The actions are the same as specified for the same IEs in the RAB Assignment procedure.

The Iu signalling connection identifier contains an Iu signalling connection identifier which is allocated by the CN, and which the RNC is required to store and remember for the duration of the Iu connection.

Following additional actions shall be executed in the target RNC during Relocation Resource Allocation procedure:

If Relocation Type IE is set to ' UE involved in relocation of SRNS':

-
The target RNC may accept a requested RAB only if:

1.
the RAB can be supported by the target RNC, and

2.
the radio bearer(s) for the RAB exist(s) or the target RNC will establish necessary radio resources for the RAB by radio interface information to be generated by the target RNC and to be included in RELOCATION REQUEST ACKNOWLEDGE message.

-
Other RABs shall be rejected by the target RNC in the RELOCATION REQUEST ACKNOWLEDGE message with an appropriate value for Cause IE, e.g. 'Unable to Establish During Relocation'.

-
If existing radio bearer(s) are not related to any RAB that is accepted by target RNC, the radio bearers shall be ignored by target RNC. No actions to release the radio bearer(s) shall be taken by target RNC.

If RelocationType IE is set to 'UE not involved in relocation of SRNS':

-
The target RNC may accept a RAB only if the radio bearer(s) for the RAB exist(s) and can be used for the RAB by the target RNC.

-
If existing radio bearers are not related to any RAB that is accepted by target RNC, the radio bearers shall be ignored during the relocation of SRNS and the radio bearers shall be released by radio interface protocols after completion of relocation of SRNS.

After all necessary resources for accepted RABs including the Iu user plane, are successfully allocated, the target RNC shall send RELOCATION REQUEST ACKNOWLEDGE message to the CN.

The RELOCATION REQUEST ACKNOWLEDGE message received by the CN may optionally contain a transparent container, which  shall be transferred by CN to the source RNC or the external relocation source while completing the Relocation Preparation procedure.

The target RNC shall include the target to source RNC transparent container in the RELOCATION REQUEST ACKNOWLEDGE message if the relocation type indicates “UE involved in relocation of SRNS”. The target RNC may optionally assign a d-RNTI for the context of the relocation and include it in the container. If two CNs are involved in the relocation of SRNS, the target RNC may, however, decide to send the container to only one CN.

Transmission and reception of RELOCATION REQUEST ACKNOWLEDGE message terminates the procedure in the UTRAN and the CN respectively.

8.7.3
Unsuccessful Operation
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Figure 8: Relocation Resource Allocation procedure: Unsuccessful operation

If the target RNC can not even partially accept the relocation of SRNS or a failure occurs during the Relocation Resource Allocation procedure in the target RNC, the target RNC shall send RELOCATION FAILURE message to the CN.

Transmission and reception of RELOCATION FAILURE message terminates the procedure in the UTRAN and the CN respectively.

When CN has received RELOCATION FAILURE message from target RNC, CN shall stop timer TRELOCalloc and shall assume possibly allocated resources within target RNC completely released.

8.7.4
Abnormal Conditions

If after reception of the RELOCATION REQUEST message, the target RNC receives another RELOCATION REQUEST message on the same Iu connection, then the target RNC shall discard the latter message and the original Relocation Resource Allocation procedure shall continue normally.

Interactions with Iu Release:

If the CN decides to not continue the Relocation Resource Allocation procedure before the Relocation Resource Allocation procedure is completed, the CN shall stop timer TRELOCalloc and the CN shall initiate Iu Release procedure towards the target RNC with an appropriate value for the Cause IE, e.g. 'Relocation Cancelled'.

8.7.5
Co-ordination of Two Iu Signalling Connections

Co-ordination of two Iu signalling connections during Relocation Resource Allocation procedure shall be executed by the target RNC when the Number of Iu Instancies IE received in the Source RNC to Target RNC Transparent Container IE in the RELOCATION REQUEST message indicates that two CN domains are involved in relocation of SRNS.

If two CN domains are involved, the following actions shall be taken by the target RNC:

-
The target RNC shall utilise the Permanent NAS UE Identity IE, received explicitly by each CN domain within RELOCATION REQUEST message, to co-ordinate both Iu signalling connections.
-
The target RNC shall generate and send RELOCATION REQUEST ACKNOWLEDGE only after all expected RELOCATION REQUEST messages are received and analysed.

-
The target RNC shall ensure that there is no conflicting information in  Target RNC to Source RNC Transparent Container IE in RELOCATION REQUEST ACKNOWLEDGE messages transmitted via different Iu signalling connections and related to the same relocation of SRNS.

-
The selection of signalling connection utilised for the Target RNC to Source RNC Transparent Container IE in RELOCATION REQUEST ACKNOWLEDGE message need not to be dependent on the signalling connection via which the Source RNC to Target RNC Transparent Container IE in RELOCATION REQUEST message was received.

8.8
Relocation Detect

8.8.1
General

The purpose of Relocation Detect procedure is to indicate by the RNC the detection of SRNS relocation execution to the CN. Procedure shall be co-ordinated in all Iu signalling connections existing for the UE. The procedure uses connection oriented signalling.

8.8.2
Successful Operation
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Figure 9: Relocation Detect procedure: Successful operation

The target RNC shall send  RELOCATION DETECT message to the CN when relocation execution trigger is received.

If the type of relocation of SRNS is 'UE involved in relocation of SRNS', the relocation execution trigger may be received from the Uu interface, or the target RNC may as an implementation option accept the reception of RELOCATION COMMIT message from Iur interface as the relocation execution trigger. If the type of relocation of SRNS is 'UE not involved in relocation of SRNS', the relocation execution trigger is the reception of RELOCATION COMMIT message from Iur interface.

When RELOCATION DETECT message is sent, the target RNC shall start SRNC operation.

Upon reception of RELOCATION DETECT message, the CN may switch  the user plane from the source RNC to the target RNC.

8.8.3
Abnormal Conditions

Interactions with Relocation Complete

If the RELOCATION COMPLETE message is received by CN before the reception of RELOCATION DETECT message, the CN shall handle the RELOCATION COMPLETE message normally.

8.8.4
Co-ordination of Multiple Iu Signalling Connections

When Relocation Detect procedure is to be intiated by the target RNC, the target RNC shall initiate the Relocation Detect procedure on all Iu signalling connections existing for the UE between the target RNC and the CN.

8.9
Relocation Complete

8.9.1
General

The purpose of Relocation Complete procedure is to indicate by the Target RNC the completion of relocation of SRNS to the CN. Procedure shall be co-ordinated in all Iu signalling connections existing for the UE. The procedure uses connection oriented signalling.

8.9.2
Successful Operation
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Figure 10: Relocation Complete procedure. Successful Operation

When the new SRNC-ID + S-RNTI are successfully exchanged with the UE by the radio protocols, target RNC shall initiate Relocation Complete procedure by sending RELOCATION COMPLETE message to CN.

8.9.3
Abnormal Conditions

If the timer TRELOCcomplete expires:

-
The CN should initiate release of Iu connections towards the source and the target RNC by initiating the Iu Release procedure with an appropriate value for the Cause IE, e.g.  ' TRELOCcomplete expiry'.

Interactions with the Relocation Detect procedure:

If the RELOCATION DETECT message is not received by CN before reception of RELOCATION COMPLETE message, CN shall handle the RELOCATION COMPLETE message normally.

8.9.4
Co-ordination of Multiple Iu Signalling Connections

When Relocation Complete procedure is to be intiated by target RNC, target RNC shall initiate the Relocation Complete procedure on all Iu signalling connections existing for the UE between target RNC and CN.

NEXT MODIFIED SECTION

9.2.1.30
Target RNC to Source RNC Transparent Container

Target RNC to Source RNC Transparent Container IE is an information element that is produced by Target RNC and is transmitted to Source RNC. In inter system relocation the IE is transmitted from target RNC to the external relocation source.

This IE is transparent to CN.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

RRC Container
M

OCTET STRING
Contents defined in  TS 25.331 [10]

d-RNTI
O

INTEGER (0..1048575)
May be included to allow the usage of RNSAP RELOCATION COMMIT also for SRNS Relocation with UE involvement

NEXT MODIFIED SECTION

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

LOTS OF UNAFFECTED ASN.1 IN SECTION 9.3.4 NOT SHOWN

TargetRNC-ToSourceRNC-TransparentContainer ::= SEQUENCE {


rRC-Container


RRC-Container,


d-RNTI



D-RNTI 




OPTIONAL


-- May be included to allow the usage of RNSAP RELOCATION COMMIT also for SRNS Relocation with UE involvement --,


iE-Extensions


ProtocolExtensionContainer { {TargetRNC-ToSourceRNC-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargetRNC-ToSourceRNC-TransparentContainer-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

LOTS OF UNAFFECTED ASN.1 IN SECTION 9.3.4 NOT SHOWN
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