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· added to the RL Setup and RL Addition procedures for the initial power offset setting per timeslot

· deleted from the RL Reconfiguration procedure.

· Instead the RL Reconfiguration Procedure a new procedure for TDD shall be introduced for the ongoing power offset balancing on timeslot basis.
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The CR leads to the following consistent situation: In both RNSAP and NBAP, the DL Timeslot ISCP IE is included in
RL Setup Request, RL Addition Request, DL Power Timeslot Correction (new procedure for TDD).

Consequences if this CR is not accepted: 

Inconsistency between Iur and Iub, as well as inconsistency to the WG1 spec (25.224) which specifies that Node B should perform this timeslot power balancing function.



Clauses affected:
7, 8.1, 8.2.17, 8.3.1, 8.3.5, 8.3.x, 9.1.36.2, 9.1.39.2, 9.1.47.2, 9.1.x, 9.2.1.46, 9.3.2, 9.3.3, 9.3.6



Other specs
Other 3G core specifications
X
(  List of CRs:
25.423: CR225r3

affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:


7
Functions of NBAP

The NBAP protocol has the following functions:

-
Cell Configuration Management. This function gives the CRNC the possibility to manage the cell configuration information in a Node B.

-
Common Transport Channel Management. This function gives the CRNC the possibility to manage the configuration of Common Transport Channels  in a Node B.

-
System Information Management. This function gives the CRNC the ability to manage the scheduling of System Information to be broadcast in a cell.

-
Resource Event Management. This function gives the Node B the ability to inform the CRNC about the status of Node B resources.

-
Configuration Alignment. This function gives the CRNC and the Node B the possibility to verify and enforce that both nodes has the same information on the configuration of the radio resources.

-
Measurements on Common Resources. This function allows the CRNC to initiate measurements in the Node B. The function also allows the Node B to report the result of the measurements.

-
Radio Link Management. This function allows the CRNC to manage radio links using dedicated resources in a Node B.

· Radio Link Supervision. This function allows the CRNC to report failures and restorations of a Radio Link.

-
Compressed Mode Control [FDD]. This function allows the CRNC to control the usage of compressed mode in a Node B.

-
Measurements on Dedicated Resources. This function allows the CRNC to initiate measurements in the NodeB. The function also allows the NodeB to report the result of the measurements.

-
DL Power Drifting Correction [FDD]. This function allows the CRNC to adjust the DL power level of one or more Radio Links in order to avoid DL power drifting between the Radio Links.

-
Reporting of General Error Situations. This function allows reporting of general error situations, for which function specific error messages have not been defined.

· Physical Shared Channel Management [TDD]. This function allows the CRNC to manage physical resources in the Node B belonging to Shared Channels (USCH/DSCH).

· DL Power Timeslot Correction [TDD]. This function enables the Node B to apply an individual offset to the transmission power in each timeslot according to the downlink interference level at the UE. 
The mapping between the above functions and NBAP elementary procedures is shown in the table below.

Table 1: Mapping between functions and NBAP elementary procedures

Function
Elementary Procedure(s)

Cell Configuration Management
a) Cell Setup
b) Cell Reconfiguration
c) Cell Deletion

Common Transport Channel Management
a) Common Transport Channel Setup
b) Common Transport Channel Reconfiguration
c) Common Transport Channel Deletion

System Information Management
System Information Update

Resource Event Management
a) Block Resource
b) Unblock Resource
c) Resource Status Indication

Configuration Alignment
a) Audit Required
b) Audit
c) Reset

Measurements on Common Resources
a) Common Measurement Initiation
b) Common Measurement Reporting
c) Common Measurement Termination
d) Common Measurement Failure

Radio Link Management.
a) RL Setup 
b) RL Addition 
c) RL Deletion
d) Unsynchronised RL Reconfiguration
e) Synchronised RL Reconfiguration Preparation
f) Synchronised RL Reconfiguration Commit
g) Synchronised RL Reconfiguration Cancellation

Radio Link Supervision.
a) RL Failure
b) RL Restoration

Compressed Mode Control [FDD]
a) Radio Link Setup 
b) Radio Link Addition
c) Compressed Mode Command
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation


Measurements on Dedicated Resources
a) Dedicated Measurement Initiation
b) Dedicated Measurement Reporting
c) Dedicated Measurement Termination 
d) Dedicated Measurement Failure

DL Power Drifting Correction [FDD]
Downlink Power Control

Reporting of General Error Situations
Error Indication

Physical Shared Channel Management [TDD]
Physical Shared Channel Reconfiguration

DL Power Timeslot Correction [TDD]
Downlink Power Timeslot Control

8
NBAP Procedures

8.1
Elementary Procedures

NBAP procedures are divided into common procedures and dedicated procedures.

-
NBAP common procedures are procedures that request initiation of a UE context for a specific UE in Node B or are not related to a specific UE. NBAP common procedures also incorporate logical O&M [1] procedures.

-
NBAP dedicated procedures are procedures that are related to a specific UE context in Node B. This UE context is identified by a UE context identity.

The two types of procedures may be carried on separate signalling links.
In the following tables, all EPs are divided into Class 1 and Class 2 EPs:

Table 1: Class 1

Elementary Procedure
Message
Successful Outcome
Unsuccessful Outcome



Response message
Response message
Timer

Cell Setup
CELL SETUP REQUEST
CELL SETUP RESPONSE
CELL SETUP FAILURE


Cell Reconfiguration
CELL RECONFIGURATION REQUEST
CELL RECONFIGURATION RESPONSE
CELL RECONFIGURATION FAILURE


Cell Deletion
CELL DELETION REQUEST
CELL DELETION RESPONSE



Common Transport Channel Setup
COMMON TRANSPORT CHANNEL SETUP REQUEST
COMMON TRANSPORT CHANNEL SETUP RESPONSE
COMMON TRANSPORT CHANNEL SETUP FAILURE


Common Transport Channel Reconfiguration
COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST 
COMMON TRANSPORT CHANNEL RECONFIGURATION RESPONSE
COMMON TRANSPORT CHANNEL RECONFIGURATION FAILURE


Common Transport Channel Deletion
COMMON TRANSPORT CHANNEL DELETION REQUEST
COMMON TRANSPORT CHANNEL DELETION RESPONSE



Physical Shared Channel Reconfigure [TDD]
PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST 
PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE
PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE


Audit
AUDIT REQUEST 
AUDIT RESPONSE



Block Resource
BLOCK RESOURCE REQUEST
BLOCK RESOURCE RESPONSE
BLOCK RESOURCE FAILURE


Radio Link Setup
RADIO LINK SETUP REQUEST
RADIO LINK SETUP RESPONSE
RADIO LINK SETUP FAILURE


System Information Update 
SYSTEM INFORMATION UPDATE REQUEST
SYSTEM INFORMATION UPDATE RESPONSE
SYSTEM INFORMATION UPDATE FAILURE


Common Measurement Initiation
COMMON MEASUREMENT INITIATION REQUEST
COMMON MEASUREMENT INITIATION RESPONSE
COMMON MEASUREMENT INITIATION FAILURE


Radio Link Addition
RADIO LINK ADDITION REQUEST
RADIO LINK ADDITION RESPONSE
RADIO LINK ADDITION FAILURE


Radio Link Deletion
RADIO LINK DELETION REQUEST
RADIO LINK DELETION RESPONSE



Synchronised Radio Link Reconfiguration Preparation
RADIO LINK RECONFIGURATION PREPARE
RADIO LINK RECONFIGURATION READY
RADIO LINK RECONFIGURATION FAILURE


Unsynchronised Radio Link Reconfiguration
RADIO LINK RECONFIGURATION REQUEST
RADIO LINK RECONFIGURATION RESPONSE
RADIO LINK RECONFIGURATION FAILURE


Dedicated Measurement Initiation
DEDICATED MEASUREMENT INITIATION REQUEST
DEDICATED MEASUREMENT INITIATION RESPONSE
DEDICATED MEASUREMENT INITIATION FAILURE


Reset
RESET REQUEST
RESET RESPONSE



Table 2: Class 2

Elementary Procedure
Message

Resource Status Indication
RESOURCE STATUS INDICATION

Audit Required
AUDIT REQUIRED INDICATION

Common Measurement Reporting
COMMON MEASUREMENT REPORT

Common Measurement Termination
COMMON MEASUREMENT TERMINATION REQUEST

Common Measurement Failure
COMMON MEASUREMENT FAILURE INDICATION

Synchronised Radio Link Reconfiguration Commit
RADIO LINK RECONFIGURATION COMMIT

Synchronised Radio Link Reconfiguration Cancellation
RADIO LINK RECONFIGURATION CANCELLATION

Radio Link Failure
RADIO LINK FAILURE INDICATION

Radio Link Restoration
RADIO LINK RESTORE INDICATION

Dedicated Measurement Reporting
DEDICATED MEASUREMENT REPORT

Dedicated Measurement Termination
DEDICATED MEASUREMENT TERMINATION REQUEST

Dedicated Measurement Failure
DEDICATED MEASUREMENT FAILURE INDICATION

Downlink Power Control [FDD]
DL POWER CONTROL REQUEST

Compressed Mode Control Command
COMPRESSED MODE COMMAND

Unblock Resource
UNBLOCK RESOURCE INDICATION

Error Indication
ERROR INDICATION

Downlink Power Timeslot Control [TDD]
DL POWER TIMESLOT CONTROL REQUEST

8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure: Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to Node B.

Upon reception of RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

[FDD – The RL Setup procedure can be used to setup one or more radio links. The procedure shall include the establishment of one or more DCHs on all radio links, and in addition, it can include the establishment of one or more DSCHs on one radio link.]

[TDD – The RL Setup procedure is used for setup of one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, including also combinations where one or more transport channel types are not present.]
[FDD - The First RLS Indicator IE indicates if the concerning RL shall be considered part of the first RLS established towards this UE. If the First RLS indicator IE is set to "first RLS", the Node B shall use a TPC pattern of  n* "01" + "1" in the DL of the concerning RL and all RLs which are part of the same RLS, until UL synchronisation is achieved on the Uu. The parameter n shall be set equal to the value received in the DL TPC pattern 01 count IE  in the Cell Setup procedure. The TPC pattern shall continuously be repeated but shall be restarted at the beginning of every frame with CFNmod4=0. For all other RLs, the Node B shall use a TPC pattern of all "1"'s in the DL until UL synchronisation is achieved on the Uu.]
[FDD - The Diversity Control Field IE indicates for each RL (except the first RL in the message) whether the Node B shall combine the concerned RL or not. If the Diversity Control Field IE indicates, "may be combined with already existing RLs", then Node B shall decide for either of the alternatives. If the Diversity Control Field IE is set to "Must", the Node B shall combine the RL with one of the other RL. Diversity combining is applied to Dedicated Transport Channels (DCH), i.e. it is not applied to the DSCHs. When a new RL is to be combined, the Node B shall choose which RL(s) to combine it with.]

[FDD – If the received Limited Power Increase IE is set to 'Used', the DRNS shall, if supported, use Limited Power Increase according to ref. [10] section 5.2.1 for the inner loop DL power control.]
[TDD -If the DCH Information IE is present, the Node B shall configure the new DCH(s) according to the parameters given in the message. ]
If the RADIO LINK SETUP REQUEST message includes a DCH Info IE with multiple DCH Specific Info IEs then, the Node B shall treat the DCHs in the DCH Info IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

[FDD – When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of  DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to “PhCH number 1”, the second to “PhCH number 2”, and so on until the pth to “PhCH number p”.]

[FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to “selected”, the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [16]. If the QE-Selector is set to ”non-selected”, the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]

For a set of co-ordinated DCHs the Transport channel BER from the DCH with the QE-Selector IE set to “selected” shall be used for the QE in the UL data frames, ref. [16]. [FDD - If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [16]. If all DCHs have QE-Selector IE set to ”non-selected” the Physical channel BER shall be used for the QE, ref. [16]].
The Retention Priority IE defines the priority level that should be used by the Node B to prioritise the retention of the resources used by the DCHes in error situation.
The received Frame Handling Priority IE specified for each Transport Channel should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new RL(s) has been activated.

The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

[FDD - If the Propagation Delay IE is included, the Node B may use this information to speed up the detection of L1 synchronisation.]

[FDD - The UL SIR Target IE included in the message shall be used by the Node B as initial UL SIR target for the UL inner loop power control.]

[FDD - The Node B shall start the DL transmission using the initial DL power specified in the message on each DL channelisation code of the RL until either UL synchronisation is achieved for the RLS or a DL POWER CONTROL REQUEST message is received. No inner loop power control or balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10] , chapter 5.2.1.2) with DPC MODE=0 and the power control procedure (see 8.3.7), but shall always be kept within the maximum and minimum limit specified in the RL SETUP REQUEST message.].

[TDD - The Node B shall start the DL transmission using the initial DL power specified in the message on each DL channelisation code and on each Time Slot of the RL until the UL synchronisation is achieved for the RL. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[22], chapter 4.2.3.3), but shall always be kept within the maximum and minimum limit specified in the RL SETUP REQUEST message.].

If the DSCH Information IE Group is present, the Node B shall configure the new DSCH(s) according to the parameters given in the message.

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity IE, the Node B shall activate SSDT, if supported, using the SSDT Cell Identity IE and SSDT Cell Identity Length IE.]
[FDD – If the RADIO LINK SETUP REQUEST message includes the TFCI2 Bearer Information IE then the Node B shall support the setup of a transport bearer on which the DSCH TFCI Signaling control frames shall be received.  The Node B shall manage the time of arrival of these frames according to the values of ToAWS and ToAWE specified in the IE’s.  The Binding ID IE and Transport Layer Address IE for the new bearer to be set up for this purpose shall be returned in the RADIO LINK SETUP RESPONSE message.]   

[FDD - If the TFCI Signaling Mode IE within the RADIO LINK SETUP message indicates that there shall be a hard split on the TFCI field but the TFCI2 Bearer Information IE is not included in the message then the Node B shall set the TFCI2 field transmit power to zero dbm.]

[FDD - If the TFCI Signaling Mode IE within the RADIO LINK SETUP message indicates that there shall be a hard split on the TFCI and the TFCI2 BearerI nformation IE is included in the message then the Node B shall set the TFCI2 field transmit power to zero dbm until Synchronization is achieved on the TFCI2 transport bearer and the first valid DSCH TFCI Signaling control frame is received on this bearer (see ref.[24]).]
[FDD - If the RADIO LINK SETUP REQUEST message contains an SSDT Cell Identity IE the Node B shall activate SSDT, if supported, for the concerned new RL, with the indicated cell identity used for that RL.]
[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the Node B shall store the information about the Transmission Gap Pattern Sequences to be used when those are activated.]

[FDD- If the Downlink compressed mode method in one or more Transmission Gap Pattern Sequence is set to 'SF/2' in the RADIO LINK SETUP REQUEST message, the Node B shall use or not the alternate scrambling code as indicated for each DL Channelisation Code in the Transmission Gap Pattern Sequence Code Information IE.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the Node B shall immediatly activate the indicated Transmisson Gap Pattern Sequences. For each sequence the TGCFN refers to the latest passed CFN with that value. If during the compressed mode measurement the gaps of two or more pattern sequences overlap, the Node B shall behave as specified in ref. [25].]

[FDD – For each RL not having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication context.]

[FDD – For all RLs having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication context.]

[TDD -If the USCH Information IE is present, the Node B shall configure the new USCH(s) according to the parameters given in the message. ] 

[TDD – If the DL Timeslot ISCP IE is present, the Node B shall use the indicated value when deciding the initial DL TX Power for each timeslot as specified in [21], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged].

If the RLs are successfully setup, the Node B shall start reception on the new RL(s) and respond with a RADIO LINK SETUP RESPONSE message.

[FDD - The Node B shall indicate with the Diversity Indication IE whether the RL is combined or not. In case of combining, only the Reference RL ID IE shall be included to indicate one of the existing RLs that the concerned RL is combined with. In case of not combining the Node B shall include in the RL SETUP RESPONSE the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DCH of this RL.]

[TDD – The Node B shall include in the RADIO LINK SETUP RESPONSE the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DCH of this RL.]

The Node B shall include in the RADIO LINK SETUP RESPONSE the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DSCH of this RL.

[TDD – In case the USCH Information IE is present, the Node B shall include in the RADIO LINK SETUP RESPONSE the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each USCH of this RL.]
In case of coordinated DCH, the Binding ID IE and the Transport Layer Address IE shall be specify for only one of the coordinated DCHs.

After sending of the RADIO LINK SETUP RESPONSE message the Node B shall continuously attempt to obtain UL synchronisation and start reception on the new RL. The Node B shall start transmission on the new RL after synchronisation is achieved in the DL user plane as specified in [16].

[FDD – When Diversity Mode IE is “STTD”, “Closedloop mode1”, or “Closedloop mode2”, the DRNC shall activate/deactivate the Transmit Diversity to each Radio Link in accordance with Transmit Diversity Indication IE]

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity IE, the Node B may activate SSDT using the SSDT Cell Identity IE and SSDT Cell Identity Length IE.]

 [FDD - Irrespective of SSDT activation, the Node B shall include in the RADIO LINK SETUP RESPONSE message an indication concerning the capability to support SSDT on this RL. Only if the RADIO LINK SETUP REQUEST message requested SSDT activation and the RADIO LINK SETUP RESPONSE message indicates that the SSDT capability is supported for this RL, SSDT is activated in the Node B.]

8.2.17.3
Unsuccessful Operation
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Figure 25: Radio Link Setup procedure: Unsuccessful Operation

If the establishment of at least one radio link is unsuccessful, the Node B shall respond with a RADIO LINK SETUP FAILURE message. The message contains the failure cause in the Cause IE.

[FDD - If some radio links were established successfully, the Node B shall indicate this in the RADIO LINK SETUP FAILURE message in the same way as in the RADIO LINK SETUP RESPONSE message.]

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to “selected” [TDD – or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to “selected”] the Node B shall regard the Radio Link Setup procedure as failed and shall respond with a RADIO LINK SETUP FAILURE message

[FDD - If the Node B cannot support the requested number of DL Codes on a permanent basis, the Node B shall regard the Radio Link Setup procedure as failed and shall respond with the RADIO LINK SETUP FAILURE message with the cause value "Number of DL Codes Not Supported".]
Typical cause values are as follows:

Radio Network Layer Cause

-
RL Already Activated/allocated

-
Combining not supported

-
Combining Resources not available

-
Requested Tx Diversity Mode not supported

-
Invalid CM Settings
-
Number of DL codes not supported
-
UL SF not supported

-
DL SF not supported
-
Dedicated Transport Channel Type not supported
-
Downlink Shared Channel Type not supported
-
Uplink Shared Channel Type not supported
-
CM not supported
Transport Layer Cause

-
Transport Resources Unavailable
Protocol Cause

-
Semantic error
Miscellaneous Cause

-
O&M Intervention

-
Unspecified

-
Control processing overload

-
HW failure
8.2.17.4
Abnormal Conditions

-

8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B communication context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in chapter 3.1.

8.3.1.2
Successful Operation


[image: image3.wmf]C

RNC

Node B

RADIO LINK ADDITION REQUEST

RADIO LINK ADDITION RESPONSE


Figure: 28 Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the CRNC to the Node B.

Upon reception, the Node B shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

[TDD - If the UL CCTrCH Information IE is present, the Node B shall configure the new UL CCTrCH(s) according to the parameters given in the message.] 

[TDD - If the DL CCTrCH Information IE is present, the Node B shall configure the new DL CCTrCH(s) according to the parameters given in the message.] 

[TDD - If the UL DPCH Information IE is present, the Node B shall configure the new UL DPCH(s) according to the parameters given in the message.] 

[TDD - If the DL DPCH Information IE is present, the Node B shall configure the new DL DPCH(s) according to the parameters given in the message.]
The Diversity Control Field IE indicates for each RL whether the Node B shall combine the new RL with existing RL(s) or not. If the Diversity Control Field IE indicates, "may be combined with already existing RLs", then Node B shall decide for any of the alternatives. If the Diversity Control Field IE is set to "Must", the Node B shall combine the RL with one of the other RL. When a new RL is to be combined, the Node B shall choose which RL(s) to combine it with.
[FDD – If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall apply the given power to the transmission on each DL Channelisation Code of the RL when starting transmission until either UL synchronisation is achieved for the RLS or a DL POWER REQUEST message is received. If no Initial DL Transmission power IE is included, the Node B shall use any transmission power level currently used on already existing RL's for this UE. No inner loop power control or balancing] shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10], chapter 5.2.1.2) with DPC MODE=0 and the downlink power control procedure (see 8.3.7).].

[TDD – If the RADIO LINK ADDITION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall apply the given power to the transmission on each DL Channelisation Code and on each Time Slot of the RL when starting transmission until the UL synchronisation is achieved for the RL. If no Initial DL Transmission power IE is included, the Node B shall use any transmission power level currently used on already existing RL's for this UE. No inner loop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[22], chapter 4.2.3.3).].

If the RADIO LINK ADDITION REQUEST message includes the Maximum DL power IE, the Node B shall store this value and never transmit with a higher power on any DL Channelisation Code of the RL. If no Maximum DL power IE is included, any Maximum DL power stored for already existing RLs for this UE shall be applied.

If the RADIO LINK ADDITION REQUEST message includes the Minimum DL power IE, the Node B shall store this value and never transmit with a lower power on any DL Channelisation Code of the RL. If no Minimum DL power IE is included, any Minimum DL power stored for already existing RLs for this UE shall be applied.

[FDD - If the RADIO LINK ADDITION REQUEST message contains an SSDT Cell Identity IE the Node B shall activate SSDT, if supported,  for the concerned new RL , with the indicated SSDT cell identity used for that RL.]

[FDD – If the RADIO LINK ADDITION REQUEST includes the Compressed Mode Deactivation Flag IE with value ''On'', the Node B shall not activate any CM pattern sequence in the new RLs. In all the other cases (Flag set to ''Off'' or not present), the on going CM measurement (if existing) shall be applied also to the added RLs.]

[FDD- If the RADIO LINK ADDITION REQUEST contains the Transmission Gap Pattern Sequence Code Information IE Node B shall use or not the alternate scrambling code as indicated for each DL Channelisation Code.]

[TDD – If the RADIO LINK ADDITION REQUEST message includes the DL Timeslot ISCP IE, the Node B shall use the indicated value when deciding the DL TX Power for each timeslot as specified in [21], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged].

If all requested RLs are successfully added, the Node B shall respond with a RADIO LINK ADDITION RESPONSE message.

[FDD – When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of  DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to “PhCH number 1”, the second to “PhCH number 2”, and so on until the pth to “PhCH number p”.]

[FDD – For each RL not having a common generation of the TPC commands in the DL with another RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK ADDITION RESPONSE message a value that uniquely identifies the RL Set within the Node B Communication context.]

[FDD – For all RLs having a common generation of the TPC commands in the DL with another new or existing RL, the Node B shall assign the RL Set ID IE included in the RADIO LINK ADDITION RESPONSE message the same value. This value shall uniquely identify the RL Set within the Node B Communication context.]

In the case of combining an RL with existing RL(s) the Node B shall indicate in the RADIO LINK ADDITION RESPONSE message with the Diversity Indication that the RL is combined. In this case the Reference RL ID shall be included to indicate one of the existing RLs that the new RL is combined with.

In the case of not combining an RL with existing RL(s), the Node B shall indicate in the RADIO LINK ADDITION RESPONSE message with the Diversity Indication that no combining is done. In this case the Node B shall include both the Transport Layer Address and the binding ID for the transport bearer to be established for each DCH, [TDD - DSCH, USCH] of the RL in the RADIO LINK ADDITION RESPONSE message.

In case of coordinated DCH, the binding ID and the transport address shall be included for only one of the coordinated DCHs.

After sending of the RADIO LINK ADDITION RESPONSE message the Node B shall continuously attempt to obtain UL synchronisation and start reception on the new RL. The Node B shall start transmission on the new RL after synchronisation is achieved in the DL user plane as specified in 25.427.

[FDD – When Diversity Mode IE is “STTD”, “Closedloop mode1”, or “Closedloop mode2”, the DRNC shall activate/deactivate the Transmit Diversity to each Radio Link in accordance with Transmit Diversity Indication IE]
[FDD – When Transmit Diversity Indicator IE is present Node B shall activate/deactivate the Transmit Diversity to each new Radio Link in accordance with the Transmit Diversity Indicator IE and the already known diversity mode.]
[FDD – After addition of the new RL, the UL out-of-sync algorithm defined in [10] shall use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE, and the minimum value of the parameters N_INSYNC_IND, that are configured in the cells supporting the radio links of the RL Set].

8.3.1.3
Unsuccessful Operation
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Figure 29: Radio Link Addition procedure: Unsuccessful Operation

If some RL(s) were established successfully, the Node B shall indicate this in the RADIO LINK ADDITION FAILURE message in the same way as in the RADIO LINK ADDITION RESPONSE message.

If the Node B is not able to establish the requested RLs due to that the Node B has received a RADIO LINK RECONFIGURATION COMMIT and the indicated reconfiguration CFN has not yet elapsed, the Node B shall indicate this with the cause value “Reconfiguration CFN not elapsed” in the RADIO LINK ADDITION FAILURE message.
[FDD - If the RADIO LINK ADDITION REQUEST contains the CM Deactivation Flag IE with the value ''On'', and at least one of the new RL is added in one cell that has the same UARCFN of at least one cell with an already existing RL, the Node B shall regard the Radio Link Addition procedure as failed and shall respond with a RADIO LINK ADDITION FAILURE message with the cause value "Invalid CM settings".]

Typical cause values are as follows:

Radio Network Layer Cause

-
RL Already Activated/allocated

-
Combining not supported

-
Combining Resources not available

-
Requested Tx Diversity Mode not supported

-
UL SF not supported

-
DL SF not supported
-
Invalid CM Settings
-
Reconfiguration CFN not elapsed
-
CM not supported
Transport Layer Cause

-
Transport Resources Unavailable
Protocol Cause

-
Semantic error
Miscellaneous Cause

-
O&M Intervention

-
Unspecified

-
Control processing overload

-
HW failure
8.3.1.4
Abnormal conditions

-

8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.
The Unsynchronised RL Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE –UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in chapter 3.1.

8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the CRNC by sending the message RADIO LINK RECONFIGURATION REQUEST to the Node B. The message shall use the Communication Control Port assigned for this Node B Communication Context.

Upon reception, the Node B shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs to Modify IEs then the Node B shall treat them each as follows:
· If the DCHs to Modify IE includes on the Retention Priority IE, the Node B should use this new value to prioritise the retention of the resources used by the DCHes in error situation.
· If the DCHs to Modify IE includes on the Frame Handling Priority IE, the Node B should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.
· If the DCHs to Modify IE includes the Transport Format Set IE for the UL, the Node B shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.
· If the DCHs to Modify IE includes the Transport Format Set IE for the DL, the Node B shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.
· If the DCHs to Modify IE includes multiple DCH Specific Info IEs then the Node B shall treat the DCHs in the DCHs to Modify IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
· If the DCHs to Modify IE includes the UL FP Mode IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· If the DCHs to Modify IE includes the ToAWS IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· If the DCHs to Modify IE includes the ToAWE IE for a DCH or a set of co-ordinated DCHs, the Node B shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· [TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH Id IE for the DL of a DCH to be modified, the Node B shall apply the new CCTrCH Id in the Downlink of this DCH in the new configuration.]

· [TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH Id IE for the UL of a DCH to be modified, the Node B shall apply the new CCTrCH Id in the Uplink of this DCH in the new configuration.]

DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any  DCH to Add IEs, the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCHs in the new configuration. In particular:
· If a DCHs to Add IE includes multiple DCH Specific Info IEs for a DCH to be added, the Node B shall treat the DCHs in the DCHs to Add IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
· [FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to “selected”, the Node B shall use the Transport channel BER from that DCHas the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE [16]. If the QE-Selector is set to ”non-selected”, the Physical channel BER shall be used for the QE in the UL data frames, ref. [16]].
· For a set of co-ordinated DCHs, the Node B shall use the Transport channel BER from the DCH with the QE-Selector IE set to “selected” as the QE in the UL data frames [16]. [FDD - If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE [16]. If all DCHs have QE-Selector IE set to ”non-selected” the Physical channel BER shall be used for the QE [16]].
· The Node B should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new configuration has been activated.
· The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.
· [TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH Id IE for the DL of a DCH to be modified, the Node B shall apply the new CCTrCH Id in the Downlink of this DCH in the new configuration.]
· [TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the CCTrCH Id IE for the UL of a DCH to be modified, the Node B shall apply the new CCTrCH Id in the Uplink of this DCH in the new configuration.]
DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be deleted from the Radio Link(s), the Node B shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of coordinated DCHs are requested to be deleted, the Node B shall not include this set of coordinated DCHs in the new configuration.

[FDD - Physical Channel Modification:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an UL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]
· [FDD - If the UL DPCH Information IE includes the TFCS IE for the UL, the Node B shall apply the new TFCS in the Uplink of the new configuration.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes a DL DPCH Information IE, then the Node B shall apply the parameters to the new configuration as follows:]
· [FDD - If the DL DPCH Information IE includes on the TFCS IE for the DL, the Node B shall apply the new TFCS in the Downlink of the new configuration.]
· [FDD – If the DL DPCH Information IE includes the TFCI Signalling Mode IE, the Node B shall use the use the information when building TFCIs in the new configuration.
·  [FDD – If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to 'Used', the Node B shall, if supported,  use Limited Power Increase according to ref. [10] section 5.2.1 for the inner loop DL power control in the new configuration.]
· [FDD – If the DL DPCH Information IE message includes the Limited Power Increase IE and the IE is set to 'Not Used', the Node B shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]
· [FDD - If the DL DPCH Information IE includes the PDSCH code mapping IE then the Node B shall apply the defined mapping between TFCI values and PDSCH channelisation codes.]
· [FDD - If the DL DPCH Information IE includes the PDSCH RL ID IE then the Node B shall infer that the PDSCH for the specified user will be transmitted on the defined radio link.]
 [TDD - UL/DL CCTrCH Modification]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH to modify IE or DL CCTrCH to modify IE in the Radio Link(s), the Node B shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message.]
[TDD - If the UL/DL CCTrCH to modify IE includes TFCS IE, and/or Puncture limit IE the Node B shall apply these as the new values, otherwise the old values specified for this CCTrCH are still applicable.]

[TDD – UL/DL CCTrCH Deletion]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any  UL CCTrCH to delete IE or DL CCTrCH to delete IE, the Node B shall not include this CCTrCH in the new configuration.]

 RL Information:

If the RADIO LINK RECONFIGURATION REQUEST message includes the RL Information IE, the Node B shall treat it as follows:
· 
· If the RL Information IE includes the Maximum DL Power IE, the Node B shall apply this value to the new configuration and never transmit with a higher power on any Downlink Channelisation Code of the Radio Link once the new configuration is being used.
· If the RL Information IE includes the Minimum DL Power IE, the Node B shall apply this value to the new configuration and never transmit with a lower power on any Downlink Channelisation Code of the Radio Link once the new configuration is being used.
· [FDD- If the RL Information IE contains the DL Code Information IE group for any of the allocated DL Channelisation code, the Node B shall apply the new setting when new compressed mode measurement are activated.]
· [FDD- If the RL Information IE contains the Transmission Gap Pattern Sequence Code Information IE for any of the allocated DL Channelisation code, the Node B shall apply the alternate scrambling code as indicated whenever the downlink compressed mode method SF/2 is active in the new configuration.]
General

If the requested modifications are allowed by the Node B, the Node B has successfully allocated the required resources, and changed to the new configuration it shall respond to the CRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

In the RADIO LINK RECONFIGURATION RESPONSE message, the Node B shall include the RL Information Response IE for each affected Radio Link. 

The Node B shall include in the RADIO LINK RECONFIGURATION RESPONSE message the Transport Layer Address IE and the Binding ID IE for any Transport Channels being added or modified. In case of a set of coordinated DCHs requiring a new transport bearer on Iub, the DCH Information Response IE shall be included only for one of the DCH in the set of coordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the Node B, RL Information Response IE group shall be included only for one of the combined Radio Links.

8.3.5.3
Unsuccessful Operation
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Figure 35: Unsynchronised Radio Link Reconfiguration procedure, Unsuccessful Operation

If the Node B cannot allocate the necessary resources for all the new DCHs of one set of coordinated, DCHs requested to be set-up it shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed.
If the requested Unsynchronised Radio Link Reconfiguration procedure fails for one or more Radio Link(s) the Node B shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC, indicating the reason for failure.
If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to “selected” [TDD – or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to “selected”] the Node B shall regard the Radio Link Setup procedure as failed and shall respond with a RADIO LINK RECONFIGURATION FAILURE message.

 Typical cause values are as follows:

Radio Network Layer Cause

-
RL Already Activated/allocated

-
Invalid CM Settings
-
CM not supported

Transport Layer Cause

-
Transport Resources Unavailable
Protocol Cause

-
Semantic error
Miscellaneous Cause

-
O&M Intervention

-
Unspecified

-
Control processing overload

-
HW failure
8.3.5.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of coordinated DCHs is requested to be deleted, the Node B shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed and shall send the RADIO LINK RECONFIGURATION FAILURE message to the CRNC.

8.3.x
Downlink Power Timeslot Control [TDD]
8.3.x.1
General

The purpose of this procedure is to enable the Node B to use the indicated DL Timeslot ISCP values when deciding the DL TX Power for each timeslot 

The Downlink Power Timeslot Control procedure can be initiated by the CRNC at any time when the Node B communication context exists, irrespective of other ongoing CRNC initiated dedicated NBAP procedures towards this Node B communication context. The only exception occurs when the CRNC has requested the deletion of the last RL via this Node B, in which case the Downlink Power Timeslot Control procedure shall no longer be initiated.

8.3.7.2
Successful Operation
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Figure 37: Downlink Power Timeslot Control procedure: Successful Operation

The procedure is initiated by the CRNC sending a DL POWER TIMESLOT CONTROL REQUEST message to the Node B.

Upon reception, the Node B shall use the indicated DL Timeslot ISCP value when deciding the DL TX Power for each timeslot as specified in [21], i.e. it shall reduce the DL TX power in those downlink timeslots of the radio link where the interference is low, and increase the DL TX power in those timeslots where the interference is high, while keeping the total downlink power in the radio link unchanged. 

8.3.7.3
Abnormal Conditions

-

9.1.36
RADIO LINK SETUP REQUEST

9.1.36.1
FDD message

9.1.36.2 TDD message
IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

CRNC Communication Context ID
M

9.2.1.18

YES
reject

Transaction ID
M

9.2.1.62

–


UL CCTrCH Information

0 to <maxno CCTrCH>


EACH
notify

>CCTrCH ID
M

9.2.3.3

–


>TFCS
M

9.2.1.58

–


>TFCI Coding
M

9.2.3.22

–


>Puncture Limit
M

9.2.1.50

–


>UL DPCH Information

0..1


YES
notify

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>UL Timeslot Information

1 .. <maxnoofULts>


–


>>>Time Slot
M

92.3.23

–


>>>Midamble Shift and Burst Type
M

9.2.3.7

–


>>>TFCI Presence
M

9.2.1.57

–


>>>UL Code Information

1 .. <maxnoOfDPCH>


–


>>>>DPCH ID
M

9.2.3.5

–


>>>>TDD Channelisation Code
M

9.2.3.19

–


DL CCTrCH Information

0 to <maxno CCTrCH>


EACH
notify

>CCTrCH ID
M

9.2.3.3

–


>TFCS
M

9.2.1.58

–


>TFCI Coding
M

9.2.3.22

–


>Puncture Limit
M

9.2.1.50

–


>TDD TPC DL Step Size
M

9.2.3.21




>TPC CCTrCH List

1 to <maxnoCCTrCH>

List of uplink CCTrCH which provide TPC
–


>>TPC CCTrCH ID 
M

CCTrCH ID

9.2.3.3

–


>DL DPCH information

0..1


YES
notify

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>DL Timeslot Information

1 .. <maxnoofDLts>


–


>>>Time Slot
M

9.2.3.23

–


>>>Midamble Shift and Burst Type
M

9.2.3.7

–


>>>TFCI Presence
M

9.2.1.57

–


>>>DL Code Information

1 .. <maxnoOfDPCH>


–


>>>>DPCH ID
M

9.2.3.5

–


>>>>TDD Channelisation Code
M

9.2.3.19

–


DCH Information

0 to  <maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.49

–


>UL FP mode
M

9.2.1.66

–


>ToAWS
M

9.2.1.61

–


>ToAWE
M

9.2.1.60

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.20

–


>>CCTrCH ID
M

9.2.3.3
UL CCTrCH in which the DCH is mapped 
–


>>CCTrCH ID
M

9.2.3.3
DL CCTrCH in which the DCH is mapped
–


>>Transport Format Set 
M

9.2.1.59
For UL
–


>>Transport Format Set 
M

9.2.1.59
For DL
–


>>Retention Priority
M

9.2.1.52A

–


>>Frame Handling Priority
O

9.2.1.30

–


>>QE-Selector
C-CoorDCH

9.2.1.50A

–


DSCH Information

0 to  <MaxnoofDSCHs>


GLOBAL
reject

>DSCH ID
M

9.2.1.27

–


>CCTrCH ID
M

9.2.3.2
DL CCTrCH in which the DSCH is mapped
–


>Transport Format Set
M

9.2.1.59
For DSCH
–


>Retention Priority
M

9.2.1.52A

–


>Frame handling Priority
M

9.2.1.30

–


>ToAWS
M

9.2.1.61

–


>ToAWE
M

9.2.1.60

–


USCH Information

0 to  <MaxnoofUSCHs>


GLOBAL
reject

>USCH ID
M

9.2.3.27

–


>CCTrCH ID
M

9.2.3.3
UL CCTrCH in which the USCH is mapped
–


>Transport Format Set
M

9.2.1.59
For USCH
–


>Retention Priority
M

9.2.1.52A

–


RL Information

1


YES
reject

>RL ID
M

9.2.1.53

–


>C-ID
M

9.2.1.9

–


>Frame Offset
M

9.2.1.31

–


>Initial DL transmission Power
M

DL Power

9.2.1.21

–


>Maximum DL power
M

DL Power

9.2.1.21

–


>Minimum DL power
M

DL Power

9.2.1.21

–


>DL Timeslot ISCP Information

0..<maxnoofDLts>


–


    >>Time slot
M

9.2.3.23

–


    >>DL Timeslot ISCP
M

9.2.3.4B

–


Condition
Explanation

CoorDCH
This IE is present only this DCH is part of a set of coordinated DCHs (number of instances of DCH Specific Info is greater than 1)

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for one UE

maxnoOfDPCH
Maximum number of DPCH in one CCTrCH

maxnoCCTrCH
Number of CCTrCH for one UE.

MaxnoofDSCHs
Maximum number of DSCH for one UE

MaxnoofUSCHs
Maximum number of USCH for one UE

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

MaxnoofULts
Maximum number of Uplink time slots per Radio Link

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

9.1.39
RADIO LINK ADDITION REQUEST

9.1.39.1
FDD Message

9.1.39.2 TDD Message
IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

Node B Communication Context ID
M

9.2.1.48
The reserved value “All NBCC” shall not be used.
YES
reject

Transaction ID
M

9.2.1.62

–


UL CCTrCH Information

0 to <maxno CCTrCH>


GLOBAL
reject

>CCTrCH ID
M

9.2.3.3

–


>UL DPCH Information

0..1


YES
notify

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>UL Timeslot Information

1 .. <maxnoofULts>


–


>>>Time Slot
M

9.2.3.23

–


>>>Midamble Shift and Burst Type
M

9.2.3.7

–


>>>TFCI Presence
M

9.2.1.57

–


>>>UL Code Information

1 .. <maxnoOfDPCH>


–


>>>>DPCH ID
M

9.2.3.5

–


>>>>TDD Channelisation Code
M

9.2.3.19

–


DL CCTrCH Information

0 to <maxno CCTrCH>


GLOBAL
reject

>CCTrCH ID
M

9.2.3.3

–


>DL DPCH information

0..1


YES
notify

>>Repetition Period
M

9.2.3.16

–


>>Repetition Length
M

9.2.3.15

–


>>TDD DPCH Offset
M

9.2.3.19A

–


>>DL Timeslot Information

1 .. <maxnoofDLts>


–


>>>Time Slot
M

9.2.3.23

–


>>>Midamble Shift and Burst Type
M

9.2.3.7

–


>>>TFCI Presence
M

9.2.1.57

–


>>>DL Code Information

1 .. <maxnoOfDPCH>


–


>>>>DPCH ID
M

9.2.3.5

–


>>>>TDD Channelisation Code
M

9.2.3.19

–


RL Information

1


YES
reject

>RL ID
M

9.2.1.53

–


>C-Id
M

9.2.1.9

–


>Frame Offset
M

9.2.1.31

–


>Diversity Control Field
M

9.2.1.25

–


>Initial DL transmission Power
O

DL Power
9.2.1.21

–


>Maximum DL power
O

DL Power

9.2.1.21

–


>Minimum DL power
O

DL Power

9.2.1.21

–


>DL Timeslot ISCP Information

0..<maxnoofDLts>


–


    >>Time slot
M

9.2.3.23

–


    >>DL Timeslot ISCP
M

9.2.3.4B

–


Range bound
Explanation

MaxnoOfDPCH
Maximum number of DPCH in one CCTrCH

MaxnoCCTrCH
number of  CCTrCH for one UE.

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

MaxnoofULts
Maximum number of Uplink time slots per Radio Link

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

9.1.47
RADIO LINK RECONFIGURATION REQUEST

9.1.47.1
FDD Message

9.1.47.2 TDD Message
IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

Node B Communication Context ID
M

9.2.1.48
The reserved value “All NBCC” shall not be used.
YES
reject

Transaction ID 
M

9.2.1.62

–


UL CCTrCH to modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M

9.2.3.3

–


>TFCS
O

9.2.1.58

–


>Puncture Limit
O

9.2.1.50

–


UL CCTrCH  to delete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


DL CCTrCH to modify

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M

9.2.3.3

–


>TFCS
O

9.2.1.58

–


>Puncture Limit
O

9.2.1.50

–


DL CCTrCH to delete

0..<maxnoofCCTrCHs>


EACH
notify

>CCTrCH ID
M



–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>UL FP Mode
O

9.2.1.66

–


>ToAWS
O

9.2.1.61

–


>ToAWE
O

9.2.1.60

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.20

–


>>CCTrCH ID
O

9.2.3.3
UL CCTrCH in which the DCH is mapped.
–


>>CCTrCH ID
O

9.2.3.3
DL CCTrCH in which the DCH is mapped
–


>>Transport Format Set
O

9.2.1.59
For the UL.
–


>>Transport Format Set
O

9.2.1.59
For the DL.
–


>>Retention Priority
O

9.2.1.52A

–


>>Frame Handling Priority
O

9.2.1.30

–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.49

–


>UL FP Mode
M

9.2.1.66

–


>ToAWS
M

9.2.1.61

–


>ToAWE
M

9.2.1.60

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.20

–


>>CCTrCH ID
M

9.2.3.3
UL CCTrCH in which the DCH is mapped.
–


>>CCTrCH ID
M

9.2.3.3
DL CCTrCH in which the DCH is mapped
–


>>Transport Format Set
M

9.2.1.59
For the UL.
–


>>Transport Format Set
M

9.2.1.59
For the DL.
–


>>Retention Priority
M

9.2.1.52A

–


>>Frame Handling Priority
M

9.2.1.30

–


>>QE-Selector
C-CoorDCH

9.2.1.50A

–


DCHs to Delete

0..<maxnoofDSCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.20

–


RL Information

0..1


YES
reject

>RL ID
M

9.2.1.53

–


>Maximum Downlink Power 
O

DL Power
9.2.1.21

–


>Minimum Downlink Power 
O

DL Power
9.2.1.21

–


























Condition
Explanation

CoorDCH
This IE is present only this DCH is part of a set of coordinated DCHs (number of instances of DCH Specific Info is greater than 1)

Range bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs 
Maximum number of CCTrCHs for a UE.




9.1.x
DL POWER TIMESLOT CONTROL REQUEST [TDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
ignore

Node B Communication Context ID
M

9.2.1.48
The reserved value “All NBCC” shall not be used.
YES
ignore

Transaction ID
M

9.2.1.62

–


DL Timeslot ISCP Information

1..<maxnoofDLts>


GLOBAL
ignore

>RL ID
M

9.2.1.53

–


>Time slot
M

9.2.3.23

–


>DL Timeslot ISCP
M

9.2.3.4B

–


Range Bound
Explanation

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

9.2.1.46
Message Type

The Message Type uniquely identifies the message being sent.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type





>Procedure ID
M
1



>>Procedure Code
M

ENUMERATED (
COMMON TRANSPORT CHANNEL SETUP,

COMMON TRANSPORT CHANNEL RECONFIGURATION,

COMMON TRANSPORT CHANNEL DELETION,

BLOCK RESOURCE,

UNBLOCK RESOURCE,

AUDIT REQUIRED,

AUDIT,

COMMON MEASUREMENT INITIATION,

COMMON MEASUREMENT REPORTING,

COMMON MEASUREMENT TERMINATION,

COMMON MEASUREMENT FAILURE,

CELL SETUP,

CELL RECONFIGURATION,

CELL DELETION,

RESOURCE STATUS INDICATION,

SYSTEM INFORMATION UPDATE,

RL SETUP,
RL ADDITION,

SYNCHRONISED RL RECONFIGURATION PREPARATION,

SYNCHRONISED RL RECONFIGURATION COMMIT,

SYNCHRONISED RL RECONFIGURATION CANCELLATION,

UNSYNCHRONISED RL RECONFIGURATION,

RL DELETION,

DL POWER CONTROL,
DL POWER TIMESLOT CONTROL,
DEDICATED MEASUREMENT INITIATION,

DEDICATED MEASUREMENT REPORTING,

DEDICATED MEASUREMENT TERMINATION,

DEDICATED MEASUREMENT FAILURE,

RL FAILURE,

RL RESTORATION,
COMPRESSED MODE COMMAND,
ERROR INDICATION,

PHYSICAL SHARED CHANNEL RECONFIGURATION,

RESET,
 …)


>>Ddmode
M

ENUMERATED (FDD, TDD, Common)
Common = common to FDD and TDD.

>Type of Message
M

ENUMERATED (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome)


9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-PDU-Discriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Descriptions (0) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


MessageDiscriminator,


TransactionID

FROM NBAP-CommonDataTypes


CommonTransportChannelSetupRequestFDD,


CommonTransportChannelSetupRequestTDD,


CommonTransportChannelSetupResponse,


CommonTransportChannelSetupFailure,


CommonTransportChannelReconfigurationRequestFDD,


CommonTransportChannelReconfigurationRequestTDD,


CommonTransportChannelReconfigurationResponse,


CommonTransportChannelReconfigurationFailure,


CommonTransportChannelDeletionRequest,


CommonTransportChannelDeletionResponse,


BlockResourceRequest,


BlockResourceResponse,


BlockResourceFailure,


UnblockResourceIndication,


AuditRequiredIndication,


AuditRequest,


AuditResponse,


CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementInitiationFailure,

CommonMeasurementReport,


CommonMeasurementTerminationRequest,


CommonMeasurementFailureIndication,


CellSetupRequestFDD,


CellSetupRequestTDD,


CellSetupResponse,


CellSetupFailure,


CellReconfigurationRequestFDD,


CellReconfigurationRequestTDD,


CellReconfigurationResponse,


CellReconfigurationFailure,


CellDeletionRequest,


CellDeletionResponse,


ResourceStatusIndication,


SystemInformationUpdateRequest,


SystemInformationUpdateResponse,


SystemInformationUpdateFailure,


ResetRequest,


ResetResponse,

RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RadioLinkSetupFailureFDD,


RadioLinkSetupFailureTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionFailureTDD,


RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReady,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationCancel,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponse,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


DL-PowerControlRequest,


DL-PowerTimeslotControlRequest,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DedicatedMeasurementFailureIndication,


RadioLinkFailureIndication,


RadioLinkRestoreIndication,


CompressedModeCommand,


ErrorIndication,


PrivateMessage,


PhysicalSharedChannelReconfigurationRequestTDD,


PhysicalSharedChannelReconfigurationResponseTDD,


PhysicalSharedChannelReconfigurationFailureTDD
FROM NBAP-PDU-Contents


id-audit,


id-auditRequired,


id-blockResource,


id-cellDeletion,


id-cellReconfiguration,


id-cellSetup,


id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReport,


id-commonMeasurementTermination,


id-commonTransportChannelDelete,


id-commonTransportChannelReconfigure,

id-commonTransportChannelSetup,


id-compressedModeCommand,


id-dedicatedMeasurementFailure,


id-dedicatedMeasurementInitiation,


id-dedicatedMeasurementReport,


id-dedicatedMeasurementTermination,


id-downlinkPowerControl,


id-downlinkPowerTimeslotControlTDD,


id-errorIndicationForDedicated,


id-errorIndicationForCommon,

id-physicalSharedChannelReconfiguration,

id-privateMessageForDedicated,


id-privateMessageForCommon,

id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkRestoration,


id-radioLinkSetup,


id-reset,

id-resourceStatusIndication,


id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPreparation,


id-systemInformationUpdate,


id-unblockResource,


id-unSynchronisedRadioLinkReconfiguration

FROM NBAP-Constants;

-- **************************************************************

--
-- Interface Elementary Procedure List

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURES NBAP-ELEMENTARY-PROCEDURE ::= {


NBAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-1 NBAP-ELEMENTARY-PROCEDURE ::= {


cellSetupFDD









|


cellSetupTDD









|


cellReconfigurationFDD







|


cellReconfigurationTDD







|


cellDeletion









|


commonTransportChannelSetupFDD





|


commonTransportChannelSetupTDD





|


commonTransportChannelReconfigureFDD



|


commonTransportChannelReconfigureTDD



|


commonTransportChannelDelete





|


audit











|


blockResource









|


radioLinkSetupFDD








|


radioLinkSetupTDD








|


systemInformationUpdate







|


commonMeasurementInitiation






|


radioLinkAdditionFDD







|

radioLinkAdditionTDD







|


radioLinkDeletion








|


reset











|

synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unSynchronisedRadioLinkReconfigurationFDD


|


unSynchronisedRadioLinkReconfigurationTDD


|


dedicatedMeasurementInitiation





|


physicalSharedChannelReconfiguration



,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-2 NBAP-ELEMENTARY-PROCEDURE ::= {


resourceStatusIndication






|


auditRequired









|

commonMeasurementReport







|


commonMeasurementTermination





|


commonMeasurementFailure






|


synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure








|

radioLinkRestoration







|


dedicatedMeasurementReport






|


dedicatedMeasurementTermination





|


dedicatedMeasurementFailure






|


downlinkPowerControlFDD







|

downlinkPowerTimeslotControlTDD





|

compressedModeCommand







|


unblockResource









|


errorIndicationForDedicated






|


errorIndicationForCommon






|

privateMessageForDedicated






|


privateMessageForCommon







,

...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

-- Class 1

-- *** CellSetup (FDD) ***

cellSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSetupRequestFDD


SUCCESSFUL OUTCOME

CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellSetup, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CellSetup (TDD) ***

cellSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSetupRequestTDD


SUCCESSFUL OUTCOME

CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellSetup, ddMode tdd } 


CRITICALITY 


reject

}

-- *** CellReconfiguration(FDD) ***

cellReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellReconfigurationRequestFDD


SUCCESSFUL OUTCOME

CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellReconfiguration, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CellReconfiguration(TDD) ***

cellReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellReconfigurationRequestTDD


SUCCESSFUL OUTCOME

CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellReconfiguration,
ddMode tdd } 


CRITICALITY 


reject

}

-- *** CellDeletion ***

cellDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellDeletionRequest


SUCCESSFUL OUTCOME

CellDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellDeletion, ddMode common } 


CRITICALITY 


reject

}
-- *** CommonTransportChannelSetup (FDD) ***

commonTransportChannelSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelSetupRequestFDD


SUCCESSFUL OUTCOME

CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelSetup, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelSetup (TDD) ***

commonTransportChannelSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelSetupRequestTDD


SUCCESSFUL OUTCOME

CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelSetup, ddMode tdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelReconfigure (FDD) ***

commonTransportChannelReconfigureFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelReconfigurationRequestFDD


SUCCESSFUL OUTCOME

CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelReconfigure, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelReconfigure (TDD) ***

commonTransportChannelReconfigureTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME

CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelReconfigure, ddMode tdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelDelete ***

commonTransportChannelDelete NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelDeletionRequest


SUCCESSFUL OUTCOME

CommonTransportChannelDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelDelete, ddMode common } 


CRITICALITY 


reject

}

-- *** Audit ***

audit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AuditRequest


SUCCESSFUL OUTCOME

AuditResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-audit, ddMode common } 


CRITICALITY 


reject

}

-- *** BlockResourceRequest ***

blockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BlockResourceRequest


SUCCESSFUL OUTCOME

BlockResourceResponse


UNSUCCESSFUL OUTCOME
BlockResourceFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-blockResource, ddMode common } 


CRITICALITY 


reject

}

-- *** RadioLinkSetup (FDD) ***

radioLinkSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkSetupRequestFDD


SUCCESSFUL OUTCOME

RadioLinkSetupResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureFDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-radioLinkSetup, ddMode fdd } 


CRITICALITY 


reject

}

-- *** RadioLinkSetup (TDD) ***

radioLinkSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkSetupRequestTDD


SUCCESSFUL OUTCOME

RadioLinkSetupResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-radioLinkSetup, ddMode tdd } 


CRITICALITY 


reject

}

-- *** SystemInformationUpdate ***

systemInformationUpdate NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SystemInformationUpdateRequest


SUCCESSFUL OUTCOME

SystemInformationUpdateResponse


UNSUCCESSFUL OUTCOME
SystemInformationUpdateFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-systemInformationUpdate, ddMode common } 


CRITICALITY 


reject

}

-- *** Reset ***
reset NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResetRequest


SUCCESSFUL OUTCOME

ResetResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-reset, ddMode common } 


CRITICALITY 


reject

}
-- *** CommonMeasurementInitiation ***

commonMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementInitiationRequest


SUCCESSFUL OUTCOME

CommonMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
CommonMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementInitiation,
ddMode common } 


CRITICALITY 


reject

}

-- *** RadioLinkAddition (FDD) ***

radioLinkAdditionFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkAdditionRequestFDD


SUCCESSFUL OUTCOME

RadioLinkAdditionResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkAddition, ddMode fdd } 


CRITICALITY 


reject

}

-- *** RadioLinkAddition (TDD) ***

radioLinkAdditionTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkAdditionRequestTDD


SUCCESSFUL OUTCOME

RadioLinkAdditionResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkAddition, ddMode tdd } 


CRITICALITY 


reject

}

-- *** RadioLinkDeletion
***

radioLinkDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkDeletionRequest


SUCCESSFUL OUTCOME

RadioLinkDeletionResponse


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkDeletion, ddMode common }


CRITICALITY 


reject

}

-- *** SynchronisedRadioLinkReconfigurationPreparation (FDD) ***

synchronisedRadioLinkReconfigurationPreparationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationPrepareFDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode fdd } 


CRITICALITY 


reject

}

-- *** SynchronisedRadioLinkReconfigurationPreparation (TDD) ***

synchronisedRadioLinkReconfigurationPreparationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationPrepareTDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode tdd } 


CRITICALITY 


reject

}

-- *** UnSynchronisedRadioLinkReconfiguration (FDD) ***

unSynchronisedRadioLinkReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationRequestFDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode fdd } 


CRITICALITY 


reject

}

-- *** UnSynchronisedRadioLinkReconfiguration (TDD) ***

unSynchronisedRadioLinkReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationRequestTDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode tdd } 


CRITICALITY 


reject

}

-- *** DedicatedMeasurementInitiation  ***

dedicatedMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementInitiationRequest


SUCCESSFUL OUTCOME

DedicatedMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
DedicatedMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementInitiation, ddMode common }


CRITICALITY 


reject

}

-- *** PhysicalSharedChannelReconfiguration (TDD only) ***

physicalSharedChannelReconfiguration NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalSharedChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationResponseTDD


UNSUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationFailureTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-physicalSharedChannelReconfiguration, ddMode tdd } 


CRITICALITY 

reject

}
-- Class 2

-- *** ResourceStatusIndication ***

resourceStatusIndication NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResourceStatusIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-resourceStatusIndication, ddMode common } 


CRITICALITY 


ignore

}

-- *** AuditRequired ***

auditRequired NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AuditRequiredIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-auditRequired, ddMode common } 


CRITICALITY 


ignore

}
-- *** CommonMeasurementReport ***

commonMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementReport


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementReport, ddMode common } 


CRITICALITY 


ignore

}
-- *** CommonMeasurementTermination ***

commonMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementTermination, ddMode common } 


CRITICALITY 


ignore

}

-- *** CommonMeasurementFailure ***

commonMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementFailureIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementFailure, ddMode common } 


CRITICALITY 


ignore

}
-- *** SynchronisedRadioLinkReconfirurationCommit ***

synchronisedRadioLinkReconfigurationCommit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationCommit


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationCommit, ddMode common } 


CRITICALITY 


ignore

}

-- *** SynchronisedRadioReconfigurationCancellation ***

synchronisedRadioLinkReconfigurationCancellation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationCancel


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationCancellation, ddMode common } 


CRITICALITY 


ignore

}
-- *** RadioLinkFailure ***

radioLinkFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkFailure, ddMode common }


CRITICALITY 


ignore

}

-- *** RadioLinkRestoration ***

radioLinkRestoration NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkRestoreIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkRestoration, ddMode common }


CRITICALITY 


ignore

}
-- *** DedicatedMeasurementReport ***

dedicatedMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementReport


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementReport, ddMode common }


CRITICALITY 


ignore

}

-- *** DedicatedMeasurementTermination  ***

dedicatedMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementTermination, ddMode common }


CRITICALITY 


ignore

}

-- *** DedicatedMeasurementFailure ***

dedicatedMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementFailure, ddMode common }


CRITICALITY 


ignore

}

-- *** DLPowerControl (FDD only) ***

downlinkPowerControlFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DL-PowerControlRequest


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-downlinkPowerControl, ddMode fdd }


CRITICALITY 


ignore

}

-- *** DLPowerTimeslotControl (TDD only) ***

downlinkPowerTimeslotControlTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DL-PowerTimeslotControlRequest

MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-downlinkPowerTimeslotControlTDD, ddMode tdd }


CRITICALITY 


ignore

}

-- *** CompressedModeCommand (FDD only) ***

compressedModeCommand NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CompressedModeCommand


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-compressedModeCommand, ddMode fdd }


CRITICALITY 


ignore

}

-- *** UnblockResourceIndication ***

unblockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UnblockResourceIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-unblockResource, ddMode common } 


CRITICALITY 


ignore

}
-- *** ErrorIndication for Dedicated procedures ***

errorIndicationForDedicated NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode
id-errorIndicationForDedicated, ddMode common }


CRITICALITY 


ignore

}

-- *** ErrorIndication for Common procedures ***

errorIndicationForCommon NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode
id-errorIndicationForCommon, ddMode common }


CRITICALITY 


ignore

}
-- *** PrivateMessage for Dedicated procedures ***

privateMessageForDedicated NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID


{ procedureCode
id-privateMessageForDedicated, ddMode common }


CRITICALITY



ignore

}

-- *** PrivateMessage for Common procedures ***

privateMessageForCommon NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


MESSAGE DISCRIMINATOR
common


PROCEDURE ID


{ procedureCode
id-privateMessageForCommon, ddMode common }


CRITICALITY



ignore

}
END

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

PARTLY OMITTED

id-SFN,


id-ShutdownTimer,


id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Successful-RL-InformationRespList-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespList-RL-SetupFailureFDD,

id-Synchronisation-Configuration-Cell-ReconfRqst,


id-Synchronisation-Configuration-Cell-SetupRqst,

id-SyncCase,


id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH,

id-T-Cell,


id-TFCI2-Bearer-Information-RL-SetupRqstFDD,

id-TFCI2-BearerInformationResponse-RL-SetupRspFDD,


id-TFCI2-BearerSpecificInformation-RL-ReconfPrepFDD,

id-Transmission-Gap-Pattern-Sequence-Information,

id-TimeSlotConfigurationList-Cell-ReconfRqstTDD,

id-TimeSlotConfigurationList-Cell-SetupRqstTDD,

id-TimeslotISCPInfoList-DL-PC-RqstTDD,

id-TransmissionDiversityApplied,


id-UARFCNforNt,

PARTLY OMITTED
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
reject


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-SetupRqstTDD

CRITICALITY
notify


TYPE
UL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-DL-CCTrCH-InformationList-RL-SetupRqstTDD 

CRITICALITY
notify


TYPE
DL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-DCH-InformationList-RL-SetupRqstTDD



CRITICALITY
reject


TYPE
DCH-InformationList-RL-SetupRqstTDD



PRESENCE
optional
}|


{ ID
id-DSCH-InformationList-RL-SetupRqstTDD



CRITICALITY
reject


TYPE
DSCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|


{ ID
id-USCH-InformationList-RL-SetupRqstTDD



CRITICALITY
reject


TYPE
USCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|


{ ID
id-RL-Information-RL-SetupRqstTDD




CRITICALITY
reject


TYPE
RL-Information-RL-SetupRqstTDD




PRESENCE
mandatory 
},


...

}

RadioLinkSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE(1..maxNrOfCCTrCHs)) OF


ProtocolIE-Single-Container{{ UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD

CRITICALITY

notify


TYPE
UL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory}
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS








TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,

uL-DPCH-Information





UL-DPCH-Information-RL-SetupRqstTDD

OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-Information-RL-SetupRqstTDD ::= ProtocolIE-Single-Container{{ UL-DPCH-InformationIE-RL-SetupRqstTDD }}
UL-DPCH-InformationIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationList-RL-SetupRqstTDD

CRITICALITY notify
TYPE UL-DPCH-InformationItem-RL-SetupRqstTDD

PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-InformationList-RL-SetupRqstTDD



UL-Timeslot-InformationList-RL-SetupRqstTDD,

iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationItem-RL-SetupRqstTDD

UL-Timeslot-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


uL-Code-InformationList-RL-SetupRqstTDD



UL-Code-InformationList-RL-SetupRqstTDD,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-Code-InformationItem-RL-SetupRqstTDD

UL-Code-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Single-Container{{ DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD


CRITICALITY

notify


TYPE
DL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory}
}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS








TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,


tdd-TPC-DownlinkStepSize



TDD-TPC-DownlinkStepSize,


cCTrCH-TPCList






CCTrCH-TPCList-RL-SetupRqstTDD,

dL-DPCH-Information





DL-DPCH-Information-RL-SetupRqstTDD

OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CCTrCH-TPCList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF CCTrCH-TPCItem-RL-SetupRqstTDD

CCTrCH-TPCItem-RL-SetupRqstTDD
 ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


iE-Extensions






ProtocolExtensionContainer { { CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...
}
CCTrCH-TPCItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-Information-RL-SetupRqstTDD ::= ProtocolIE-Single-Container{{ DL-DPCH-InformationIE-RL-SetupRqstTDD }}
DL-DPCH-InformationIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationList-RL-SetupRqstTDD

CRITICALITY notify
TYPE DL-DPCH-InformationItem-RL-SetupRqstTDD

PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-SetupRqstTDD
 ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,

tdd-DPCHOffset






TDD-DPCHOffset,

dL-Timeslot-InformationList-RL-SetupRqstTDD



DL-Timeslot-InformationList-RL-SetupRqstTDD,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Timeslot-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationItem-RL-SetupRqstTDD

DL-Timeslot-InformationItem-RL-SetupRqstTDD
 ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationList-RL-SetupRqstTDD



DL-Code-InformationList-RL-SetupRqstTDD,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-Code-InformationItem-RL-SetupRqstTDD

DL-Code-InformationItem-RL-SetupRqstTDD
 ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-InformationItem-RL-SetupRqstTDD
DCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-SpecificInformationList-RL-SetupRqstTDD,


iE-Extensions






ProtocolExtensionContainer { { DCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

DCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-SpecificInformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-SpecificItem-RL-SetupRqstTDD

DCH-SpecificItem-RL-SetupRqstTDD ::=
SEQUENCE {

dCH-ID








DCH-ID,


ul-CCTrCH-ID






CCTrCH-ID,


dl-CCTrCH-ID






CCTrCH-ID,


ul-TransportFormatSet




TransportFormatSet,


dl-TransportFormatSet




TransportFormatSet,


retentionPriority





RetentionPriority,

frameHandlingPriority




FrameHandlingPriority 


OPTIONAL,


qE-Selector







QE-Selector





OPTIONAL,

-- This IE is present only if DCH is part of set of Coordinated DCHs

iE-Extensions






ProtocolExtensionContainer { { DCH-SpecificItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

DCH-SpecificItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-InformationItem-RL-SetupRqstTDD
DSCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


dSCH-ID








DSCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


retentionPriority





RetentionPriority,

frameHandlingPriority




FrameHandlingPriority,


toAWS








ToAWS,


toAWE








ToAWE,


iE-Extensions






ProtocolExtensionContainer { { DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-InformationItem-RL-SetupRqstTDD
USCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


uSCH-ID








USCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


retentionPriority





RetentionPriority,

iE-Extensions






ProtocolExtensionContainer { { USCH-InformationItemIE-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-InformationItemIE-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID








RL-ID,


c-ID








C-ID,


frameOffset







FrameOffset,


initialDL-transmissionPower



DL-Power,


maximumDL-power






DL-Power,


minimumDL-power






DL-Power,


timeslotISCPInfoList




TimeslotISCPInfoList-RL-SetupRqstTDD
OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { RL-Information-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

TimeslotISCPInfoList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF TimeslotISCPInfoItem-RL-SetupRqstTDD
TimeslotISCPInfoItem-RL-SetupRqstTDD ::= SEQUENCE {


timeSlot




TimeSlot,


dL-TimeslotISCP



DL-TimeslotISCP,


iE-Extensions







ProtocolExtensionContainer { {TimeslotISCPInfoItem-RL-SetupRqstTDD-ExtIEs} }


OPTIONAL,

...


}
TimeslotISCPInfoItem-RL-SetupRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PARTLY OMITTED
-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject


TYPE
NodeB-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

reject


TYPE
UL-CCTrCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

reject


TYPE
DL-CCTrCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-RL-Information-RL-AdditionRqstTDD




CRITICALITY

reject


TYPE
RL-Information-RL-AdditionRqstTDD




PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationItem-RL-AdditionRqstTDD
UL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,

uL-DPCH-Information






UL-DPCH-InformationList-RL-AdditionRqstTDD

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-AdditionRqstTDD ::= ProtocolIE-Single-Container {{ UL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

UL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-DPCH-InformationItem-RL-AdditionRqstTDD


CRITICALITY

notify


TYPE
UL-DPCH-InformationItem-RL-AdditionRqstTDD


PRESENCE
mandatory}
}

UL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {



repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


uL-Timeslot-InformationList-RL-AdditionRqstTDD



UL-Timeslot-InformationList-RL-AdditionRqstTDD,

iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Timeslot-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF UL-Timeslot-InformationItem-RL-AdditionRqstTDD

UL-Timeslot-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


uL-Code-InformationList-RL-AdditionRqstTDD



UL-Code-InformationList-RL-AdditionRqstTDD,


iE-Extensions






ProtocolExtensionContainer { { UL-Timeslot-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Timeslot-InformationItem-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-Code-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-Code-InformationItem-RL-AdditionRqstTDD

UL-Code-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { UL-Code-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

UL-Code-InformationItem-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationItem-RL-AdditionRqstTDD
DL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


dL-DPCH-Information






DL-DPCH-InformationList-RL-AdditionRqstTDD

OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-AdditionRqstTDD ::= ProtocolIE-Single-Container {{ DL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

DL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-DPCH-InformationItem-RL-AdditionRqstTDD


CRITICALITY

notify


TYPE
DL-DPCH-InformationItem-RL-AdditionRqstTDD


PRESENCE 
mandatory}
}

DL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tdd-DPCHOffset






TDD-DPCHOffset,


dL-Timeslot-InformationList-RL-AdditionRqstTDD



DL-Timeslot-InformationList-RL-AdditionRqstTDD,

iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-Timeslot-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-Timeslot-InformationItem-RL-AdditionRqstTDD

DL-Timeslot-InformationItem-RL-AdditionRqstTDD
 ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


dL-Code-InformationList-RL-AdditionRqstTDD



DL-Code-InformationList-RL-AdditionRqstTDD,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationItem-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Code-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-Code-InformationItem-RL-AdditionRqstTDD

DL-Code-InformationItem-RL-AdditionRqstTDD
 ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


iE-Extensions






ProtocolExtensionContainer { { DL-Code-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...

}

DL-Code-InformationItem-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {

 
rL-ID









RL-ID,

 
c-ID









C-ID,
 
frameOffset








FrameOffset,

 
diversityControlField





DiversityControlField,


initial-DL-Transmission-Power



DL-Power


OPTIONAL,

 
maximumDL-Power







DL-Power


OPTIONAL,

 
minimumDL-Power







DL-Power


OPTIONAL,


timeslotISCPInfoList





TimeslotISCPInfoList-RL-AdditionRqstTDD
OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { RL-information-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...
 }

TimeslotISCPInfoList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF TimeslotISCPInfoItem-RL-AdditionRqstTDD
TimeslotISCPInfoItem-RL-AdditionRqstTDD ::= SEQUENCE {


timeSlot




TimeSlot,


dL-TimeslotISCP



DL-TimeslotISCP,


iE-Extensions







ProtocolExtensionContainer { {TimeslotISCPInfoItem-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,

...


}
TimeslotISCPInfoItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-information-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PARTLY OMITTED
RL-Information-RL-ReconfRqstTDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power

OPTIONAL,


minDL-Power








DL-Power

OPTIONAL,



iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

RL-InformationItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}











PARTLY OMITTED
-- **************************************************************

--

-- DL POWER CONTROL REQUEST FDD

--

-- **************************************************************

DL-PowerControlRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DL-PowerControlRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DL-PowerControlRequest-Extensions}}

OPTIONAL,


...

}

DL-PowerControlRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY
ignore


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID id-PowerAdjustmentType




CRITICALITY ignore
TYPE PowerAdjustmentType



PRESENCE mandatory} |

{ ID id-DLReferencePower




CRITICALITY ignore
TYPE DL-Power






PRESENCE conditional} |

-- This IE is present only 'Adjustment Type’ equals to 'Common'

{ ID id-DLReferencePowerList-DL-PC-Rqst

CRITICALITY ignore
TYPE DL-ReferencePowerInformationList-DL-PC-Rqst
PRESENCE conditional } |

-- This IE is present only 'Adjustment Type’ equals to 'Individual'

{ ID id-MaxAdjustmentStep




CRITICALITY ignore
TYPE MaxAdjustmentStep


PRESENCE conditional} |

-- This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

{ ID id-AdjustmentPeriod




CRITICALITY ignore
TYPE AdjustmentPeriod


PRESENCE conditional }|

-- This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

{ ID id-AdjustmentRatio


CRITICALITY ignore
TYPE ScaledAdjustmentRatio


PRESENCE conditional
},


-- This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

...

}

DL-PowerControlRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-ReferencePowerInformationList-DL-PC-Rqst ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container {{DL-ReferencePowerInformationItemIE-DL-PC-Rqst }}

DL-ReferencePowerInformationItemIE-DL-PC-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-DL-ReferencePowerInformationItem-DL-PC-Rqst

CRITICALITY

 ignore

TYPE 
DL-ReferencePowerInformationItem-DL-PC-Rqst

PRESENCE 
mandatory

}
}

DL-ReferencePowerInformationItem-DL-PC-Rqst ::= SEQUENCE {


rL-ID








RL-ID,


dl-ReferencePower





DL-Power,


iE-Extensions






ProtocolExtensionContainer { { DL-ReferencePowerInformationItem-DL-PC-Rqst-ExtIEs } }

OPTIONAL,


...



}

DL-ReferencePowerInformationItem-DL-PC-Rqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DL POWER TIMESLOT CONTROL REQUEST TDD

--

-- **************************************************************

DL-PowerTimeslotControlRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DL-PowerTimeslotControlRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DL-PowerTimeslotControlRequest-Extensions}}

OPTIONAL,


...

}

DL-PowerTimeslotControlRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY
ignore


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID id-TimeslotISCPInfoList-DL-PC-RqstTDD

CRITICALITY
ignore


TYPE
TimeslotISCPInfoList-DL-PC-RqstTDD

PRESENCE mandatory },

...

}

TimeslotISCPInfoList-DL-PC-RqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF TimeslotISCPInfoItem-DL-PC-RqstTDD
TimeslotISCPInfoItem-DL-PC-RqstTDD ::= SEQUENCE {


rL-ID





RL-ID,



timeSlot




TimeSlot,


dL-TimeslotISCP



DL-TimeslotISCP,


iE-Extensions







ProtocolExtensionContainer { {TimeslotISCPInfoItem-DL-PC-RqstTDD-ExtIEs} }


OPTIONAL,

...


}
TimeslotISCPInfoItem-DL-PC-RqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-PowerTimeslotControlRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PARTLY OMITTED
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











INTEGER ::= 0

id-auditRequired 









INTEGER ::= 1

id-blockResource 









INTEGER ::= 2

id-cellDeletion 









INTEGER ::= 3

id-cellReconfiguration 








INTEGER ::= 4

id-cellSetup 










INTEGER ::= 5

id-commonMeasurementFailure 






INTEGER ::= 6

id-commonMeasurementInitiation 






INTEGER ::= 7

id-commonMeasurementReport 







INTEGER ::= 8

id-commonMeasurementTermination 





INTEGER ::= 9

id-commonTransportChannelDelete 





INTEGER ::= 10

id-commonTransportChannelReconfigure 




INTEGER ::= 11

id-commonTransportChannelSetup 






INTEGER ::= 12

id-compressedModeCommand 







INTEGER ::= 14

id-dedicatedMeasurementFailure 






INTEGER ::= 16

id-dedicatedMeasurementInitiation 





INTEGER ::= 17

id-dedicatedMeasurementReport 






INTEGER ::= 18

id-dedicatedMeasurementTermination 





INTEGER ::= 19

id-downlinkPowerControl 







INTEGER ::= 20
id-downlinkPowerTimeslotControlTDD 





INTEGER ::= 38
id-errorIndicationForDedicated






INTEGER ::= 21

id-physicalSharedChannelReconfiguration 



INTEGER ::= 37

id-privateMessageForDedicated






INTEGER ::= 22
id-radioLinkAddition 








INTEGER ::= 23

id-radioLinkDeletion 








INTEGER ::= 24

id-radioLinkFailure 








INTEGER ::= 25

id-radioLinkRestoration 







INTEGER ::= 26

id-radioLinkSetup 









INTEGER ::= 27

id-resourceStatusIndication 






INTEGER ::= 28

id-synchronisedRadioLinkReconfigurationCancellation

INTEGER ::= 29

id-synchronisedRadioLinkReconfigurationCommit


INTEGER ::= 30
id-synchronisedRadioLinkReconfigurationPreparation 

INTEGER ::= 31

id-systemInformationUpdate 







INTEGER ::= 32

id-unblockResource 









INTEGER ::= 33

id-unSynchronisedRadioLinkReconfiguration 



INTEGER ::= 34

id-errorIndicationForCommon







INTEGER ::= 35
id-privateMessageForCommon







INTEGER ::= 36
id-reset











INTEGER ::= 37

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 




INTEGER ::= 65535

maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs




INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCodes



INTEGER ::= 10
maxNrOfDLTSs



INTEGER ::= 15
maxNrOfDLCodes



INTEGER ::= 8

maxNrOfErrors



INTEGER ::= 256

maxNrOfTFs




INTEGER ::= 32

maxNrOfTFCs




INTEGER ::= 1024

maxNrOfRLs




INTEGER ::= 16

maxNrOfRLSets



INTEGER ::= maxNrOfRLs
maxNrOfDPCHs



INTEGER ::= 240

maxNrOfSCCPCHs



INTEGER ::= 8

maxNrOfCPCHs



INTEGER ::= 4

maxNrOfPCPCHs



INTEGER ::= 64
maxNrOfDCHs




INTEGER ::= 128

maxNrOfDSCHs



INTEGER ::= 32

maxNrOfFACHs



INTEGER ::= 8

maxNrOfCCTrCHs



INTEGER ::= 16

maxNrOfPDSCHs



INTEGER ::= 256

maxNrOfPUSCHs



INTEGER ::= 256

maxNrOfPDSCHSets


INTEGER ::= 256

maxNrOfPUSCHSets


INTEGER ::= 256

maxNrOfULTSs



INTEGER ::= 15
maxNrOfUSCHs



INTEGER ::= 32

maxAPSigNum




INTEGER ::= 16
maxNrOfSlotFormatsPRACH

INTEGER ::= 8

maxCellinNodeB



INTEGER ::= 256

maxCCPinNodeB



INTEGER ::= 256

maxCPCHCell




INTEGER ::= 64
maxCTFC





INTEGER ::= 16777215
maxLocalCellinNodeB


INTEGER ::= maxCellinNodeB
maxNoofLen




INTEGER ::= 7
maxRACHCell




INTEGER ::= maxPRACHCell
maxPRACHCell



INTEGER ::= 16

maxPCPCHCell



INTEGER ::= 64
maxSCCPCHCell



INTEGER ::= 32

maxSCPICHCell



INTEGER ::= 32

maxTTI-count



INTEGER ::= 4

maxIBSEG




INTEGER ::= 16

maxIB





INTEGER ::= 64

maxFACHCell 



INTEGER ::= 256
-- maxNrOfFACHs * maxSCCPCHCell
maxRateMatching



INTEGER ::= 256

maxCodeNrComp-1



INTEGER ::= 256

maxNrOfCodeGroups


INTEGER ::= 256

maxNrOfTFCIGroups


INTEGER ::= 256

maxNrOfTFCI1Combs


INTEGER ::= 512

maxNrOfTFCI2Combs


INTEGER ::= 1024

maxNrOfTFCI2Combs-1


INTEGER ::= 1023
maxNrOfSF




INTEGER ::= 8

maxTGPS





INTEGER ::= 6
maxCommunicationContext

INTEGER ::= 1048575
-- **************************************************************

--

-- IEs

--

-- **************************************************************
id-AICH-InformationItem-AuditRsp








INTEGER ::= 0

id-AICH-InformationItem-ResourceStatusInd






INTEGER ::= 1

id-BCH-InformationItem-AuditRsp









INTEGER ::= 7

id-BCH-InformationItem-ResourceStatusInd






INTEGER ::= 8

id-BCCH-ModificationTime










INTEGER ::= 9

id-BlockingPriorityIndicator









INTEGER ::= 10

id-Case1Item-Cell-SetupRqstTDD









INTEGER ::= 11

id-Case2Item-Cell-SetupRqstTDD









INTEGER ::= 12

id-Cause














INTEGER ::= 13

id-CCP-InformationItem-AuditRsp









INTEGER ::= 14

id-CCP-InformationList-AuditRsp









INTEGER ::= 15

id-CCP-InformationItem-ResourceStatusInd






INTEGER ::= 16

id-Cell-InformationItem-AuditRsp








INTEGER ::= 17

id-Cell-InformationItem-ResourceStatusInd






INTEGER ::= 18

id-Cell-InformationList-AuditRsp








INTEGER ::= 19

id-CellItem-CM-Rprt












INTEGER ::= 20

id-CellItem-CM-Rqst












INTEGER ::= 21

id-CellItem-CM-Rsp












INTEGER ::= 22

id-CellParameterID












INTEGER ::= 23

id-CFN















INTEGER ::= 24

id-C-ID















INTEGER ::= 25

id-CombiningItem-RL-AdditionFailureFDD







INTEGER ::= 26

id-CombiningItem-RL-AdditionRspFDD








INTEGER ::= 27

id-CombiningItem-RL-AdditionRspTDD








INTEGER ::= 28

id-CombiningItem-RL-SetupFailureFDD








INTEGER ::= 29

id-CombiningItem-RL-SetupRspFDD









INTEGER ::= 30

id-CommonMeasurementObjectType-CM-Rprt







INTEGER ::= 31

id-CommonMeasurementObjectType-CM-Rqst







INTEGER ::= 32

id-CommonMeasurementObjectType-CM-Rsp







INTEGER ::= 33

id-CommonMeasurementType










INTEGER ::= 34

id-CommonPhysicalChannelID










INTEGER ::= 35

id-CommonPhysicalChannelType-CTCH-SetupRqstFDD





INTEGER ::= 36

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD





INTEGER ::= 37

id-CommonTransportChannelType-CTCH-ReconfRqstTDD




INTEGER ::= 38

id-CommunicationControlPortID









INTEGER ::= 40

id-ConfigurationGenerationID









INTEGER ::= 43

id-CRNC-CommunicationContextID









INTEGER ::= 44

id-CriticalityDiagnostics










INTEGER ::= 45

id-DCH-AddList-RL-ReconfPrepFDD









INTEGER ::= 48

id-DCH-AddList-RL-ReconfPrepTDD









INTEGER ::= 49

id-DCH-AddList-RL-ReconfRqstFDD









INTEGER ::= 50

id-DCH-AddList-RL-ReconfRqstTDD









INTEGER ::= 51

id-DCH-DeleteList-RL-ReconfPrepFDD








INTEGER ::= 52

id-DCH-DeleteList-RL-ReconfPrepTDD








INTEGER ::= 53

id-DCH-DeleteList-RL-ReconfRqstFDD








INTEGER ::= 54

id-DCH-DeleteList-RL-ReconfRqstTDD








INTEGER ::= 55

id-DCH-InformationList-RL-SetupRqstFDD







INTEGER ::= 56

id-DCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 57

id-DCH-InformationResponseItem-RL-SetupRspTDD





INTEGER ::= 58

id-DCH-InformationResponseListIE-RL-SetupRspTDD





INTEGER ::= 59

id-DCH-ModifyList-RL-ReconfPrepFDD








INTEGER ::= 62

id-DCH-ModifyList-RL-ReconfPrepTDD








INTEGER ::= 63

id-DCH-ModifyList-RL-ReconfRqstFDD








INTEGER ::= 64

id-DCH-ModifyList-RL-ReconfRqstTDD








INTEGER ::= 65

id-DedicatedMeasurementObjectType-DM-Rprt






INTEGER ::= 67

id-DedicatedMeasurementObjectType-DM-Rqst






INTEGER ::= 68

id-DedicatedMeasurementObjectType-DM-Rsp






INTEGER ::= 69

id-DedicatedMeasurementType










INTEGER ::= 70

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD





INTEGER ::= 72

id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD





INTEGER ::= 73

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD





INTEGER ::= 76

id-DL-DPCH-InformationItem-RL-AdditionRqstTDD





INTEGER ::= 77

id-DL-DPCH-InformationList-RL-SetupRqstTDD






INTEGER ::= 79

id-DL-DPCH-Information-RL-ReconfPrepFDD







INTEGER ::= 81

id-DL-DPCH-Information-RL-ReconfRqstFDD







INTEGER ::= 82

id-DL-DPCH-Information-RL-SetupRqstFDD







INTEGER ::= 83

id-DL-ReferencePowerInformationItem-DL-PC-Rqst





INTEGER ::= 84

id-DLReferencePower












INTEGER ::= 85

id-DLReferencePowerList-DL-PC-Rqst








INTEGER ::= 86

id-DSCH-AddItem-RL-ReconfPrepFDD








INTEGER ::= 87

id-DSCH-AddItem-RL-ReconfRqstFDD








INTEGER ::= 88

id-DSCH-AddList-RL-ReconfPrepFDD








INTEGER ::= 89

id-DSCH-DeleteItem-RL-ReconfPrepFDD








INTEGER ::= 91

id-DSCH-DeleteItem-RL-ReconfRqstFDD








INTEGER ::= 92

id-DSCH-DeleteList-RL-ReconfPrepFDD








INTEGER ::= 93

id-DSCH-ID














INTEGER ::= 95

id-DSCH-information-AddList-RL-ReconfPrepTDD





INTEGER ::= 96

id-DSCH-Information-DeleteList-RL-ReconfPrepTDD





INTEGER ::= 98

id-DSCH-Information-ModifyList-RL-ReconfPrepTDD





INTEGER ::= 100

id-DSCH-InformationResponseListIE-RL-AdditionRspTDD




INTEGER ::= 102

id-DSCH-InformationRespListIE-RL-SetupFailureFDD




INTEGER ::= 103

id-DSCH-InformationResponseListIE-RL-SetupRspFDD




INTEGER ::= 104

id-DSCH-InformationResponseListIE-RL-SetupRspTDD




INTEGER ::= 105

id-DSCH-InformationList-RL-SetupRqstFDD







INTEGER ::= 106

id-DSCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 107

id-DSCH-ModifyItem-RL-ReconfPrepFDD








INTEGER ::= 108

id-DSCH-ModifyItem-RL-ReconfRqstFDD








INTEGER ::= 109

id-DSCH-ModifyList-RL-ReconfPrepFDD








INTEGER ::= 112

id-FACH-InformationItem-AuditRsp








INTEGER ::= 116

id-FACH-InformationItem-ResourceStatusInd






INTEGER ::= 117

id-FACHItem-CTCH-SetupRsp










INTEGER ::= 118

id-FACH-ParametersList-CTCH-ReconfRqstTDD






INTEGER ::= 120

id-FACH-ParametersListIE-CTCH-SetupRqstFDD






INTEGER ::= 121

id-FACH-ParametersListIE-CTCH-SetupRqstTDD






INTEGER ::= 122

id-IndicationType-ResourceStatusInd








INTEGER ::= 123

id-Local-Cell-ID












INTEGER ::= 124

id-Local-Cell-InformationItem-AuditRsp







INTEGER ::= 125

id-Local-Cell-InformationItem-ResourceStatusInd





INTEGER ::= 126

id-Local-Cell-InformationItem2-ResourceStatusInd




INTEGER ::= 127

id-Local-Cell-InformationList-AuditRsp







INTEGER ::= 128

id-AdjustmentPeriod












INTEGER ::= 129

id-MaxAdjustmentStep











INTEGER ::= 130

id-MaximumTransmissionPower










INTEGER ::= 131

id-MeasurementFilterCoefficient









INTEGER ::= 132

id-MeasurementID












INTEGER ::= 133

id-MIB-SIB-InformationList-SystemInfoUpdateRqst





INTEGER ::= 134

id-NodeBInformation-AuditRep









INTEGER ::= 135

id-No-DeletionItem-SystemInfoUpdate








INTEGER ::= 136

id-No-FailureItem-ResourceStatusInd








INTEGER ::= 137

id-Non-CombiningItem-RL-AdditionFailureFDD






INTEGER ::= 138

id-Non-CombiningItem-RL-AdditionRspFDD







INTEGER ::= 139

id-Non-CombiningItem-RL-AdditionRspTDD







INTEGER ::= 140

id-NonCombiningOrFirstRLItem-RL-SetupFailureFDD





INTEGER ::= 141

id-NonCombiningOrFirstRLItem-RL-SetupRspFDD






INTEGER ::= 142

id-NodeB-CommunicationContextID









INTEGER ::= 143

id-P-CCPCH-InformationItem-AuditRsp








INTEGER ::= 144

id-P-CCPCH-InformationItem-ResourceStatusInd





INTEGER ::= 145

id-P-CPICH-InformationItem-AuditRsp








INTEGER ::= 146

id-P-CPICH-InformationItem-ResourceStatusInd





INTEGER ::= 147

id-P-SCH-InformationItem-AuditRsp








INTEGER ::= 148

id-P-SCH-InformationItem-ResourceStatusInd






INTEGER ::= 149

id-PCCPCH-Information-Cell-ReconfRqstTDD






INTEGER ::= 150

id-PCCPCH-Information-Cell-SetupRqstTDD







INTEGER ::= 151

id-PCH-InformationItem-ResourceStatusInd






INTEGER ::= 152

id-PCHItem-CTCH-SetupRsp










INTEGER ::= 153

id-PCH-Parameters-CTCH-ReconfRqstTDD







INTEGER ::= 155

id-PCH-ParametersItem-CTCH-SetupRqstFDD







INTEGER ::= 156

id-PCH-ParametersItem-CTCH-SetupRqstTDD







INTEGER ::= 157

id-PCH-InformationItem-AuditRsp









INTEGER ::= 158

id-PICH-InformationItem-ResourceStatusInd






INTEGER ::= 159

id-PD















INTEGER ::= 160

id-PDSCH-Information-AddListIE-PSCH-ReconfRqst





INTEGER ::= 161

id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst




INTEGER ::= 162

id-PDSCHSets-AddList-PSCH-ReconfRqst







INTEGER ::= 163

id-PDSCHSets-DeleteList-PSCH-ReconfRqst







INTEGER ::= 164

id-PDSCHSets-ModifyList-PSCH-ReconfRqst







INTEGER ::= 165

id-PICH-InformationItem-AuditRsp








INTEGER ::= 166

id-PICH-Parameters-CTCH-ReconfRqstTDD







INTEGER ::= 168

id-PowerAdjustmentType











INTEGER ::= 169

id-PRACH-InformationItem-AuditRsp








INTEGER ::= 170

id-PRACH-InformationItem-ResourceStatusInd






INTEGER ::= 171

id-PRACHItem-CTCH-SetupRqstFDD









INTEGER ::= 172

id-PRACHItem-CTCH-SetupRqstTDD









INTEGER ::= 173

id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD





INTEGER ::= 175

id-PrimaryCCPCH-Information-Cell-SetupRqstFDD





INTEGER ::= 176

id-PrimaryCPICH-Information-Cell-ReconfRqstFDD





INTEGER ::= 177

id-PrimaryCPICH-Information-Cell-SetupRqstFDD





INTEGER ::= 178

id-PrimarySCH-Information-Cell-ReconfRqstFDD





INTEGER ::= 179

id-PrimarySCH-Information-Cell-SetupRqstFDD






INTEGER ::= 180

id-PrimaryScramblingCode










INTEGER ::= 181

id-ProcedureScopeType-DL-PC-Rqst








INTEGER ::= 182

id-SCH-Information-Cell-ReconfRqstTDD







INTEGER ::= 183

id-SCH-Information-Cell-SetupRqstTDD







INTEGER ::= 184

id-PUSCH-Information-AddListIE-PSCH-ReconfRqst





INTEGER ::= 185

id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst




INTEGER ::= 186

id-PUSCHSets-AddList-PSCH-ReconfRqst







INTEGER ::= 187

id-PUSCHSets-DeleteList-PSCH-ReconfRqst







INTEGER ::= 188

id-PUSCHSets-ModifyList-PSCH-ReconfRqst







INTEGER ::= 189

id-RACH-InformationItem-AuditRsp








INTEGER ::= 190

id-RACH-InformationItem-ResourceStatusInd






INTEGER ::= 191

id-RACHItem-CTCH-SetupRsp










INTEGER ::= 192

id-RACHItem-CM-Rprt












INTEGER ::= 193

id-RACHItem-CM-Rqst












INTEGER ::= 194

id-RACHItem-CM-Rsp












INTEGER ::= 195

id-RACH-ParametersItem-CTCH-SetupRqstFDD






INTEGER ::= 196

id-RACH-ParameterItem-CTCH-SetupRqstTDD







INTEGER ::= 197

id-ReportCharacteristics










INTEGER ::= 198

id-Reporting-Object-RL-FailureInd








INTEGER ::= 199

id-Reporting-Object-RL-RestoreInd








INTEGER ::= 200

id-RL-ID














INTEGER ::= 201

id-RL-InformationItem-DM-Rprt









INTEGER ::= 202

id-RL-InformationItem-DM-Rqst









INTEGER ::= 203

id-RL-InformationItem-DM-Rsp









INTEGER ::= 204

id-RL-InformationItem-RL-AdditionRqstFDD






INTEGER ::= 205

id-RL-informationItem-RL-DeletionRqst







INTEGER ::= 206

id-RL-InformationItem-RL-FailureInd








INTEGER ::= 207

id-RL-InformationItem-RL-ReconfPrepFDD







INTEGER ::= 208

id-RL-InformationItem-RL-ReconfRqstFDD







INTEGER ::= 209

id-RL-InformationItem-RL-RestoreInd








INTEGER ::= 210

id-RL-InformationItem-RL-SetupRqstFDD







INTEGER ::= 211

id-RL-InformationList-RL-AdditionRqstFDD






INTEGER ::= 212

id-RL-informationList-RL-DeletionRqst







INTEGER ::= 213

id-RL-InformationList-RL-ReconfPrepFDD







INTEGER ::= 214

id-RL-InformationList-RL-ReconfRqstFDD
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