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Reason for change:
(

In communication with R2 and N1 it has become evident that CN Information Broadcast procedure is not needed in RANAP. In R3#16 it was agreed to remove this procedure from RANAP protocol and UTRAN Iu interface (TS 25.410) specification. The CR (R3-003135) to remove the procedure from RANAP has been already approved in Iu SWG in RAN3#17.  




Summary of change:
(

All the references to CN Information Broadcast procedure was removed. 




Consequences if 
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not approved:
The text in TS 25.410 will be incorrect.    
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5.3
Radio Resource Management over Iu

5.3.1
Radio resource admission control

This function is used at radio access bearer establishment and it is divided in two parts:

a)
Subscription based admission control


When CN receives a request to establish or modify a radio access bearer, the CN verifies if the subscriber is allowed to use a radio access bearer with the requested parameters. Based on the verification the CN will accept or reject the request. This part is called "Subscription based admission control" and it is handled by the CN.

b)
Radio resource admission control


When UTRAN receives a request to establish or modify a radio access bearer from the CN, the current radio resource situation is analysed and the admission control either accepts or rejects the request. This part is called "Radio resource admission control" and it handled by the UTRAN. If the request is queued, this part is handled by the RAB queuing, pre-emption and priority function.

Part b) is only performed if CN accept the request to establish a radio access bearer.

5.3.2
Broadcast information management

This function consists in the broadcast from network toward UE of some information in the coverage area of the whole network or different parts of the network.

There are two kinds of Broadcast information management. UTRAN broadcast information and Cell Broadcast information management. All UTRAN broadcast information management shall be handled locally within UTRAN. All Cell Broadcast information is controlled by CN and executed by  UTRAN .

5.4
Iu link Management functions
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