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Reason for change:
(

The current definition of SAI is ambiguous, and the definition needs aligning with the clarification for 23.003, which distinguishes between PS/CS and BC domains.




Summary of change:
(

Removal of word “uniquely”, and addition of statement with regard to which SAI shall be used.
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not approved:
Different implementations of RNC will exhibit different behaviours, making multi-vendor interworking unpredictable or impossible.
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9.2.11
Service Area Identifier

Service Area Identifier IE is used to identify an area consisting of one or more cells belonging to the same Location Area. Such an area is called a Service Area. For this protocol, only Service Areas that are defined to be applicable to the BC domain shall be used. 

IE/Group Name
Presence
Range
IE type and Reference
Semantics description

SAI





>PLMN ID
M

OCTET STRING (SIZE (3))
- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN-ID consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

>LAC 
M

OCTET STRING (2)
0000 and FFFE not allowed.

>SAC
M

OCTET STRING (2)
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