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Reason for change:
(

The changes proposed in this CR concern the following

· Aligning the transfer of RRC information with the way it is transferred across the A- interface. This alignment is needed to make the RRC container transparent for the core network. According to the current specifications the core network has to modify the RRC information

For further information, see Tdoc R2-012467




Summary of change:
(

The original revision of this CR introduces the following changes

· Target RNC to Source RNC transparent container, used in 25.413 RELOCATION REQUEST ACKNOWLEDGE, should refer to 25.331 HANDOVER TO UTRAN COMMAND instead of referring to the RRC information, target RNC to source system

Impact analysis

Impact assessment towards the previous version of the specification (same release):
This CR has isolated impact since it implies a change of the content of the RRC container used in RELOCATION REQUEST ACKNOWLEDGE.
This CR has impact under functional point of view.
The impact can be considered isolated because the change only affects the inter RAT handover to UTRAN.






Consequences if 
(

not approved:
The transfer of the RRC information is not aligned with the A- interface which implies that the information is not transparent to the core network
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9.2.1.30
Target RNC to Source RNC Transparent Container

Target RNC to Source RNC Transparent Container IE is an information element that is produced by target RNC and is transmitted to source RNC. In inter-system relocation the IE is transmitted from target RNC to the external relocation source.

This IE is transparent to CN.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

RRC Container
M

OCTET STRING
Either “RRC information, target RNC to source RNC” or “HANDOVER TO UTRAN COMMAND” as  defined in  [10]

d-RNTI
O

 INTEGER (0..1048575)
May be included to allow the triggering of the Relocation Detect procedure from the Iur Interface
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