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8.3.6
Radio Link Deletion

8.3.6.1
General

The Radio Link Deletion procedure is used to release the resources in a Node B for one or more established radio links towards a UE.

The Radio Link Deletion procedure may be initiated by the CRNC at any time when the Node B Communication Context exists.

8.3.6.2
Successful Operation
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Figure 36: Radio Link Deletion procedure, Successful Operation

The procedure is initiated with a RADIO LINK DELETION REQUEST message sent from the CRNC to the Node B.

Upon receipt of this message, the Node B shall delete the radio link(s) identified by the RL ID IE, Node B Communication ID IE and CRNC Communication ID IE and release all associated resources and respond to the CRNC with a RADIO LINK DELETION RESPONSE message.

[FDD – After deletion of the RL(s), the UL out-of-sync algorithm defined in ref. [10] shall for each of the remaining RL Set(s) use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE, and the minimum value of the parameters N_INSYNC_IND, that are configured in the cells supporting the radio links of the RL Set].

8.3.6.3
Unsuccessful Operation

-

8.3.6.4
Abnormal Conditions

If the RL indicated by the RL ID IE, Node B Communication ID IE and CRNC Communication ID IE does not exists, the Node B shall respond with the RADIO LINK DELETION RESPONSE message and use the CRNC Communication Context ID IE received in the RADIO LINK DELETION REQUEST message.

If the Node B Communication ID IE does not exist or is not comprehended, the Node B shall respond with the RADIO LINK DELETION RESPONSE message and use the CRNC Communication Context ID IE received in the RADIO LINK DELETION REQUEST message.
If the CRNC Communication ID IE does not exist, the Node B shall respond with the RADIO LINK DELETION RESPONSE message and use the CRNC Communication Context ID IE received in the RADIO LINK DELETION REQUEST message.
/*editor’s note – sections skipped*/
9.1.37
RADIO LINK SETUP RESPONSE

9.1.37.1
FDD message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value “All CRNCCC” shall not be used.
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value “All NBCC” shall not be used.
	YES
	reject

	Communication Control Port ID
	M
	
	9.2.1.15
	
	YES
	ignore

	RL Information Response
	
	1 to  <maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>RL Set ID
	M
	
	9.2.2.39
	
	
	

	>Received total wide band power
	M
	
	9.2.2.39A
	
	–
	

	>Diversity Indication
	C-NotFirstRL
	
	9.2.1.26
	
	–
	

	>CHOICE diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.53
	Reference RL ID for the combining
	–
	

	>>Non Combining or First RL
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.20C
	
	-
	

	>DSCH Information Response
	O
	
	9.2.1.27A
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	TFCI2 Bearer Information Response
	O
	
	9.2.2.49A
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore


	Condition
	Explanation

	NotFirstRL
	The IE shall be present if the RL is not the first one in the  Response IE.


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE.


9.1.37.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value “All CRNCCC” shall not be used.
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value “All NBCC” shall not be used.
	YES
	reject

	Communication Control Port ID
	M
	
	9.2.1.15
	
	YES
	ignore

	RL Information Response
	
	1
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.26D
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.26B
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.20C
	
	YES
	ignore

	>DSCH Information Response
	O
	
	9.2.1.27A
	
	YES
	ignore

	>USCH Information Response
	O
	
	9.2.3.28
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore


9.1.38
RADIO LINK SETUP FAILURE

9.1.38.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value “All CRNCCC” shall not be used.
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	C-Success 
	
	9.2.1.48
	The reserved value “All NBCC” shall not be used
	YES
	reject

	Communication Control Port ID
	O
	
	9.2.1.15
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.6
	
	–
	

	>RL specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1 to

 <maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>Cause
	M
	
	9.2.1.6
	
	–
	

	>>Successful RL Information Response
	
	0 to

<maxnoofRLs–1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.39
	
	
	

	>>>Received total wide band power
	M
	
	9.2.2.39A
	
	–
	

	>>>Diversity Indication
	C-NotFirstRL
	
	9.2.1.26
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.53
	Reference RL ID for the combining
	–
	

	>>>>Non Combining or First RL
	
	
	
	
	–
	

	>>>>>DCH Information    Response
	M
	
	9.2.1.20C
	
	-
	

	>>>DSCH Information Response
	O
	
	9.2.1.27A
	
	YES
	ignore

	>>>TFCI2 Bearer Information Response
	O
	
	9.2.2.49A
	
	-
	

	>>>SSDT Support Indicator
	M
	
	9.2.2.46
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore


	Condition
	Explanation

	Success
	The IE shall be present if at least one of the radio links has been successfully set up.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the Successful RL Information Response IE.


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE.


/*editor’s note – sections skipped*/
9.1.49
RADIO LINK DELETION REQUEST

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value “All NBCC” shall not be used.
	YES
	notify

	CRNC Communication Context ID
	M
	
	9.2.1.18
	
	YES
	notify

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	RL Information 
	
	1..<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of radio links for one UE


/*editor’s note – sections skipped*/
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }
/*editor’s note – sections skipped*/
-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupResponseFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
ignore


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-NodeB-CommunicationContextID





CRITICALITY
reject


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
}|


{ ID
id-CommunicationControlPortID





CRITICALITY
ignore


TYPE
CommunicationControlPortID





PRESENCE
mandatory
}|


{ ID
id-RL-InformationResponseList-RL-SetupRspFDD

CRITICALITY
ignore


TYPE
RL-InformationResponseList-RL-SetupRspFDD

PRESENCE
mandatory
}|


{ ID
id-TFCI2-BearerInformationResponse
CRITICALITY
ignore


TYPE
TFCI2-BearerInformationResponse
PRESENCE
optional
}|

{ ID
id-CriticalityDiagnostics






CRITICALITY
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

RadioLinkSetupResponseFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container{{ RL-InformationResponseItemIE-RL-SetupRspFDD }}

RL-InformationResponseItemIE-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-SetupRspFDD


CRITICALITY

ignore

TYPE
RL-InformationResponseItem-RL-SetupRspFDD

PRESENCE
mandatory}
}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID










RL-ID,


rL-Set-ID









RL-Set-ID,

received-total-wide-band-power










Received-total-wide-band-power-Value,

diversityIndication



DiversityIndication-RL-SetupRspFDD,


-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in

-- the tabular message format in subclause 9.1.


dSCH-InformationResponseList




DSCH-InformationResponseList-RL-SetupRspFDD

OPTIONAL,


sSDT-SupportIndicator






SSDT-SupportIndicator,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-SetupRspFDD ::= CHOICE {


combining








Combining-RL-SetupRspFDD,


nonCombiningOrFirstRL





NonCombiningOrFirstRL-RL-SetupRspFDD
}

Combining-RL-SetupRspFDD ::= SEQUENCE {


rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { Combining-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

Combining-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NonCombiningOrFirstRL-RL-SetupRspFDD ::= SEQUENCE {


dCH-InformationResponse





DCH-InformationResponse,


iE-Extensions








ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-InformationResponseList-RL-SetupRspFDD ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseListIEs-RL-SetupRspFDD }}

DSCH-InformationResponseListIEs-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponse   CRITICALITY ignore
TYPE DSCH-InformationResponse

PRESENCE mandatory }
}
-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupResponseTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID 
id-CRNC-CommunicationContextID





CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-NodeB-CommunicationContextID





CRITICALITY 
ignore


TYPE
NodeB-CommunicationContextID




PRESENCE 
mandatory
}|


{ ID 
id-CommunicationControlPortID





CRITICALITY 
reject


TYPE 
CommunicationControlPortID





PRESENCE 
mandatory
}|


{ ID 
id-RL-InformationResponse-RL-SetupRspTDD


CRITICALITY 
ignore


TYPE
RL-InformationResponse-RL-SetupRspTDD


PRESENCE 
mandatory
}|


{ ID 
id-CriticalityDiagnostics






CRITICALITY 
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

RadioLinkSetupResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID










RL-ID,


uL-TimeSlot-ISCP-Info



UL-TimeSlot-ISCP-Info,


ul-PhysCH-SF-Variation






UL-PhysCH-SF-Variation,

dCH-InformationResponseList





DCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


dSCH-InformationResponseList




DSCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


uSCH-InformationResponseList




USCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseList-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseList-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container{{ DCH-InformationResponseListIEs-RL-SetupRspTDD }}
DCH-InformationResponseListIEs-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse
CRITICALITY 
ignore

TYPE 
DCH-InformationResponse  PRESENCE
mandatory}
 }
DSCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseListIEs-RL-SetupRspTDD }}

DSCH-InformationResponseListIEs-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponse   CRITICALITY ignore
TYPE DSCH-InformationResponse

PRESENCE mandatory }
}
USCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{ USCH-InformationResponseListIEs-RL-SetupRspTDD }}

USCH-InformationResponseListIEs-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationResponse   CRITICALITY ignore
TYPE USCH-InformationResponse

PRESENCE mandatory }
}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupFailureFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID








CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID








PRESENCE 
mandatory
}|


{ ID
id-NodeB-CommunicationContextID








CRITICALITY

reject


TYPE
NodeB-CommunicationContextID







PRESENCE
conditional
}|


-- This IE shall be present if at least one of the radio links has been successfully set up

{ ID
id-CommunicationControlPortID








CRITICALITY

ignore


TYPE
CommunicationControlPortID








PRESENCE
optional 
}|


{ ID    id-CauseLevel-RL-SetupFailureFDD







CRITICALITY

ignore


TYPE
CauseLevel-RL-SetupFailureFDD

PRESENCE   mandatory
}|

{ ID
id-CriticalityDiagnostics









CRITICALITY

ignore


TYPE
CriticalityDiagnostics









PRESENCE
optional
},


...

}

RadioLinkSetupFailureFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK DELETION REQUEST

--

-- **************************************************************

RadioLinkDeletionRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkDeletionRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkDeletionRequest-Extensions}}

OPTIONAL,


...

}

RadioLinkDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

notify


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory

} |

{ ID
id-CRNC-CommunicationContextID




CRITICALITY

notify



TYPE
CRNC-CommunicationContextID



PRESENCE
mandatory
}|

{ ID
id-RL-informationList-RL-DeletionRqst


CRITICALITY

notify


TYPE
RL-informationList-RL-DeletionRqst


PRESENCE
mandatory

} ,


...

}

RadioLinkDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-informationList-RL-DeletionRqst ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container {{RL-informationItemIE-RL-DeletionRqst}}

RL-informationItemIE-RL-DeletionRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-informationItem-RL-DeletionRqst


CRITICALITY

notify


TYPE
RL-informationItem-RL-DeletionRqst



PRESENCE
mandatory}
}

RL-informationItem-RL-DeletionRqst ::= SEQUENCE {

 
rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { RL-informationItem-RL-DeletionRqst-ExtIEs} }

OPTIONAL,


...


 }

RL-informationItem-RL-DeletionRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
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