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Reason for change:
(

 There is a lack of specification w.r.t. PER encoding of bitstrings in X691. A clarification will appear in the 2002 version of X.691, but as RAN3 specifications refer to the 1997 version, this amendement will not automatically apply to RAN3 specifications. Therefore a specific clarification is needed within the RAN3 TSs. For further reasoning, please refer to document R3-013363.




Summary of change:
(

A clarification was added to subclause 9.4.

Rev.1: a slight rewording of the added note was performed and the reference to X.680 was reformulated. Rev2: tdoc number was added on the cover page.




Consequences if 
(

not approved:
If this CR is not approved, RANAP will still refer to an incomplete specification w.r.t. to the PER encoding of bitstrings.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 

This CR has no impact on the previous version of the specification (same release) for implementations aligned with the added clarification. For implementations based otherwise on different assumptions, this CR may have isolated/non isolated impact, depending on the single implementation choices. It must be stated that this interpretation is the assumed one in ITU-T and the clarification was added only for completeness.
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How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
9.4
Message Transfer Syntax

RANAP shall use the ASN.1 Basic Packed Encoding Rules (BASIC-PER) Aligned Variant as transfer syntax as specified in ref. [13].
The following encoding rules apply in addition to what has been specified in X.691 [13]:
When a bitstring value is placed in a bit-field as specified in 15.6 to 15.11 in [13], the leading bit of the bitstring value shall be placed in the leading bit of the bit-field, and the trailing bit of the bitstring value shall be placed in the trailing bit of the bit-field.
NOTE - When using the "bstring" notation, the leading bit of the bitstring value is on the left, and the trailing bit of the bitstring value is on the right. The term ‘leading bit’ is to be interpreted as equal to the term ‘first bit’ defined in [14].
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