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8.3.8
Dedicated Measurement Initiation
/* partly omitted */
8.3.8.4
Abnormal Conditions

The allowed combinations of the Dedicated Measurement Type and Report Characteristics Type are shown in the table below marked with “X”. For not allowed combinations, the DRNS shall regard the Dedicated Measurement Initiation procedure as failed.

Table 4: Allowed Dedicated Measurement Type and Report Characteristics Type combinations

	Dedicated Measurement Type
	Report Characteristics Type

	
	On Demand
	Periodic
	Event A
	Event B
	Event C
	Event D
	Event E
	Event F
	On Modification

	SIR
	X
	X
	X
	X
	X
	X
	X
	X
	

	SIR Error
	X
	X
	X
	X
	X
	X
	X
	X
	

	Transmitted Code Power
	X
	X
	X
	X
	X
	X
	X
	X
	

	RSCP
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation
	X
	X
	X
	X
	
	
	X
	X
	

	Round Trip Time
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation LCR
	X
	X
	X
	X
	
	
	X
	X
	


If the Dedicated Measurement Type received in the Dedicated Measurement Type IE is not defined in ref. [4] or [5] to be measured on the Dedicated Measurement Object Type received in the Dedicated Measurement Object Type IE in the DEDICATED MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Dedicated Measurement Initiation procedure as failed.

/* partly omitted */
9.2.1.44
Measurement Threshold

The Measurement Threshold defines which threshold that shall trigger Event A, B, E, F or On Modification.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Measurement Threshold
	
	
	
	
	–
	

	>Received Total Wide Band Power
	
	
	
	
	–
	

	>>Received Total Wide Band Power
	M
	
	INTEGER (0..621)
	According to mapping in [22] and [23]
	–
	

	>Transmitted Carrier Power
	
	
	
	
	–
	

	>>Transmitted Carrier Power
	M
	
	INTEGER (0..100)
	According to mapping in [22] and [23]
	–
	

	>Acknowledged PRACH Preambles
	
	
	
	FDD only
	–
	

	>>Acknowledged PRACH Preambles
	M
	
	INTEGER (0..240,…)
	According to mapping in [22]
	–
	

	>UL Timeslot ISCP
	
	
	
	TDD only
	–
	

	>>UL Timeslot ISCP
	M
	
	INTEGER (0..127)
	According to mapping in [23]
	–
	

	>SIR
	
	
	
	
	–
	

	>>SIR
	M
	
	INTEGER (0..63)
	According to mapping in [22] and [23]
	–
	

	>SIR Error
	
	
	
	FDD only
	–
	

	>>SIR Error
	M
	
	INTEGER (0..125)
	According to mapping in [22]
	–
	

	>Transmitted Code Power
	
	
	
	
	–
	

	>>Transmitted Code Power
	M
	
	INTEGER (0..127)
	According to mapping in [22] and [23]
	–
	

	>RSCP
	
	
	
	TDD only
	–
	

	>>RSCP
	M
	
	INTEGER (0..127)
	According to mapping in [23]
	–
	

	>Rx Timing Deviation
	
	
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>Rx Timing Deviation
	M
	
	INTEGER (0..8191)
	According to mapping in [23]
	–
	

	>Round Trip Time
	
	
	
	FDD only
	–
	

	>>Round Trip Time
	M
	
	INTEGER (0..32767)
	According to mapping in [22]
	–
	

	>Acknowledged PCPCH Access Preambles
	
	
	
	FDD only
	–
	

	>>Acknowledged PCPCH Access Preambles
	M
	
	INTEGER (0..15,…)
	According to mapping in [22]
	–
	

	>Detected PCPCH Access Preambles
	
	
	
	FDD only
	–
	

	>>Detected PCPCH Access Preambles
	M
	
	INTEGER (0..240,…)
	According to mapping in [22]
	–
	

	>Additional Measurement Thresholds
	
	
	
	
	–
	

	>>UTRAN GPS Timing of Cell Frames for UE Positioning
	
	
	
	
	–
	

	>>>TUTRAN-GPS Measurement Threshold Information
	M
	
	9.2.1.64B
	
	YES
	reject

	>>SFN-SFN Observed Time Difference
	
	
	
	
	–
	

	>>>SFN-SFN Measurement Threshold Information
	M
	
	9.2.1.53C
	
	YES
	Reject

	>Rx Timing Deviation LCR
	
	
	
	Applicable to 1.28Mcps TDD Only
	-
	

	>>Rx Timing Deviation LCR
	M
	
	INTEGER (0..255)
	According to mapping in [23]
	YES 
	reject


/* partly omitted */
9.3.4
Information Element Definitions
/* partly omitted */
-- ==========================================

--
R

-- ==========================================

RACH-SlotFormat ::= ENUMERATED {


v0,


v1,


v2,


v3,


...

}
RACH-SubChannelNumbers ::= BIT STRING {











subCh11(0),











subCh10(1),










 
subCh9(2),










 
subCh8(3),










 
subCh7(4),










 
subCh6(5),










 
subCh5(6),










 
subCh4(7),










 
subCh3(8),










 
subCh2(9),










 
subCh1(10),










 
subCh0(11)











} (SIZE (12))

Range-Correction-Rate ::= INTEGER (-127..127)

-- scaling factor 0.032 m/s
ReferenceClockAvailability ::= ENUMERATED {


available,


notAvailable

}
ReferenceSFNoffset ::= INTEGER (0..255)

RepetitionLength ::= INTEGER (1..63)

RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64,


...

}

RepetitionNumber0 ::= INTEGER (0..255)
RepetitionNumber1 ::= INTEGER (1..256)
RefTFCNumber ::= INTEGER (0..3)
ReportCharacteristics ::= CHOICE {


onDemand



NULL,


periodic



ReportCharacteristicsType-ReportPeriodicity,


event-a



ReportCharacteristicsType-EventA,

event-b



ReportCharacteristicsType-EventB,


event-c



ReportCharacteristicsType-EventC,


event-d



ReportCharacteristicsType-EventD,


event-e



ReportCharacteristicsType-EventE,


event-f



ReportCharacteristicsType-EventF,


...,


extension-ReportCharacteristics

Extension-ReportCharacteristics
}
Extension-ReportCharacteristics
::= ProtocolIE-Single-Container {{ Extension-ReportCharacteristicsIE }}
Extension-ReportCharacteristicsIE NBAP-PROTOCOL-IES ::= {

{ ID id-ReportCharacteristicsType-OnModification
CRITICALITY reject
TYPE ReportCharacteristicsType-OnModification

PRESENCE mandatory }
}
ReportCharacteristicsType-EventA ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventA-ExtIEs} }

OPTIONAL,


...


}

ReportCharacteristicsType-EventA-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventB ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventB-ExtIEs} }

OPTIONAL,


...


}

ReportCharacteristicsType-EventB-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventC ::= SEQUENCE {


measurementIncreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventC-ExtIEs} }

OPTIONAL,


...


}

ReportCharacteristicsType-EventC-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventD ::= SEQUENCE {


measurementDecreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventD-ExtIEs} }

OPTIONAL,


...


}

ReportCharacteristicsType-EventD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventE ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventE-ExtIEs} }

OPTIONAL,


...


}

ReportCharacteristicsType-EventE-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventF ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventF-ExtIEs} }

OPTIONAL,


...


}

ReportCharacteristicsType-EventF-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-OnModification ::= SEQUENCE {

measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-OnModification-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-OnModification-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold ::= CHOICE {


received-total-wide-band-power






Received-total-wide-band-power-Value-IncrDecrThres,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


ackowledged-prach-preambles


Acknowledged-PRACH-preambles-Value,


uL-TimeslotISCP




UL-TimeslotISCP-Value-IncrDecrThres,

sir






SIR-Value-IncrDecrThres,


sir-error




SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,

acknowledged-PCPCH-access-preambles

Acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles


Detected-PCPCH-access-preambles,

...

}
ReportCharacteristicsType-MeasurementThreshold ::= CHOICE {


received-total-wide-band-power






Received-total-wide-band-power-Value,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


ackowledged-prach-preambles


Acknowledged-PRACH-preambles-Value,


uL-TimeslotISCP




UL-TimeslotISCP-Value,

sir






SIR-Value,


sir-error




SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


rx-timing-deviation



Rx-Timing-Deviation-Value,


round-trip-time




Round-Trip-Time-Value,

acknowledged-PCPCH-access-preambles

Acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles


Detected-PCPCH-access-preambles,

...,


extension-ReportCharacteristicsType-MeasurementThreshold

Extension-ReportCharacteristicsType-MeasurementThreshold
}
Extension-ReportCharacteristicsType-MeasurementThreshold
::= ProtocolIE-Single-Container {{ Extension-ReportCharacteristicsType-MeasurementThresholdIE }}
Extension-ReportCharacteristicsType-MeasurementThresholdIE NBAP-PROTOCOL-IES ::= {

{ ID id-TUTRANGPSMeasurementThresholdInformation
CRITICALITY reject
TYPE TUTRANGPSMeasurementThresholdInformation

PRESENCE mandatory }|

{ ID id-SFNSFNMeasurementThresholdInformation
CRITICALITY reject
TYPE SFNSFNMeasurementThresholdInformation

PRESENCE mandatory }|


{ ID id-Rx-Timing-Deviation-Value-LCR
CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-LCR
PRESENCE mandatory}
}
ReportCharacteristicsType-ScaledMeasurementChangeTime ::= CHOICE {


msec



MeasurementChangeTime-Scaledmsec,


...

}
MeasurementChangeTime-Scaledmsec ::= INTEGER (1..6000,...)

-- MeasurementChangeTime-Scaledmsec = Time * 10

-- Unit ms, Range 10ms .. 60000ms(1min), Step 10ms

ReportCharacteristicsType-ScaledMeasurementHysteresisTime ::= CHOICE {


msec



MeasurementHysteresisTime-Scaledmsec,


...

}
/* partly omitted */
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