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7
Functions of RANAP

RANAP protocol has the following functions:

-
Relocating serving RNC. This function enables to change the serving RNC functionality as well as the related Iu resources (RAB(s) and Signalling connection) from one RNC to another.

-
Overall RAB management. This function is responsible for setting up, modifying and releasing RABs.

-
Queuing the setup of RAB. The purpose of this function is to allow placing some requested RABs into a queue, and indicate the peer entity about the queuing.

-
Requesting RAB release. While the overall RAB management is a function of the CN, the RNC has the capability to request the release of RAB.

-
Release of all Iu connection resources. This function is used to explicitly release all resources related to one Iu connection.

-
Requesting the release of all Iu connection resources. While the Iu release is managed from the CN, the RNC has the capability to request the release of all Iu connection resources from the corresponding Iu connection.

-
SRNS context forwarding function. This function is responsible for transferring SRNS context from the RNC to the CN for intersystem change in case of packet forwarding.

-
Controlling overload in the Iu interface. This function allows adjusting the load in the Iu interface.

-
Resetting the Iu. This function is used for resetting an Iu interface.

-
Sending the UE Common ID (permanent NAS UE identity) to the RNC. This function makes the RNC aware of the UE's Common ID.

-
Paging the user. This function provides the CN for capability to page the UE.

-
Controlling the tracing of the UE activity. This function allows setting the trace mode for a given UE. This function also allows the deactivation of a previously established trace.

-
Transport of NAS information between UE and CN (see [8]). This function has two sub-classes:

1.
Transport of the initial NAS signalling message from the UE to CN. This function transfers transparently the NAS information. As a consequence also the Iu signalling connection is set up.

2.
Transport of NAS signalling messages between UE and CN, This function transfers transparently the NAS signalling messages on the existing Iu signalling connection. It also includes a specific service to handle signalling messages differently.

-
Controlling the security mode in the UTRAN. This function is used to send the security keys (ciphering and integrity protection) to the UTRAN, and setting the operation mode for security functions.

-
Controlling location reporting. This function allows the CN to operate the mode in which the UTRAN reports the location of the UE.

-
Location reporting. This function is used for transferring the actual location information from RNC to the CN.

-
Data volume reporting function. This function is responsible for reporting unsuccessfully transmitted DL data volume over UTRAN for specific RABs.

-
Reporting general error situations. This function allows reporting of general error situations, for which function specific error messages have not been defined.

-
Location related data. This function allows the CN to either retrieve from the RNC deciphering keys (to be forwarded to the UE) for the broadcasted assistance data, or request the RNC to deliver dedicated assistance data to the UE.
-
Location related data for GERAN Iu mode. This function allows the CN to either retrieve from the BSS deciphering keys (to be forwarded to the UE) for the broadcasted assistance data, or request the BSS to deliver dedicated assistance data to the UE.
These functions are implemented by one or several RANAP elementary procedures described in the following clause.
8
RANAP Procedures

8.1
Elementary Procedures

In the following tables, all EPs are divided into Class 1, Class 2 and Class 3 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Iu Release
	IU RELEASE COMMAND
	IU RELEASE COMPLETE
	

	Relocation Preparation
	RELOCATION REQUIRED
	RELOCATION COMMAND
	RELOCATION PREPARATION FAILURE

	Relocation Resource Allocation
	RELOCATION REQUEST
	RELOCATION REQUEST ACKNOWLEDGE
	RELOCATION FAILURE

	Relocation Cancel
	RELOCATION CANCEL
	RELOCATION CANCEL ACKNOWLEDGE
	

	SRNS Context Transfer
	SRNS CONTEXT REQUEST
	SRNS CONTEXT RESPONSE
	

	Security Mode Control
	SECURITY MODE COMMAND
	SECURITY MODE COMPLETE
	SECURITY MODE REJECT

	Data Volume Report
	DATA VOLUME REPORT REQUEST
	DATA VOLUME REPORT
	

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	Reset Resource
	RESET RESOURCE
	RESET RESOURCE ACKNOWLEDGE
	

	Location related Data
	LOCATION RELATED DATA REQUEST
	LOCATION RELATED DATA  RESPONSE
	LOCATION RELATED DATA FAILURE

	Location related Data for GERAN Iu mode
	LOCATION RELATED DATA REQUEST FOR GERAN IU MODE
	LOCATION RELATED DATA  RESPONSE FOR GERAN IU MODE
	LOCATION RELATED DATA FAILURE FOR GERAN IU MODE


Table 2: Class 2

	Elementary Procedure
	Message

	RAB Modification Request
	RAB MODIFY REQUEST

	RAB Release Request
	RAB RELEASE REQUEST

	Iu Release Request
	IU RELEASE REQUEST

	Relocation Detect
	RELOCATION DETECT

	Relocation Complete
	RELOCATION COMPLETE

	SRNS Data Forwarding Initiation
	SRNS DATA FORWARD COMMAND

	SRNS Context Forwarding from Source RNC to CN
	FORWARD SRNS CONTEXT

	SRNS Context Forwarding to Target RNC from CN
	FORWARD SRNS CONTEXT

	Paging
	PAGING

	Common ID
	COMMON ID

	CN Invoke Trace
	CN INVOKE TRACE

	CN Deactivate Trace
	CN DEACTIVATE TRACE

	Location Reporting Control
	LOCATION REPORTING CONTROL

	Location Report
	LOCATION REPORT

	Initial UE Message
	INITIAL UE MESSAGE

	Direct Transfer
	DIRECT TRANSFER

	Overload Control
	OVERLOAD

	Error Indication
	ERROR INDICATION


Table 3: Class 3

	Elementary Procedure
	Initiating Message
	Response Message

	RAB Assignment
	RAB ASSIGNMENT REQUEST
	RAB ASSIGNMENT RESPONSE x N (N>=1)


The following applies concerning interference between Elementary Procedures:

-
The Reset procedure takes precedence over all other EPs.

-
The Reset Resource procedure takes precedence over all other EPs except the Reset procedure.

-
The Iu Release procedure takes precedence over all other EPs except the Reset procedure and the Reset Resource procedure.
8.1.1
RANAP functions and elementary procedures for GERAN Iu mode
The functions and RANAP elementary procedures, which are only applicable for GERAN Iu mode are shown in the Table 3a.
Table 3a: RANAP elementary procedures only applicable for GERAN Iu mode
	Function
	Elementary Procedure(s)

	Location related data for GERAN Iu mode
	Location related Data for GERAN Iu mode


The functions and RANAP elementary procedures, which are not applicable for GERAN Iu mode are shown in the Table 3b.
Table 3b: RANAP elementary procedures not applicable for GERAN Iu mode

	Function
	Elementary Procedure(s)

	Location related data
	Location related data


Note: all the other functions and related elementary procedures that are not mentioned in the table 3a and table 3b are applicable for both GERAN Iu mode and UTRAN. For those functions and related elementary procedures the term RNC shall refer to RNC/BSS.
8.2
RAB Assignment

Lots of unaffected part in 8.2 not shown

8.31
Location Related Data

8.31.1
General

The purpose of the Location Related Data procedure is to provide the means to handle additional Location related requests over the Iu interface: it allows the CN to either retrieve from the RNC deciphering keys (to be forwarded to the UE) for the broadcasted assistance data, or request the RNC to deliver dedicated assistance data to the UE.

8.31.2
Successful Operation
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Figure 37: Location Related Data procedure. Successful operation.

The CN initiates the procedure by generating an LOCATION RELATED DATA REQUEST message to the RNC.

Upon the reception of the LOCATION RELATED DATA REQUEST message, the RNC shall initiate requested function as indicated in the Location Related Data Request Type IE.
The Location Related Data Request Type IE shall indicate to the RNC whether:

-
to start dedicated assistance data delivery to the UE, or

-
to send deciphering keys for broadcast assistance data to the CN.

If the LOCATION RELATED DATA REQUEST message included a request for dedicated assistance data delivery to the UE, and if the dedicated assistance data was successfully delivered to the UE, the RNC shall respond to CN with LOCATION RELATED DATA RESPONSE message containing no data.
If the LOCATION RELATED DATA REQUEST message included a request for broadcast assistance data deciphering keys, the RNC shall respond to CN with LOCATION RELATED DATA RESPONSE message containing the Broadcast Assistance Data Deciphering Keys IE.
8.31.3
Unsuccessful Operation
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Figure 38: Location Related Data procedure. Unsuccessful operation.

If the RNC was not able to successfully deliver the requested dedicated assistance data to the UE, or if the RNC is not able to provide the requested deciphering keys, the RNC shall send LOCATION RELATED DATA FAILURE message including Cause IE to the CN. The Cause IE shall indicate the appropriate cause value to CN, e.g. "Dedicated Assistance data Not Available" or "Deciphering Keys Not Available".

8.31.4
Abnormal Conditions 

Not applicable.
8.32
Location Related Data for GERAN Iu mode
8.32.1
General

The purpose of the Location Related Data for GERAN Iu mode procedure is to provide the means to handle additional Location related requests over the Iu interface: it allows the CN to either retrieve from the BSS deciphering keys (to be forwarded to the UE) for the broadcasted assistance data, or request the BSS to deliver dedicated assistance data to the UE.

8.32.2
Successful Operation
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Figure 39: Location Related Data for GERAN Iu mode procedure. Successful operation.

The CN initiates the procedure by generating an LOCATION RELATED DATA REQUEST FOR GERAN IU MODE message to the BSS.

Upon the reception of the LOCATION RELATED DATA REQUEST FOR GERAN IU MODE message, the BSS shall initiate requested function as indicated in the Location Related Data Request Type for GERAN Iu mode IE.
The Location Related Data Request Type for GERAN Iu mode IE shall indicate to the BSS whether:

-
to start dedicated assistance data delivery to the UE, or

-
to send deciphering keys for broadcast assistance data to the CN.

If the LOCATION RELATED DATA REQUEST FOR GERAN IU MODE message included a request for dedicated assistance data delivery to the UE, and if the dedicated assistance data was successfully delivered to the UE, the BSS shall respond to CN with LOCATION RELATED DATA RESPONSE FOR GERAN IU MODE message containing no data.
If the LOCATION RELATED DATA REQUEST FOR GERAN IU MODE message included a request for broadcast assistance data deciphering keys, the BSS shall respond to CN with LOCATION RELATED DATA RESPONSE FOR GERAN IU MODE message containing the Broadcast Assistance Data Deciphering Keys for GERAN Iu mode IE.
8.32.3
Unsuccessful Operation
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Figure 40: Location Related Data for GERAN Iu mode procedure. Unsuccessful operation.

If the BSS was not able to successfully deliver the requested dedicated assistance data to the UE, or if the BSS is not able to provide the requested deciphering keys, the BSS shall send LOCATION RELATED DATA FAILURE FOR GERAN IU MODE message including Cause IE to the CN. The Cause IE shall indicate the appropriate cause value to CN, e.g. "Dedicated Assistance data Not Available" or "Deciphering Keys Not Available".

8.32.4
Abnormal Conditions 

Not applicable.
9
Elements for RANAP Communication


Lots of unaffected part in 9 not shown

9.1.47
LOCATION RELATED DATA REQUEST

This message is sent by the CN either to initiate delivery of dedicated assistance data from the RNC to the UE, or to retrieve deciphering keys for the broadcasted assistance data. 

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Location Related Data Request Type
	M
	
	9.2.3.19
	
	YES
	reject


9.1.48
LOCATION RELATED DATA RESPONSE

This message is sent by the RNC to report the successful response of the LOCATION RELATED DATA REQUEST message.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Broadcast Assistance Data Deciphering Keys 
	O
	
	9.2.3.20
	
	YES
	ignore


9.1.49
LOCATION RELATED DATA FAILURE

This message is sent by the RNC to report the unsuccessful response of the LOCATION RELATED DATA REQUEST message.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore


9.1.50
LOCATION RELATED DATA REQUEST FOR GERAN IU MODE
This message is sent by the CN either to initiate delivery of dedicated assistance data from the BSS to the UE, or to retrieve deciphering keys for the broadcasted assistance data. 

Direction: CN ( BSS.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Location Related Data Request Type for GERAN Iu mode
	M
	
	9.2.3.23
	
	YES
	reject


9.1.51
LOCATION RELATED DATA RESPONSE FOR GERAN IU MODE
This message is sent by the BSS to report the successful response of the LOCATION RELATED DATA REQUEST FOR GERAN IU MODE message.

Direction: BSS ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Broadcast Assistance Data Deciphering Keys for GERAN Iu mode
	O
	
	9.2.3.24
	
	YES
	ignore


9.1.52
LOCATION RELATED DATA FAILURE FOR GERAN IU MODE
This message is sent by the BSS to report the unsuccessful response of the LOCATION RELATED DATA REQUEST FOR GERAN IU MODE message.

Direction: BSS ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore


9.2
Information Element Definitions

9.2.0
General

Subclause 9.2 presents the RANAP IE definitions in tabular format. The corresponding ASN.1 definition is presented in subclause 9.3. In case there is contradiction between the tabular format in subclause 9.2 and the ASN.1 definition, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, where the tabular format shall take precedence.

When specifying information elements which are to be represented by bitstrings, if not otherwise specifically stated in the semantics description of the concerned IE or elsewhere, the following principle applies with regards to the ordering of bits:

-
The first bit (leftmost bit) contains the most significant bit (MSB);

-
The last bit (rightmost bit) contains the least significant bit (LSB);

-
When importing bitstrings from other specifications, the first bit of the bitstring contains the first bit of the concerned information;
9.2.1
Radio Network Layer Related IEs

9.2.1.1
Message Type

Message Type IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Message Type
	
	
	
	Assumed max no of messages is 256.

	>Procedure Code
	M
	
	(RAB Assignment, 

RAB Release Request, 

Iu Release Request, 

Iu Release, 

Relocation Preparation, 

Relocation Resource Allocation, 

Relocation Detect, 

Relocation Complete

Relocation Cancel, 

SRNS Context Transfer, 

SRNS Data Forwarding Initiation, 

SRNS Context Forwarding from Source RNC to CN, 

SRNS Context Forwarding to Target RNC from CN, 

Paging, 

Common ID, 

CN Invoke Trace, Security Mode Control, 

Location Reporting Control

Location Report, 

Data Volume Report, 

Initial UE Message

Direct Transfer, 

Overload Control, 

Reset, 

Error Indication,

CN Deactivate Trace,

RANAP Relocation Information,

Reset Resource,

 …,

RAB Modify Request, 
Location Related Data,

Location Related Data for GERAN Iu mode)
	

	>Type of Message
	M
	
	CHOICE (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome, …)
	


Lots of unaffected part in 9.2 not shown

9.2.3
NAS Related IEs

Lots of unaffected part in 9.2 not shown

9.2.3.18
NAS Synchronisation Indicator
This information element contains transparent NAS information that is transferred without interpretation in the RNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NAS Synchronisation Indicator
	M
	
	BIT STRING (4)
	


9.2.3.19
Location Related Data Request Type

This element indicates the type of the requested location related data for the indicated positioning method, and provides the assistance data for the Assisted GPS positioning method.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Location Related Data Request Type
	
	
	
	

	>Requested Location Related Data Type
	M
	
	ENUMERATED(Deciphering Keys for UE Based OTDOA, 

Deciphering Keys for Assisted GPS, 

Dedicated Assistance Data for UE Based OTDOA, 

Dedicated Assistance Data for Assisted GPS, ...)
	

	>Requested GPS Assistance Data
	C – ifDedAssGPS
	
	9.2.3.21
	


	Condition
	Explanation

	ifDedAssGPS
	This IE shall be present if the Requested Location Related Data Type IE is set to ‘Dedicated Assistance Data for Assisted GPS’.


9.2.3.20
Broadcast Assistance Data Deciphering keys

This information element is used for indicating the deciphering keys that will be used by the UE for deciphering of assistance data broadcast.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Broadcast Assistance Data Deciphering keys
	
	
	
	

	> Ciphering Key Flag
	M
	
	BIT STRING (SIZE(1))
	Indicates the current Ciphering Key Flag that is used for the assistance data broadcast messages in the location area.

	>Current Deciphering key
	M
	
	BIT STRING (SIZE(56))
	Current deciphering key that is used for deciphering assistance data.

	>Next Deciphering key
	M
	
	BIT STRING (SIZE(56))
	Next deciphering key that will used for deciphering assistance data.


9.2.3.21
Requested GPS Assistance Data

This information element is used for indicating the requested GPS assistance data. 

This IE is transparent to CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Requested GPS Assistance Data
	
	
	OCTET STRING (SIZE(1..38))
	For the corresponding Information Element Definition see “gpsAssistanceData” [22].


9.2.3.22
Last Known Service Area

This information element is used for indicating the last known Service Area and the elapsed time since the UE was known to be in this Service Area. The last known Service Area is reported when the current Service Area is unknown to the RNC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Last Known Service Area
	
	
	
	

	>SAI
	M
	
	9.2.3.9
	

	>Age of SAI
	M
	
	INTEGER (0..32767)
	The value represents the elapsed time in minutes since the reported last known SAI was stored by the RNC.

Value “0” shall not be used.

Value “32767” indicates that the age of SAI is at least 32767 minutes old.


9.2.3.23
Location Related Data Request Type for GERAN Iu mode
This element indicates the type of the requested location related data for the indicated positioning method, and provides the assistance data for the Assisted GPS positioning method.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Location Related Data Request Type for GERAN Iu mode
	
	
	
	

	>Requested Location Related Data Type for GERAN Iu mode
	M
	
	ENUMERATED(
Deciphering Keys for E-OTD, 

Deciphering Keys for Assisted GPS, 

Dedicated Mobile-Based E-OTD Assistance Data,

Dedicated Assistance Data for Assisted GPS,
Dedicated Mobile-Assisted E-OTD Assistance Data, ...)
	

	>Requested GPS Assistance Data for GERAN Iu mode
	C – ifDedAssGPS
	
	9.2.3.25
	


	Condition
	Explanation

	ifDedAssGPS
	This IE shall be present if the Requested Location Related Data Type for GERAN Iu mode IE is set to ‘Dedicated Assistance Data for Assisted GPS’.


9.2.3.24
Broadcast Assistance Data Deciphering keys for GERAN Iu mode
This information element is used for indicating the deciphering keys that will be used by the UE for deciphering of assistance data broadcast.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Broadcast Assistance Data Deciphering keys for GERAN Iu mode
	
	
	
	

	> Ciphering Key Flag
	M
	
	BIT STRING (SIZE(1))
	Indicates the current Ciphering Key Flag that is used for the assistance data broadcast messages in the location area.

	>Current Deciphering key
	M
	
	BIT STRING (SIZE(56))
	Current deciphering key that is used for deciphering assistance data.

	>Next Deciphering key
	M
	
	BIT STRING (SIZE(56))
	Next deciphering key that will used for deciphering assistance data.


9.2.3.25
Requested GPS Assistance Data for GERAN Iu mode
This information element is used for indicating the requested GPS assistance data. 

This IE is transparent to CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Requested GPS Assistance Data for GERAN Iu mode
	
	
	OCTET STRING (SIZE(1..38))
	For the corresponding Information Element Definition see “gpsAssistanceData” [22].


9.3
Message and Information Element Abstract Syntax (with ASN.1)

9.3.0
General

RANAP ASN.1 definition conforms with [14] and [15].

The ASN.1 definition specifies the structure and content of RANAP messages. RANAP messages can contain any IEs specified in the object set definitions for that message without the order or number of occurrence being restricted by ASN.1. However, for this version of the standard, a sending entity shall construct a RANAP message according to the PDU definitions module and with the following additional rules (Note that in the following IE means an IE in the object set with an explicit id. If one IE needed to appear more than once in one object set, then the different occurrences have different IE ids):

· IEs shall be ordered (in an IE container) in the order they appear in object set definitions..

· Object set definitions specify how many times IEs may appear. An IE shall appear exactly once if the presence field in an object has value "mandatory". An IE may appear at most once if the presence field in an object has value "optional" or "conditional". If in a tabular format there is multiplicity specified for an IE (i.e. an IE list) then in the corresponding ASN.1 definition the list definition is separated into two parts. The first part defines an IE container list where the list elements reside. The second part defines list elements. The IE container list appears as an IE of its own. For this version of the standard an IE container list may contain only one kind of list elements.

If a RANAP message that is not constructed as defined above is received, this shall be considered as Abstract Syntax Error, and the message shall be handled as defined for Abstract Syntax Error in subclause 10.3.6.

Subclause 9.3 presents the Abstract Syntax of RANAP protocol with ASN.1. In case there is contradiction between the ASN.1 definition in this subclause and the tabular format in subclause 9.1 and 9.2, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, where the tabular format shall take precedence.

9.3.1
Usage of private message mechanism for non-standard use

The private message mechanism for non-standard use may be used:

-
for special operator- (and/or vendor) specific features considered not to be part of the basic functionality, i.e. the functionality required for a complete and high-quality specification in order to guarantee multivendor interoperability;

-
by vendors for research purposes, e.g. to implement and evaluate new algorithms/features before such features are proposed for standardisation.

The private message mechanism shall not be used for basic functionality. Such functionality shall be standardised.
9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

RANAP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-PDU-Descriptions (0)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM RANAP-CommonDataTypes


Iu-ReleaseCommand,


Iu-ReleaseComplete,


RelocationCommand,


RelocationPreparationFailure,


RelocationRequired,


RelocationRequest,


RelocationRequestAcknowledge,


RelocationFailure,


RelocationCancel,


RelocationCancelAcknowledge,


SRNS-ContextRequest,


SRNS-ContextResponse,


SecurityModeCommand,


SecurityModeComplete,


SecurityModeReject,


DataVolumeReportRequest,


DataVolumeReport,


Reset,


ResetAcknowledge,


RAB-ReleaseRequest,


Iu-ReleaseRequest,


RelocationDetect,


RelocationComplete,


Paging,


CommonID,


CN-InvokeTrace,


CN-DeactivateTrace,


LocationReportingControl,


LocationReport,


InitialUE-Message,


DirectTransfer,


Overload,


ErrorIndication,


SRNS-DataForwardCommand,


ForwardSRNS-Context,


RAB-AssignmentRequest,


RAB-AssignmentResponse, 


RAB-ModifyRequest,

PrivateMessage,


ResetResource,


ResetResourceAcknowledge,


RANAP-RelocationInformation,


LocationRelatedDataRequest,


LocationRelatedDataResponse,


LocationRelatedDataFailure,


LocationRelatedDataRequestGERANIuMode,


LocationRelatedDataResponseGERANIuMode,


LocationRelatedDataFailureGERANIuMode
FROM RANAP-PDU-Contents


id-LocationRelatedData,

id-LocationRelatedDataGERANIuMode,

id-CN-DeactivateTrace,


id-CN-InvokeTrace,


id-CommonID,


id-DataVolumeReport,


id-DirectTransfer,


id-ErrorIndication,


id-ForwardSRNS-Context,


id-InitialUE-Message,


id-Iu-Release,


id-Iu-ReleaseRequest,


id-LocationReport,


id-LocationReportingControl,


id-OverloadControl,


id-Paging,


id-privateMessage,


id-RAB-Assignment,


id-RAB-ReleaseRequest, 


id-RAB-ModifyRequest,

id-RANAP-Relocation,


id-RelocationCancel,


id-RelocationComplete,


id-RelocationDetect,


id-RelocationPreparation,


id-RelocationResourceAllocation,


id-Reset,


id-SRNS-ContextTransfer,


id-SRNS-DataForward,


id-SecurityModeControl,


id-ResetResource

FROM RANAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

RANAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&Outcome




OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


[OUTCOME


&Outcome]


PROCEDURE CODE



&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

RANAP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


outcome


Outcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
RANAP-ELEMENTARY-PROCEDURE.&procedureCode
({RANAP-ELEMENTARY-PROCEDURES}),


criticality
RANAP-ELEMENTARY-PROCEDURE.&criticality

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

RANAP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
RANAP-ELEMENTARY-PROCEDURE.&procedureCode
({RANAP-ELEMENTARY-PROCEDURES}),


criticality
RANAP-ELEMENTARY-PROCEDURE.&criticality

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

RANAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
RANAP-ELEMENTARY-PROCEDURE.&procedureCode
({RANAP-ELEMENTARY-PROCEDURES}),


criticality
RANAP-ELEMENTARY-PROCEDURE.&criticality

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

RANAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

Outcome ::= SEQUENCE {


procedureCode
RANAP-ELEMENTARY-PROCEDURE.&procedureCode
({RANAP-ELEMENTARY-PROCEDURES}),


criticality
RANAP-ELEMENTARY-PROCEDURE.&criticality

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

RANAP-ELEMENTARY-PROCEDURE.&Outcome

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

RANAP-ELEMENTARY-PROCEDURES RANAP-ELEMENTARY-PROCEDURE ::= {


RANAP-ELEMENTARY-PROCEDURES-CLASS-1
|


RANAP-ELEMENTARY-PROCEDURES-CLASS-2
|


RANAP-ELEMENTARY-PROCEDURES-CLASS-3
,


...

}

RANAP-ELEMENTARY-PROCEDURES-CLASS-1 RANAP-ELEMENTARY-PROCEDURE ::= {


iu-Release


|


relocationPreparation

|


relocationResourceAllocation
|


relocationCancel

|


sRNS-ContextTransfer

|


securityModeControl

|


dataVolumeReport

|


reset

|


resetResource



,


... ,


locationRelatedData

|


locationRelatedDataGERANIuMode
}

RANAP-ELEMENTARY-PROCEDURES-CLASS-2 RANAP-ELEMENTARY-PROCEDURE ::= {


rAB-ReleaseRequest

|


iu-ReleaseRequest

|


relocationDetect

|


relocationComplete

|


paging



|


commonID


|


cN-InvokeTrace


|


cN-DeactivateTrace

|


locationReportingControl
|


locationReport


|


initialUE-Message

|


directTransfer


|


overloadControl


|


errorIndication


|


sRNS-DataForward

|


forwardSRNS-Context

|


privateMessage

|


rANAP-Relocation
,


... ,


rAB-ModifyRequest
}

RANAP-ELEMENTARY-PROCEDURES-CLASS-3 RANAP-ELEMENTARY-PROCEDURE ::= {


rAB-Assignment


,


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

iu-Release RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Iu-ReleaseCommand


SUCCESSFUL OUTCOME
Iu-ReleaseComplete


PROCEDURE CODE

id-Iu-Release


CRITICALITY

reject
}

relocationPreparation RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationRequired


SUCCESSFUL OUTCOME
RelocationCommand


UNSUCCESSFUL OUTCOME
RelocationPreparationFailure


PROCEDURE CODE


id-RelocationPreparation


CRITICALITY

reject
}

relocationResourceAllocation RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationRequest


SUCCESSFUL OUTCOME
RelocationRequestAcknowledge


UNSUCCESSFUL OUTCOME
RelocationFailure


PROCEDURE CODE


id-RelocationResourceAllocation


CRITICALITY

reject
}

relocationCancel RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationCancel


SUCCESSFUL OUTCOME
RelocationCancelAcknowledge


PROCEDURE CODE

id-RelocationCancel


CRITICALITY

reject
}

sRNS-ContextTransfer RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SRNS-ContextRequest


SUCCESSFUL OUTCOME
SRNS-ContextResponse


PROCEDURE CODE

id-SRNS-ContextTransfer


CRITICALITY

reject
}

securityModeControl RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SecurityModeCommand


SUCCESSFUL OUTCOME
SecurityModeComplete


UNSUCCESSFUL OUTCOME
SecurityModeReject


PROCEDURE CODE

id-SecurityModeControl


CRITICALITY

reject
}

dataVolumeReport RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DataVolumeReportRequest


SUCCESSFUL OUTCOME
DataVolumeReport


PROCEDURE CODE

id-DataVolumeReport


CRITICALITY

reject
}

reset RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Reset


SUCCESSFUL OUTCOME
ResetAcknowledge


PROCEDURE CODE

id-Reset


CRITICALITY

reject
}

rAB-ReleaseRequest RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RAB-ReleaseRequest


PROCEDURE CODE

id-RAB-ReleaseRequest


CRITICALITY

ignore

}

iu-ReleaseRequest RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Iu-ReleaseRequest


PROCEDURE CODE

id-Iu-ReleaseRequest


CRITICALITY

ignore

}

relocationDetect RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationDetect


PROCEDURE CODE

id-RelocationDetect


CRITICALITY

ignore

}

relocationComplete RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationComplete


PROCEDURE CODE

id-RelocationComplete


CRITICALITY

ignore

}

paging RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Paging


PROCEDURE CODE

id-Paging


CRITICALITY

ignore

}

commonID RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonID


PROCEDURE CODE

id-CommonID


CRITICALITY

ignore

}

cN-InvokeTrace RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CN-InvokeTrace


PROCEDURE CODE

id-CN-InvokeTrace


CRITICALITY

ignore

}

cN-DeactivateTrace RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CN-DeactivateTrace


PROCEDURE CODE


id-CN-DeactivateTrace


CRITICALITY

ignore

}

locationReportingControl RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
LocationReportingControl


PROCEDURE CODE

id-LocationReportingControl


CRITICALITY

ignore

}

locationReport RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
LocationReport


PROCEDURE CODE

id-LocationReport


CRITICALITY

ignore

}

initialUE-Message RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
InitialUE-Message


PROCEDURE CODE

id-InitialUE-Message


CRITICALITY

ignore

}

directTransfer RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DirectTransfer


PROCEDURE CODE

id-DirectTransfer


CRITICALITY

ignore

}

overloadControl RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Overload


PROCEDURE CODE

id-OverloadControl


CRITICALITY

ignore

}

errorIndication RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ErrorIndication


PROCEDURE CODE

id-ErrorIndication


CRITICALITY

ignore

}

sRNS-DataForward RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SRNS-DataForwardCommand


PROCEDURE CODE

id-SRNS-DataForward


CRITICALITY

ignore

}

forwardSRNS-Context RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ForwardSRNS-Context


PROCEDURE CODE

id-ForwardSRNS-Context


CRITICALITY

ignore

}

rAB-Assignment RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RAB-AssignmentRequest


OUTCOME


RAB-AssignmentResponse


PROCEDURE CODE

id-RAB-Assignment


CRITICALITY

reject
}

privateMessage RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PrivateMessage


PROCEDURE CODE
id-privateMessage


CRITICALITY

ignore

}

resetResource RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ResetResource


SUCCESSFUL OUTCOME
ResetResourceAcknowledge


PROCEDURE CODE


id-ResetResource


CRITICALITY

reject
}

rANAP-Relocation RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RANAP-RelocationInformation


PROCEDURE CODE


id-RANAP-Relocation


CRITICALITY

ignore

}

rAB-ModifyRequest RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RAB-ModifyRequest


PROCEDURE CODE

id-RAB-ModifyRequest


CRITICALITY

ignore

}

locationRelatedData RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationRelatedDataRequest


SUCCESSFUL OUTCOME

LocationRelatedDataResponse


UNSUCCESSFUL OUTCOME
LocationRelatedDataFailure


PROCEDURE CODE


id-LocationRelatedData


CRITICALITY



reject
}

locationRelatedDataGERANIuMode RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationRelatedDataRequestGERANIuMode

SUCCESSFUL OUTCOME

LocationRelatedDataResponseGERANIuMode

UNSUCCESSFUL OUTCOME
LocationRelatedDataFailureGERANIuMode

PROCEDURE CODE


id-LocationRelatedDataGERANIuMode

CRITICALITY



reject
}

END

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


BroadcastAssistanceDataDecipheringKeys,


LocationRelatedDataRequestType,

BroadcastAssistanceDataDecipheringKeysGERANIuMode,


LocationRelatedDataRequestTypeGERANIuMode,

DataVolumeReference,


CellLoadInformation,


AreaIdentity,


CN-DomainIndicator,


Cause,


CriticalityDiagnostics,


ChosenEncryptionAlgorithm,


ChosenIntegrityProtectionAlgorithm,


ClassmarkInformation2,


ClassmarkInformation3,


DL-GTP-PDU-SequenceNumber,


DL-N-PDU-SequenceNumber,


DataVolumeReportingIndication,


DRX-CycleLengthCoefficient,


EncryptionInformation,


GlobalCN-ID,


GlobalRNC-ID,


IntegrityProtectionInformation,


InterSystemInformation-TransparentContainer,


IuSignallingConnectionIdentifier,


IuTransportAssociation,


KeyStatus,


L3-Information,


LAI,


LastKnownServiceArea,


NAS-PDU,


NAS-SynchronisationIndicator,


NewBSS-To-OldBSS-Information,

NonSearchingIndication,


NumberOfSteps,


OMC-ID,


OldBSS-ToNewBSS-Information,


PagingAreaID,


PagingCause,


PDP-TypeInformation,


PermanentNAS-UE-ID,


RAB-ID,


RAB-Parameters,


RAC,


RelocationType,


RequestType, 


Requested-RAB-Parameter-Values,

SAI,


SAPI,

Service-Handover,

SourceID,


SourceRNC-ToTargetRNC-TransparentContainer,


SourceRNC-PDCP-context-info,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TemporaryUE-ID,


TraceReference,


TraceType,


UnsuccessfullyTransmittedDataVolume,


TransportLayerAddress,


TriggerID,


UE-ID,


UL-GTP-PDU-SequenceNumber,


UL-N-PDU-SequenceNumber,


UP-ModeVersions,


UserPlaneMode,


Alt-RAB-Parameters,


Ass-RAB-Parameters

FROM RANAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RANAP-PRIVATE-IES,


RANAP-PROTOCOL-EXTENSION,


RANAP-PROTOCOL-IES,


RANAP-PROTOCOL-IES-PAIR

FROM RANAP-Containers


maxNrOfDTs,


maxNrOfErrors,


maxNrOfIuSigConIds,


maxNrOfRABs,


maxNrOfVol,


id-AreaIdentity, 


id-Alt-RAB-Parameters,


id-Ass-RAB-Parameters,

id-BroadcastAssistanceDataDecipheringKeys,


id-LocationRelatedDataRequestType,

id-BroadcastAssistanceDataDecipheringKeysGERANIuMode,


id-LocationRelatedDataRequestTypeGERANIuMode,

id-CN-DomainIndicator,


id-Cause,


id-ChosenEncryptionAlgorithm,


id-ChosenIntegrityProtectionAlgorithm,


id-ClassmarkInformation2,


id-ClassmarkInformation3,


id-CriticalityDiagnostics,


id-DRX-CycleLengthCoefficient,


id-DirectTransferInformationItem-RANAP-RelocInf,


id-DirectTransferInformationList-RANAP-RelocInf,


id-DL-GTP-PDU-SequenceNumber,


id-EncryptionInformation,


id-GlobalCN-ID,


id-GlobalRNC-ID,


id-IntegrityProtectionInformation,


id-InterSystemInformation-TransparentContainer,


id-IuSigConId,

id-IuSigConIdItem,


id-IuSigConIdList,


id-IuTransportAssociation,


id-KeyStatus,


id-L3-Information,


id-LAI,


id-LastKnownServiceArea,


id-NAS-PDU,


id-NewBSS-To-OldBSS-Information,


id-NonSearchingIndication,


id-NumberOfSteps,


id-OMC-ID,


id-OldBSS-ToNewBSS-Information,


id-PagingAreaID,


id-PagingCause,


id-PermanentNAS-UE-ID,


id-RAB-ContextItem,


id-RAB-ContextList,


id-RAB-ContextFailedtoTransferItem,


id-RAB-ContextFailedtoTransferList,


id-RAB-ContextItem-RANAP-RelocInf,


id-RAB-ContextList-RANAP-RelocInf,


id-RAB-DataForwardingItem,


id-RAB-DataForwardingItem-SRNS-CtxReq,


id-RAB-DataForwardingList,


id-RAB-DataForwardingList-SRNS-CtxReq,


id-RAB-DataVolumeReportItem,


id-RAB-DataVolumeReportList,


id-RAB-DataVolumeReportRequestItem,


id-RAB-DataVolumeReportRequestList,


id-RAB-FailedItem,


id-RAB-FailedList,


id-RAB-FailedtoReportItem,


id-RAB-FailedtoReportList,


id-RAB-ID, 


id-RAB-ModifyList,


id-RAB-ModifyItem,

id-RAB-QueuedItem,


id-RAB-QueuedList,


id-RAB-ReleaseFailedList,


id-RAB-ReleaseItem,


id-RAB-ReleasedItem-IuRelComp,


id-RAB-ReleaseList,


id-RAB-ReleasedItem,


id-RAB-ReleasedList,


id-RAB-ReleasedList-IuRelComp,


id-RAB-RelocationReleaseItem,


id-RAB-RelocationReleaseList,


id-RAB-SetupItem-RelocReq,


id-RAB-SetupItem-RelocReqAck,


id-RAB-SetupList-RelocReq,


id-RAB-SetupList-RelocReqAck,


id-RAB-SetupOrModifiedItem,


id-RAB-SetupOrModifiedList,


id-RAB-SetupOrModifyItem,


id-RAB-SetupOrModifyList,


id-RAC,


id-RelocationType,


id-RequestType,


id-SAI,


id-SAPI,


id-SourceID,


id-SourceRNC-ToTargetRNC-TransparentContainer,


id-SourceRNC-PDCP-context-info,


id-TargetID,


id-TargetRNC-ToSourceRNC-TransparentContainer,


id-TemporaryUE-ID,


id-TraceReference,


id-TraceType,


id-TransportLayerAddress,


id-TriggerID,


id-UE-ID,


id-UL-GTP-PDU-SequenceNumber

FROM RANAP-Constants;

-- **************************************************************

--

-- Common Container Lists

--

-- **************************************************************

RAB-IE-ContainerList                  { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfRABs,   {IEsSetParam} }

RAB-IE-ContainerPairList              { RANAP-PROTOCOL-IES-PAIR : IEsSetParam }
::= ProtocolIE-ContainerPairList { 1, maxNrOfRABs,   {IEsSetParam} }

ProtocolError-IE-ContainerList        { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfRABs,   {IEsSetParam} }

IuSigConId-IE-ContainerList           { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfIuSigConIds,   {IEsSetParam} }

DirectTransfer-IE-ContainerList   { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfDTs,    {IEsSetParam} }

Lots of unaffected ASN1 in 9.3.3 not shown

-- **************************************************************

--

-- LOCATION RELATED DATA ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Location Related Data Request

--

-- **************************************************************

LocationRelatedDataRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {LocationRelatedDataRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {LocationRelatedDataRequestExtensions} }



OPTIONAL,


...

}

LocationRelatedDataRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-LocationRelatedDataRequestType

CRITICALITY reject
TYPE LocationRelatedDataRequestType

PRESENCE mandatory
},


...

}

LocationRelatedDataRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Location Related Data Response

--

-- **************************************************************

LocationRelatedDataResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationRelatedDataResponseIEs} },


protocolExtensions

ProtocolExtensionContainer { { LocationRelatedDataResponseExtensions} }



OPTIONAL,


...

}

LocationRelatedDataResponseIEs RANAP-PROTOCOL-IES ::= {


{ ID id-BroadcastAssistanceDataDecipheringKeys

CRITICALITY ignore
TYPE BroadcastAssistanceDataDecipheringKeys

PRESENCE optional
},


...

}

LocationRelatedDataResponseExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Location Related Data Failure

--

-- **************************************************************

LocationRelatedDataFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationRelatedDataFailureIEs} },


protocolExtensions

ProtocolExtensionContainer { { LocationRelatedDataFailureExtensions} }



OPTIONAL,


...

}

LocationRelatedDataFailureIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause



CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

LocationRelatedDataFailureExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- LOCATION RELATED DATA ELEMENTARY PROCEDURE FOR GERAN IU MODE
--

-- **************************************************************

-- **************************************************************

--

-- Location Related Data Request for GERAN Iu mode
--

-- **************************************************************

LocationRelatedDataRequestGERANIuMode ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {LocationRelatedDataRequestGERANIuModeIEs} },


protocolExtensions

ProtocolExtensionContainer { {LocationRelatedDataRequestGERANIuModeExtensions} }



OPTIONAL,


...

}

LocationRelatedDataRequestGERANIuModeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-LocationRelatedDataRequestTypeGERANIuMode

CRITICALITY reject
TYPE LocationRelatedDataRequestTypeGERANIuMode

PRESENCE mandatory
},


...

}

LocationRelatedDataRequestGERANIuModeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Location Related Data Response for GERAN Iu mode
--

-- **************************************************************

LocationRelatedDataResponseGERANIuMode ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationRelatedDataResponseGERANIuModeIEs} },


protocolExtensions

ProtocolExtensionContainer { { LocationRelatedDataResponseGERANIuModeExtensions} }



OPTIONAL,


...

}

LocationRelatedDataResponseGERANIuModeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-BroadcastAssistanceDataDecipheringKeysGERANIuMode

CRITICALITY ignore
TYPE BroadcastAssistanceDataDecipheringKeysGERANIuMode

PRESENCE optional
},


...

}

LocationRelatedDataResponseGERANIuModeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Location Related Data Failure for GERAN Iu mode
--

-- **************************************************************

LocationRelatedDataFailureGERANIuMode ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { LocationRelatedDataFailureGERANIuModeIEs} },


protocolExtensions

ProtocolExtensionContainer { { LocationRelatedDataFailureGERANIuModeExtensions} }



OPTIONAL,


...

}

LocationRelatedDataFailureGERANIuModeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause



CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

LocationRelatedDataFailureGERANIuModeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}
END

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxNrOfPDPDirections,


maxNrOfPoints,


maxNrOfRABs,


maxNrOfSeparateTrafficDirections,


maxRAB-Subflows,


maxRAB-SubflowCombination,


maxNrOfLevels,


maxNrOfAltValues,


id-MessageStructure,


id-TypeOfError,

id-DownlinkCellLoadInformation,


id-UplinkCellLoadInformation

FROM RANAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM RANAP-CommonDataTypes


ProtocolExtensionContainer{},


RANAP-PROTOCOL-EXTENSION

FROM RANAP-Containers;

-- A

Lots of unaffected ASN1 in 9.3.4 not shown

-- B

BindingID



::= OCTET STRING (SIZE (4))

BroadcastAssistanceDataDecipheringKeys
::= SEQUENCE {


cipheringKeyFlag

BIT STRING (SIZE (1)),


currentDecipheringKey
BIT STRING (SIZE (56)),


nextDecipheringKey

BIT STRING (SIZE (56)),


...

}
BroadcastAssistanceDataDecipheringKeysGERANIuMode
::= SEQUENCE {


cipheringKeyFlag

BIT STRING (SIZE (1)),


currentDecipheringKey
BIT STRING (SIZE (56)),


nextDecipheringKey

BIT STRING (SIZE (56)),


...

}
-- C

Lots of unaffected ASN1 in 9.3.4 not shown

-- L

LAC




::= OCTET STRING (SIZE (2))

LAI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

LastKnownServiceArea
::= SEQUENCE {


sAI


SAI,


ageOfSAI
INTEGER (0..32767),


iE-Extensions
ProtocolExtensionContainer { {LastKnownServiceArea-ExtIEs} } OPTIONAL,


...

}

LastKnownServiceArea-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

...

}

LocationRelatedDataRequestType
::= SEQUENCE {


requestedLocationRelatedDataType


RequestedLocationRelatedDataType,


requestedGPSAssistanceData




RequestedGPSAssistanceData
OPTIONAL,


-- This IE shall be present if the Requested Location Related Data Type IE is set to ‘Dedicated Assistance Data for Assisted GPS’ –-


...

}
LocationRelatedDataRequestTypeGERANIuMode
::= SEQUENCE {


requestedLocationRelatedDataTypeGERANIuMode


RequestedLocationRelatedDataTypeGERANIuMode,


requestedGPSAssistanceDataGERANIuMode




RequestedGPSAssistanceDataGERANIuMode
OPTIONAL,


-- This IE shall be present if the Requested Location Related Data Type for GERAN Iu mode IE is set to ‘Dedicated Assistance Data for Assisted GPS’ –-


...

}
L3-Information



::= OCTET STRING

-- M

Lots of unaffected ASN1 in 9.3.4 not shown

ReportArea ::= ENUMERATED { 


service-area, 


geographical-area, 


... 

}

RequestedGPSAssistanceData 
::= OCTET STRING (SIZE (1 .. 38 ))

        -- gpsAssistanceData as defined in 24.080 --

RequestedLocationRelatedDataType ::= ENUMERATED { 


decipheringKeysUEBasedOTDOA,


decipheringKeysAssistedGPS,


dedicatedAssistanceDataUEBasedOTDOA,


dedicatedAssistanceDataAssistedGPS, 


... 

}
RequestedGPSAssistanceDataGERANIuMode 
::= OCTET STRING (SIZE (1 .. 38 ))

        -- gpsAssistanceData as defined in 24.080 --

RequestedLocationRelatedDataTypeGERANIuMode ::= ENUMERATED { 


decipheringKeysEOTD,


decipheringKeysAssistedGPS,


dedicatedMobileBasedEOTDAssistanceData,


dedicatedAssistanceDataAssistedGPS,

dedicatedMobileAssistedEOTDAssistanceData, 


... 

}
Requested-RAB-Parameter-Values ::= SEQUENCE {


requestedMaxBitrates



Requested-RAB-Parameter-MaxBitrateList


OPTIONAL,


requestedGuaranteedBitrates



Requested-RAB-Parameter-GuaranteedBitrateList


OPTIONAL,

iE-Extensions


ProtocolExtensionContainer { { Requested-RAB-Parameter-Values-ExtIEs} } 
OPTIONAL,


...

}

Lots of unaffected ASN1 in 9.3.4 not shown

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RANAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-RAB-Assignment




INTEGER ::= 0

id-Iu-Release





INTEGER ::= 1

id-RelocationPreparation


INTEGER ::= 2

id-RelocationResourceAllocation

INTEGER ::= 3

id-RelocationCancel




INTEGER ::= 4

id-SRNS-ContextTransfer



INTEGER ::= 5

id-SecurityModeControl



INTEGER ::= 6

id-DataVolumeReport




INTEGER ::= 7

id-Reset






INTEGER ::= 9

id-RAB-ReleaseRequest



INTEGER ::= 10

id-Iu-ReleaseRequest



INTEGER ::= 11

id-RelocationDetect




INTEGER ::= 12

id-RelocationComplete



INTEGER ::= 13

id-Paging






INTEGER ::= 14

id-CommonID






INTEGER ::= 15

id-CN-InvokeTrace




INTEGER ::= 16

id-LocationReportingControl


INTEGER ::= 17

id-LocationReport




INTEGER ::= 18

id-InitialUE-Message



INTEGER ::= 19

id-DirectTransfer




INTEGER ::= 20

id-OverloadControl




INTEGER ::= 21

id-ErrorIndication




INTEGER ::= 22

id-SRNS-DataForward




INTEGER ::= 23

id-ForwardSRNS-Context



INTEGER ::= 24

id-privateMessage




INTEGER ::= 25

id-CN-DeactivateTrace



INTEGER ::= 26

id-ResetResource




INTEGER ::= 27

id-RANAP-Relocation




INTEGER ::= 28 

id-RAB-ModifyRequest



INTEGER ::= 29 

id-LocationRelatedData



INTEGER ::= 30
id-LocationRelatedDataGERANIuMode
INTEGER ::= 31

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 





INTEGER ::= 65535

maxProtocolExtensions 



INTEGER ::= 65535

maxProtocolIEs





INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfDTs






INTEGER ::= 15

maxNrOfErrors





INTEGER ::= 256

maxNrOfIuSigConIds




INTEGER ::= 250

maxNrOfPDPDirections



INTEGER ::= 2

maxNrOfPoints





INTEGER ::= 15

maxNrOfRABs






INTEGER ::= 256

maxNrOfSeparateTrafficDirections
INTEGER ::= 2

maxNrOfVol






INTEGER ::= 2
maxNrOfLevels





INTEGER ::= 256 

maxNrOfAltValues




INTEGER ::= 16

maxRAB-Subflows





INTEGER ::= 7

maxRAB-SubflowCombination


INTEGER ::= 64

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AreaIdentity 







INTEGER ::= 0

id-CN-DomainIndicator 






INTEGER ::= 3

id-Cause 









INTEGER ::= 4

id-ChosenEncryptionAlgorithm 




INTEGER ::= 5

id-ChosenIntegrityProtectionAlgorithm 


INTEGER ::= 6

id-ClassmarkInformation2 





INTEGER ::= 7

id-ClassmarkInformation3 





INTEGER ::= 8

id-CriticalityDiagnostics 





INTEGER ::= 9

id-DL-GTP-PDU-SequenceNumber 




INTEGER ::= 10

id-EncryptionInformation 





INTEGER ::= 11

id-IntegrityProtectionInformation 



INTEGER ::= 12

id-IuTransportAssociation 





INTEGER ::= 13

id-L3-Information 







INTEGER ::= 14

id-LAI 










INTEGER ::= 15

id-NAS-PDU 









INTEGER ::= 16

id-NonSearchingIndication 





INTEGER ::= 17

id-NumberOfSteps 







INTEGER ::= 18

id-OMC-ID 









INTEGER ::= 19

id-OldBSS-ToNewBSS-Information 




INTEGER ::= 20

id-PagingAreaID 







INTEGER ::= 21

id-PagingCause 








INTEGER ::= 22

id-PermanentNAS-UE-ID 






INTEGER ::= 23

id-RAB-ContextItem 







INTEGER ::= 24

id-RAB-ContextList 







INTEGER ::= 25

id-RAB-DataForwardingItem 





INTEGER ::= 26

id-RAB-DataForwardingItem-SRNS-CtxReq 


INTEGER ::= 27

id-RAB-DataForwardingList 





INTEGER ::= 28

id-RAB-DataForwardingList-SRNS-CtxReq 


INTEGER ::= 29

id-RAB-DataVolumeReportItem 




INTEGER ::= 30

id-RAB-DataVolumeReportList 




INTEGER ::= 31

id-RAB-DataVolumeReportRequestItem 



INTEGER ::= 32

id-RAB-DataVolumeReportRequestList 



INTEGER ::= 33

id-RAB-FailedItem 







INTEGER ::= 34

id-RAB-FailedList 







INTEGER ::= 35

id-RAB-ID 









INTEGER ::= 36

id-RAB-QueuedItem 







INTEGER ::= 37

id-RAB-QueuedList 







INTEGER ::= 38

id-RAB-ReleaseFailedList 





INTEGER ::= 39

id-RAB-ReleaseItem 







INTEGER ::= 40

id-RAB-ReleaseList 







INTEGER ::= 41

id-RAB-ReleasedItem 






INTEGER ::= 42

id-RAB-ReleasedList 






INTEGER ::= 43

id-RAB-ReleasedList-IuRelComp 




INTEGER ::= 44

id-RAB-RelocationReleaseItem 




INTEGER ::= 45

id-RAB-RelocationReleaseList 




INTEGER ::= 46

id-RAB-SetupItem-RelocReq 





INTEGER ::= 47

id-RAB-SetupItem-RelocReqAck 




INTEGER ::= 48

id-RAB-SetupList-RelocReq 





INTEGER ::= 49

id-RAB-SetupList-RelocReqAck 




INTEGER ::= 50

id-RAB-SetupOrModifiedItem 





INTEGER ::= 51

id-RAB-SetupOrModifiedList 





INTEGER ::= 52

id-RAB-SetupOrModifyItem 





INTEGER ::= 53

id-RAB-SetupOrModifyList 





INTEGER ::= 54

id-RAC 










INTEGER ::= 55

id-RelocationType 







INTEGER ::= 56

id-RequestType 








INTEGER ::= 57

id-SAI 










INTEGER ::= 58

id-SAPI 









INTEGER ::= 59

id-SourceID 








INTEGER ::= 60

id-SourceRNC-ToTargetRNC-TransparentContainer 
INTEGER ::= 61

id-TargetID 








INTEGER ::= 62

id-TargetRNC-ToSourceRNC-TransparentContainer 
INTEGER ::= 63

id-TemporaryUE-ID 







INTEGER ::= 64

id-TraceReference 







INTEGER ::= 65

id-TraceType 








INTEGER ::= 66

id-TransportLayerAddress 





INTEGER ::= 67

id-TriggerID 








INTEGER ::= 68

id-UE-ID 









INTEGER ::= 69

id-UL-GTP-PDU-SequenceNumber 




INTEGER ::= 70

id-RAB-FailedtoReportItem





INTEGER ::= 71

id-RAB-FailedtoReportList 





INTEGER ::= 72

id-KeyStatus








INTEGER ::= 75

id-DRX-CycleLengthCoefficient 




INTEGER ::= 76

id-IuSigConIdList







INTEGER ::= 77

id-IuSigConIdItem







INTEGER ::= 78

id-IuSigConId








INTEGER ::= 79

id-DirectTransferInformationItem-RANAP-RelocInf
INTEGER ::= 80

id-DirectTransferInformationList-RANAP-RelocInf
INTEGER ::= 81

id-RAB-ContextItem-RANAP-RelocInf



INTEGER ::= 82

id-RAB-ContextList-RANAP-RelocInf



INTEGER ::= 83

id-RAB-ContextFailedtoTransferItem



INTEGER ::= 84

id-RAB-ContextFailedtoTransferList



INTEGER ::= 85

id-GlobalRNC-ID








INTEGER ::= 86

id-RAB-ReleasedItem-IuRelComp




INTEGER ::= 87
id-MessageStructure







INTEGER ::= 88
id-Alt-RAB-Parameters






INTEGER ::= 89

id-Ass-RAB-Parameters






INTEGER ::= 90

id-RAB-ModifyList







INTEGER ::= 91

id-RAB-ModifyItem







INTEGER ::= 92
id-TypeOfError








INTEGER ::= 93
id-BroadcastAssistanceDataDecipheringKeys

INTEGER ::= 94

id-LocationRelatedDataRequestType



INTEGER ::= 95

id-GlobalCN-ID








INTEGER ::= 96

id-LastKnownServiceArea






INTEGER ::= 97

id-InterSystemInformation-TransparentContainer
INTEGER ::= 98

id-NewBSS-To-OldBSS-Information 



INTEGER ::= 99

id-DownlinkCellLoadInformation




INTEGER ::= 100

id-UplinkCellLoadInformation




INTEGER ::= 101

id-SourceRNC-PDCP-context-info




INTEGER ::= 102
id-BroadcastAssistanceDataDecipheringKeysGERANIuMode

INTEGER ::= x1

id-LocationRelatedDataRequestTypeGERANIuMode



INTEGER ::= x2
END

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





3GPP


_1059900924.doc



DOCUMENTTYPE



1 (1)













TypeUnitOrDepartmentHere









TypeYourNameHere

TypeDateHere











LOCATION RELATED DATA REQUEST







LOCATION RELATED DATA FAILURE







RNC







CN











_935227290.doc







_1091537226.doc
		


		DOCUMENTTYPE

		

		1 (1)



		

		

		

		



		TypeUnitOrDepartmentHere

		

		

		



		TypeYourNameHere

		TypeDateHere

		

		









LOCATION RELATED DATA REQUEST FOR GERAN IU MODE







BSS







LOCATION RELATED DATA RESPONSE FOR GERAN IU MODE







CN











_935227290.doc







_1091537240.doc
		


		DOCUMENTTYPE

		

		1 (1)



		

		

		

		



		TypeUnitOrDepartmentHere

		

		

		



		TypeYourNameHere

		TypeDateHere

		

		









LOCATION RELATED DATA REQUEST FOR GERAN IU MODE







LOCATION RELATED DATA FAILURE FOR GERAN IU MODE







BSS







CN











_935227290.doc







_1059900443.doc



DOCUMENTTYPE



1 (1)













TypeUnitOrDepartmentHere









TypeYourNameHere

TypeDateHere











LOCATION RELATED DATA REQUEST







 RNC







LOCATION RELATED DATA RESPONSE







CN











_935227290.doc







