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9.1.3
COMMON TRANSPORT CHANNEL SETUP REQUEST

9.1.3.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	ignore

	>Secondary CCPCHs
	
	
	
	
	–
	

	>>SCCPCH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>>TFCS
	M
	
	9.2.1.58
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>>Secondary CCPCH
	
	0..<maxnoofSCCPCHs>
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD.
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>FACH
	
	0..<maxnoofFACHs>
	
	
	GLOBAL
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>FACH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	
	–
	

	>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>Max FACH Power
	O
	
	DL Power 

9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>PCH
	
	0..1
	
	
	YES
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>PCH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	
	–
	

	>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>PICH Parameters
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD.
	YES
	reject

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>PCH Power
	O
	
	DL Power 9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>PICH Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	reject

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>Second TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19A
	
	YES
	reject

	>>Secondary CCPCH LCR
	
	0..<maxnoofSCCPCHsLCR>
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TDD Channelisation Code LCR 
	M
	
	9.2.3.19a
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>PRACH
	
	
	
	
	–
	

	>>PRACH
	M
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD.
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>>Max PRACH Midamble Shifts
	M
	
	9.2.3.6
	
	–
	

	>>>PRACH Midamble 
	M
	
	9.2.3.14
	
	–
	

	>>>RACH
	
	1
	
	
	YES
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>PRACH LCR
	
	0..<maxnoofPRACHLCRs>
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>Max PRACH Midamble Shifts
	M
	
	9.2.3.6
	
	–
	

	>>>PRACH Midamble
	M
	
	9.2.3.14
	
	–
	

	>>>RACH
	
	1
	
	
	YES
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>FPACH
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Max FPACH Power
	M
	
	9.2.3.5E
	
	–
	


	Range Bound
	Explanation

	maxnoofSCCPCHs
	Maximum number of Secondary CCPCHs per CCTrCH for 3.84Mcps TDD

	maxnoofSCCPCHsLCR
	Maximum number of Secondary CCPCHs per CCTrCH for 1.28Mcps TDD

	maxnoofCCTrCHs
	Maximum number of CCTrCHs that can be defined in a cell

	maxnoofFACHs
	Maximum number of FACHs that can be defined on a Secondary CCPCH

	maxnoofPRACHLCRs
	Maximum number of PRACHs LCR that can be defined on a RACH for 1.28Mcps TDD


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

/*Partly omitted*/

id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,

id-AICH-Information,

id-AICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-AP-AICH-Information,


id-AP-AICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-BCH-Information,


id-BCCH-ModificationTime,


id-BlockingPriorityIndicator,


id-Cause,

id-CauseLevel-PSCH-ReconfFailureTDD,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CauseLevel-SyncAdjustmntFailureTDD,

id-CCP-InformationItem-AuditRsp,


id-CCP-InformationList-AuditRsp,


id-CCP-InformationItem-ResourceStatusInd,

id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,

id-CDCA-ICH-Information,


id-CDCA-ICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-CellAdjustmentInfo-SyncAdjustmntRqstTDD,

id-CellAdjustmentInfoItem-SyncAdjustmentRqstTDD,


id-Cell-InformationItem-AuditRsp,


id-Cell-InformationItem-ResourceStatusInd,

id-Cell-InformationList-AuditRsp,


id-CellParameterID,

id-CellSyncBurstTransInit-CellSyncInitiationRqstTDD,


id-CellSyncBurstMeasureInit-CellSyncInitiationRqstTDD,


id-cellSyncBurstRepetitionPeriod,

id-CellSyncBurstTransReconfiguration-CellSyncReconfRqstTDD,


id-CellSyncBurstTransReconfInfo-CellSyncReconfRqstTDD,


id-CellSyncBurstMeasReconfiguration-CellSyncReconfRqstTDD,


id-CellSyncBurstMeasInfoList-CellSyncReconfRqstTDD,


id-CellSyncBurstInfoList-CellSyncReconfRqstTDD,


id-CellSyncInfo-CellSyncReprtTDD,

id-CFN,

    id-CFNReportingIndicator,

id-C-ID,


id-Closed-Loop-Timing-Adjustment-Mode,

id-CommonMeasurementAccuracy,

id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,


id-CommonPhysicalChannelID,


id-CommonPhysicalChannelType-CTCH-ReconfRqstFDD,

id-CommonPhysicalChannelType-CTCH-SetupRqstFDD,

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD,


id-CommunicationContextInfoItem-Reset,


id-CommunicationControlPortID,


id-CommunicationControlPortInfoItem-Reset,


id-Compressed-Mode-Deactivation-Flag,

id-ConfigurationGenerationID,

id-CPCH-Information,


id-CPCH-Parameters-CTCH-SetupRsp,


id-CPCH-ParametersListIE-CTCH-ReconfRqstFDD,


id-CRNC-CommunicationContextID,


id-CriticalityDiagnostics,


id-CSBTransmissionID,


id-CSBMeasurementID,

id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,

id-DCH-TDD-Information,


id-DCH-InformationResponse,

id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-SetupRqstTDD,


id-DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-ReferencePowerInformationItem-DL-PC-Rqst,

id-DLReferencePower,

id-DLReferencePowerList-DL-PC-Rqst,


id-DL-TPC-Pattern01Count,

id-DPC-Mode,

id-DPCHConstant,

id-DSCH-AddItem-RL-ReconfPrepFDD,

id-DSCHs-to-Add-FDD,

id-DSCH-DeleteItem-RL-ReconfPrepFDD,

id-DSCH-DeleteList-RL-ReconfPrepFDD,


id-DSCHs-to-Add-TDD,


id-DSCH-Information-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Information-ModifyList-RL-ReconfPrepTDD,


id-DSCH-InformationResponse,

id-DSCH-FDD-Information,

id-DSCH-FDD-Common-Information,

id-DSCH-TDD-Information,


id-DSCH-ModifyItem-RL-ReconfPrepFDD,

id-DSCH-ModifyList-RL-ReconfPrepFDD,


id-End-Of-Audit-Sequence-Indicator,

id-EnhancedDSCHPC,


id-EnhancedDSCHPCIndicator,

id-FACH-Information,


id-FACH-ParametersList-CTCH-ReconfRqstTDD,


id-FACH-ParametersList-CTCH-SetupRsp,

id-FACH-ParametersListIE-CTCH-ReconfRqstFDD,


id-FACH-ParametersListIE-CTCH-SetupRqstFDD,

id-FACH-ParametersListIE-CTCH-SetupRqstTDD,

id-IndicationType-ResourceStatusInd,

id-InformationExchangeID,

    id-InformationExchangeObjectType-InfEx-Rqst,

    id-InformationExchangeObjectType-InfEx-Rsp,

    id-InformationExchangeObjectType-InfEx-Rprt,

    id-InformationReportCharacteristics,


    id-InformationType,

id-InitDL-Power,

id-InnerLoopDLPCStatus,

id-IntStdPhCellSyncInfoItem-CellSyncReprtTDD,


id-IPDLParameter-Information-Cell-ReconfRqstFDD,


id-IPDLParameter-Information-Cell-SetupRqstFDD,


id-IPDLParameter-Information-Cell-ReconfRqstTDD,


id-IPDLParameter-Information-Cell-SetupRqstTDD,

id-LateEntranceCellSyncInfoItem-CellSyncReprtTDD,

id-Limited-power-increase-information-Cell-SetupRqstFDD,

id-Local-Cell-ID,


id-Local-Cell-Group-InformationItem-AuditRsp,


id-Local-Cell-Group-InformationItem-ResourceStatusInd,


id-Local-Cell-Group-InformationItem2-ResourceStatusInd,


id-Local-Cell-Group-InformationList-AuditRsp,

id-Local-Cell-InformationItem-AuditRsp,

id-Local-Cell-InformationItem-ResourceStatusInd,


id-Local-Cell-InformationItem2-ResourceStatusInd,

id-Local-Cell-InformationList-AuditRsp,


id-AdjustmentPeriod,

id-MaxAdjustmentStep,

id-MaximumTransmissionPower,


id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MIB-SB-SIB-InformationList-SystemInfoUpdateRqst,


id-NCyclesPerSFNperiod,

id-NeighbouringCellMeasurementInformation,

id-NodeB-CommunicationContextID,

id-NRepetitionsPerCyclePeriod,

id-P-CCPCH-Information,

id-P-CPICH-Information,


id-P-SCH-Information,

id-PCCPCH-Information-Cell-ReconfRqstTDD,

id-PCCPCH-Information-Cell-SetupRqstTDD,


id-PCH-Parameters-CTCH-ReconfRqstTDD,


id-PCH-Parameters-CTCH-SetupRsp,

id-PCH-ParametersItem-CTCH-ReconfRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstTDD,

id-PCH-Information,


id-PCPCH-Information,


id-PICH-ParametersItem-CTCH-ReconfRqstFDD,


id-PDSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PDSCH-RL-ID,

id-PDSCHSets-AddList-PSCH-ReconfRqst,


id-PDSCHSets-DeleteList-PSCH-ReconfRqst,


id-PDSCHSets-ModifyList-PSCH-ReconfRqst,


id-PICH-Information,

id-PICH-Parameters-CTCH-ReconfRqstTDD,


id-PICH-ParametersItem-CTCH-SetupRqstTDD,


id-PowerAdjustmentType,


id-PRACH-Information,

id-PRACHConstant,

id-PRACH-ParametersItem-CTCH-SetupRqstTDD,


id-PRACH-ParametersListIE-CTCH-ReconfRqstFDD,


id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD,

id-PrimaryCCPCH-Information-Cell-SetupRqstFDD,


id-PrimaryCPICH-Information-Cell-ReconfRqstFDD,


id-PrimaryCPICH-Information-Cell-SetupRqstFDD,


id-PrimarySCH-Information-Cell-ReconfRqstFDD,

id-PrimarySCH-Information-Cell-SetupRqstFDD,


id-PrimaryScramblingCode,


id-SCH-Information-Cell-ReconfRqstTDD,

id-SCH-Information-Cell-SetupRqstTDD,

id-PUSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PUSCHConstant,

id-PUSCHSets-AddList-PSCH-ReconfRqst,


id-PUSCHSets-DeleteList-PSCH-ReconfRqst,


id-PUSCHSets-ModifyList-PSCH-ReconfRqst,


id-RACH-Information,

id-RACH-Parameters-CTCH-SetupRsp,

id-RACH-ParametersItem-CTCH-SetupRqstFDD,


id-RACH-ParameterItem-CTCH-SetupRqstTDD,

id-ReferenceClockAvailability,


id-ReferenceSFNoffset,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,


id-Reporting-Object-RL-RestoreInd,


id-ResetIndicator,

id-RL-InformationItem-DM-Rprt,

id-RL-InformationItem-DM-Rqst,

id-RL-InformationItem-DM-Rsp,

id-RL-InformationItem-RL-AdditionRqstFDD,

id-RL-informationItem-RL-DeletionRqst,

id-RL-InformationItem-RL-FailureInd,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-ReconfPrepFDD,


id-RL-InformationItem-RL-ReconfRqstFDD,


id-RL-InformationItem-RL-RestoreInd,


id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-AdditionRqstFDD,

id-RL-informationList-RL-DeletionRqst,

id-RL-InformationList-RL-PreemptRequiredInd,

id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationList-RL-ReconfRqstFDD,

id-RL-InformationList-RL-SetupRqstFDD,

id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReady,


id-RL-InformationResponseItem-RL-ReconfRsp,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReady,


id-RL-InformationResponseList-RL-ReconfRsp,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-ReconfRqstTDD,


id-RL-Information-RL-ReconfPrepTDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-ReconfigurationFailureItem-RL-ReconfFailure,

id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rsp,

id-RL-Set-InformationItem-RL-FailureInd,


id-RL-Set-InformationItem-RL-RestoreInd,


id-S-CCPCH-Information,


id-S-CPICH-Information,

id-SCH-Information,


id-S-SCH-Information,


id-Secondary-CCPCHListIE-CTCH-ReconfRqstTDD,


id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD,

id-Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD,


id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD,


id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD,

id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD,


id-SecondarySCH-Information-Cell-ReconfRqstFDD,

id-SecondarySCH-Information-Cell-SetupRqstFDD,

id-SegmentInformationListIE-SystemInfoUpdate,

id-SFN,

    id-SFNReportingIndicator,

id-ShutdownTimer,


id-SSDT-CellIDforEDSCHPC,

id-Start-Of-Audit-Sequence-Indicator,

id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Synchronisation-Configuration-Cell-ReconfRqst,


id-Synchronisation-Configuration-Cell-SetupRqst,

id-SyncCase,


id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH,

id-SyncFrameNumber,


id-SynchronisationReportType,


id-SynchronisationReportCharacteristics,

id-SyncReportType-CellSyncReprtTDD,

id-T-Cell,


id-TFCI2-Bearer-Information-RL-SetupRqstFDD,

id-TFCI2-BearerInformationResponse,


id-TFCI2-BearerSpecificInformation-RL-ReconfPrepFDD,

id-Transmission-Gap-Pattern-Sequence-Information,

id-TimeSlotConfigurationList-Cell-ReconfRqstTDD,

id-TimeSlotConfigurationList-Cell-SetupRqstTDD,

id-timeslotInfo-CellSyncInitiationRqstTDD,

id-TimeslotISCPInfo,

id-TimingAdvanceApplied,

id-TransmissionDiversityApplied,


id-UARFCNforNt,


id-UARFCNforNd,

id-UARFCNforNu,

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,

id-UL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-SetupRqstTDD,


id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,


id-UL-DPCH-Information-RL-SetupRqstFDD,


id-Unsuccessful-cell-InformationRespItem-SyncAdjustmntFailureTDD,

id-Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD,


id-Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD,

id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD,


id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD,


id-USCH-Information-Add,


id-USCH-Information-DeleteList-RL-ReconfPrepTDD,


id-USCH-Information-ModifyList-RL-ReconfPrepTDD,


id-USCH-InformationResponse,

id-USCH-Information,


id-DL-DPCH-LCR-Information-RL-SetupRqstTDD,

 id-DwPCH-LCR-Information
,

 id-DwPCH-LCR-InformationList-AuditRsp,

 id-DwPCH-LCR-Information-Cell-SetupRqstTDD,

 id-DwPCH-LCR-Information-Cell-ReconfRqstTDD,

 id-DwPCH-LCR-Information-ResourceStatusInd,

 id-maxFACH-Power-LCR-CTCH-SetupRqstTDD,

 id-maxFACH-Power-LCR-CTCH-ReconfRqstTDD,

 id-FPACH-LCR-Information,

 id-FPACH-LCR-Information-AuditRsp,

 id-FPACH-LCR-InformationList-AuditRsp,

 id-FPACH-LCR-InformationList-ResourceStatusInd,


id-FPACH-LCR-Parameters-CTCH-SetupRqstTDD, 

 id-FPACH-LCR-Parameters-CTCH-ReconfRqstTDD,

 id-PCCPCH-LCR-Information-Cell-SetupRqstTDD,


id-PCH-Power-LCR-CTCH-SetupRqstTDD,


id-PCH-Power-LCR-CTCH-ReconfRqstTDD,


id-PICH-LCR-Parameters-CTCH-SetupRqstTDD,

  
id-PRACH-LCR-ParametersList-CTCH-SetupRqstTDD, 

 id-RL-InformationResponse-LCR-RL-SetupRspTDD
,

 id-Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD,


id-TimeSlot,

 id-TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD,

 id-TimeSlotConfigurationList-LCR-Cell-SetupRqstTDD,


id-TimeslotISCP-LCR-InfoList-RL-SetupRqstTDD,


id-TimeSlotLCR-CM-Rqst,

 id-UL-DPCH-LCR-Information-RL-SetupRqstTDD,

id-DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-TimeslotISCP-InformationList-LCR-RL-AdditionRqstTDD,


id-DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD,


id-DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD,


id-DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD,


id-TimeslotISCPInfoList-LCR-DL-PC-RqstTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-LCR-InformationModify-AddList,


id-UL-TimeslotLCR-Information-RL-ReconfPrepTDD,


id-UL-SIRTarget,

id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,

id-PUSCH-Info-DM-Rqst,


id-PUSCH-Info-DM-Rsp,


id-PUSCH-Info-DM-Rprt,


id-RL-InformationResponse-LCR-RL-AdditionRspTDD,


maxNrOfCCTrCHs,

maxNrOfCellSyncBursts,

maxNrOfCodes,


maxNrOfCPCHs,

maxNrOfDCHs,

maxNrOfDLTSs,

maxNrOfDLTSLCRs,

maxNrOfDPCHs,


maxNrOfDSCHs,


maxNrOfFACHs,


maxNrOfRLs,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfRLSets,


maxNrOfPCPCHs,

maxNrOfPDSCHs,

maxNrOfPUSCHs,

maxNrOfPRACHLCRs,


maxNrOfPDSCHSets,

maxNrOfPUSCHSets,


maxNrOfReceptsPerSyncFrame,

maxNrOfSCCPCHs,

maxNrOfSCCPCHLCRs,

maxNrOfULTSs,

maxNrOfULTSLCRs,


maxNrOfUSCHs,


maxAPSigNum,


maxCPCHCell,

maxFACHCell,

maxFPACHCell,

maxNoofLen,

maxRACHCell,


maxPCPCHCell,

maxPRACHCell,


maxSCCPCHCell,


maxSCPICHCell,


maxCellinNodeB,


maxCCPinNodeB,


maxCommunicationContext,

maxLocalCellinNodeB,


maxNrOfSlotFormatsPRACH,


maxNrOfCellSyncBursts,

maxNrOfReceptsPerSyncFrame,


maxIB,


maxIBSEG
FROM NBAP-Constants;

/*Partly omitted*/
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST FDD
--

-- **************************************************************

CommonTransportChannelSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestFDD-Extensions}}     OPTIONAL,


...

}

CommonTransportChannelSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY

reject

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

reject

TYPE
ConfigurationGenerationID





PRESENCE 
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstFDD

CRITICALITY 
ignore

TYPE
CommonPhysicalChannelType-CTCH-SetupRqstFDD

PRESENCE 
mandatory
},


...

}

CommonPhysicalChannelType-CTCH-SetupRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCH-CTCH-SetupRqstFDD,


pRACH-parameters



PRACH-CTCH-SetupRqstFDD,


pCPCHes-parameters



PCPCH-CTCH-SetupRqstFDD,

...

}

Secondary-CCPCH-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


fdd-S-CCPCH-Offset





FDD-S-CCPCH-Offset,


dl-ScramblingCode





DL-ScramblingCode
OPTIONAL,


-- This IE shall be present if the PCH Parameters IE is not present


fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


tFCS


TFCS,


secondary-CCPCH-SlotFormat



SecondaryCCPCH-SlotFormat,


tFCI-Presence






TFCI-Presence
OPTIONAL,


-- This IE shall be present if the Secondary CCPCH Slot Format is set to any of the values from 8 to 17


multiplexingPosition




MultiplexingPosition,


powerOffsetInformation




PowerOffsetInformation-CTCH-SetupRqstFDD,

sTTD-Indicator






STTD-Indicator,


fACH-Parameters






FACH-ParametersList-CTCH-SetupRqstFDD

OPTIONAL,


pCH-Parameters






PCH-Parameters-CTCH-SetupRqstFDD


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { Secondary-CCPCHItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-CTCH-SetupRqstFDD ::= SEQUENCE {


pO1-ForTFCI-Bits





PowerOffset,


pO3-ForPilotBits





PowerOffset,


iE-Extensions






ProtocolExtensionContainer { { PowerOffsetInformation-CTCH-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...

}

PowerOffsetInformation-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
FACH-ParametersList-CTCH-SetupRqstFDD ::= ProtocolIE-Single-Container {{ FACH-ParametersListIEs-CTCH-SetupRqstFDD }}

FACH-ParametersListIEs-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-SetupRqstFDD
PRESENCE mandatory }
}
FACH-ParametersListIE-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-SetupRqstFDD
FACH-ParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


transportFormatSet




TransportFormatSet,


toAWS







ToAWS,


toAWE







ToAWE,

maxFACH-Power





DL-Power,


iE-Extensions





ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-SetupRqstFDD ::= ProtocolIE-Single-Container {{ PCH-ParametersIE-CTCH-SetupRqstFDD }}

PCH-ParametersIE-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-SetupRqstFDD
PRESENCE mandatory }
}
PCH-ParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


transportFormatSet




TransportFormatSet,


toAWS







ToAWS,


toAWE







ToAWE,



pCH-Power






DL-Power,

pICH-Parameters






PICH-Parameters-CTCH-SetupRqstFDD,

iE-Extensions





ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PCH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


pICH-Power








PICH-Power,


pICH-Mode








PICH-Mode,



sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer { { PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}

PRACH-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


scramblingCodeNumber




ScramblingCodeNumber,


tFCS









TFCS,


preambleSignatures






PreambleSignatures,

allowedSlotFormatInformation



AllowedSlotFormatInformationList-CTCH-SetupRqstFDD,

rACH-SubChannelNumbers





RACH-SubChannelNumbers,


ul-punctureLimit






PunctureLimit,


preambleThreshold






PreambleThreshold,


rACH-Parameters







RACH-Parameters-CTCH-SetupRqstFDD,

    aICH-Parameters                             AICH-Parameters-CTCH-SetupRqstFDD,

iE-Extensions







ProtocolExtensionContainer { { PRACHItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PRACHItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedSlotFormatInformationList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1.. maxNrOfSlotFormatsPRACH)) OF AllowedSlotFormatInformationItem-CTCH-SetupRqstFDD
AllowedSlotFormatInformationItem-CTCH-SetupRqstFDD ::= SEQUENCE {


rACHSlotFormat







RACH-SlotFormat,


iE-Extensions







ProtocolExtensionContainer  { { AllowedSlotFormatInformationItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AllowedSlotFormatInformationItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-Parameters-CTCH-SetupRqstFDD ::= ProtocolIE-Single-Container {{ RACH-ParametersIE-CTCH-SetupRqstFDD }}

RACH-ParametersIE-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-ParametersItem-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE RACH-ParametersItem-CTCH-SetupRqstFDD
PRESENCE mandatory }
}
RACH-ParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {

 
commonTransportChannelID




CommonTransportChannelID,

 
transportFormatSet






TransportFormatSet,


iE-Extensions







ProtocolExtensionContainer  { { RACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

RACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


aICH-TransmissionTiming





AICH-TransmissionTiming,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


aICH-Power








AICH-Power,


sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer  { { AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCPCH-CTCH-SetupRqstFDD ::= SEQUENCE {


cPCH-Parameters




CPCH-Parameters-CTCH-SetupRqstFDD,


iE-Extensions




ProtocolExtensionContainer { { PCPCHItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

PCPCHItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


transportFormatSet



TransportFormatSet,


aPPreambleScramblingCode 

CPCHScramblingCodeNumber,


cDPreambleScramblingCode 

CPCHScramblingCodeNumber,


tFCS






TFCS,


cDSignatures 




PreambleSignatures 


OPTIONAL,


cDSubChannelNumbers 


CDSubChannelNumbers


OPTIONAL,


punctureLimit 




PunctureLimit,


cPCH-UL-DPCCH-SlotFormat 

CPCH-UL-DPCCH-SlotFormat,


uL-SIR






UL-SIR,


initialDL-transmissionPower

DL-Power,

    maximumDLPower




DL-Power,

    minimumDLPower




DL-Power,


pO2-ForTPC-Bits




PowerOffset,


fDD-TPC-DownlinkStepSize
 
FDD-TPC-DownlinkStepSize,


nStartMessage 




NStartMessage,


nEOT






NEOT,


channel-Assignment-Indication 
Channel-Assignment-Indication,


cPCH-Allowed-Total-Rate


CPCH-Allowed-Total-Rate,


pCPCHChannelInfomation


PCPCHChannelInformationList-CTCH-SetupRqstFDD,


vCAMMapping-Information


VCAMMapping-InformationList-CTCH-SetupRqstFDD

OPTIONAL,


-- this IE shall be present if the Channel Assignment Indication is set to “CA Active” --


aP-AICH-Parameters



AP-AICH-Parameters-CTCH-SetupRqstFDD,


cDCA-ICH-Parameters



CDCA-ICH-Parameters-CTCH-SetupRqstFDD,


iE-Extensions




ProtocolExtensionContainer  { { CPCH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CPCH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCPCHChannelInformationList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfPCPCHs)) OF PCPCHChannelInformationItem-CTCH-SetupRqstFDD

PCPCHChannelInformationItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


cPCHScramblingCodeNumber


CPCHScramblingCodeNumber,


dL-ScramblingCode




DL-ScramblingCode,


fdd-dl-ChannelisationCodeNumber

FDD-DL-ChannelisationCodeNumber,


pCP-Length






PCP-Length,


uCSM-Information




UCSM-Information-CTCH-SetupRqstFDD

OPTIONAL,


-- this IE shall be present if the Channel Assignment Indication is equal to “CA Inactive” --


iE-Extensions





ProtocolExtensionContainer  { { PCPCHChannelInformationItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

PCPCHChannelInformationItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UCSM-Information-CTCH-SetupRqstFDD ::= SEQUENCE {


minUL-ChannelisationCodeLength

MinUL-ChannelisationCodeLength,


nFmax 







NFmax,


channelRequestParameters
 

ChannelRequestParametersList-CTCH-SetupRqstFDD

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { UCSM-InformationItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

 }

UCSM-InformationItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ChannelRequestParametersList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxAPSigNum)) OF ChannelRequestParametersItem-CTCH-SetupRqstFDD

ChannelRequestParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


aPPreambleSignature 

APPreambleSignature,


aPSubChannelNumber 


APSubChannelNumber

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer  { { ChannelRequestParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

ChannelRequestParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

VCAMMapping-InformationList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNoofLen)) OF VCAMMapping-InformationItem-CTCH-SetupRqstFDD

VCAMMapping-InformationItem-CTCH-SetupRqstFDD  ::= SEQUENCE {


minUL-ChannelisationCodeLength

MinUL-ChannelisationCodeLength,


nFmax 







NFmax,


max-Number-of-PCPCHes 



Max-Number-of-PCPCHes,


sFRequestParameters
 



SFRequestParametersList-CTCH-SetupRqstFDD,


iE-Extensions





ProtocolExtensionContainer  { { VCAMMapping-InformationItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

VCAMMapping-InformationItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SFRequestParametersList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxAPSigNum)) OF SFRequestParametersItem-CTCH-SetupRqstFDD

SFRequestParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


aPPreambleSignature 

APPreambleSignature,


aPSubChannelNumber 


APSubChannelNumber

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer  { { SFRequestParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

SFRequestParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION::= {


...

}

AP-AICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


aP-AICH-Power







AICH-Power,


cSICH-Power








AICH-Power,


sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer  { { AP-AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

AP-AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CDCA-ICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


cDCA-ICH-Power







AICH-Power,


sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer  { { CDCA-ICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CDCA-ICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST TDD

--

-- **************************************************************

CommonTransportChannelSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupRequestTDD-IEs}},


protocolExtensions 

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestTDD-Extensions}}

OPTIONAL,

...

}

CommonTransportChannelSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID












CRITICALITY
reject

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID






CRITICALITY
reject

TYPE
ConfigurationGenerationID





PRESENCE 
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstTDD


CRITICALITY
ignore

TYPE 
CommonPhysicalChannelType-CTCH-SetupRqstTDD

PRESENCE 
mandatory
},


...

}

CommonTransportChannelSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-SetupRqstTDD ::= CHOICE {


secondary-CCPCH-parameters




Secondary-CCPCH-CTCH-SetupRqstTDD,


pRACH-parameters






PRACH-CTCH-SetupRqstTDD,


...

}

Secondary-CCPCH-CTCH-SetupRqstTDD ::= SEQUENCE {


sCCPCH-CCTrCH-ID






CCTrCH-ID,


tFCS









TFCS,

tFCI-Coding








TFCI-Coding,


punctureLimit







PunctureLimit,

secondaryCCPCH-parameterList



Secondary-CCPCH-parameterList-CTCH-SetupRqstTDD,


fACH-ParametersList






FACH-ParametersList-CTCH-SetupRqstTDD

OPTIONAL,


pCH-Parameters







PCH-Parameters-CTCH-SetupRqstTDD


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer
{{Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs}}

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD

PRESENCE 
optional
},
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD

...

}
Secondary-CCPCH-parameterList-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ Secondary-CCPCH-parameterListIEs-CTCH-SetupRqstTDD }}

Secondary-CCPCH-parameterListIEs-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD
PRESENCE mandatory }
-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD
}

Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD
Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


timeslot








TimeSlot,


midambleShiftandBurstType




MidambleShiftAndBurstType,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,

repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


s-CCPCH-Power







DL-Power,


iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ FACH-ParametersListIEs-CTCH-SetupRqstTDD }}

FACH-ParametersListIEs-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-SetupRqstTDD
PRESENCE mandatory }
}

FACH-ParametersListIE-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-SetupRqstTDD
FACH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


fACH-CCTrCH-ID






CCTrCH-ID,

dl-TransportFormatSet




TransportFormatSet,


toAWS








ToAWS,


toAWE








ToAWE,


iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-maxFACH-Power-LCR-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
DL-Power

PRESENCE 
optional
},

-- Applicable to 1.28Mcps TDD only

...

}

PCH-Parameters-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ PCH-ParametersIE-CTCH-SetupRqstTDD }}

PCH-ParametersIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-SetupRqstTDD
PRESENCE mandatory }
}

PCH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pCH-CCTrCH-ID






CCTrCH-ID,

dl-TransportFormatSet




TransportFormatSet,


toAWS








ToAWS,


toAWE








ToAWE,


pICH-Parameters






PICH-Parameters-CTCH-SetupRqstTDD,


iE-Extensions






ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-PCH-Power-LCR-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
DL-Power

PRESENCE 
optional
}|

-- Applicable to 1.28Mcps TDD only

{ ID
id-PICH-LCR-Parameters-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
PICH-LCR-Parameters-CTCH-SetupRqstTDD

PRESENCE 
optional
},
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD

...

}

PICH-Parameters-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ PICH-ParametersIE-CTCH-SetupRqstTDD }}

PICH-ParametersIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-ParametersItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE PICH-ParametersItem-CTCH-SetupRqstTDD
PRESENCE optional }

}
-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD
PICH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

 
tdd-ChannelisationCode




TDD-ChannelisationCode,

 
timeSlot  







TimeSlot,

midambleshiftAndBurstType



MidambleShiftAndBurstType,

 
tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

 
repetitionPeriod





RepetitionPeriod,

 
repetitionLength





RepetitionLength,

 
pagingIndicatorLength




PagingIndicatorLength,


pICH-Power







PICH-Power,


iE-Extensions






ProtocolExtensionContainer  { { PICH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

PICH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PICH-LCR-Parameters-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

 
tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,

 
timeSlotLCR  






TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

 
repetitionPeriod





RepetitionPeriod,

 
repetitionLength





RepetitionLength,

 
pagingIndicatorLength




PagingIndicatorLength,


pICH-Power







PICH-Power,

second-TDD-ChannelisationCodeLCR

TDD-ChannelisationCodeLCR,

iE-Extensions






ProtocolExtensionContainer  { { PICH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

PICH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHLCRs)) OF Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD
Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tdd-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,


timeslotLCR








TimeSlotLCR,


midambleShiftLCR






MidambleShiftLCR,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,

repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


s-CCPCH-Power







DL-Power,

iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PRACH-CTCH-SetupRqstTDD ::= SEQUENCE {

pRACH-Parameters-CTCH-SetupRqstTDD


PRACH-Parameters-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { PRACH-CTCH-SetupRqstTDD-ExtIEs } }

OPTIONAL,


...
}
PRACH-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-PRACH-LCR-ParametersList-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION
PRACH-LCR-ParametersList-CTCH-SetupRqstTDD

PRESENCE 
optional
}|
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD

{ ID
id-FPACH-LCR-Parameters-CTCH-SetupRqstTDD


CRITICALITY
reject

EXTENSION 
FPACH-LCR-Parameters-CTCH-SetupRqstTDD

PRESENCE 
optional
},
-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD

...

}
PRACH-Parameters-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ PRACH-ParametersIE-CTCH-SetupRqstTDD }}

PRACH-ParametersIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-ParametersItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE PRACH-ParametersItem-CTCH-SetupRqstTDD
PRESENCE optional }

}
-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD
PRACH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tFCS









TFCS,

timeslot








TimeSlot,


tdd-ChannelisationCode





TDD-ChannelisationCode,

maxPRACH-MidambleShifts





MaxPRACH-MidambleShifts,


pRACH-Midamble 







PRACH-Midamble,


rACH









RACH-Parameter-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { PRACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PRACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-Parameter-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ RACH-ParameterIE-CTCH-SetupRqstTDD }}

RACH-ParameterIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-ParameterItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE RACH-ParameterItem-CTCH-SetupRqstTDD
PRESENCE mandatory }
}

RACH-ParameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


uL-TransportFormatSet





TransportFormatSet,

iE-Extensions







ProtocolExtensionContainer  { { RACH-ParameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

RACH-ParameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-LCR-ParametersList-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfPRACHLCRs)) OF PRACH-LCR-ParametersItem-CTCH-SetupRqstTDD 

PRACH-LCR-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tFCS









TFCS,

timeslotLCR








TimeSlotLCR,


tdd-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,

maxPRACH-MidambleShifts





MaxPRACH-MidambleShifts,


pRACH-Midamble 







PRACH-Midamble,


rACH









RACH-Parameter-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { PRACH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PRACH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FPACH-LCR-Parameters-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,

 
tdd-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,


timeslotLCR








TimeSlotLCR,


midambleShiftLCR






MidambleShiftLCR,


fPACH-Power







FPACH-Power,


iE-Extensions







ProtocolExtensionContainer  { { FPACH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

FPACH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
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