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9.1.9
RELOCATION REQUIRED

This message is sent by the source RNC to inform the CN that a relocation is to be performed.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Relocation Type
	M
	
	9.2.1.23
	
	YES
	reject

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore

	Source ID
	M
	
	9.2.1.24
	
	YES
	ignore

	Target ID
	M
	
	9.2.1.25
	
	YES
	reject

	MS Classmark 2
	C – ifGSMtarget
	
	9.2.1.26
	As defined in [10].
	YES
	reject

	MS Classmark 3
	C – ifGSMtarget
	
	9.2.1.27
	As defined in [10].
	YES
	ignore

	Source RNC To Target RNC Transparent Container
	C – ifUMTStarget
	
	9.2.1.28
	
	YES
	reject

	Old BSS To New BSS Information
	O
	
	9.2.1.29
	Formatted as ‘V’ and coded in the same way as the value part of the Old BSS to New BSS Information information element in  [11]. Can optionally be used if GSM target  but not used for UMTS target.
	YES
	ignore


	Condition
	Explanation

	ifGSMtarget
	This IE shall be present if the Target ID IE contains a CGI IE.

	ifUMTStarget
	This IE shall be present if the Target ID IE contains a Target RNC-ID IE.


9.1.12
RELOCATION COMMAND

This message is sent by the CN to source RNC to inform that resources for the relocation are allocated in target RNC.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Target RNC To Source RNC Transparent Container
	O


	
	9.2.1.30
	
	YES
	reject

	L3 Information
	O


	
	9.2.1.31
	Formatted as ‘V’ and coded in the same way as the value part of the Layer 3 Information information element   in [11].
	YES
	ignore

	RABs To Be Released List
	O
	
	
	
	YES
	ignore

	>RABs To Be Released Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	RABs Subject To Data Forwarding List
	O
	
	
	
	YES
	ignore

	>RABs Subject To Data Forwarding Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>Iu Transport Association
	M
	
	9.2.2.2
	
	-
	

	Criticality Diagnostics
	O
	
	9.2.1.35
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.2.1.26
MS Classmark 2

The coding of this element is described in [10].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MS Classmark 2
	M
	
	OCTET STRING
	Contents defined in  [10]


9.2.1.27
MS Classmark 3

The coding of this element is described in [10].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MS Classmark 3
	M
	
	OCTET STRING
	Contents defined in  [10]


9.2.1.29
Old BSS to New BSS Information

The coding of this element is described in [11].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Old BSS To New BSS Information
	M
	
	OCTET STRING
	Formatted as ‘V’ and coded in the same way as the value part of the Old BSS to New BSS Information information element   in [11].


9.2.1.31
L3 Information

The coding of this element is described in [11].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	L3 Information
	M
	
	OCTET STRING
	Formatted as ‘V’ and coded in the same way as the value part of the Layer 3 Information information element    in [11].
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