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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of one or more DSCHs or an HS-DSCH on one radio link.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.

Transport Channels Handling:

DCH(s):

[TDD - If the DCH Information IE is present, the Node B shall configure the new DCH(s) according to the parameters given in the message.]

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info IEs, then the Node B shall treat the DCHs in the DCH Information IE as a set of co-ordinated DCHs. The Node B shall include these DCHs in the new configuration only if it can include all of them in the new configuration.
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only”, the DRNS shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.

[TDD - If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only”, the DRNS shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.]
 [FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [16]. If the QE-Selector IE is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [16].]
For a set of co-ordinated DCHs, the Transport channel BER from the DCH with the QE-Selector IE set to "selected" shall be used for the QE in the UL data frames, ref. [16]. [FDD - If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [16]. If all DCHs have QE-Selector IE set to "non-selected", the Physical channel BER shall be used for the QE, ref. [16]].

The Node B shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs as the FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the configuration.

The Node B shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs as the Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs in the configuration.

The Node B shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs as the Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs in the configuration.

The received Frame Handling Priority IE specified for each Transport Channel should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the Node B once the new RL(s) has been activated.

[FDD - The Diversity Control Field IE indicates for each RL (except the first RL in the message) whether the Node B shall combine the concerned RL or not.

-
If the Diversity Control Field IE is set to"May", the Node B shall decide for either of the alternatives.

-
If the Diversity Control Field IE is set to "Must", the Node B shall combine the RL with one of the other RL.

-
If the Diversity Control Field IE is set to "Must not", the Node B shall not combine the RL with any other existing RL.

Diversity combining is applied to Dedicated Transport Channels (DCH), i.e. it is not applied to the DSCHs. When a new RL is to be combined, the Node B shall choose which RL(s) to combine it with.]

[FDD - In the RADIO LINK SETUP RESPONSE message, the Node B shall indicate for each RL with the Diversity Indication in the RL Information Response IE whether the RL is combined or not.

-
[FDD - In case of not combining with a RL previously listed in the RADIO LINK SETUP RESPONSE message or for the first RL in the RADIO LINK SETUP RESPONSE message, the Node B shall include in the DCH Information Response IE in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DCH of this RL.]

-
[FDD - Otherwise in case of combining, the RL ID IE indicates (one of) the RL(s) previously listed in this RADIO LINK SETUP RESPONSE message with which the concerned RL is combined.]

[TDD - The Node B shall include in the DCH Information Response IE in the RADIO LINK SETUP RESPONSE message the Binding ID IE and Transport Layer Address IE for the transport bearer to be established for each DCH of this RL.]

In the case of a set of co-ordinated DCHs, the Binding ID IE and the Transport Layer Address IE shall be specified for only one of the DCHs in the set of co-ordinated DCHs.

<not affected part is omitted>
9.2.1.xx
Unidirectional DCH Indicator

The Unidirectional DCH Indicator IE indicates that the DCH is unidirectional. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Unidirectional DCH Indicator
	
	
	ENUMERATED {Downlink DCH only, Uplink DCH only}
	Downlink DCH only shall only be used by TDD.


<affected part is omitted>
9.2.2.4D
DCH FDD Information
The DCH FDD Information IE provides information for DCHs to be established.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	DCH FDD Information
	
	1..<maxnoofDCHs>
	
	
	–
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.49
	
	–
	

	>UL FP Mode
	M
	
	9.2.1.66
	
	–
	

	>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>DCH Specific Info
	
	1..<maxnoofDCHs>
	
	
	–
	

	>>DCH ID
	M
	
	9.2.1.20
	
	–
	

	>>Transport Format Set 
	M
	
	9.2.1.59
	For UL
	–
	

	>>Transport Format Set 
	M
	
	9.2.1.59
	For DL
	–
	

	>>Allocation/Retention Priority
	M
	
	9.2.1.1A
	
	–
	

	>>Frame Handling Priority
	M
	
	9.2.1.30
	
	–
	

	>>QE-Selector
	M
	
	9.2.1.50A
	
	–
	

	>>Unidirectional DCH Indicator
	O
	
	9.2.1.xx
	
	YES
	ignore


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for one UE


<not affected part is omitted>
9.2.3.4C
DCH TDD Information

The DCH TDD Information IE provides information for DCHs to be established.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	DCH TDD Information
	
	1..<maxnoofDCHs>
	
	
	–
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.49
	
	–
	

	>UL FP Mode
	M
	
	9.2.1.66
	
	–
	

	>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>DCH Specific Info
	
	1..<maxnoofDCHs>
	
	
	–
	

	>>DCH ID
	M
	
	9.2.1.20
	
	–
	

	>>CCTrCH ID
	M
	
	9.2.3.3
	UL CCTrCH in which the DCH is mapped 
	–
	

	>>CCTrCH ID
	M
	
	9.2.3.3
	DL CCTrCH in which the DCH is mapped
	–
	

	>>Transport Format Set 
	M
	
	9.2.1.59
	For UL
	–
	

	>>Transport Format Set 
	M
	
	9.2.1.59
	For DL
	–
	

	>>Allocation/Retention Priority
	M
	
	9.2.1.1A
	
	–
	

	>>Frame Handling Priority
	M
	
	9.2.1.30
	
	–
	

	>>QE-Selector
	C-CoorDCH
	
	9.2.1.50A
	
	–
	

	>>Unidirectional DCH Indicator
	O
	
	9.2.1.xx
	
	YES
	ignore


	Condition
	Explanation

	CoorDCH
	The IE shall be present if this DCH is part of a set of coordinated DCHs (number of instances of the DCH Specific Info IE is greater than 1).


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for one UE


<not affected part is omitted>
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,
<not affected part is omitted>

id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCHOrHS-SCCHTransmission,


id-HS-DSCHRequiredPower,


id-HS-DSCHProvidedBitRate,


id-HS-DSCHRequiredPowerValue,


id-HS-DSCHProvidedBitRateValue,

id-Unidirectional-DCH-Indicator
FROM NBAP-Constants

Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes

<not affected part is omitted>
DCH-FDD-Information ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-FDD-InformationItem

DCH-FDD-InformationItem ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-Specific-FDD-InformationList,

iE-Extensions





ProtocolExtensionContainer { { DCH-FDD-InformationItem-ExtIEs} }
OPTIONAL,


...

}

DCH-FDD-InformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-Specific-FDD-InformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-Specific-FDD-Item

DCH-Specific-FDD-Item ::=
SEQUENCE {

dCH-ID







DCH-ID,


ul-TransportFormatSet



TransportFormatSet,


dl-TransportFormatSet



TransportFormatSet,


allocationRetentionPriority


AllocationRetentionPriority,

frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector,

iE-Extensions





ProtocolExtensionContainer { { DCH-Specific-FDD-Item-ExtIEs} }
OPTIONAL,


...

}

DCH-Specific-FDD-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Unidirectional-DCH-Indicator

CRITICALITY ignore
EXTENSION Unidirectional-DCH-Indicator

PRESENCE optional
},

...

}

DCH-InformationResponse ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem

DCH-InformationResponseItem ::= SEQUENCE {


dCH-ID










DCH-ID,


bindingID









BindingID



OPTIONAL,


transportLayerAddress






TransportLayerAddress
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-InformationResponseItem-ExtIEs} }

OPTIONAL,


...

}

DCH-InformationResponseItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-TDD-Information ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-TDD-InformationItem

DCH-TDD-InformationItem ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-Specific-TDD-InformationList,


iE-Extensions






ProtocolExtensionContainer { { DCH-TDD-InformationItem-ExtIEs} }

OPTIONAL,

...

}

DCH-TDD-InformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-Specific-TDD-InformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-Specific-TDD-Item

DCH-Specific-TDD-Item ::=
SEQUENCE {

dCH-ID








DCH-ID,


ul-CCTrCH-ID






CCTrCH-ID,


dl-CCTrCH-ID






CCTrCH-ID,


ul-TransportFormatSet




TransportFormatSet,


dl-TransportFormatSet




TransportFormatSet,


allocationRetentionPriority



AllocationRetentionPriority,

frameHandlingPriority




FrameHandlingPriority,


qE-Selector







QE-Selector





OPTIONAL,


-- This IE shall be present if DCH is part of set of Coordinated DCHs


iE-Extensions






ProtocolExtensionContainer { { DCH-Specific-TDD-Item-ExtIEs} }

OPTIONAL,


...

}

DCH-Specific-TDD-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Unidirectional-DCH-Indicator

CRITICALITY ignore
EXTENSION Unidirectional-DCH-Indicator

PRESENCE optional
},

...

}
<not affected part is omitted>
UL-TimeSlot-ISCP-LCR-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Unidirectional-DCH-Indicator
::= ENUMERATED {


downlink-DCH-only,


uplink-DCH-only

}
USCH-Information ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-InformationItem

<not affected part is omitted>
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<not affected part is omitted>
-- **************************************************************

--

-- IEs

--

-- **************************************************************
id-AICH-Information












ProtocolIE-ID ::= 0

id-AICH-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 1

id-BCH-Information












ProtocolIE-ID ::= 7

id-BCH-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 8

<not affected part is omitted>
id-HS-SICH-Reception-Quality 









ProtocolIE-ID ::= 588
id-HS-SICH-Reception-Quality-Measurement-Value 





ProtocolIE-ID ::= 589
id-HSSICH-Info-DM-Rprt 











ProtocolIE-ID ::= 590
id-HSSICH-Info-DM-Rqst











ProtocolIE-ID ::= 591
id-HSSICH-Info-DM-Rsp











ProtocolIE-ID ::= 592

id-Unidirectional-DCH-Indicator









ProtocolIE-ID ::= xxx
END
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