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Figure 6: Radio Link Setup procedure: Unsuccessful Operation

If the establishment of at least one radio link is unsuccessful, the DRNC shall respond with a RADIO LINK SETUP FAILURE message. The DRNC shall include in the RADIO LINK SETUP FAILURE message a general Cause IE or a Cause IE for each failed radio link. The Cause IE indicates the reason for failure. 

[FDD - If some radio links were established successfully, the DRNC shall indicate this in the RADIO LINK SETUP FAILURE message in the same way as in the RADIO LINK SETUP RESPONSE message.]

[FDD - If the RL identified by the PDSCH RL ID IE is a radio link in the DRNS and this RL is successfully established, then the DRNC shall allocate a DSCH-RNTI to the UE Context and include the DSCH-RNTI IE in the RADIO LINK SETUP FAILURE message.]

If the RADIO LINK SETUP REQUEST message includes a C-ID IE corresponding to a cell reserved for operator use and the Permanent NAS UE Identity IE is not present, the DRNC shall reject the procedure and send the RADIO LINK SETUP FAILURE message.

[FDD - If the accessed cell supports TFCI power control, the DRNC shall include the TFCI PC Support Indicator IE in the RADIO LINK SETUP FAILURE message.]
If the RL identified by the HS-PDSCH RL ID IE is a radio link in the DRNS and this RL is successfully established, then the DRNC shall allocate a HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE and the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK SETUP FAILURE message.

Typical cause values are:

Radio Network Layer Causes:

-
[FDD - UL Scrambling Code Already in Use];

-
DL Radio Resources not Available;

-
UL Radio Resources not Available;
-
[FDD - Combining Resources not available];
-
Combining not Supported

-
Requested Configuration not Supported;

-
Cell not Available;

-
[FDD - Requested Tx Diversity Mode not Supported];

-
Power Level not Supported;

-
Number of DL codes not supported;

-
Number of UL codes not supported;
-
Dedicated Transport Channel Type not Supported;

-
DL Shared Channel Type not Supported;

-
[TDD - UL Shared Channel Type not Supported];

-
[FDD - UL Spreading Factor not Supported];

-
[FDD - DL Spreading Factor not Supported];
-
CM not Supported;

-
[FDD - DPC mode change not Supported];

-
Cell reserved for operator use;

-
Delayed Activation not supported.
Transport Layer Causes:
-
Transport Resource Unavailable.
Miscellaneous Causes:

-
Control Processing Overload;

-
HW Failure;

-
Not enough User Plane Processing Resources.
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