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	Reason for change:
(

	The current description of the Intra-Node B Serving HS-DSCH Radio Link Change implies that the Node B can release or setup RLs autonomously before receiving the message RADIO LINK COMMIT. In order to avoid misunder-standing the concerned procedure text is re-worded.

	
	

	Summary of change:
(

	The text of Prepared Radio Link Reconfiguration procedure concerning the Intra-Node B Serving HS-DSCH Radio Link Change is re-worded, now stating that the Node B is allocating the resources of the new configuration.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release):

This CR has an isolated impact with the previous version of the specification (same release).

This CR has an impact under functional point of view. 

The impact can be considered isolated, because the change affects one function namely the Intra-Node B Serving HS-DSCH Radio Link Change.
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	An ambiguous description of the Intra-Node B Serving HS-DSCH Radio Link Change will confuse the readers of the specification.
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8.3.2
Synchronised Radio Link Reconfiguration Preparation

/* start changed section */
Intra-Node B Serving HS-DSCH Radio Link Change:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-PDSCH RL ID IE, this indicates the new Serving HS-DSCH Radio Link:

-
In the new configuration the Node B shall de-allocate the HS-PDSCH resources of the old Serving HS-PDSCH Radio Link and allocate the HS-PDSCH resources for the new Serving HS-PDSCH Radio Link.

-
The Node B may include the HARQ Memory Partitioning IE in the [FDD – HS-DSCH FDD Information Response IE] [TDD – HS-DSCH TDD Information Response IE] in the RADIO LINK RECONFIGURATION READY message.

-
[FDD – The Node B shall allocate HS-SCCH codes corresponding to the HS-DSCH and include the HS-SCCH Specific Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [TDD – The Node B shall allocate HS-SCCH parameters corresponding to the HS-DSCH and include the [3.84Mcps TDD – HS-SCCH Specific Information Response IE] [1.28Mcps TDD – HS-SCCH Specific Information Response LCR IE] in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

/* end changed section */
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