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1. Overall Description:

RAN3 would like to inform CN4 that after investigating with GERAN on the actual meaning of the two cause codes “no radio resource available” and “traffic load in target cell higher than in source cell”, it has come to the following conclusions related to items 3. and 4. of the discussion paper N4-040172. 

As explained by GERAN, discrimination between these two causes is key for the source BSC (respectively RNC) to determine if any handover attempt- including time critical handovers-  to the target RNC (respectively BSC) should be avoided or if only traffic load handovers should be avoided.

Therefore RAN3 has decided to align RANAP with GERAN and to introduce in release 5 the new cause code “traffic load in target cell higher than in source cell” in RANAP.

Consequently, the answers to the items 3. and 4. asked by CN4 to RAN3 in the liaison Tdoc N4-0260 are the following:

Item 3. HO 3g-2g
The current TS29010 mapping:

 "Traffic load in target cell higher than in the source cell" maps to "Relocation Failure in target CN/RNC or target system".  

Should be better changed into: 

"Traffic load in target cell higher than in the source cell" maps to " Traffic load in target cell higher than in the source cell".  

Item 4. HO 2g-3g

The current TS29010 mapping:

"No Radio Resources available in target cell" maps to " No Radio Resources available in target cell".  

Should be kept.

2. Actions:

To CN4 group.

RAN3 kindly asks CN4 to note that RAN3 introduced a new cause code in RANAP  “traffic load in target cell higher than in source cell” in release 5 to align with GERAN and to consider the resulting mapping described above.

3. Date of Next TSG-RAN 3 Meetings:

TSG RAN WG3 Meeting #44 

04 – 08 October 2004, Sophia Antipolis, France
TSG RAN WG3 Meeting #45 

15 – 19 November 2004, Shin-Yokohama, Japan










































