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Discussion

The version 0.2.1 (attached) includes changes from the following contributions from RAN3#41bis meeting:

R3-040712: MBMS Notification Coordination function is to be included into the TS25.401

R3-040752: MBMS Service area is captured according to SA2 view (LS from SA2 in R3-040695)

R3-040808: Proposals included with changes; 

-MBMS SESSION START REQUEST doesn’t need Transport Layer Information, because MBMS is DL only.
-MBMS SESSION START RESPONSE contains Transport Layer Information and it shall be only in one response message in the case of Iu-Flex.

-PDP Type Information is needed in MBMS SESSION START REQUEST, because of header compression. Related open issue 8 removed.

-Iu Transport Association IE is not needed to be mentioned, because it is included to Transport Layer Information

-Last change not needed, because this case can be handled with generic way with already existing “traffic class not available” cause value

R3-040824: Conclusions agreed and they are included into the Working assumptions. 

R3-040840: 

-Proposal 1 included into chapter 5.6.3.2.3. Related open issue removed. 

-Proposal 2 included with agreement that in Session Start RNC may receive RAs it is not concerned in List of RA of Idle Ues (to chapter 5.6.3.2.2.5). And in Session Update a delta list is always sent (to chapter 5.6.3.2.4).

-Proposal 3. Open issue removed.

-Proposal 4. Open issue removed.

Proposal

Endorse version 0.2.1 

