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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions below apply. Terms and definitions not defined below can be found in [35].

Cell Load-Based Inter-System Handover: This mechanism, which is contained within a UTRAN RNC, consists of three primary functions:

1.
The RNC has the capability to generate and send Cell Load Information towards the target/source system.

2.
The RNC has the capability to receive Cell Load Information from the target/source system, and is able to interpret this information.

3.
The ability of the RNC to make a handover decision by comparing the Cell Load Information that it has received from the target system with the Cell Load Information it has about its own cells.

Ciphering Alternative: defines both the Ciphering Status (started/not started) together with the Ciphering Algorithm considered altogether.
Default CN node: An RNC with an inactive or not implemented NAS Node Selection Function [26] has one single permanent default CN node per CN domain. It always initiates the Initial UE Message procedure towards its default CN node. If the NAS Node Selection Function is active, then no Default CN node exists.

Directed retry:  Directed retry is the process of assigning a User Equipment to a radio resource that does not belong to the serving RNC e.g. in situations of congestion. It is triggered by the RAB Assignment procedure and employs relocation procedures.

Elementary Procedure: RANAP protocol consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between the RNS and the CN. These Elementary Procedures are defined separately and are intended to be used to build up complete sequences in a flexible manner. If the independence between some EPs is restricted, it is described under the relevant EP description. Unless otherwise stated by the restrictions, the EPs may be invoked independently of each other as stand alone procedures, which can be active in parallel. Examples on using several RANAP EPs together with each other and EPs from other interfaces can be found in reference [4].

An EP consists of an initiating message and possibly a response message. Three kinds of EPs are used:

-
Class 1: Elementary Procedures with response (success and/or failure).

-
Class 2: Elementary Procedures without response.

-
Class 3: Elementary Procedures with possibility of multiple responses.

For Class 1 EPs, the types of responses can be as follows:

Successful:

-
A signalling message explicitly indicates that the elementary procedure successfully completed with the receipt of the response.

Unsuccessful:

-
A signalling message explicitly indicates that the EP failed.

-
On time supervision expiry (i.e. absence of expected response).

Successful and Unsuccessful:

-
One signalling message reports both successful and unsuccessful outcome for the different included requests.  The response message used is the one defined for successful outcome.

Class 2 EPs are considered always successful.

Class 3 EPs have one or several response messages reporting both successful, unsuccessful outcome of the requests and temporary status information about the requests. This type of EP only terminates through response(s) or EP timer expiry.

Gateway Core Network: as defined in [r1].
GERAN BSC in Iu mode:  In the context of this specification no distinction between an UTRAN RNC and a GERAN BSC in Iu mode is made. The GERAN BSC in Iu mode will behave as a RNC unless explicitely stated (see [27]).

Integrity Protection Alternative: defines both the Integrity Protection Status (started/not started) together with the Integrity Protection Algorithm considered altogether.

Management Based Activation: as defined in [37].
PUESBINE feature: as defined in [33].

Relocation of SRNS: relocation of SRNS is a UMTS functionality used to relocate the serving RNS role from one RNS to another RNS. This UMTS functionality is realised by several elementary procedures executed in several interfaces and by several protocols and it may involve a change in the radio resources used between UTRAN and UE

It is also possible to relocate the serving RNS role from:

-
one RNS within UMTS to another relocation target external to UMTS;

-
functionality equivalent to the serving RNS role from another relocation source external to UMTS to another RNS.

RAN Information Management: as defined in [36].

Trace Recording Session: as defined in [37].

Trace Recording Session Reference: as defined in [37].

Trace Reference: as defined in [37].

Trace Session: as defined in [37].

Serving RNC: SRNC is the RNC belonging to SRNS

Serving RNS: role an RNS can take with respect to a specific connection between an UE and UTRAN. There is one serving RNS for each UE that has a connection to UTRAN. The serving RNS is in charge of the radio connection between a UE and the UTRAN. The serving RNS terminates the Iu for this UE

Signalling Based Activation: as defined in [37].
Source RNC: source RNC is the RNC belonging to source RNS

Source RNS: role, with respect to a specific connection between UTRAN and CN, that RNS takes when it decides to initiate a relocation of SRNS

Target RNC: target RNC is the RNC belonging to target RNS

Target RNS: role an RNS gets with respect to a specific connection between UTRAN and CN when it is being a subject of a relocation of SRNS which is being made towards that RNS

UE Specific Behaviour Information – Iu: as defined in [33].

3.2
Symbols

Void.

3.3
Abbreviations

Applicable abbreviations can be found in [35]. For the purposes of the present document, the following abbreviations apply:

AAL2
ATM Adaptation Layer type 2

ALCAP
Access Link Control Application Part

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

ATM
Asynchronous Transfer Mode

BSC
Base Station Controller

CC
Call Control

CN
Core Network

CRNC
Controlling RNC

CS
Circuit Switched
DCH
Dedicated Channel

DL
Downlink
DRNC
Drift RNC

DRNS
Drift RNS

DSCH
Downlink Shared Channel

EP
Elementary Procedure

GERAN
GSM/EDGE Radio Access Network

GPRS
General Packet Radio System

GSM
Global System for Mobile communications

GTP
GPRS Tunnelling Protocol
GWCN
GateWay Core Network
IE
Information Element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IPv4
Internet Protocol (version 4)

IPv6
Internet Protocol (version 6)

MM
Mobility Management

MSC
Mobile services Switching Center

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

NNSF
NAS Node Selection Function

NRT
Non-Real Time

N-PDU
Network – Protocol Data Unit

OSP:IHOSS
Octet Stream Protocol: Internet-Hosted Octet Stream Service

P-TMSI
Packet TMSI

PDCP
Packet Data Convergence Protocol

PDP
Packet Data Protocol

PDU
Protocol Data Unit 

PLMN
Public Land Mobile Network

PPP
Point-to-Point Protocol
PS
Packet Switched

PUESBINE
Provision of UE Specific Behaviour Information to Network Entities

QoS
Quality of Service

RAB
Radio Access Bearer

RANAP
Radio Access Network Application Part

RIM
RAN Information Management

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RRC
Radio Resource Control

RT
Real Time

SAI
Service Area Identifier

SAP
Service Access Point

SDU
Service Data Unit

SGSN
Serving GPRS Support Node

SNA
Shared Network Area

SNAC
Shared Network Area Code

SRNC
Serving RNC

SRNS
Serving RNS

TEID
Tunnel Endpoint Identifier

TMSI
Temporary Mobile Subscriber Identity

UE
User Equipment 

UEA
UMTS Encryption Algorithm

UESBI-Iu
UE Specific Behaviour Information - Iu

UIA
UMTS Integrity Algorithm

UL
Uplink

UMTS
Universal Mobile Telecommunications System
USCH
Uplink Shared Channel
UTRAN
UMTS Terrestrial Radio Access Network

8.7
Relocation Resource Allocation

8.7.1
General

The purpose of the Relocation Resource Allocation procedure is to allocate resources from a target RNS for a relocation of SRNS. The procedure shall be co-ordinated over all Iu signalling connections existing for the UE. The procedure uses connection oriented signalling.

8.7.2
Successful Operation
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Figure 7: Relocation Resource Allocation procedure. Successful operation.

The CN initiates the procedure by generating a RELOCATION REQUEST message. In a UTRAN to UTRAN relocation, the message shall contain the information (if any) required by the UTRAN to build the same set of RABs as existing for the UE before the relocation. The CN may indicate that RAB QoS negotiation is allowed for certain RAB parameters and in some cases also which alternative values to be used in the negotiation.

When the CN transmits the RELOCATION REQUEST message, it shall start the timer TRELOCalloc.

When a RELOCATION REQUEST message is sent from a CN node towards an RNC for which the sending CN node is not the default CN node, the Global CN-ID IE shall be included.

Upon reception of the RELOCATION REQUEST message, the target RNC shall initiate allocation of requested resources.

The RELOCATION REQUEST message shall contain the following IEs:

-
Permanent NAS UE Identity IE (if available);

-
Cause IE;

-
CN Domain Indicator IE;

-
Source RNC To Target RNC Transparent Container IE;

-
Iu Signalling Connection Identifier IE;

-
Integrity Protection Information IE (if available);
-
SNA Access Information IE (if available);
-
UESBI-Iu IE (if available);
- 
Selected PLMN ID IE if in MOCN or GWCN configuration. 
For each RAB requested to relocate (or to be created e.g. in the case of inter-system handover), the message shall contain the following IEs:

-
RAB-ID IE;

-
NAS Synchronisation Indicator IE (if the relevant NAS information is provided by the CN);
-
RAB parameters IE;

-
User Plane Information IE;

-
Transport Layer Address IE;

-
Iu Transport Association IE;

-
Data Volume Reporting Indication IE (only for PS);
-
PDP Type Information IE (only for PS).
The RELOCATION REQUEST message may include the following IE:

· -
Encryption Information  IE (shall not be included if the Integrity Protection Information IE is not included).

For each RAB requested to relocate the message may include the following IEs:

-
Service Handover IE;
-
Alternative RAB Parameter Values IE.

The following information elements received in RELOCATION REQUEST message require the same special actions in the RNC as specified for the same IEs in the RAB Assignment procedure:

-
RAB-ID IE;
-
User plane Information IE (i.e. required User Plane Mode and required User Plane Versions);
-
Priority level IE, Queuing Allowed IE, Pre-emption Capability IE and Pre-emption Vulnerability IE;
-
Service Handover IE.
The SDU Format Information Parameter IE in the RAB Parameters IE shall be present only if the User Plane Mode IE is set to “support mode for pre-defined SDU sizes” and the Traffic Class IE is set to either “Conversational” or “Streaming”.

For a RAB setup, the RAB Parameters IE may contain the Signalling Indication IE. The Signalling Indication IE shall not be present if the Traffic Class IE is not set to "Interactive" or if the CN Domain Indicator IE is not set to "PS domain".

If the RELOCATION REQUEST message includes the Permanent NAS UE identity (i.e. IMSI), the RNC shall associate the permanent identity to the RRC Connection of that user and shall save it for the duration of the RRC connection.

If the RELOCATION REQUEST message includes the PDP Type Information IE, the UTRAN may use this IE to configure any compression algorithms.

The Cause IE shall contain the same value as the one received in the related RELOCATION REQUIRED message.
The Iu Signalling Connection Identifier IE contains an Iu signalling connection identifier which is allocated by the CN. The value for the Iu Signalling Connection Identifier IE shall be allocated so as to uniquely identify an Iu signalling connection for the involved CN node. The RNC shall store and remember this identifier for the duration of the Iu connection.

The RNC shall, if supported, use the UESBI-Iu IE when included in the RELOCATION REQUEST message.

The algorithms within the Integrity Protection Information IE and the Encryption Information IE shall be ordered in preferred order with the most preferred first in the list.
The Permitted Encryption Algorithms IE within the Encryption Information IE may contain “no encryption” within an element of its list in order to allow the RNC not to cipher the respective connection. This can be done either by not starting ciphering or by using the UEA0 algorithm. In the absence of the Encryption Information IE, the RNC shall not start ciphering.
In case of intra-system relocation, if no Integrity Protection Key IE (Ciphering Key IE respectively) is provided within the Source RNC to Target RNC Transparent Container IE, the target RNC shall not start integrity protection (ciphering respectively). 

In case of intra-system relocation, when an Ciphering Key IE is provided within the Source RNC to Target RNC Transparent Container IE, the target RNC may select to use a ciphering alternative where an algorithm is used. It shall in this case make use of this key to cipher its signalling data whatever the selected algorithm. The Encryption Key IE that is contained within the Encryption Information IE of the RELOCATION REQUEST message shall never be considered for ciphering of signalling data.

In case of intra-system relocation, when an Integrity Protection Key IE is provided within the Source RNC to Target RNC Transparent Container IE, the target RNC shall select one integrity algorithm to start integrity and shall in this case make use of this key whatever the selected algorithm. The integrity protection key that is contained within the Integrity Protection Information IE of the RELOCATION REQUEST message shall never be considered.

In case of intra-system relocation, when a Trace Recording Session Information IE is provided within the Source RNC to Target RNC Transparent Container IE, the Target RNC should store that information to include it in a potential future Trace Record for that UE.
In case of inter-system relocation, the integrity protection and ciphering information to be considered shall be the ones received in the Integrity Protection Information IE and Encryption Information IE of the RELOCATION REQUEST message.

The Global CN-ID IE contains the identity of the CN node that sent the RELOCATION REQUEST message, and it shall, if included, be stored together with the Iu signalling connection identifier. If the Global CN-ID IE is not included, the RELOCATION REQUEST message shall be considered as coming from the default CN node for the indicated CN domain.

The following additional actions shall be executed in the target RNC during the Relocation Resource Allocation procedure:

If the Relocation Type IE is set to "UE involved in relocation of SRNS":

-
The target RNC may accept a requested RAB only if the RAB can be supported by the target RNC.
-
Other RABs shall be rejected by the target RNC in the RELOCATION REQUEST ACKNOWLEDGE message with an appropriate value in the Cause IE, e.g. "Unable to Establish During Relocation".

-
The target RNC shall include information adapted to the resulting RAB configuration in the target to source RNC transparent container to be included in the RELOCATION REQUEST ACKNOWLEDGE message sent to the CN. If the target RNC supports triggering of the Relocation Detect procedure via the Iur interface, the RNC shall assign a d-RNTI for the context of the relocation and include it in the container. If two CNs are involved in the relocation of SRNS, the target RNC may, however, decide to send the container to only one CN.
-
If any alternative RAB parameter values have been used when allocating the resources, these RAB parameter values shall be included in the RELOCATION REQUEST ACKNOWLEDGE message within the Assigned RAB Parameter Values IE.
If the Relocation Type IE is set to "UE not involved in relocation of SRNS":

-
The target RNC may accept a RAB only if the radio bearer(s) for the RAB either exist(s) already and can be used for the RAB by the target RNC, or do(es) not exist before the relocation but can be established in order to support the RAB in the target RNC.

-
If existing radio bearers are not related to any RAB that is accepted by the target RNC, the radio bearers shall be ignored during the relocation of SRNS and the radio bearers shall be released by the radio interface protocols after completion of relocation of SRNS.
-
If any alternative RAB parameter values have been used when allocating the resources, these RAB parameter values shall be included in the RELOCATION REQUEST ACKNOWLEDGE message within the Assigned RAB Parameter Values IE. It should be noted that the usage of alternative RAB parameter values is not applicable to the UTRAN initiated relocation of type "UE not involved in relocation of SRNS".

After all necessary resources for accepted RABs including the initialised Iu user plane, are successfully allocated, the target RNC shall send a RELOCATION REQUEST ACKNOWLEDGE message to the CN.

For each RAB successfully setup the RNC shall include the following IEs:

-
RAB ID
-
Transport Layer Address (when no ALCAP has been used)

-
Iu Transport Association (when no ALCAP has been used)

Two pairs of Transport Layer Address IE and Iu Transport Association IE may be included for RABs established towards the PS domain.

For each RAB the RNC is not able to setup during the Relocation Resource Allocation procedure, the RNC shall include the RAB ID IE and the Cause IE within the RABs Failed To Setup IE. The resources associated with the RABs indicated as failed to set up shall not be released in the CN until the relocation is completed. This is in order to make a return to the old configuration possible in case of a failed or cancelled relocation.

The RELOCATION REQUEST ACKNOWLEDGE message sent to the CN shall, if applicable and if not sent via the other CN domain, include the Target RNC To Source RNC Transparent Container IE. This container shall be transferred by the CN to the source RNC or the external relocation source while completing the Relocation Preparation procedure.

If the target RNC supports cell load-based inter-system handover, then in the case of inter-system handover, the New BSS to Old BSS Information IE may be included in the RELOCATION REQUEST ACKNOWLEDGE message. This information shall include, if available, the current traffic load in the target cell assuming a successful completion of the handover in progress.

In case of inter-system relocation, the RNC shall include the Chosen Integrity Protection Algorithm IE (Chosen Encryption Algorithm IE respectively) within the RELOCATION REQUEST ACKNOWLEDGE message, if, and only if the Integrity Protection Information IE (Encryption Information IE respectively) was included in the RELOCATION REQUEST message.

In case of intra-system relocation, the RNC shall include the Chosen Integrity Protection Algorithm IE (Chosen Encryption Algorithm IE respectively) within the RELOCATION REQUEST ACKNOWLEDGE message, if, and only if the Integrity Protection Key IE (Ciphering Key IE respectively) was included within the Source RNC-to-Target RNC transparent container IE.

If one or more of the RABs that the target RNC has decided to support can not be supported by the CN, then these failed RABs shall not be released towards the target RNC until the relocation is completed.

If the NAS Synchronisation Indicator IE is contained in the RELOCATION REQUEST message, the target RNC shall pass it to the UE.

If the SNA Access Information IE is contained in the RELOCATION REQUEST message, the target RNC shall store this information and use it to determine whether the UE has access to radio resources in the UTRAN. The target RNC shall consider that the UE is authorised to access only the PLMNs identified by the PLMN identity IE in the SNA Access Information IE. If the Authorised SNAs IE is included for a given PLMN (identified by the PLMN identity IE), then the target RNC shall consider that the access to radio resources for the concerned UE is restricted to the LAs contained in the SNAs identified by the SNAC IEs.

If the SNA Access Information IE is not contained in the RELOCATION REQUEST message, the target RNC shall consider that no access restriction applies to the UE in the UTRAN.

Transmission and reception of a RELOCATION REQUEST ACKNOWLEDGE message terminate the procedure in the UTRAN and in the CN respectively.
Before reporting the successful outcome of the Relocation Resource allocation procedure, the RNC shall have executed the initialisation of the user plane mode as requested by the CN in the User Plane Mode IE. If the RNC can not initialise the requested user plane mode for any of the user plane mode versions in the UP Mode Versions IE according to the rules for initialisation of the respective user plane mode versions, as described in [6], the RAB Relocation shall fail with the cause value "RNC unable to establish all RFCs".
If the Selected PLMN ID IE is contained in the RELOCATION REQUEST message, the target RNC shall use this information to send it to the UE.
8.7.2.1
Successful Operation for GERAN Iu-mode

The relocation between UTRAN and GERAN Iu-mode shall be considered in the Relocation Resource Allocation procedure as intra-system relocation from RANAP point of view.

For GERAN Iu-mode and to support Relocation towards a GERAN BSC in Iu mode the following shall apply in addition for the successful operation of the Relocation Resource Allocation procedure:

-
In case of GERAN Iu-mode, for RAB requested to be relocated from the the CS domain, the RELOCATION REQUEST message may contain the GERAN BSC Container IE in order to provide GERAN specific information to the target BSC (see [27]).

8.7.3
Unsuccessful Operation
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Figure 8: Relocation Resource Allocation procedure: Unsuccessful operation.

If the target RNC can not even partially accept the relocation of SRNS or a failure occurs during the Relocation Resource Allocation procedure in the target RNC, the target RNC shall send a RELOCATION FAILURE message to the CN. The RELOCATION FAILURE message shall contain the Cause IE with an appropriate value.

If the target RNC cannot support any of the integrity protection (ciphering respectively) alternatives provided in the Integrity Protection Information IE or Encryption Information IE, it shall return a RELOCATION FAILURE message with the cause “Requested Ciphering and/or Integrity Protection algorithms not supported”.

If the target RNC cannot support the relocation due to PUESBINE feature, it shall return a RELOCATION FAILURE message with the cause “Incoming Relocation Not Supported Due To PUESBINE Feature”.

Transmission and reception of a RELOCATION FAILURE message terminate the procedure in the UTRAN and in the CN respectively.

When the CN receives a RELOCATION FAILURE message from the target RNC, it shall stop timer TRELOCalloc and shall assume possibly allocated resources within the target RNC completely released.

In case of inter-system handover, and if the target RNC supports cell load-based inter-system handover, then 

-
the NewBSS to Old BSS Information IE may be included in the RELOCATION FAILURE message. This information shall include, if available, the current traffic load in the target cell.

-
the RELOCATION FAILURE message shall contain the Cause IE with an appropriate value, e.g. "No Radio Resources Available in Target Cell" or "Traffic Load In The Target Cell Higher Than In The Source Cell".

-
If the Cause IE received in the RELOCATION REQUEST message contains the value "Reduce Load in Serving Cell" and the load in the target cell is greater than in the source cell then, if the target cell is not in a congested or blocked state, the RNC shall return a RELOCATION FAILURE message which may include the cause "Traffic Load In The Target Cell Higher Than In The Source Cell".

-
When the RNC returns a RELOCATION FAILURE message with the cause "Traffic Load In The Target Cell Higher Than In The Source Cell", it shall also include the NewBSS to Old BSS Information IE. This information shall include the current traffic load in the target cell.

8.7.3.1
Unsuccessful Operation for GERAN Iu-mode

For GERAN Iu-mode and to support Relocation towards a GERAN BSC in Iu mode the following shall apply in addition for the unsuccessful operation of the Relocation Resource Allocation procedure:

-
In case a Relocation to GERAN Iu-mode fails (only for CS), because the Target BSC cannot provide an appropriate RAB corresponding to the content of the GERAN BSC Container IE (if received), the Target BSC shall report the unsuccessful Relocation Resource Allocation by indicating the cause value “GERAN Iu-mode Failure” within the RELOCATION FAILURE message and shall include the GERAN Classmark IE.

8.7.4
Abnormal Conditions

If after reception of the RELOCATION REQUEST message, the target RNC receives another RELOCATION REQUEST message on the same Iu connection, then the target RNC shall discard the latter message and the original Relocation Resource Allocation procedure shall continue normally.

If the target RNC receives a Source RNC to Target RNC Transparent Container IE containing Chosen Integrity Protection (Encryption respectively) Algorithm IE without Integrity Protection (Ciphering respectively) Key IE, it shall return a RELOCATION FAILURE message with the cause “Conflict with already existing Integrity protection and/or Ciphering information”.

Interactions with Iu Release procedure:

If the CN decides to not continue the Relocation Resource Allocation procedure (e.g. due to TRELOCalloc expiry) before the Relocation Resource Allocation procedure is completed, the CN shall stop timer TRELOCalloc (if timer TRELOCalloc has not already expired) and the CN shall, if the Iu signalling connection has been established or later becomes established, initiate the Iu Release procedure towards the target RNC with an appropriate value for the Cause IE, e.g. "Relocation Cancelled".

NOTE: 
In case two CN domains are involved in the Relocation Resource Allocation procedure, the target RNC may check whether the content of the two Source RNC to Target RNC Transparent Container IEs or the two SNA Access Information IEs is the same. In case the target RNC receives two different Source RNC to Target RNC Transparent Container IEs or two different SNA Access Information IEs, the RNC behaviour is left implementation specific.

8.7.5
Co-ordination of Two Iu Signalling Connections

Co-ordination of two Iu signalling connections during Relocation Resource Allocation procedure shall be executed by the target RNC when the Number of Iu Instances IE received in the Source RNC to Target RNC Transparent Container IE in the RELOCATION REQUEST message indicates that two CN domains are involved in relocation of SRNS.

When both the CS and PS user data Chosen Encryption Algorithm IE are received within the Source RNC to Target RNC Transparent Container IE and if these two received Chosen Encryption Algorithm IE are not the same, the target RNC shall fail the Relocation Resource Allocation procedure by sending back a RELOCATION FAILURE message.

The integrity protection (ciphering respectively) alternatives provided in the Integrity Protection Information IE (Encryption Information IE respectively) of the RELOCATION REQUEST messages received from both CN domains shall have at least one common alternative, otherwise the Relocation Resource Allocation shall be failed by sending back a RELOCATION FAILURE message.

If two CN domains are involved, the following actions shall be taken by the target RNC:

-
The target RNC shall utilise the Permanent NAS UE Identity IE, received explicitly from each CN domain within the RELOCATION REQUEST messages, to co-ordinate both Iu signalling connections.
-
The target RNC shall generate and send RELOCATION REQUEST ACKNOWLEDGE messages only after all expected RELOCATION REQUEST messages are received and analysed.

-
If the target RNC decides to send the Target RNC to Source RNC Transparent Container IE via the two CN domains, the target RNC shall ensure that the same Target RNC to Source RNC Transparent Container IE is included in RELOCATION REQUEST ACKNOWLEDGE messages transmitted via the two CN domains and related to the same relocation of SRNS.

If the target RNC receives the UESBI-Iu IE on the Iu-CS but not on the Iu-PS interface (or vice versa), the RNC shall, if supported, use the UESBI-Iu IE for both domains.
8.16
Common ID

8.16.1
General

The purpose of the Common ID procedure is to inform the RNC about the permanent NAS UE Identity (i.e. IMSI) of a user. This is used by the RNC e.g. to create a reference between the permanent NAS UE identity of the user and the RRC connection of that user for UTRAN paging co-ordination. The procedure may also be used to provide the SNA Access Information IE to the RNC.

The procedure uses connection oriented signalling.

8.16.2
Successful Operation
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Figure 17: Common ID procedure. Successful operation.

After having established an Iu signalling connection, and if the Permanent NAS UE identity (i.e. IMSI) is available, the CN shall send to the RNC a COMMON ID message containing the Permanent NAS UE Identity IE and optionally the SNA Access Information IE. The COMMON ID message may also include the UESBI-Iu IE. The RNC shall associate the permanent identity to the RRC Connection of that user and shall save it for the duration of the RRC connection.

The RNC shall, if supported, use the UESBI-Iu IE when received in the COMMON ID message.

If the SNA Access Information IE is contained in the COMMON ID message, the RNC shall store this information and use it to determine whether the UE has access to radio resources in the UTRAN. The RNC shall consider that the UE is authorised to access only the PLMNs identified by the PLMN identity IEs in the SNA Access Information IE. If the Authorised SNAs IE is included for a given PLMN (identified by the PLMN identity IE), then the RNC shall consider that the access to radio resources for the concerned UE is restricted to the LAs contained in the SNAs identified by the SNAC IEs.
In case of GWCN configuration for a network sharing non-supporting UE, the COMMON ID message shall include, if available, the Selected PLMN ID IE. If received, the RNC shall store this information.
8.16.3
Abnormal Conditions

Not applicable.

9.1.10
RELOCATION REQUEST

This message is sent by the CN to request the target RNC to allocate necessary resources for a relocation.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.3.1
	
	YES
	ignore

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	reject

	Source RNC To Target RNC Transparent Container
	M
	
	9.2.1.28
	
	YES
	reject

	RABs To Be Setup List
	O
	
	
	
	YES
	reject

	>RABs To Be Setup Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	reject

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>NAS Synchronisation Indicator
	O
	
	9.2.3.18
	
	-
	

	>>RAB Parameters
	M
	
	9.2.1.3
	
	-
	

	>>Data Volume Reporting
Indication
	C – ifPS
	
	9.2.1.17
	
	-
	

	>> PDP Type Information
	C – ifPS
	
	9.2.1.40
	
	-
	

	>>User Plane Information
	M
	
	
	
	-
	

	>>>User Plane Mode
	M
	
	9.2.1.18
	
	-
	

	>>>UP Mode Versions
	M
	
	9.2.1.19
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>Iu Transport Association
	M
	
	9.2.2.2
	
	-
	

	>>Service Handover
	O
	
	9.2.1.41
	
	-
	

	>> Alternative RAB Parameter Values
	O
	
	9.2.1.43
	
	YES
	Ignore

	>>GERAN BSC Container
	O
	
	9.2.1.58
	
	YES
	Ignore

	Integrity Protection Information
	O
	
	9.2.1.11
	Integrity Protection Information includes key and permitted algorithms.
	YES
	ignore

	Encryption Information
	O
	
	9.2.1.12
	Encryption Information includes key and permitted algorithms.
	YES
	ignore

	Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	
	YES
	ignore

	Global CN-ID
	O
	
	9.2.1.46
	
	YES
	reject

	SNA Access Information
	O
	
	9.2.3.24
	
	YES
	ignore

	UESBI-Iu
	O
	
	9.2.1.59
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	9.2.x.1
	
	YES
	ignore


	Condition
	Explanation

	
	

	IfPS
	This IE shall be present if the CN domain indicator IE is set to "PS domain".


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.1.24
COMMON ID

This message is sent by the CN to inform the RNC about the permanent NAS UE identity for a user. It may include additional information.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Permanent NAS UE Identity
	M
	
	9.2.3.1
	
	YES
	ignore

	SNA Access Information
	O
	
	9.2.3.24
	
	YES
	ignore

	UESBI-Iu
	O
	
	9.2.1.59
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	9.2.x.1
	
	YES
	ignore


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

Some unaffected parts of 9.3.3 

-- **************************************************************

--

-- RELOCATION RESOURCE ALLOCATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Request

--

-- **************************************************************

RelocationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequestExtensions} }



OPTIONAL,


...

}

RelocationRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-PermanentNAS-UE-ID


CRITICALITY ignore
TYPE PermanentNAS-UE-ID 


PRESENCE optional
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CN-DomainIndicator


CRITICALITY reject
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-SourceRNC-ToTargetRNC-TransparentContainer










CRITICALITY reject
TYPE SourceRNC-ToTargetRNC-TransparentContainer
PRESENCE mandatory
} |


{ ID id-RAB-SetupList-RelocReq


CRITICALITY reject
TYPE RAB-SetupList-RelocReq


PRESENCE optional
} |


{ ID id-IntegrityProtectionInformation

CRITICALITY ignore
TYPE IntegrityProtectionInformation 

PRESENCE optional
} |


{ ID id-EncryptionInformation


CRITICALITY ignore
TYPE EncryptionInformation 


PRESENCE optional
} |


{ ID id-IuSigConId
CRITICALITY ignore TYPE IuSignallingConnectionIdentifier  PRESENCE mandatory },


...

}

RAB-SetupList-RelocReq 




::= RAB-IE-ContainerList { {RAB-SetupItem-RelocReq-IEs} }

RAB-SetupItem-RelocReq-IEs RANAP-PROTOCOL-IES ::= { 


{ ID id-RAB-SetupItem-RelocReq


CRITICALITY reject
TYPE RAB-SetupItem-RelocReq


PRESENCE mandatory 
},


...

}

RAB-SetupItem-RelocReq ::= SEQUENCE {


rAB-ID





RAB-ID,


nAS-SynchronisationIndicator
NAS-SynchronisationIndicator
OPTIONAL,


rAB-Parameters




RAB-Parameters,


dataVolumeReportingIndication


DataVolumeReportingIndication 
OPTIONAL


-- This IE shall be present if the CN domain indicator IE is set to "PS domain" --,


pDP-TypeInformation



PDP-TypeInformation

OPTIONAL

  
-- This IE shall be present if the CN domain indicator IE is set to "PS domain" --,


userPlaneInformation



UserPlaneInformation,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,

service-Handover



Service-Handover

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RAB-SetupItem-RelocReq-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupItem-RelocReq-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 4 to enable RAB Quality of Service negotiation over Iu --

{ID id-Alt-RAB-Parameters
CRITICALITY ignore

EXTENSION Alt-RAB-Parameters

PRESENCE optional} |

-- Extension for Release 5 to enable GERAN support over Iu-cs --


{ ID id-GERAN-BSC-Container




CRITICALITY ignore
EXTENSION GERAN-BSC-Container


PRESENCE optional
},

...

}

UserPlaneInformation ::= SEQUENCE {


userPlaneMode




UserPlaneMode,


uP-ModeVersions




UP-ModeVersions,


iE-Extensions




ProtocolExtensionContainer { {UserPlaneInformation-ExtIEs} }


OPTIONAL,


...

}

UserPlaneInformation-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 4 --


{ ID id-GlobalCN-ID



CRITICALITY reject

EXTENSION GlobalCN-ID



PRESENCE optional} |

-- Extension for Release 5 to enable shared networks in connected mode --

{ ID id-SNA-Access-Information
CRITICALITY ignore

EXTENSION SNA-Access-Information
PRESENCE optional} |

-- Extension for Release 5 to enable specific behaviour by the RNC in relation with early UE handling --

{ ID id-UESBI-Iu
CRITICALITY ignore

EXTENSION UESBI-Iu
PRESENCE optional}|

-- Extension for Release 6 to convey the selected PLMN id in network sharing mobility scenarios --


{ ID id-SelectedPLMN-ID
 
CRITICALITY ignore
EXTENSION PLMNidentity

PRESENCE optional 
}
,


...

}

-- **************************************************************

--

-- Relocation Request Acknowledge

--

-- **************************************************************

RelocationRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequestAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequestAcknowledgeExtensions} }


OPTIONAL,


...

}

RelocationRequestAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TargetRNC-ToSourceRNC-TransparentContainer








CRITICALITY ignore
TYPE TargetRNC-ToSourceRNC-TransparentContainer PRESENCE optional
} |


{ ID id-RAB-SetupList-RelocReqAck

CRITICALITY ignore
TYPE RAB-SetupList-RelocReqAck


PRESENCE optional} |


{ ID id-RAB-FailedList



CRITICALITY ignore
TYPE RAB-FailedList



PRESENCE optional }|


{ ID id-ChosenIntegrityProtectionAlgorithm
CRITICALITY ignore
TYPE ChosenIntegrityProtectionAlgorithm

PRESENCE optional
} |


{ ID id-ChosenEncryptionAlgorithm

CRITICALITY ignore
TYPE ChosenEncryptionAlgorithm


PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RAB-SetupList-RelocReqAck 



::= RAB-IE-ContainerList { {RAB-SetupItem-RelocReqAck-IEs} }

RAB-SetupItem-RelocReqAck-IEs RANAP-PROTOCOL-IES ::= { 


{ ID id-RAB-SetupItem-RelocReqAck

CRITICALITY reject
TYPE RAB-SetupItem-RelocReqAck


PRESENCE mandatory 
},


...

}

RAB-SetupItem-RelocReqAck ::= SEQUENCE {


rAB-ID





RAB-ID,


transportLayerAddress



TransportLayerAddress
OPTIONAL,


iuTransportAssociation



IuTransportAssociation
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupItem-RelocReqAck-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupItem-RelocReqAck-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 4 to enable RAB Quality of Service negotiation over Iu --

{ID id-Ass-RAB-Parameters
CRITICALITY ignore

EXTENSION Ass-RAB-Parameters

PRESENCE optional
} |

-- Extension for Release 5 to allow transfer of a second pair of TLA and association --

{ID id-TransportLayerAddress
CRITICALITY ignore
EXTENSION TransportLayerAddress
PRESENCE optional} |

{ID id-IuTransportAssociation
CRITICALITY ignore
EXTENSION IuTransportAssociation
PRESENCE optional},


...

}

RAB-FailedList 





::= RAB-IE-ContainerList { {RAB-FailedItemIEs} }

RAB-FailedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-FailedItem



CRITICALITY ignore
TYPE RAB-FailedItem



PRESENCE mandatory
},


...

}

RAB-FailedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RAB-FailedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-FailedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationRequestAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu --


{ID id-NewBSS-To-OldBSS-Information

CRITICALITY ignore
EXTENSION NewBSS-To-OldBSS-Information

PRESENCE optional

},


...

}

-- **************************************************************

--

-- Relocation Failure

--

-- **************************************************************

RelocationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationFailureIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationFailureExtensions} }



OPTIONAL,


...

}

RelocationFailureIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RelocationFailureExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu --

{ ID id-NewBSS-To-OldBSS-Information

CRITICALITY ignore
EXTENSION NewBSS-To-OldBSS-Information

PRESENCE optional
} |

-- Extension for Release 5 to enable GERAN support over Iu-cs --


{ ID id-GERAN-Classmark




CRITICALITY ignore
EXTENSION GERAN-Classmark


PRESENCE optional
},


...

}

Some unaffected parts of 9.3.3 

-- **************************************************************

--

-- COMMON ID ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Common ID

--

-- **************************************************************

CommonID ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {CommonID-IEs} },


protocolExtensions

ProtocolExtensionContainer { {CommonIDExtensions} }




OPTIONAL,


...

}

CommonID-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-PermanentNAS-UE-ID


CRITICALITY ignore
TYPE PermanentNAS-UE-ID



PRESENCE mandatory
},


...

}

CommonIDExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable shared networks in connected mode --

{ ID id-SNA-Access-Information

CRITICALITY ignore
EXTENSION
SNA-Access-Information


PRESENCE optional

} |

-- Extension for Release 5 to enable specific behaviour by the RNC in relation with early UE handling --

{ ID id-UESBI-Iu
CRITICALITY ignore

EXTENSION UESBI-Iu
PRESENCE optional}|
-- Extension for Release 6 to indicate the selected plmn in GWCN configuration for network sharing non-supporting UEs --


{ ID id-SelectedPLMN-ID
 
CRITICALITY ignore
EXTENSION PLMNidentity

PRESENCE optional 
},


...

}
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