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1. Overall Description:

RAN would like to request TSG SA1 to review the attached Tdoc RP-060220 (CR to 25.913) and to comment on the overall service requirements related to Broadcast in LTE MBMS.
An answer sent directly to the RAN WG before their next meeting would be welcome by RAN as it would allow the work on MBMS concept for LTE to progress before the next RAN #33.

The relevant sections of RP-060220 are the following. SA1 is kindly asked to  provide target performance level expected at service level for the following sections. (Value FFS in the text)   
Section 7.5: Section on Interruption requirements within E-UTRA  
Interruption time requirements:  It is understood than the total service interruption perceived by the user is caused by different factors: E-UTRAN, CN, Application. The following targets only concern the E-UTRAN part.    

a) The interruption time when changing between two broadcast streams (e.g.: two TV Channels) received in the same cell should be less than  FFS. 

b) The interruption time when changing between a broadcast stream and a unicast stream of the same service type  (e.g.: TV Channel) received in the same cell should be less than FFS.

c) The interruption time when changing between two broadcast streams (e.g.: two TV Channels) received on different carriers should be less than  FFS.
d) The interruption time when changing between a broadcast stream and a unicast stream of the same service type  (e.g.: TV Channel) but received on different carriers should be less than FFS.

e) The interruption time when changing between a broadcast stream on one cell and a unicast stream of the same service (e.g.: same TV Channel) on a different cell, but received on the same carrier, should be less than FFS.
Section 8.5 :Section j) and H) on handover between RAT

h) The interruption time during a handover between an E-UTRA broadcast stream and a UTRAN unicast stream providing the same service (e.g. same TV channel) is less than FFS. 

i)  The interruption time during a handover between an E-UTRA broadcast stream and a GERAN unicast stream providing the same service (e.g. same TV channel) is less than FFS. 

j)  The interruption time during a handover between an E-UTRA broadcast stream and a UTRAN broadcast stream providing the same service (e.g. same TV channel) is less than FFS. 
2. Actions:

Confirm that the requirements from RP- 060220 listed above are relevant and provide target performance level expected at service level.

Inform RAN WG on additional requirements related to MBMS service in LTE that could have been omitted.   

3. Date of Next 3GPP RAN Meetings: 
RAN WG1 & WG 2 Meetings (LTE Ad-Hoc): 27th to 30th June, Cannes

RAN WG1, WG2 & WG3 Meeting:  28th August to 1st September, Tallin

RAN TSG #33: 19th to 22nd September, Palm Springs
