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9.1.1
HANDOVER REQUEST

This message is sent by the source eNodeB to the target eNodeB to request the preparation of resources for a handover.

Direction: eNodeB ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	
	

	Source eNB UE Context ID
	M
	
	
	allocated at the source eNodeB

Note: working IE name
	
	

	Target Cell ID
	
	
	
	
	
	

	UE Context Information
	M
	
	
	
	
	

	> MME UE Context ID
	M
	
	
	allocated at the MME

Note: working IE name
	
	

	> SAE Bearers To Be Setup List
	M
	
	
	
	
	

	>> SAE Bearer Info
	
	1 to <maxnoof SAEbearers>
	
	
	
	

	>>> SAE Bearer ID
	M
	
	
	
	
	

	>>> UL GTP Tunnel Endpoint
	M
	
	9.2.X
	SGW tunnel endpoint. For delivery of UL PDUs
	
	

	>>> RB type (QCI)
	M
	
	
	
	
	

	> RRC Context
	M
	
	
	to transfer UE RAN context, details are FFS
	
	

	UE Historical Information
	M
	
	9.2.Y
	
	
	


Editors Note: The details of required IEs to transfer RRC context, security information, roaming restriction information, potentially some user plane related context, etc., are left FFS.
Editors Note: It has been identified that this message also needs to include information on how target eNB should contact MME.


9.2
Information Element Definitions

9.2.1
GTP Tunnel Endpoint

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Transport Layer Address
	M
	
	
	
	
	

	GTP TEID
	M
	
	
	
	
	


9.2.Y
UE Historical Information

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Last Visited Cell List
	M
	1 to MaxNrOfCells
	
	Most recent information is added to the top of this list
	
	

	
>Last Visited Cell Information
	M
	
	9.2.Z
	
	
	


9.2.Z
Last Visited Cell Information

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	
	
	
	

	Cell type
	M
	
	ENUMERATED(macro, micro, pico, femto)
	
	
	

	Time UE stayed in cell
	M
	
	INTEGER
	In seconds
	
	

	UL / DL data per Bearer
	M
	1 to MaxNrOfBearers 
	
	
	
	

	
>Bearer Id
	M
	
	
	
	
	

	
>UL data sent
	M
	
	INTEGER
	In kBytes
	
	

	
>DL data received
	M
	
	INTEGER
	In kBytes
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