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8.2.30
MBMS Notification Update
8.2.30.1
General

This procedure is used to update the MBMS Notification Indicators to be sent over the MICH.

8.2.30.2
Successful Operation
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Figure 27Q: MBMS Notification Update procedure, Successful Operation

The procedure is initiated with an MBMS NOTIFICATION UPDATE COMMAND message sent from the CRNC to the Node B using the Node B Control Port.

The Node B shall use the different NIs in the NI Information IE to generate, as specified in ref. [7], the notification indicators it shall transmit on the MICH starting at the next coming MICH CFN equal to the value in the MICH CFN IE and for a duration equal to the Modification Period. If the value of MICH CFN IE is the same as the one in a previously received MBMS NOTIFICATION UPDATE COMMAND message, and if the MICH CFN occurance has not been reached yet,  the Node B shall overwrite the value of the NI Information IE in the previously received MBMS NOTIFICATION UPDATE COMMAND message.
If the Modification Period IE is included in the MBMS NOTIFICATION UPDATE COMMAND message, the Node B shall use this as the new Modification Period starting at the next coming MICH CFN equal to the value in the MICH CFN IE. If the the value of MICH CFN IE is the same as the one in a previously received MBMS NOTIFICATION UPDATE COMMAND message, and if the MICH CFN occurance has not been reached yet,  the Node B shall overwrite the value of the Modification Period  IE in the previously received MBMS NOTIFICATION UPDATE COMMAND message.
If the Modification Period IE is not included in the MBMS NOTIFICATION UPDATE COMMAND message, the Node B shall use the lastest stored Modification Period.
8.2.30.3
Abnormal Conditions

- If the Modification Period IE is not included in the MBMS NOTIFICATION UPDATE COMMAND message and no Modification Period is stored in the Node B, the Node B shall initiate the Error Indication procedure.
9.1.90
MBMS NOTIFICATION UPDATE COMMAND

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	ignore

	Common Physical Channel ID
	M
	
	9.2.1.13
	
	YES
	ignore

	Modification Period
	O
	
	9.2.1.47a
	This IE shall be present in the very first message
	YES
	ignore

	MICH CFN
	M
	
	9.2.1.46a
	
	YES
	ignore

	NI Information
	
	1..<maxNoofNIs>
	
	
	GLOBAL
	ignore

	>NI
	M
	
	9.2.1.47F
	
	–
	


	Range Bound
	Explanation

	maxNoofNIs
	Maximum number of Nis


9.2.1.6
Cause
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED (

unknown C-ID,

Cell not available,
Power level not supported, 

DL radio resources not available,

UL radio resources not available,

RL Already Activated/allocated,

Node B Resources Unavailable,

Measurement not supported for the object,

Combining Resources not available,

Requested configuration not supported,

Synchronization failure,

Priority transport channel established, 

SIB Origination in Node B not Supported,
Requested Tx Diversity Mode not supported,

Unspecified,

BCCH scheduling error,

Measurement Temporarily not Available,

Invalid CM Setting, Reconfiguration CFN not elapsed, 

Number of DL codes not supported, 

S-CPICH not supported,

Combining not supported,

UL SF not supported,

DL SF not supported,

Common Transport Channel Type not supported,

Dedicated Transport Channel Type not supported,

Downlink Shared Channel Type not supported,

Uplink Shared Channel Type not supported,

CM not supported,

Tx diversity no longer supported,

Unknown Local Cell ID,
…,

Number of UL codes not supported,

Information temporarily not available,

Information Provision not supported for the object,

Cell Synchronisation not supported,

Cell Synchronisation Adjustment not supported,

DPC Mode Change not Supported,

IPDL already activated,

IPDL not supported,

IPDL parameters not available,

Frequency Acquisition not supported,

Power Balancing status not compatible,

Requested type of Bearer Re-arrangement not supported, Signalling Bearer Re-arrangement not supported,

Bearer Re-arrangement needed,

Delayed Activation not Supported,

RL Timing Adjustment not supported,

MICH not supported,

F-DPCH Not Supported,

Modification Period not available, 
PLCCH not supported,

Continuous Packet Connectivity DTX-DRX operation not available, Continuous Packet Connectivity UE DTX Cycle not available,

MIMO not available)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED (

Transport resource unavailable,

Unspecified,

…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED (

Transfer syntax error,

Abstract syntax error (reject),

Abstract syntax error (ignore and notify),

Message not compatible with receiver state,

Semantic error,

Unspecified, 

Abstract syntax error (falsely constructed message),
…)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED (

Control processing overload

Hardware failure,

O&M intervention,

Not enough user plane processing resources,

Unspecified,

…)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	BCCH scheduling error
	The Node B has detected an illegal BCCH schedule update (see subclause 8.2.16.3).

	Bearer Re-arrangement needed
	The Node B cannot perform the requested Radio Link Reconfiguration without bearer re-arrangement.

	Cell not Available
	The concerned cell or local cell is not available.

	Cell Synchronisation not supported
	The concernedcell(s) do not support Cell Synchronisation.

	Combining not supported
	The Node B does not support RL combining for the concernedcells.

	Combining Resources Not Available
	The value of the received Diversity Control Field IE was set to "Must", but the Node B cannot perform the requested combining.

	CM not supported
	The concerned cell(s) do not support Compressed Mode.

	Common Transport Channel Type not supported
	The concerned cell(s) do not support the RACH and/or FACH Common Transport Channel Type.

	Continuous Packet Connectivity  DTX-DRX operation not available
	CPC resources for DTX-DRX operation not available in the concerned cell(s).

	Continuous Packet Connectivity UE DTX Cycle not available
	CPC resources for the UE DTX Cycle not available in the concerned cell(s).

	Dedicated Transport Channel Type not supported
	The concerned cell(s) do not support the Dedicated Transport Channel Type.

	Delayed Activation not Supported
	The concerned cell(s) do not support delayed activation of RLs.

	DL Radio Resources not Available
	The Node B does not have sufficient DL radio resources available.

	DL SF not supported
	The concerned cell(s) do not support the requested DL SF.

	DL Shared Channel Type not supported
	The concerned cell(s) do not support the Downlink Shared Channel Type.

	DPC Mode Change not Supported
	The concerned cells do not support DPC mode changes.

	Frequency Acquisition not supported
	The concerned cell(s) do not support Frequency Acquisition.

	F-DPCH not supported
	The concerned cell(s) do not support the Fractional DPCH

	Information Provision not supported for the object
	The requested information provision is not supported for the concerned object types.

	Information temporarily not available
	The requested information can temporarily not be provided.

	Invalid CM Settings
	The concerned cell(s) consider the requested Compressed Mode settings invalid.

	IPDL already activated
	The concerned cell(s) have already active IPDL ongoing.

	IPDL not supported
	The concerned cell(s) do not support the IPDL.

	IPDL parameters not available
	The concerned cell(s) do not have IPDL parameters defining IPDL to be applied.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement on the concerned object type.

	Measurement Temporarily not Available
	The Node B can temporarily not provide the requested measurement value.

	MICH not supported
	The concerned cell does not support MICH.

	MIMO not available
	MIMO resources not available in the concerned cell(s).

	Modificaton Period  not available
	The Node B does not have modification period available.

	Node B resources unavailable
	The Node B does not have sufficient resources available.

	Number of DL codes not supported
	The concerned cell(s) do not support the requested number of DL codes.

	Number of UL codes not supported
	The concerned cell(s) do not support the requested number of UL codes.

	Power Level not Supported
	A DL power level was requested which the concerned cell(s) do not support.

	Power Balancing status not compatible
	The power balancing status in the SRNC is not compatible with that of the Node B.

	PLCCH not supported
	The concerned cell does not support PLCCH.

	Priority transport channel established
	The CRNC cannot perform the requested blocking since a transport channel with a high priority is present.

	RL Timing Adjustment not Supported
	The concerned cell(s) do not support adjustments of the RL timing.

	Reconfiguration CFN not elapsed
	The requested action cannot be performed due to that a RADIO LINK RECONFIGURATION COMMIT message was received previously, but the concerned CFN has not yet elapsed.

	Requested Configuration not Supported
	The concerned cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters.

	Requested Type of Bearer Re-arrangement not supported
	The Node B does not support the requested type of bearer re-arrangement.

	Requested Tx Diversity mode not supported
	The concerned cell(s) do not support the requested transmit diversity mode.

	RL already Activated/ allocated
	The Node B has already allocated an RL with the requested RL-id for this UE context.

	S-CPICH not supported
	The concerned cell(s) do not support S-CPICH.

	SIB Orgination in Node B not Supported
	The Node B does not support the origination of the requested SIB for the concerned cell.

	Signalling Bearer Re-arrangement not supported
	The Node B does not support the Signalling bearer re-arrangement.

	Synchronisation Failure
	Loss of UL Uu synchronisation.

	Cell Synchronisation Adjustment not supported
	The concerned cell(s) do not support Cell Synchronisation Adjustment.

	Tx diversity no longer supported
	Tx diversity can no longer be supported in the concerned cell.

	UL Radio Resources not Available
	The Node B does not have sufficient UL radio resources available.

	UL SF not supported
	The concerned cell(s) do not support the requested minimum UL SF.

	UL Shared Channel Type not supported
	The concerned cell(s) do not support the Uplink Shared Channel Type.

	Unknown C-ID
	The Node B is not aware of a cell with the provided C-ID.

	Unknown Local Cell ID
	The Node B is not aware of a local cell with the provided Local Cell ID

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network layer related.


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network layer related.


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs in wrong order or with too many occurrences (see subclause 10.3).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4).

	Semantic Error
	The received message included a semantic error (see subclause 10.4).

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2).

	Unspecified
	Sent when none of the above cause values applies but still the cause is protocol related.


	Miscellaneous cause
	Meaning

	Control Processing Overload
	Node B control processing overload.

	Hardware Failure
	Node B hardware failure.

	Not enough User Plane Processing Resources
	Node B has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to Node B equipment.

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.


9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
Not affected part not shown.

-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAllocated,


nodeB-Resources-unavailable,


measurement-not-supported-for-the-object,


combining-resources-not-available,

requested-configuration-not-supported,


synchronisation-failure,


priority-transport-channel-established,


sIB-Origination-in-Node-B-not-Supported,

requested-tx-diversity-mode-not-supported,

unspecified,


bCCH-scheduling-error,

measurement-temporarily-not-available,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

s-cpich-not-supported,


combining-not-supported,


ul-sf-not-supported,


dl-SF-not-supported, 


common-transport-channel-type-not-supported,


dedicated-transport-channel-type-not-supported,


downlink-shared-channel-type-not-supported,


uplink-shared-channel-type-not-supported,


cm-not-supported,


tx-diversity-no-longer-supported,


unknown-Local-Cell-ID,

...,

    number-of-UL-codes-not-supported,

    information-temporarily-not-available,

    information-provision-not-supported-for-the-object,


cell-synchronisation-not-supported,


cell-synchronisation-adjustment-not-supported,


dpc-mode-change-not-supported,

iPDL-already-activated,


iPDL-not-supported,

iPDL-parameters-not-available,


frequency-acquisition-not-supported,


power-balancing-status-not-compatible,


requested-typeofbearer-re-arrangement-not-supported,

signalling-Bearer-Re-arrangement-not-supported,


bearer-Re-arrangement-needed,


delayed-activation-not-supported,

rl-timing-adjustment-not-supported,


mich-not-supported,


f-DPCH-not-supported,

modification-period-not-available,

pLCCH-not-supported,


continuous-packet-connectivity-DTX-DRX-operation-not-available,


continuous-packet-connectivity-UE-DTX-Cycle-not-available,


mIMO-not-available
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CCCH-SRB1-PriorityQueue-Information ::= SEQUENCE (SIZE (1..maxNrOfCCHSRB1MACQueues)) OF CCCH-SRB1-PriorityQueue-InformationItem 
CCCH-SRB1-PriorityQueue-InformationItem ::= SEQUENCE {

priority-Queue-Information-for-Enhanced-FACH

Priority-Queue-Information-for-Enhanced-FACH,



iE-Extensions








ProtocolExtensionContainer { { CCCH-SRB1-PriorityQueue-InformationItemExtIEs } }

OPTIONAL,


...

}
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