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RAN3 has discussed the concept of Subscriber Type Information as described in [R3-071599]. It’s RAN3 understanding that the concept of Subscriber Type Information has overlapping aspects to already existing mechanisms, e.g.  signalling specified on UTRAN interfaces to signal roaming restrictions (SNA information) to be sent over Iu as specified in REL-5, and to some extent the QoS indication per RAB (or SAE-bearer in case of LTE).

RAN3 also understood from R3-071599 (attached), that the Subscriber Type Information concept is covering a wider scope of Subscriber and UE specific information could be used to optimise radio related Subscriber and UE specific parameterisation, e.g.  useful for optimising RRC connection handling DRX/DTX parameters, value of the Radio Link Timeout, etc.
Based on the discussion RAN3 could agree the usefulness of starting further studies in order to provide further subscriber and UE related information to be used in eNodeB.

Concerns where raised that operator specific subscriber type information would partially close the S1 interface.

RAN3 would like to ask SA2 to study and potentially elaborate further on the concept of Subscriber Type Information and to keep RAN3 informed about the outcome of the discussions.

Actions

To SA2: RAN3 would kindly like to ask SA2 to discuss system wide aspects of this proposal.

To RAN2: RAN3 would kindly like to ask RAN2 to discuss the usefulness of such information w.r.t. radio resource utilisation optimisation
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