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	1st Modified Section


4.2.3.X
EPC starting mechanisms

In MME / SGW  a Trace Recording Session should start after the reception of a Trace Session Activation message and if any of the defined start triggering events occur. During the Trace Recording Session, the MME/ SGW shall record the signalling messages in the interfaces that are defined in the list of interfaces parameter. The Trace Depth parameter defines whether entire signalling messages or just some IEs need to be recorded.

The MME/SGW may not start a Trace Recording Session if there are insufficient resources available for the recording. 

In case of an established session, the MME may start the Trace Recording Session immediately after the reception of the Trace Session Activation message. However, if any of the start triggering events occurs in MME after receiving the Trace Session activation message, it shall start the Trace Recording Session.

When a Trace Recording Session is started in MME, it shall assign a Trace Recording Session Reference for the Trace Recording Session. When the MME propagates the Trace control and configuration parameters to SGW or to E-UTRAN (I.e. activates a Trace Session in SGW/eNB), it shall include the assigned Trace Recording Session Reference in the Trace Session Activation message. When an MME starts a Trace Recording Session and the list of NE types parameter requires SGW tracing, it shall send a Trace Session Activation message to SGW via S11 interface. 
Also, when an MME starts a Trace Recording Session and the list of NE types parameter requires eNB tracing, it shall send theTrace Session Activation message via the S1 interface to the eNB in order to activate a Trace Session in eNB. In both cases the Trace Session and the Trace Recording Session in the receiving NE should start at the same time. 

	.Next Modified Section


4.2.5
Stopping a trace recording session - signalling based

4.2.5.x
E-UTRAN stopping mechanisms

In an eNB the Trace Recording Session will always be the same as the Trace Session as no triggering events are defined in E-UTRAN. Therefore a Trace Recording Session shall always be stopped in an eNB when the eNB deactivates the Trace Session. For more information on Trace Session deactivation in E-UTRAN, see subclause 4.1.4.x+1.

4.2.5.x+1
EPC Domain stopping mechanisms

A Trace Recording Session shall be stopped when the MME/SGW detect any of the stop triggering events. 

However, if an MME receives a Trace Session deactivation either from its EM (in case of tracing roaming subscribers) or from HSS (in case of tracing home subscribers) during an ongoing Trace Recording Session, it may stop it immediately or at any time until the occurrence of an appropriate stop-triggering event.

When a Trace Recording Session is stopped in an MME, the MME shall send a Trace Session deactivation message to the NEs where tracing was required, as defined in the "List of NE types" configuration parameter, received in the Trace Session activation message. The Trace Reference, used for the deactivation procedure, shall be the same as used in the MME for the activation of the Trace Session.

	End of modifications
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