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9.1.1.1
HANDOVER REQUEST

This message is sent by the source eNB to the target eNB to request the preparation of resources for a handover.

Direction: eNB ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Cause
	M
	
	9.2.8
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	INTEGER (0..4095)
	eNB UE X2AP ID allocated at the old eNB


	YES
	reject

	Target Cell ID
	M
	
	9.2.16
	
	YES
	reject

	GUMMEI
	M
	
	9.2.18
	
	YES
	reject

	UE Context Information
	M
	
	
	
	YES
	reject

	> MME UE S1AP ID
	M
	
	INTEGER (0..4095)
	MME UE S1AP ID allocated at the MME


	–
	–

	> Aggregate Maximum Bit Rate
	O
	
	9.2.14
	
	–
	–

	> SAE Bearers To Be Setup List
	M
	
	
	
	–
	–

	>> SAE Bearer Info
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>>> SAE Bearer ID
	M
	
	BIT STRING (SIZE (8))
	
	–
	–

	>>> SAE Bearer Level QoS Parameters
	M
	
	9.2.11
	Inlcudes necessary QoS parameters 
	–
	–

	>>> DL Forwarding 
	O
	
	9.2.7
	
	–
	–

	>>> UL GTP Tunnel Endpoint
	M
	
	9.2.1
	SGW tunnel endpoint. For delivery of UL PDUs
	–
	–

	>>> RB type (QCI)
	M
	
	INTEGER
	
	–
	–

	> RRC Context
	M
	
	OCTET STRING
	to transfer UE RAN context, details are FFS
	–
	–

	>Serving PLMN
	O
	
	9.2.6
	
	–
	–

	>Handover Restriction List
	O
	
	9.2.5
	
	–
	–

	UE History Information
	O
	
	9.2.3
	
	YES
	ignore

	Trace activation
	O
	
	9.2.2
	
	YES
	ignore


Editors Note: The details of required IEs to transfer RRC context, security information, roaming restriction information, potentially some user plane related context, etc., are left FFS.
9.2.8
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified,

Normal HO,

Emergency HO,

Load Balancing,

Overload,
Invalid MME Code,

Unknown MME ID,
...

)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,
...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,
Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified,...)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	Normal HO
	Provides a reason for the handover. The UE could still have been served by the source cell but the HO is beneficial due to better radio conditions in the target cell.

	Emergency HO
	Provides a reason for the handover. The HO was needed to avoid a call drop due to loss of coverage.

	Load Balancing
	Provides a reason for the handover. The UE could still have been served by the source cell but HO was beneficial due to load balancing reasons. The cause value 'Load Balancing' specifically indicates to the target eNode B that the HO occurred in order to reach evenly loaded cells.

	Overload
	Provides a reason for the handover. The UE could still have been served by the source cell but the HO is beneficial in order to ease an overload situation in the source cell.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related

	Invalid MME Code
	The target eNB doesn’t belong to the same pool area than the source eNB i.e. an s1 handover should be attempted instead.

	Unknown MME ID 
	The target eNB belong to the same pool area than the source eNB and recognizes the MME code. However, the MME ID is unknown to the target eNB.


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3)

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3)

	Abstract syntax error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences (see subclause 10.3)

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4)

	Semantic Error
	The received message included a semantic error (see subclause 10.4)

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2)

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related


	Miscellaneous cause
	Meaning

	Control Processing Overload
	eNB control processing overload

	Hardware Failure
	eNB hardware failure

	Not enough User Plane Processing Resources
	eNB has insufficient user plane processing resources available

	O&M Intervention
	Operation and Maintenance intervention related to eNB equipment

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.


9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-InterfacesToTrace-Item,

maxInterfaces,


maxNrOfErrors,

maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTAIs,


maxCellineNB,


maxnoofBPLMNs

FROM X2AP-Constants

Asn1 not affected
Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {

normal-ho,


emergency-ho,


load-balancing,


overload,


unspecified,



invalid-MME-Code,


Unknown-MME-ID,

...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}
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