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1
Introduction
This contribution is focused on the S1 Setup procedure aspects and interaction with the Reset procedure. 

2
Discussion
In the last RAN3#59bis meeting it was agreed, that Reset has only effect on UE contexts, not on configured data exchanged in Setup / Setup Update. Consequently no interaction needs to be specified between those two procedures.
2.1
Hierarchy of setup and reset procedures

Interworking aspects between the S1 Setup, S1 Setup Udpate and Reset procedure are considered:

As shown in the figure below the following steps are performed when a S1 interface is going to be established:

· SCTP association establishment: Init procedure

· S1 Setup procedure: for initial establishment of the S1 interface only, triggered by the eNB

These two steps are performed only once when a S1 interface starts its operation. So the S1 Setup procedure is the first procedure on the S1 interface after the SCTP association is established.

Afterwards, the MME may trigger the S1 Setup Update Indication procedure if this is necessary. 

In case the S1 Setup Update Indication procedure has beend triggered by the MME and in parallel the Reset procedure has been triggered by the eNB (crossing of both messages), the reset procedure needs to be continued and the received updated configuration information in the S1 Setup Update Indication procedure needs to be stored by the eNB. 

The continuation of reset procedure ensures the required re-setting of the S1 interface and the storage of the configuration information ensures that the provided configuration information will not be lost. The Reset procedure, as defined in S1AP/X2AP, should rather take care of resetting UE/bearer contexts.
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In analogy, for an eNB initiated S1 Setup Update procedure the interaction with the reset procedure is the same, i.e. continuation of the reset and storage of configuration information in the MME.

3



Proposal

It is proposed that the reset procedure is triggered after the S1 Setup procedure. The re-setting of the whole S1 interface or parts of the S1 interface doesn’t include the exchanged configured information provided during the S1 Setup and S1 Setup Update procecure. 
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