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1. Introduction
RAN4 would like to inform RAN3 that RAN4 has agreed on the reporting range of RIP measurement quantity. The reporting range of RIP is agreed to be defined from -126dBm to -75dBm with resolution of 0.1dB [1]. This corresponds to the 512 reported values (9 bits) as shown below. The agreed RIP measurement performance requirement CR is in [1]: 
Table 10.2.3-1: Received Interference Power measurement reporting range

	Reported value
	Measured quantity value
	Unit

	RTWP_LEV _000
	RIP < ‑126.0 
	dBm

	RTWP_LEV _001
	-126.0 ( RIP < ‑125.9
	dBm

	RTWP_LEV _002
	-125.9 ( RIP < ‑125.8
	dBm

	…
	…
	…

	RTWP_LEV _509
	-75.2 ( RIP < -75.1
	dBm

	RTWP_LEV _510
	-75.1 ( RIP < -75.0
	dBm

	RTWP_LEV _511
	-75.0 ( RIP
	dBm


2. Actions To:
RAN WG3:

RAN4 kindly requests RAN3 to take into account RAN4 RIP measurement reporting range agreements once defining the signalling for the overload indicator. 
3. Date of Next TSG-RAN4 Meetings:
1. 3GPP RAN4#48bis

29 Sep - 3 Oct 2008    



Edinburgh, UK

2. 3GPP RAN4#49

10 - 14 Nov 2008 



Prague, CZ
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