Page 1



3GPP TSG-RAN WG3 Meeting #61bis 
(
R3-082498
Prague, Czechia, September 30th- October 03rd 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.413
	CR
	CR0xxx
	(

rev
	-
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Correction of Path Switch Request 

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	RAN WG3

	
	

	Work item code:
(

	LTE-Interfaces
	
	Date: (

	30/09/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	The coding of the Path Switch Request procedure is not optimized in the tabular and not consistent compared to the other procedure as it doesn’t use the generic SAE Bearer List.

	
	

	Summary of change:
(

	The SAE Bearers failed to switch in donwlink List is re-encoded by using the SAE Bearer List of section 9.2.1.36. This applies only to the tabular as the asn.1 seems to be correct.

	
	

	Consequences if 
(

not approved:
	Tabular incorrect and not aligned with asn.1..

	
	

	Clauses affected:
(

	9.1.5.9

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


9.1.5.9
PATH SWITCH REQUEST ACKNOWLEDGE

This message is sent by the MME to inform the eNodeB that the path switch has been successfully completed in the EPC.

Direction: MME ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.20
	
	YES
	reject

	SAE Bearer To Be Switched in Uplink List
	O
	
	
	
	YES
	ignore

	> SAE Bearers Switched in Uplink Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE Bearer ID
	M
	
	9.2.1.2
	
	-
	

	>> Transport layer address
	M
	
	9.2.2.1
	
	-
	

	>> GTP TEID
	M
	
	9.2.2.2
	
	-
	

	SAE Bearer Failed to Switch in Downlink List
	O
	
	SAE Bearer List
 9.2.1.36
	
	YES
	ignore

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE Bearers for one UE. Value is 256.


-- **************************************************************

--

-- Path Switch Request Acknowledge

--

-- **************************************************************

PathSwitchRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestAcknowledgeIEs} },


...

}

PathSwitchRequestAcknowledgeIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 


PRESENCE mandatory
}|


{ ID id-uEaggregateMaximumBitrate

CRITICALITY reject
TYPE UEAggregateMaximumBitrate

PRESENCE optional
}|


{ ID id-SAEBearerToBeSwitchedULList

CRITICALITY ignore
TYPE SAEBearerToBeSwitchedULList
PRESENCE optional }|


{ ID id-SAEBearerFailedToSwitchDLList

CRITICALITY ignore
TYPE SAEBearerList



PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}
SAEBearerToBeSwitchedULList ::= SAEB-IE-ContainerList { {SAEBearerToBeSwitchedULItemIEs} }

SAEBearerToBeSwitchedULItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSwitchedULItem

CRITICALITY ignore
TYPE SAEBearerToBeSwitchedULItem
PRESENCE mandatory
},


...

}

SAEBearerToBeSwitchedULItem ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID






GTP-TEID,

iE-Extensions





ProtocolExtensionContainer { { SAEBearerToBeSwitchedULItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerToBeSwitchedULItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
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