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8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.

Upon receipt of the RADIO LINK SETUP REQUEST message, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

--------------------- Text Omitted ---------------------

 [FDD – HS-SCCH Preconfiguration]

[FDD – If the RADIO LINK SETUP REQUEST message includes the Preconfigure HS-SCCH IE, the NodeB shall allocate a set of HS-SCCH codes to the HS-DSCH-RNTI, and return these codes in the HC-SCCH Preconfigured Codes IE of the RADIO LINK SETUP RESPONSE or RADIO LINK SETUP FAILURE message. The NodeB shall use the first in the numbered list of HS-SCCH codes sent to the RNC to perform the Enhanced Serving Cell Change procedure.
8.3.2
Radio Link Addition

--------------------- Text Omitted ---------------------

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

--------------------- Text Omitted ---------------------

 [FDD – HS-SCCH Preconfiguration]

[FDD – If the RADIO LINK ADDITION REQUEST message includes the Preconfigure HS-SCCH IE, the NodeB shall allocate a set of HS-SCCH codes to the HS-DSCH-RNTI, and return these codes in the HC-SCCH Preconfigured Codes IE of the RADIO LINK ADDITION RESPONSE or RADIO LINK ADDITION FAILURE message. The NodeB shall use the first in the numbered list of HS-SCCH codes sent to the RNC to perform the Enhanced Serving Cell Change procedure.
 [FDD - E-DCH:]
--------------------- Sections Omitted ---------------------

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon receipt, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

--------------------- Text Omitted ---------------------

HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE, then:

--------------------- Text Omitted ---------------------

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify IE, then the DRNS may if the value is set to "allowed" use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Synchronized Enhanced Serving Cell Change IE is included in the HS-DSCH Information To Modify IE with value set to TRUE, then the Node B shall execute the synchronized Enhanced Serving Cell Change procedure.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH Information To Modify IE with value set to "not allowed", then the DRNS shall not use  64 QAM for the HS-DSCH Radio Link.]
-
[FDD - If MAC-ehs is applied in the new configuration, and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]
--------------------- Sections Omitted ---------------------

8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

--------------------- Text Omitted ---------------------

HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information To Modify Unsynchronised IE, then:

--------------------- Text Omitted ---------------------

-
[FDD - If MAC-ehs is applied in the new configuration, and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in [41] for HS-DSCH Transport Block Size signalling.]
-
[FDD - If the Unsynchronized Enhanced Serving Cell Change IE is included in the HS-DSCH Information To Modify Unsynchronised IE with value set to TRUE, then the Node B shall execute the unsynchronized Enhanced Serving Cell Change.]
--------------------- Sections Omitted ---------------------

9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.53
	
	–
	

	>Min UL Channelisation Code Length 
	M
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.52
	
	–
	

	>Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Diversity mode
	M
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	   >DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	>UL DPDCH Indicator for E-DCH operation
	O
	
	9.2.2.52A
	This IE may be present without the presence of the E-DPCH Information IE
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	M
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset
9.2.2.30
	Power offset for the TFCI bits.
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	–
	

	>>PO3
	M
	
	Power Offset
9.2.2.30
	Power offset for the pilot bits.
	–
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	   >Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCH Information
	M
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Diversity Control Field
	C – NotFirstRL
	
	9.2.1.20
	
	–
	

	>Initial DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	>Extended Propagation Delay
	O
	
	9.2.2.33a
	
	YES
	ignore

	>Synchronisation Indicator 
	O
	
	9.2.2.45A
	
	YES
	reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	DL Power Balancing Information
	O
	
	9.2.2.10A
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-PDSCH RL ID
	C – InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	reject

	MBMS Bearer Service List
	
	0..<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	–
	

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject

	Serving E-DCH RL 
	O
	
	9.2.2.38C
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	This IE shall be ignored by DRNS.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	>F-DPCH Slot Format Support Request
	O
	
	9.2.2.86
	
	YES
	reject

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	Ignore

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.67
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	YES
	reject

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.50a
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject

	Preconfigure HS-SCCH
	O
	Boolean
	
	True: will include HS-SCCH codes in the response. False [Default]: no HS-SCCH codes included in response
	YES
	ignore


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code length IE equals to 4

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not equal to "none".

	InfoHSDSCH
	This IE shall be present if HS-DSCH Information IE is present.

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


--------------------- Sections Omitted ---------------------

9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>Non Combining or First RL
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	ignore

	>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>Frame Offset
	O
	
	9.2.1.30
	
	YES
	ignore

	>Chip Offset
	O
	
	9.2.2.1
	
	YES
	ignore

	>HS-SCCH Preconfigured Codes
	
	0..<maxnoofHSSCCHcodes>
	
	
	YES
	ignore

	>>Code Number
	M
	
	INTEGER (0..127)
	
	
	

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	ignore

	SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes


--------------------- Sections Omitted ---------------------

9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	>>>Max UE DTX Cycle
	C-DTX-CycleNotAvailable
	
	9.2.2.87
	
	YES
	ignore

	>>Successful RL Information Response
	
	0..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining or First RL
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>>>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>>>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>>>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	ignore

	>>>HS-SCCH Preconfigured Codes
	
	0..<maxnoofHSSCCHcodes>
	
	
	YES
	Ignore

	>>>>Code Number
	O
	
	INTEGER (0..127)
	
	
	

	>>HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	>>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	>>Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	ignore

	>>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	YES
	ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Condition
	Explanation

	DTX-CycleNotAvailable
	The IE shall be present if the Cause IE is set to Continuous Packet Connectivity UE DTX Cycle not Available ".


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes


--------------------- Sections Omitted ---------------------

9.1.6
RADIO LINK ADDITION REQUEST

9.1.6.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Uplink SIR Target
	M
	
	Uplink SIR

9.2.1.69
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.20
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.48
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21A
	Power on DPCH or on F-DPCH
	YES
	ignore

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	>Synchronisation Indicator
	O
	
	9.2.2.45A
	
	YES
	ignore

	Active Pattern Sequence Information
	O
	
	9.2.2A
	Either all the already active Transmission Gap Sequence(s) are addressed (Transmission Gap Pattern sequence shall overlap with the existing one) or none of the transmission gap sequences is activated.
	YES
	reject

	DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	Serving E-DCH RL
	O
	
	9.2.2.38C
	
	YES
	reject

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information
	O
	
	9.2.2.19f
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	YES
	reject

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject

	Preconfigure HS-SCCH
	O
	Boolean
	
	True: will include HS-SCCH codes in the response. False [Default]: no HS-SCCH codes included in response
	YES
	ignore


	Condition
	Explanation

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.


--------------------- Sections Omitted ---------------------

9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>Non Combining
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	   >PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	   >SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	   >Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	   >Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	   >DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment
9.2.2.9.A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>HS-SCCH Preconfigured Codes
	
	0..<maxnoofHSSCCHcodes>
	
	
	YES
	ignore

	>>Code Number
	M
	
	INTEGER (0..127)
	
	
	

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.19g
	
	YES
	ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.19h
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes


--------------------- Sections Omitted ---------------------

9.1.8
RADIO LINK ADDITION FAILURE

9.1.8.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause
	M
	
	9.2.1.5
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-2>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	 >>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	         >>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	         >>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment
9.2.2.9.A
	
	YES
	ignore

	>>>HS-SCCH Preconfigured Codes
	
	0..<maxnoofHSSCCHcodes>
	
	
	YES
	Ignore

	>>>>Code Number
	M
	
	INTEGER (0..127)
	
	
	

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.19g
	
	YES
	Ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.19h
	
	YES
	Ignore


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes


--------------------- Sections Omitted ---------------------

9.2.1.5
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unknown C-ID,
Cell not Available,
Power Level not Supported,
UL Scrambling Code Already in Use,
DL Radio Resources not Available,
UL Radio Resources not Available,
Measurement not Supported For The Object,
Combining Resources Not Available,
Combining not Supported,
Reconfiguration not Allowed,
Requested Configuration not Supported,
Synchronisation Failure,

Requested Tx Diversity Mode not Supported, 

Measurement Temporarily not Available, 

Unspecified,

Invalid CM Settings, 

Reconfiguration CFN not Elapsed, 

Number of DL Codes Not Supported,
Dedicated Transport Channel Type not Supported,
DL Shared Channel Type not Supported,
UL Shared Channel Type not Supported,
Common Transport Channel Type not Supported,
UL Spreading Factor not Supported,
DL Spreading Factor not Supported,

CM not Supported, 

Transaction not Supported by Destination Node B,

RL Already Activated/Allocated, 

...,

Number of UL Codes Not Supported,

Cell reserved for operator use,

DPC Mode Change not Supported,

Information temporarily not available,

Information Provision not supported for the object,

Power Balancing status not compatible,

Delayed Activation not Supported,

RL Timing Adjustment Not Supported, Unknown RNTI,

Measurement Repetition Rate not Compatible with Current Measurements, 

UE not Capable to Implement Measurement,

F-DPCH not supported,

E-DCH not supported,

Continuous Packet Connectivity DTX-DRX operation not supported,
Continuous Packet Connectivity HS-SCCH less operation not supported,

MIMO not supported,

E-DCH TTI2ms not supported,

Continuous Packet Connectivity DTX-DRX operation not available, Continuous Packet Connectivity UE DTX Cycle not available,

MIMO not available,

SixteenQAM UL not supported,

HS-DSCH MAC-d PDU Size Format not supported,

F-DPCH Slot Format operation not supported,

E-DCH MAC-d PDU Size Format  not available, HS-SCCH allocation failure)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,
...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,
Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified,...)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	Cell not Available
	The concerned cell is not available

	Cell reserved for operator use
	The concerned cell is reserved for operator use

	Combining not Supported
	The DRNS does not support the RL combining for the concerned cells

	Combining Resources Not Available
	The value of the received Diversity Control Field IE was set to "Must", but the DRNS cannot perform the requested combining

	CM not Supported
	The concerned cell(s) do not support Compressed Mode

	Common Transport Channel Type not Supported
	The concerned cell(s) do not support the RACH and/or FACH Common Transport Channel Type

	Continuous Packet Connectivity  DTX-DRX operation not available
	CPC resources for DTX-DRX operation not available in the concerned cell(s).

	Continuous Packet Connectivity DTX-DRX operation not Supported
	The concerned cell(s) do not support the Continuous Packet Connectivity DTX-DRX operation

	Continuous Packet Connectivity HS-SCCH less operation not Supported
	The concerned cell(s) do not support the Continuous Packet Connectivity HS-SCCH less operation

	Continuous Packet Connectivity UE DTX Cycle not available
	CPC resources for the UE DTX Cycle not available in the concerned cell(s).

	Dedicated Transport Channel Type not Supported
	The concerned cell(s) do not support the Dedicated Transport Channel Type

	Delayed Activation not Supported
	The concerned cell(s) do not support delayed activation of RLs

	DL Radio Resources not Available
	The DRNS does not have sufficient DL radio resources available

	DL SF not Supported
	The concerned cell(s) do not support the requested DL SF

	DL Shared Channel Type not Supported
	The concerned cell(s) do not support the Downlink Shared Channel Type

	DPC Mode Change not Supported
	The concerned cells do not support the DPC mode changes

	E-DCH not supported
	The concerned cell(s) do not support E-DCH

	E-DCH MAC-d PDU Size Format  not available
	The selected E-DCH MAC-d PDU Size Format is not available in the concerned cell(s).

	E-DCH TTI2ms not supported
	The concerned cell(s) do not support the E-DCH 2ms TTI operation

	F-DPCH not supported
	The concerned cell(s) do not support the Fractional DPCH

	F-DPCH Slot Format operation not supported
	The concerned cell(s) do not support the F-DPCH Slot Format operation

	HS-SCCH allocation failure
	No HS-SCCH codes could be allocated

	HS-DSCH MAC-d PDU Size Format not supported
	The concerned cell(s) do not support the selected HS-DSCH MAC-d PDU Size Format

	Information Provision not supported for the object
	The RNS doesn’t support provision of the requested information for the concerned object types

	Information temporarily not available
	The RNS can temporarily not provide the requested information

	Invalid CM Settings
	The concerned cell(s) consider the requested Compressed Mode settings invalid

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement on the concerned object type

	Measurement Repetition Rate not Compatible with Current Measurements
	The requested parameters for a forwarded UE measurement are not compatible with the current measurement schedule in the SRNC.

	Measurement Temporarily not Available
	The DRNS can temporarily not provide the requested measurement value

	MIMO not available
	MIMO resources not available in the concerned cell(s).

	MIMO not supported
	The concerned cell(s) do not support the MIMO operation

	Number of DL Codes not Supported
	The concerned cell(s) do not support the requested number of DL codes

	Number of UL Codes not Supported
	The concerned cell(s) do not support the requested number of UL codes

	Power Level not Supported
	A DL power level was requested which the concerned cell(s) do not support

	Power Balancing status not compatible
	The power balancing status in the SRNC is not compatible with that of the DRNC.

	RL Timing Adjustment not Supported
	The concerned cell(s) do not support adjustments of the RL timing

	Reconfiguration CFN not Elapsed
	The requested action cannot be performed due to that a COMMIT message was received previously, but the concerned CFN has not yet elapsed

	Reconfiguration not Allowed
	The SRNC does currently not allow the requested reconfiguration

	Requested Configuration not Supported
	The concerned cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters,…..

	Requested Tx Diversity mode not Supported
	The concerned cell(s) do not support the requested transmit diversity mode

	RL Already Activated/ Allocated
	The DRNS has already allocated an RL with the requested RL ID for this UE Context

	Synchronisation Failure
	Loss of UL Uu synchronisation 

	SixteenQAM UL not Supported
	The concerned cell(s) do not support the 16 QAM UL

	Transaction not Supported by Destination Node B
	The requested action cannot be performed due to lack of support of the corresponding action in the destination Node B

	UE not Capable to Implement Measurement
	The UE is not capable to initiate/report a requested measurement due to its current state or capabilities.

	UL Radio Resources not Available
	The DRNS does not have sufficient UL radio resources available

	UL Scrambling Code Already in Use
	The concerned UL scrambling code is already in use for another UE

	UL SF not Supported
	The concerned cell(s) do not support the requested minimum UL SF

	UL Shared Channel Type not Supported
	The concerned cell(s) do not support the Uplink Shared Channel Type

	Unknown C-ID
	The DRNS is not aware of a cell with the provided C-ID

	Unknown RNTI
	The SRNC or DRNC is not aware of a UE indicated with the provided RNTI

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3)

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3)

	Abstract syntax error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences (see subclause 10.3)

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4)

	Semantic Error
	The received message included a semantic error (see subclause 10.4)

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2)

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related


	Miscellaneous cause
	Meaning

	Control Processing Overload
	DRNS control processing overload

	Hardware Failure
	DRNS hardware failure

	Not enough User Plane Processing Resources
	DRNS has insufficient user plane processing resources available

	O&M Intervention
	Operation and Maintenance intervention related to DRNS equipment

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.


--------------------- Sections Omitted ---------------------

9.2.1.30NA
HS-DSCH Information To Modify Unsynchronised
The HS-DSCH Information To Modify Unsynchronised IE is used for modification of HS-DSCH information in a UE Context with the Unsynchronised Radio Link Reconfiguration procedure.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.56A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>Priority Queue ID
	M
	
	9.2.1.45A
	
	–
	

	>Scheduling Priority

Indicator
	O
	
	9.2.1.51A
	
	–
	

	>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	CQI Power Offset
	O
	
	9.2.2.24b
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.26a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	For FDD only
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.7I
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.57
	For FDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.2.77
	For FDD only
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	For FDD only
	YES
	ignore

	Unsynchronized Enhanced Serving Cell Change
	O
	
	BOOLEAN
	FDD only

TRUE means Unsynchronized Enhanced Serving Cell Change

FALSE: no Enhanced Serving Cell Change
	YES
	ignore


--------------------- Sections Omitted ---------------------

9.2.1.30Q
HS-DSCH Information To Modify

The HS-DSCH Information To Modify IE is used for modification of HS-DSCH information in a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Allocation/Retention

Priority
	O
	
	9.2.1.1
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.56A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>CHOICE Priority Queue
	M
	
	
	
	–
	

	>>Add Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	
	–
	

	>>>Associated HS-DSCH MAC-d Flow
	M
	
	HS-DSCH MAC-d Flow ID 9.2.1.30O
	Shall only refer to a HS-DSCH MAC-d flow already existing in the old configuration.

Multiple Priority Queues can be associated with the same HS-DSCH MAC-d Flow ID.
	–
	

	>>>Scheduling Priority

Indicator
	M
	
	9.2.1.51A
	
	–
	

	>>>T1
	M
	
	9.2.1.54A
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>>>MAC-hs Window Size
	M
	
	9.2.1.34C
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	1..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.52D
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>RLC Mode
	M
	
	9.2.1.48D
	
	–
	

	>>>Maximum MAC-d PDU Size extended
	O
	
	MAC PDU Size Extended

9.2.1.34D
	
	YES
	reject

	>>Modify Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	>>>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>>>T1
	O
	
	9.2.1.54A
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>>>MAC-hs Window Size
	O
	
	9.2.1.34C
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	0..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.52D
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.34A
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>>Maximum MAC-d PDU Size extended
	O
	
	MAC PDU Size Extended

9.2.1.34D
	
	YES
	reject

	>>Delete Priority Queue
	
	
	
	
	–
	

	>>>Priority Queue ID
	M
	
	9.2.1.45A
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	O
	
	9.2.1.34Ab
	
	–
	

	CQI Feedback  Cycle k
	O
	
	9.2.2.24a
	For FDD only
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.24c
	For FDD only
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	For FDD only
	–
	

	CQI Power Offset
	O
	
	9.2.2.24b
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.26a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.19d
	For FDD only
	–
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.30S
	
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.7I
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.57
	For FDD only
	YES
	ignore

	HS-PDSCH Code Change Grant
	O
	
	9.2.1.30W
	For FDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.2.77
	For FDD only
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.79A
	For FDD only
	YES
	ignore

	UE Capabilities Information
	O
	
	
	For FDD only
	YES
	ignore

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	>1.28 Mcps TDD uplink physical channel capability
	O
	
	9.2.3.10D
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Tree-six carrier,

Six-six carrier, ...)
	This IE indicates the number of carrier that UE can support at the same time,where ” One-three carrier” means the number of supported carrier is one for the uplink,and three for the downlink.
	YES
	reject

	Synchronized Enhanced Serving Cell Change
	O
	
	BOOLEAN
	FDD only

TRUE means Synchronized Enhanced Serving Cell Change

FALSE: no Enhanced Serving Cell Change
	YES
	ignore

	Enhanced Serving Cell Change CFN
	O
	
	9.2.1.9
	FDD only


	YES
	ignore


	Range bound
	Explanation

	maxnoofMACdFlows
	Maximum number of MAC-d flows.

	maxnoofPrioQueues
	Maximum number of Priority Queues.

	maxnoofMACdPDUindexes
	Maximum number of MAC-d PDU Size Indexes (SIDs).


9.3.2 Elementary Procedure Definitions

--------------------- Sections Omitted ---------------------

9.3.3
PDU Definitions
-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS

--------------------- Text Omitted ---------------------


HSSCCH-Preconfigured-Codes,


Preconfigure-HSSCCH,

Synchronized-Enhanced-Serving-Cell-Change,


Unsynchronized-Enhanced-Serving-Cell-Change,
FROM RNSAP-IEs
--------------------- Text Omitted ---------------------


id-HSSCCH-Preconfigured-Codes,


id-Preconfigure-HSSCCH,

id-Synchronized-Enhanced-Serving-Cell-Change,


id-Unsynchronized-Enhanced-Serving-Cell-Change,
--------------------- Text Omitted ---------------------

FROM NBAP-Constants;

--------------------- Text Omitted ---------------------

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity





PRESENCE optional }|


{ ID id-DL-PowerBalancing-Information



CRITICALITY ignore
EXTENSION DL-PowerBalancing-Information




PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information





CRITICALITY reject
EXTENSION HSDSCH-FDD-Information




PRESENCE optional }|


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID












PRESENCE conditional }|

-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-MBMS-Bearer-Service-List



CRITICALITY notify
EXTENSION MBMS-Bearer-Service-List





PRESENCE optional }|


{ ID id-EDPCH-Information





CRITICALITY reject

EXTENSION EDPCH-Information-FDD




PRESENCE optional }|


{ ID id-EDCH-FDD-Information




CRITICALITY reject

EXTENSION EDCH-FDD-Information





PRESENCE conditional }|


-- This IE is present if E-DPCH Information IE is present.


{ ID id-Serving-EDCHRL-Id





CRITICALITY reject

EXTENSION EDCH-Serving-RL














PRESENCE optional }|


-- This IE is present if E-DCHInformation IE is present.

{ ID id-F-DPCH-Information-RL-SetupRqstFDD

CRITICALITY reject
EXTENSION F-DPCH-Information-RL-SetupRqstFDD









PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed






PRESENCE optional }|


{ ID id-DCH-Indicator-For-E-DCH-HSDPA-Operation

CRITICALITY reject
EXTENSION DCH-Indicator-For-E-DCH-HSDPA-Operation









PRESENCE optional }|

{ ID id-Serving-cell-change-CFN





CRITICALITY reject
EXTENSION CFN


















PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-DTX-DRX-Information


CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-DTX-DRX-Information









PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information

CRITICALITY reject
EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information









PRESENCE optional }|

{ ID id-Extended-SRNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID


















PRESENCE optional }|

{ ID id-Preconfigure-HSSCCH



CRITICALITY ignore EXTENSION Preconfigure-HSSCCH



















PRESENCE optional },

-- FDD only

...

}

--------------------- Text Omitted ---------------------

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|

{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio












PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION Secondary-CPICH-Information





PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL
PRESENCE optional }|


{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID












PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|


{ ID id-F-DPCH-SlotFormat






CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat










PRESENCE optional }|


{ ID id-FrameOffset








CRITICALITY ignore
EXTENSION FrameOffset





PRESENCE optional }|


{ ID id-ChipOffset








CRITICALITY ignore
EXTENSION ChipOffset











PRESENCE optional }|

{ ID id-HSSCCH-Preconfigured-Codes




CRITICALITY ignore
EXTENSION HSSCCH-Preconfigured-Codes




PRESENCE optional },

-- FDD only

...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio












PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION Secondary-CPICH-Information





PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL



PRESENCE optional }|


{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID












PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment






PRESENCE optional },

{ ID id-HSSCCH-Preconfigured-Codes




CRITICALITY ignore
EXTENSION HSSCCH-Preconfigured-Codes




PRESENCE optional },

-- FDD only

...

}
--------------------- Text Omitted ---------------------

RadioLinkAdditionRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode








CRITICALITY reject
EXTENSION DPC-Mode












PRESENCE optional }|

{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity






PRESENCE optional }|



{ ID id-Serving-EDCHRL-Id





CRITICALITY reject
EXTENSION EDCH-Serving-RL









PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed

PRESENCE optional }|


{ ID id-HS-DSCH-serving-cell-change-information

CRITICALITY reject
EXTENSION HS-DSCH-serving-cell-change-information

PRESENCE optional }|


{ ID id-Serving-cell-change-CFN





CRITICALITY reject
EXTENSION CFN













PRESENCE optional }|


{ ID id-EDPCH-Information






CRITICALITY reject
EXTENSION EDPCH-Information-RLAdditionReq-FDD



PRESENCE optional }|


{ ID id-EDCH-FDD-Information





CRITICALITY reject
EXTENSION EDCH-FDD-Information








PRESENCE optional },

-- This IE shall be present if E-DPCH Information is present


{ ID id-Preconfigure-HSSCCH



CRITICALITY ignore EXTENSION Preconfigure-HSSCCH



















PRESENCE optional },


-- only for FDD

...

}

--------------------- Text Omitted ---------------------

RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes




CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes






PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator
CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator

PRESENCE optional}|


{ ID id-HCS-Prio







CRITICALITY ignore
EXTENSION HCS-Prio











PRESENCE optional }|

{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL


CRITICALITY ignore EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL



PRESENCE optional }|


{ ID id-EDCH-RLSet-Id






CRITICALITY ignore EXTENSION RL-Set-ID











PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation
CRITICALITY ignore EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment

CRITICALITY ignore EXTENSION DL-DPCH-TimingAdjustment






PRESENCE optional }|

{ ID id-F-DPCH-SlotFormat





CRITICALITY ignore EXTENSION F-DPCH-SlotFormat








PRESENCE optional },

{ ID id-HSSCCH-Preconfigured-Codes



CRITICALITY ignore
EXTENSION HSSCCH-Preconfigured-Codes




PRESENCE optional },

-- FDD only

...

}

--------------------- Text Omitted ---------------------

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY
ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY
ignore
EXTENSION HCS-Prio











PRESENCE optional }|

{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL


PRESENCE optional }|

{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID











PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation

PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional },

{ ID id-HSSCCH-Preconfigured-Codes



CRITICALITY ignore
EXTENSION HSSCCH-Preconfigured-Codes




PRESENCE optional },

-- FDD only

...

}

--------------------- Text Omitted ---------------------

9.3.4
Information Element Definitions

--------------------- Text Omitted ---------------------

HSDSCH-Information-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {
{ ID id-HARQ-Preamble-Mode 



CRITICALITY ignore

EXTENSION
HARQ-Preamble-Mode







PRESENCE optional}|

{ ID id-HS-PDSCH-Code-Change-Grant

CRITICALITY
ignore

EXTENSION
HS-PDSCH-Code-Change-Grant
PRESENCE optional}|


 -- Applicable to FDD only
{ ID id-MIMO-Mode-Indicator 



CRITICALITY reject

EXTENSION
MIMO-Mode-Indicator





PRESENCE optional}|

{ ID id-HSDSCH-MACdPDUSizeFormat 


CRITICALITY reject

EXTENSION
HSDSCH-MACdPDUSizeFormat 



PRESENCE optional}|
{ ID id-SixtyfourQAM-UsageAllowedIndicator 
CRITICALITY ignore

EXTENSION
SixtyfourQAM-UsageAllowedIndicator 
PRESENCE optional}|
{ ID id-UE-Capabilities-Info



CRITICALITY
ignore

EXTENSION
UE-Capabilities-Info





PRESENCE optional}|

  -- For FDD only
{ID id-Synchronized-Enhanced-Serving-Cell-Change
CRITICALITY
ignore
EXTENSION
Synchronized-Enhanced-Serving-Cell-Change}|

  -- For FDD only
{ID id-CFN
CRITICALITY
ignore
EXTENSION
CFN},

  -- For FDD only

...
}
--------------------- Text Omitted ---------------------

HSDSCH-Information-to-Modify-Unsynchronised-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {
{ ID id-HARQ-Preamble-Mode 




CRITICALITY ignore

EXTENSION
HARQ-Preamble-Mode
PRESENCE optional}|
{ ID id-MIMO-Mode-Indicator 



CRITICALITY reject

EXTENSION
MIMO-Mode-Indicator





PRESENCE optional}|
{ ID id-SixtyfourQAM-UsageAllowedIndicator 
CRITICALITY ignore

EXTENSION
SixtyfourQAM-UsageAllowedIndicator
PRESENCE optional}|
{ ID id-Unsynchronized-Enhanced-Serving-Cell-Change
CRITICALITY
ignore
EXTENSION Unsynchronized-Enhanced-Serving-Cell-Change
PRESENCE optional},

  -- For FDD only,

...
}
--------------------- Text Omitted ---------------------

HSSCCH-Preconfigured-Codes ::= SEQUENCE (SIZE (0..maxNrOfHSSCCHCodes)) OF HSSCCH-FDD-Preconmfigured-Code-Item

HSSCCH-FDD-Preconmfigured-Code-Item ::= SEQUENCE {


code-Number









INTEGER (0..127),

...

}
Preconfigure-HSSCCH ::= BOOLEAN
Synchronized-Enhanced-Serving-Cell-Change ::= BOOLEAN
Unsynchronized-Enhanced-Serving-Cell-Change ::= BOOLEAN
--------------------- Text Omitted ---------------------

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


combining-resources-not-available,


combining-not-supported,

reconfiguration-not-allowed,


requested-configuration-not-supported,

synchronisation-failure,


requested-tx-diversity-mode-not-supported,

measurement-temporaily-not-available,

unspecified,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

dedicated-transport-channel-type-not-supported,


dl-shared-channel-type-not-supported,


ul-shared-channel-type-not-supported,


common-transport-channel-type-not-supported,


ul-spreading-factor-not-supported,

dl-spreading-factor-not-supported,


cm-not-supported,

transaction-not-supported-by-destination-node-b,

rl-already-activated-or-alocated,

...,

    number-of-UL-codes-not-supported,


cell-reserved-for-operator-use,


dpc-mode-change-not-supported,

information-temporarily-not-available,


information-provision-not-supported-for-the-object,

power-balancing-status-not-compatible,

delayed-activation-not-supported,

rl-timing-adjustment-not-supported,


unknown-RNTI,


measurement-repetition-rate-not-compatible,


ue-not-capable-of-support,


f-dpch-not-supported,


e-dch-not-supported,


continuous-packet-connectivity-dtx-drx-operation-not-supported,


continuous-packet-connectivity-hs-scch-less-operation-not-supported,


mimo-not-supported,

e-dch-tti2ms-not-supported,


continuous-packet-connectivity-DTX-DRX-operation-not-available,


continuous-packet-connectivity-UE-DTX-Cycle-not-available,


mimo-not-available,


sixteenQAM-UL-not-Supported,


hSDSCH-MACdPDU-SizeFormatNotSupported,


f-dpch-slot-format-operation-not-supported,

e-DCH-MACdPDU-SizeFormat-not-available,

hs-scch-allocation-failure
}

9.3.6
Constant Definitions
--------------------- Text Omitted ---------------------

-- **************************************************************

--

-- IEs

--

-- **************************************************************

--------------------- Text Omitted ---------------------

id-Released-CN-Domain













ProtocolIE-ID ::= 755
id-Preconfigure-HSSCCH













ProtocolIE-ID ::= xxx
id-HSSCCH-Preconfigured-Codes











ProtocolIE-ID ::= xxx
id-Unsynchronized-Enhanced-Serving-Cell-Change







ProtocolIE-ID ::= xxx
id-Synchronized-Enhanced-Serving-Cell-Change







ProtocolIE-ID ::= xxx
END



�Should this be replaced by HSSCCH-FDD-Specific-InfoList-Response ?





3GPP


_1005730069.doc


SRNC







   DRNC







RADIO LINK ADDITION REQUEST







RADIO LINK ADDITION RESPONSE




































_1005730183.doc






SRNC



Layer







RADIO LINK SETUP RESPONSE











































DRNC



Layer











RADIO LINK SETUP REQUEST
























_1002589531.doc






SRNC



Layer







RADIO LINK RECONFIGURATION READY











































DRNC



Layer











RADIO LINK RECONFIGURATION PREPARE
























_1003589800.doc






SRNC



Layer







RADIO LINK RECONFIGURATION RESPONSE











































DRNC



Layer











RADIO LINK RECONFIGURATION REQUEST
























