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8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation
The source eNB initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. When the source eNB sends the HANDOVER REQUEST message, it shall start the timer TRELOCprep 

If at least one of the requested SAE bearers is admitted to the cell, the target eNB shall reserve necessary resources, and send the HANDOVER REQUEST ACKNOWLEDGE message back to the source eNB. The target eNB shall include the SAE Bearers for which resources have been prepared at the target cell in the SAE Bearers Admitted List IE. The target eNB shall include the SAE bearers that have not been admitted in the SAE Bearers Not Admitted List IE with an appropriate cause value.
For each bearer for which the source eNB proposes to do forwarding of downlink data, the source eNB shall include the DLForwarding IE within the SAE Bearer Info IE of the HANDOVER REQUEST message. For each bearer that it has decided to admit, the target eNB may include the DL GTP Tunnel Endpoint IE within the SAE Bearer Info IE of the HANDOVER REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. This GTP tunnel endpoint may be different from the corresponding GTP TEID IE in the SAE Bearer To Be Switched in Downlink List of the PATH SWITCH REQUEST message (see [4]) depending on implementation choice.

For each bearer in the SAE Bearers Admitted List IE, the target eNB may include the UL GTP Tunnel Endpoint IE if it requests data forwarding of uplink packets to be performed for that bearer.
Upon reception of the HANDOVER REQUEST ACKNOWLEDGE message the source eNB shall stop the timer TRELOCprep,  start the timer TX2RELOCOverall and  terminate the Handover Preparation procedure. The source eNB is then defined to have a Prepared Handover for that X2 UE-associated signalling.

If the Trace Activation IE is included in the HANDOVER REQUEST message then the target eNB should initiate the requested trace function as described in [6]. If the List Of Interfaces To Trace IE is not included in the Trace Activation IE, the eNB shall, if supported, trace all the following interfaces, if available: S1-MME, X2, Uu.
If the Handover Restriction List IE is
-
contained in the HANDOVER REQUEST message, the target eNB shall store this information and the target eNB should use the information in Handover Restriction List IE to determine a target cell for subsequent handover attempts. 
-
not contained in the HANDOVER REQUEST message, the target eNB shall consider that no access restriction applies to the UE.

If the Location Reporting Information IE is included in the HANDOVER REQUEST message then the eNB shall initiate the requested location reporting procedure as defined in [4].
The HANDOVER REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency priority IE, if available.

If the Subscriber Profile ID for RAT/Frequency priority IE is 

· contained in the HANDOVER REQUEST message, the target eNB shall store this information and the target eNB should use the information as defined in [15]. 
Editor’s Note: The reporting of Cell ID with regard to cell change caused by X2 handover is FFS.
Unchanged sections omitted

9.2.2
Trace Activation
Defines parameters related to trace activation. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Trace Reference 
	M
	
	OCTET STRING (8)
	
	–
	–

	List Of Interfaces To Trace 
	O
	
	BIT STRING (8)
	Each position in the bitmap represents an eNB interface:

.
Bit1=S1-MME

.
Bit2=X2

.
Bit3=Uu

.
Bit4 to Bit8 for future use. 
for which: 
.
Value ‘1’ indicates ‘should be traced’
.
Value ‘0’ indicates ‘should not be traced’
	–
	–

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Trace Depth
	M
	
	ENUMERATED(

minimum, medium, maximum, 

vendorMinimum, vendorMedium, vendorMaximum, ...)
	Defined in [7]
	–
	–


	
	

	
	


Unchanged sections omitted

9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxCellineNB,

maxEARFCN,

maxInterfaces,


maxnoofCells,


maxnoofBPLMNs,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofPRBs,


maxNrOfErrors,

maxPools

FROM X2AP-Constants

Unchanged text omitted

-- I














-- J

-- K

-- L
LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LastVisitedCell-Item ::= SEQUENCE {


global-Cell-ID




ECGI,


cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {LastVisitedCell-Item-ExtIEs} } OPTIONAL,


...

}

LastVisitedCell-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

ListOfInterfacesToTrace
::= BIT STRING (SIZE (8))

LocationReportingInformation ::= SEQUENCE {


eventType

EventType,


reportArea

ReportArea,


iE-Extensions

ProtocolExtensionContainer { {LocationReportingInformation-ExtIEs} } OPTIONAL,

...

}
LocationReportingInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::={


...

}
Unchanged text omitted

-- T

TAC ::= OCTET STRING 
-- FFS
TargeteNBtoSource-eNBTransparentContainer
::= OCTET STRING
Time-UE-StayedInCell ::= INTEGER

TimeToWait ::= OCTET STRING
TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


listOfInterfacesToTrace


ListOfInterfacesToTrace


OPTIONAL,

traceDepth





TraceDepth,

iE-Extensions




ProtocolExtensionContainer { {TraceActivation-ExtIEs} } OPTIONAL,


...

}

TraceActivation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth 

::= ENUMERATED { 


minimum,


medium,


maximum,

vendorMinimum,


vendorMedium,


vendorMaximum,

...

}






TraceReference




::= OCTET STRING (SIZE (8))

TransportLayerAddress


::= BIT STRING (SIZE(1..160, ...))
TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}
Unchanged text omitted

9.3.7
Constant definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease








ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusUpdateInitiation







ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 32767
-- FFS Value to be checked

maxCellineNB







INTEGER ::= 256



maxnoofCells







INTEGER ::= 16

-- FFS Value to be checked

maxnoofBearers







INTEGER ::= 256


maxNrOfErrors







INTEGER ::= 256

-- FFS Value to be checked

maxnoofPDCP-SN







INTEGER ::= 16

-- FFS Value to be checked
maxnoofEPLMNs







INTEGER ::= 15



maxnoofEPLMNsPlusOne





INTEGER ::= 16



maxnoofForbLACs







INTEGER ::= 4096



maxnoofForbTACs






    INTEGER ::= 4096


maxnoofBPLMNs







INTEGER ::= 6
maxnoofPRBs








INTEGER ::= 110

-- FFS Value to be checked

maxPools








INTEGER ::= 16

-- FFS Value to be checked
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Bearers-Admitted-Item












ProtocolIE-ID ::= 0
id-Bearers-Admitted-List












ProtocolIE-ID ::= 1

id-Bearers-NotAdmitted-Item












ProtocolIE-ID ::= 2
id-Bearers-NotAdmitted-List












ProtocolIE-ID ::= 3
id-Bearers-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7


id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9
id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16
id-CriticalityDiagnostics












ProtocolIE-ID ::= 17
id-Bearers-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18
id-Bearers-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25
id-ServedCellsToModify













ProtocolIE-ID ::= 26
id-ServedCellsToDelete













ProtocolIE-ID ::= 27
id-Registration-Request













ProtocolIE-ID ::= 28
id-CellToReport















ProtocolIE-ID ::= 29
id-ReportingPeriodicity













ProtocolIE-ID ::= 30
id-CellToReport-Item













ProtocolIE-ID ::= 31
id-CellMeasurementResult












ProtocolIE-ID ::= 32
id-CellMeasurementResult-Item











ProtocolIE-ID ::= 33

id-GUGroupIDListToAdd













ProtocolIE-ID ::= 34
id-GUGroupIDListToDelete












ProtocolIE-ID ::= 35
END
end
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