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8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation
The MME initiates the procedure by sending the HANDOVER REQUEST message to the target eNodeB. The HANDOVER REQUEST message may contain the Handover Restriction List IE, which may contain roaming area or access restrictions.

If the Handover Restriction List IE is contained in the HANDOVER REQUEST message, the target eNB shall store this information in the UE context.
The eNB should use the information in Handover Restriction List IE to determine a target cell for handover. If the Handover Restriction List IE is not contained in the HANDOVER REQUEST message, the target eNB shall consider that no access restriction applies to the UE.

If the Trace activation IE is included in the HANDOVER REQUEST message, the target eNB shall initiate the requested trace function as described in [10].
After all necessary resources for the admitted SAE Bearers have been allocated the target eNodeB generates the HANDOVER REQUEST ACKNOWLEDGE message. The target eNodeB shall include in the SAE Bearers Admitted List IE the SAE Bearers for which resources have been prepared at the target cell. The SAE bearers that have not been admitted in the target cell shall be included in the SAE Bearers Failed to Setup List IE.

For each bearer that target eNB has decided to admit and for which DL forwarding IE is set to “DL forwarding proposed”, the target eNB may include the DL GTP Tunnel endpoint IE within the SAE Bearers Admitted List IEs IE of the HANDOVER REQUEST ACKNOWLEDGE message indicating that it accepts the proposed forwarding of downlink data for this bearer.

If the Request Type IE is included in the HANDOVER REQUEST message then the target eNB should perform the requested location reporting functionality for the UE as described in section 8.11.
8.11
Location Reporting Procedures

8.11.1
Location Reporting Control
8.11.1.1
General

The purpose of Location Reporting Control procedure is to allow the MME to request the eNB to report where the UE is currently located. The procedure uses UE-associated signalling. 

8.11.1.2
Successful Operation
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Figure 8.11.1.2-1: Location Reporting Control procedure. Successful operation.
The MME initiates the procedure by sending a LOCATION REPORTING CONTROL message. On receipt of a LOCATION REPORTING CONTROL message the eNB shall perform the requested location reporting control action for the UE.
The Request Type IE indicates to the eNB whether:

-
to report directly;

-
to report upon change of serving cell, or

-
to stop reporting at change of serving cell.
If reporting upon change of serving cell is requested, the eNB shall report the current cell and then whenever the UE changes its serving cell to another cell belonging to the eNB. 

The Request Type IE also indicates what type of location information the eNB shall report. The location information is E-UTRAN CGI.
8.11.1.3
Abnormal Conditions
Not applicable.
8.11.3
Location Report

8.11.3.1
General

The purpose of Location Report procedure is to provide the UE's current location to the MME. The procedure uses UE-associated signalling. 

8.11.3.2
Successful Operation
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Figure 8.11.3.2-1: Location Report procedure. Successful operation.
The eNB initiates the procedure by generating a LOCATION REPORT message. The LOCATION REPORT message may be used as a response to a LOCATION REPORTING CONTROL message. 
In case reporting at change of serving cell has been requested, then the eNB shall issue a LOCATION REPORT message:
· whenever the information given in the previous LOCATION REPORT message is not anymore valid,
· upon receipt of the HANDOVER REQUEST message including the Event IE within the Request Type IE set to "Change of Serving cell”, as soon as the handover procedure has been successfully completed,
· upon receipt of the HANDOVER REQUEST message over X2 interface as defined in [xx] with the Event IE included in the Request Type IE set to "Change of Serving cell",  as soon as the handover procedure has been successfully completed,
· upon receipt of the LOCATION REPORTING CONTROL message with the Event IE included in the Request Type IE set to "Change of Serving cell".
8.11.3.3
Abnormal Conditions
Not applicable.
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