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9.2.2.4F
E-DCH FDD Information To Modify

The E-DCH FDD Information IE provides information for an E-DCH to be modified.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality 
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.2.4MB
	
	
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	
	

	>Transport Bearer
Request Indicator
	M
	
	9.2.1.61
	
	
	

	>TNL QoS
	O
	
	9.2.1.56A
	
	
	

	>Maximum Number of Retransmissions for E-DCH
	O
	
	9.2.2.24f
	
	
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	
	

	>E-DCH HARQ Power Offset FDD
	O
	
	9.2.2.4L
	
	
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.2.4M
	
	
	

	> CHOICE E-DCH grant type
	O
	
	
	
	
	

	>>E-DCH Non-Scheduled Transmission Grant
	
	
	
	
	
	

	>>>Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.4N
	
	
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI
9.2.2.4O
	
	
	

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	
	
	

	>Bundling Mode Indicator
	O
	
	9.2.2.Ca
	
	
	

	>E-DCH Logical Channel To Add
	O
	
	E-DCH Logical Channel Information 9.2.2.4MD
	
	
	

	>E-DCH Logical Channel To Modify
	
	
	9.2.2.4ME
	
	
	

	>E-DCH Logical Channel To Delete
	
	0..< maxnooflogicalchannels>
	
	
	
	

	>>Logical Channel ID
	M
	
	9.2.2.21D
	
	
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI
9.2.2.4O
	
	
	

	E-DCH Maximum Bitrate 
	O
	
	9.2.2.4MG
	
	
	

	E-DCH Processing Overload Level
	O
	
	9.2.2.4MH
	
	
	

	E-DCH Reference Power Offset
	O
	
	9.2.2.4MI
	
	
	

	MAC-e Reset Indicator
	O
	
	9.2.2.21F
	
	
	


#Partially Omitted
9.3.4
Information Elements Definitions

#Partially Omitted
EDCH-MACdFlow-Specific-InfoToModifyList ::= SEQUENCE (SIZE (0..maxNrOfEDCHMACdFlows)) OF EDCH-MACdFlow-Specific-InfoToModifyItem
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