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8.4.1

Handover Preparation

8.4.1.1
General

The purpose of the Handover Preparation procedure is to request the preparation of resources at the target side via the EPC. There is only one Handover Preparation procedure for one Handover target ongoing at the same time for a certain UE.
Editor’s Note: It is FFS whether the eNodeB is allowed to initiate this procedure in case there is an already prepared handover for this particular UE either on S1or on any of its X2 interfaces.

8.4.1.2
Successful Operation
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Figure 8.4.1.2-1: Handover preparation: successful operation
The source eNodeB initiates the handover preparation by sending the HANDOVER REQUIRED message to the serving MME. 

Editor’s note: How to handle and control data forwarding is FFS.
When the preparation, including the reservation of resources at the target side is ready, the MME responds with the HANDOVER COMMAND message to the source eNodeB.

If the Target eNodeB to Source eNodeB Transparent Container IE or the Target RNC To Source RNC Transparent Container IE or the Target BSS to Source BSS Transparent Container IE has been received by the MME from the handover target then the transparent container shall be included in the HANDOVER COMMAND message.

If there are any SAE bearers that could not be admitted in the target, they shall be indicated in the SAE Bearers to Release List IE.

If the DL forwarding IE is included within the Source eNodeB to Target eNodeB Transparent Container IE of the HANDOVER REQUIRED message and it is set to “DL forwarding proposed”, it indicates that the source eNodeB proposes forwarding of downlink data.
The source eNodeB may include the Direct Forwarding Path Availability IE in the HANDOVER REQUIRED message if a direct data path is available. 

If the HANDOVER REQUIRED message does not contain the Direct Forwarding Path Availability IE then indirect forwarding may be applied, if available.
Interactions with SAE Bearer Management procedures:

If, after a HANDOVER REQUIRED message is sent and before the Handover Preparation procedure is terminated, the source eNB receives a MME initiated SAE Bearer Management procedure on the same UE associated signaling connection, the source eNB shall either:

1.
cancel the Handover Preparation procedure by executing the Handover Cancel procedure with an appropriate cause value "Interaction with other procedure”. After successful completion of the Handover Cancel procedure, the source eNB shall continue the MME initiated SAE Bearer Management procedure

or

2.
terminate the MME initiated SAE Bearer Management procedure by sending the appropriate response message with the cause value “Handover Triggered” to the MME and then the source eNB shall continue with the handover procedure.
8.4.1.3
Unsuccessful Operation
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Figure 8.4.1.3-1: Handover preparation: unsuccessful operation
If the EPC or the target system is not able to accept any of the bearers or a failure occurs during the Handover Preparation, the MME sends the HANDOVER PREPARATION FAILURE message with an appropriate cause value to the source eNodeB. 
8.4.1.4
Abnormal Conditions

8.7.4
eNB Configuration Update 

8.7.4.1
General

The purpose of the eNB Configuration Update procedure is to update application level configuration data needed for the eNB and MME to interoperate correctly on the S1 interface.  This procedure doesn’t affect existing UE-related contexts, if any.
8.7.4.2
Successful Operation
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Figure 8.7.4.2-1: NB Configuration Update procedure: Successful Operation.

The eNB initiates the procedure by sending an ENB CONFIGURATION UPDATE message including the appropriate updated configuration data to the MME. The MME responds with ENB CONFIGURATION UPDATE ACKNOWLEDGE to acknowledge that it successfully updated the configuration data. If information element(s) is/are not included in the ENB CONFIGURATION UPDATE message, the MME shall interpret that the corresponding configuration data is/are not changed and shall continue to operate the S1 with the existing related configuration data.
If the supported TA(s) is(are) to be updated, the whole list of supported TAs including those are not to be updated shall be included in the Supported TAs IE. The MME shall overwrite the whole list of the TAs.
The updated configuration data shall be stored in respective node and used for the duration of the TNL association or until any further update is performed from the eNB. 
The eNB may intiate a further eNB configuration update only after a previous eNB configuration update procedure has been completed. 
8.7.4.3
Unsuccessful Operation
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Figure 8.7.4.3-1: NB Configuration Update procedure: Unsuccessful Operation.

If the MME can not accept the update it shall respond with an ENB CONFIGURATION UPDATE FAILURE message and appropriate cause value.

If the ENB CONFIGURATION UPDATE FAILURE messages includes the Time To Wait IE the eNB shall wait at least for the indicated time before reinitiating the NB Configuration Update procedure towards the same MME. Both nodes shall continue to operate the S1 with the existing configuration data. 
8.7.4.4
Abnormal Conditions
8.7.5
MME Configuration Update 

8.7.5.1
General

The purpose of the MME Configuration Update procedure is to update application level configuration data needed for the eNB and MME to interoperate correctly on the S1 interface. This procedure doesn’t affect existing UE-related contexts, if any.
8.7.5.2
Successful Operation

[image: image5.emf] 

 eNB  

MME   CONFIGURATION  UPDATE  

MME  

MME   CONFIGURATION  UPDATE  ACKNOWLEDGE  


Figure 8.7.5.2-1: MME Configuration Update procedure: Successful Operation.

The MME initiates the procedure by sending an MME CONFIGURATION UPDATE message including the appropriate updated configuration data to the eNB. The eNB responds with MME CONFIGURATION UPDATE ACKNOWLEDGE to acknowledge that it successfully updated the configuration data. If information element(s) is/are not included in the MME CONFIGURATION UPDATE message, the eNB shall interpret that the corresponding configuration data is/are not changed and shall continue to operate the S1 with the existing related configuration data.
The updated configuration data shall be stored in respective node and used for the duration of the TNL association or until any further update is performed from the MME. 
The MME may intiate a further MME configuration update only after a previous MME configuration update procedure has been completed. 

8.7.5.3
Unsuccessful Operation
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Figure 8.7.5.3-1: MME Configuration Update: Unsuccessful Operation.

If the eNB can not accept the update it shall respond with an MME CONFIGURATION UPDATE FAILURE message and appropriate cause value.

If the MME CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE the MME shall wait at least for the indicated time before reinitiating the MME Configuration Update procedure towards the same eNB. Both nodes shall continue to operate the S1 with the existing configuration data.

8.7.5.4
Abnormal Conditions
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