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9.1.3
HNB REGISTER REQUEST

This message is sent by the HNB to the HNB-GW to register the HNB at the HNB-GW.

Direction: HNB ( HNB-GW
	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	Reject

	HNB Identity
	M
	
	9.2.2
	
	YES
	Reject

	HNB Location Information
	M
	
	9.2.3
	
	YES
	Reject

	PLMN-ID
	M
	
	9.2.14
	
	YES
	Reject

	Cell-ID
	M
	
	9.2.25
	
	YES
	Reject

	LAC
	M
	
	9.2.11
	
	YES
	Reject

	RAC
	M
	
	9.2.12
	
	YES
	Reject

	SAC
	M
	
	9.2.13
	
	YES
	Reject

	CSG-ID
	O
	
	9.2.27
	
	YES
	Ignore
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9.3.3
PDU Definitions

HNBRegisterRequestIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-HNB-Identity





CRITICALITY reject
TYPE HNB-Identity




PRESENCE mandatory } |


{ ID id-HNB-Location-Information


CRITICALITY reject
TYPE HNB-Location-Information

PRESENCE mandatory } |


{ ID id-PLMNidentity





CRITICALITY reject
TYPE PLMNidentity




PRESENCE mandatory } |


{ ID id-CellIdentity





CRITICALITY reject
TYPE CellIdentity




PRESENCE mandatory } |


{ ID id-LAC








CRITICALITY reject
TYPE LAC






PRESENCE mandatory } |


{ ID id-RAC








CRITICALITY reject
TYPE RAC






PRESENCE mandatory } |


{ ID id-SAC








CRITICALITY reject
TYPE SAC






PRESENCE mandatory } |


{ ID id-CSG-ID







CRITICALITY ignore
TYPE CSG-ID






PRESENCE optional } ,


...

}
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