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============= Start of 1st Change =============
4.6.3.1
Protocol Stack for S1 User Plane

The S1-U data plane is defined between the HeNB, HeNB GW and the SGW. The figures below shows the S1-U protocol stack with and without the HeNB GW.
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Figure 4.6.3.1-1: User plane for S1-U interface for HeNB without HeNB GW
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Figure 4.6.3.1-2: User plane for S1-U interface for HeNB with HeNB GW

The HeNB GW may optionally terminate the user plane towards the HeNB and towards the S-GW, and provide a relay function for relaying User Plane data between the HeNB and the S-GW.
4.6.3.2
Protocol Stacks for S1 Control Plane

The two figures below show the S1-MME protocol stacks with and without the HeNB GW.

When the HeNB GW is not present (Fig. 4.6.3.2-1), all the S1 procedures are terminated at the HeNB and the MME. 

When present (Fig. 4.6.3.2-2), the HeNB GW shall terminate the non-UE-dedicated procedures – both with the HeNB, and with the MME. The HeNB GW shall provide a relay function for relaying Control Plane data between the HeNB and the MME. The scope of any protocol function associated to a non-UE-dedicated procedure shall be between HeNB and HeNB GW and/or between HeNB GW and MME.

Any protocol function associated to an UE-dedicated-procedure shall reside within the HeNB and the MME only.
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Figure 4.6.3.2-1: Control plane for S1-MME Interface for HeNB to MME without the HeNB GW
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Figure 4.6.3.2-2: Control plane for S1-MME Interface for HeNB to MME with the HeNB GW
============= End of 1st Change =============
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