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============= Start of 1st Change =============
19.2.2.11.1
Location Reporting Control procedure
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Figure 19.2.2.11.1-1: Location Reporting Control procedure

The Location Reporting Control procedure is initiated by the MME sending the LOCATION REPORTING CONTROL to the eNB to request the current location information, e.g. Cell ID, of a specific UE, and how the information shall be reported, e.g. direct report, report every cell change. The Location Reporting Control procedure is also used to terminate reporting on cell change.
If the Location Reporting Control procedure fails, e.g. due to an iteraction with an initiated hand over then the eNB shall indicate the failure using the Location Report Failure Indication procedure.
If the Location Reporting Control procedure is on going for a specific UE and the eNB received an UE CONTEXT RELEASE COMMAND message from MME this specific UE, eNB shall terminate the Location Reporting Control procedure associated to the UE.

============= End of 1st Change =============
============= Start of 2nd  Change =============
23.1
Support for real time IMS services

23.2
Subscriber and equipment trace 

Support for subscriber and equipment trace for E-UTRAN and EPC shall be as specified in 3GPP specifications 32.421, 32. 422, 32.423 and 3GPP Trace IRP 32.441, 32.442 and 32.443.

All traces are initiated by the core network, even if the trace shall be carried out in the radio network. 
If the eNB has received an UE CONTEXT RELEASE COMMAND message where the UE is associated to a E-UTRAN Trace Id, it shall deactivate the Trace Session for the indicated E-UTRAN Trace Id. 
If the S1 connection is released which is related to the traced subscriber or equipment, the eNB shall deactivate the Trace Session.
The following functionality is needed on the S1 and X2 interface:

-
Support for inclusion of subscriber and equipment trace information in INITIAL CONTEXT SETUP REQUEST message over the S1 interface.
-
Support for an explicit TRACE START message over the S1 interface.

-
Support for inclusion of subscriber and equipment trace information in the HANDOVER REQUEST message over the X2 interface.
-
Support for inclusion of subscriber and equipment trace information in the HANDOVER REQUEST message over the S1 interface.

A trace setup in the radio network will be propagated on the X2 interface at handover and on the S1 interface if the handover is carried out between MMEs.

============= End of 2nd Change =============
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