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9.2.3
Handover Restriction List
This IE defines area roaming or access restrictions for handover. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Serving PLMN
	M
	
	PLMN Identity

9.2.4
	
	–
	–

	Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	Allowed PLMNs in addition to Serving PLMN.

This list corresponds to the list of “equivalent PLMNs list” as defined in [17].
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	Forbidden TAs
	
	0..<maxnoofEPLMNsPlusOne>
	
	intra E-UTRAN roaming restrictions
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	The PLMN of forbidden TACs
	–
	–

	>Forbidden TACs
	
	1..<maxnoofForbTACs>
	
	
	–
	–

	>>TAC
	M
	
	OCTET STRING(2)
	The forbidden TAC
	–
	–

	Forbidden LAs
	
	0..<maxnoofEPLMNsPlusOne>
	
	inter-3GPP RAT roaming restrictions
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	>Forbidden LACs
	
	1..<maxnoofForbLACs>
	
	
	–
	–

	  >>LAC
	M
	
	OCTET STRING(2)
	
	–
	–

	Forbidden inter RATs
	O
	
	ENUMERATED(ALL, GERAN, UTRAN, CDMA2000, …)
	inter-3GPP and 3GPP2 RAT access restrictions
	–
	–


	Range bound
	Explanation

	maxnoofEPLMNs
	Maximum no. of equivalent PLMN Ids. Value is 15.

	maxnoofEPLMNsPlusOne
	Maximum no. of equivalent PLMN Ids plus one. Value is 16.

	maxnoofForbTACs
	Maximum no. of forbidden Tracking Area Codes. Value is 4096.

	maxnoofForbLACs
	Maximum no. of forbidden Location Area Codes. Value is 4096.


>>>>>>>>>>>>>>>>>>>>>>   NEXT CHANGE <<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

>>>>>>>>>>>>>>>>>>>SKIP UNCHANGED TEXT IN SECTION <<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

-- F

ForbiddenInterRATs ::= ENUMERATED {


all,

geran,


utran,

cdma2000,

...

}
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