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9.1.9
RELOCATION REQUIRED

This message is sent by the source RNC to inform the CN that a relocation is to be performed.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Relocation Type
	M
	
	9.2.1.23
	
	YES
	reject

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore

	Source ID
	M
	
	9.2.1.24
	
	YES
	ignore

	Target ID
	M
	
	9.2.1.25
	
	YES
	reject

	MS Classmark 2
	C – ifGSMCStarget
	
	9.2.1.26
	
	YES
	reject

	MS Classmark 3
	C – ifGSMCStarget
	
	9.2.1.27
	
	YES
	ignore

	Source To Target Transparent Container
	C – ifUMTStarget or ifEUTRAtarget
	
	9.2.1.30A
	
	YES
	reject

	Old BSS To New BSS Information
	O
	
	9.2.1.29
	Can optionally be used if GSM target  but not used for UMTS target.
	YES
	ignore

	GERAN Classmark
	O
	
	9.2.1.57
	
	YES
	ignore

	Source BSS To Target BSS Transparent Container
	O
	
	9.2.1.79
	Shall be included if, and only if, GSM PS domain is target. 
	YES
	ignore


	Condition
	Explanation

	ifGSMCStarget
	This IE shall be present if the Target ID IE contains a CGI IE and Source BSS To Target BSS Transparent Container is not included.

	ifUMTStarget
	This IE shall be presentif the Target ID IE contains a Target RNC-ID IE.

	ifEUTRAtarget
	This IE shall be present if the Target ID IE contains a Target eNB-ID IE or if the Target ID IE contains a Target RNC-ID IE containing a Corresponding RNC-ID.


//partially omitted
9.1.12
RELOCATION COMMAND

This message is sent by the CN to the source RNC to inform that resources for the relocation are allocated in the target RNC (in case of intra-system relocation) or in the target system (in case of inter-system relocation).

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Target To Source Transparent Container
	O
	
	9.2.1.30B
	
	YES
	reject

	L3 Information
	O
	
	9.2.1.31
	
	YES
	ignore

	RABs To Be Released List
	O
	
	
	
	YES
	ignore

	>RABs To Be Released Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	RABs Subject To Data Forwarding List
	O
	
	
	
	YES
	ignore

	>RABs Subject To Data Forwarding Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	IPv6 or IPv4 address if no other TLA included. IPv4 address if other TLA included.
	-
	

	>>Iu Transport Association
	M
	
	9.2.2.2
	Related to TLA above.
	-
	

	>>Transport Layer Address
	O
	
	9.2.2.1
	IPv6 address if included.
	YES
	ignore

	>>Iu Transport Association
	O
	
	9.2.2.2
	Related to TLA above.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.35
	
	YES
	ignore

	Inter-System Information Transparent Container
	O
	
	9.2.1.48
	
	YES
	ignore

	Target BSS to Source BSS Transparent Container
	O
	
	9.2.1.80
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


//partially omitted
9.2.1.30A
Source to Target Transparent Container

The Source to Target Transparent Container IE is an information element that is provided by the source RAN node to the target RAN node. 
This IE is transparent to CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Source to Target Transparent Container
	M
	
	OCTET STRING
	 This IE includes a transparent container from the source RAN node to the target RAN node. In inter-system handovers from UTRAN, the IE is encoded according to the specifications of the target system.
Note: In the current version of this specification, this IE may either carry the Source RNC to Target RNC Transparent Container or the Source eNB to Target eNB Transparent Container IE as defined in [49]


9.2.1.30B
Target to Source Transparent Container

The Target to Source Transparent Container IE is an information element that is provided by the target RAN node to the source RAN node. 
This IE is transparent to CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Target to Source Transparent Container
	M
	
	OCTET STRING
	Note: In the current version of this specification, this IE may either carry the Target RNC to Source RNC Transparent Container or the Target eNB to Source eNB Transparent Container IE as defined in [49]


9.3.3
PDU Definitions
//partially omitted
-- **************************************************************

--

-- Relocation Required

--

-- **************************************************************

RelocationRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequiredIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequiredExtensions} }



OPTIONAL,

        ...

}

RelocationRequiredIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RelocationType



CRITICALITY reject
TYPE RelocationType 



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SourceID



CRITICALITY ignore
TYPE SourceID
 



PRESENCE mandatory
} |


{ ID id-TargetID



CRITICALITY reject
TYPE TargetID
 



PRESENCE mandatory
} |


{ ID id-ClassmarkInformation2


CRITICALITY reject
TYPE ClassmarkInformation2


PRESENCE conditional


-- This IE shall be present if the Target ID IE contains a CGI IE and Source BSS To Target BSS Transparent Container is not included --

} |


{ ID id-ClassmarkInformation3


CRITICALITY ignore
TYPE ClassmarkInformation3


PRESENCE conditional


-- This IE shall be present if the Target ID IE contains a CGI IE and Source BSS To Target BSS Transparent Container is not included --

} |


{ ID id-Source-ToTarget-TransparentContainer









CRITICALITY reject
TYPE Source-ToTarget-TransparentContainer PRESENCE conditional


-- This IE shall be present if the Target ID IE contains a RNC-ID IE or eNB-ID --











} |


{ ID id-OldBSS-ToNewBSS-Information

CRITICALITY ignore
TYPE OldBSS-ToNewBSS-Information

PRESENCE optional

} ,


...

}

RelocationRequiredExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable GERAN support over Iu-cs --


{ ID id-GERAN-Classmark




CRITICALITY ignore
EXTENSION GERAN-Classmark


PRESENCE optional
} |

-- Extension for Release 6 to enable Inter-RAT PS Handover between UTRAN and GERAN A/Gb --

{ ID id-SourceBSS-ToTargetBSS-TransparentContainer

CRITICALITY
ignore
EXTENSION SourceBSS-ToTargetBSS-TransparentContainer

PRESENCE optional
},

...

}

-- **************************************************************

--

-- Relocation Command

--

-- **************************************************************

RelocationCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCommandExtensions} }



OPTIONAL,


...

}

RelocationCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Target-ToSource-TransparentContainer









CRITICALITY reject
TYPE Target-ToSource-TransparentContainer PRESENCE optional
} |


{ ID id-L3-Information



CRITICALITY ignore
TYPE L3-Information



PRESENCE optional
} |


{ ID id-RAB-RelocationReleaseList

CRITICALITY ignore
TYPE RAB-RelocationReleaseList 


PRESENCE optional
} |


{ ID id-RAB-DataForwardingList


CRITICALITY ignore
TYPE RAB-DataForwardingList


PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RAB-RelocationReleaseList 



::= RAB-IE-ContainerList { {RAB-RelocationReleaseItemIEs} }

RAB-RelocationReleaseItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-RelocationReleaseItem

CRITICALITY ignore
TYPE RAB-RelocationReleaseItem


PRESENCE mandatory
},


...

}

RAB-RelocationReleaseItem ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-RelocationReleaseItem-ExtIEs} }


OPTIONAL,


...

}

RAB-RelocationReleaseItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-DataForwardingList 




::= RAB-IE-ContainerList { {RAB-DataForwardingItemIEs} }

RAB-DataForwardingItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingItem


CRITICALITY ignore
TYPE RAB-DataForwardingItem


PRESENCE mandatory
},


...

}

RAB-DataForwardingItem ::= SEQUENCE {


rAB-ID





RAB-ID,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataForwardingItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataForwardingItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to allow transfer of a second pair of TLA and association --

{ID id-TransportLayerAddress
CRITICALITY ignore
EXTENSION TransportLayerAddress
PRESENCE optional} |

{ID id-IuTransportAssociation
CRITICALITY ignore
EXTENSION IuTransportAssociation
PRESENCE optional},


...

}

RelocationCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu --

{ ID id-InterSystemInformation-TransparentContainer

CRITICALITY ignore
EXTENSION InterSystemInformation-TransparentContainer




PRESENCE optional
} |

-- Extension for Release 6 to enable Inter-RAT PS Handover between UTRAN and GERAN A/Gb --

{ ID id-TargetBSS-ToSourceBSS-TransparentContainer

CRITICALITY
ignore
EXTENSION TargetBSS-ToSourceBSS-TransparentContainer

PRESENCE optional
},


...

}

//partially omitted
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

//partially omitted
Source-ToTarget-TransparentContainer ::= OCTET STRING
-- This IE is a transparent container, the IE shall be encoded not as an OCTET STRING but according -- to the type specifications of the target system.

-- Note: In the current version of this specification, this IE may either carry the Source RNC to 

-- Target RNC Transparent Container or the Source eNB to Target eNB Transparent Container IE as 

-- defined in [49]
SourceeNodeB-ToTargeteNodeB-TransparentContainer ::= OCTET STRING

SourceCellID ::= CHOICE {


sourceUTRANCellID


SourceUTRANCellID, 


sourceGERANCellID


CGI,


...

}
SourceBSS-ToTargetBSS-TransparentContainer

::= OCTET STRING

SourceID ::= CHOICE {


sourceRNC-ID


SourceRNC-ID, 


sAI



SAI,


...

}

SourceRNC-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


rNC-ID



RNC-ID,


iE-Extensions


ProtocolExtensionContainer { {SourceRNC-ID-ExtIEs} } OPTIONAL

}

SourceRNC-ID-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {
-- Extension for Release 7 to indicate extended RNC-ID --


{ ID id-ExtendedRNC-ID



CRITICALITY reject
EXTENSION ExtendedRNC-ID

PRESENCE optional
},

...

}

SourceRNC-ToTargetRNC-TransparentContainer ::= SEQUENCE {

rRC-Container


RRC-Container,


numberOfIuInstances

NumberOfIuInstances,


relocationType 


RelocationType,


chosenIntegrityProtectionAlgorithm ChosenIntegrityProtectionAlgorithm
OPTIONAL,


integrityProtectionKey

IntegrityProtectionKey


OPTIONAL,


chosenEncryptionAlgorithForSignalling ChosenEncryptionAlgorithm

OPTIONAL,


cipheringKey


EncryptionKey



OPTIONAL,


chosenEncryptionAlgorithForCS
ChosenEncryptionAlgorithm

OPTIONAL,


chosenEncryptionAlgorithForPS
ChosenEncryptionAlgorithm

OPTIONAL,


d-RNTI



D-RNTI 




OPTIONAL


-- This IE shall be present if the Relocation type IE is set to "UE not involved in relocation of SRNS" --,


targetCellId


TargetCellId



OPTIONAL


-- This IE shall be present if the Relocation type IE is set to "UE involved in relocation of SRNS" --,

  
rAB-TrCH-Mapping


RAB-TrCH-Mapping



OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {SourceRNC-ToTargetRNC-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

SourceRNC-ToTargetRNC-TransparentContainer-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable transfer of SRB mapping onto Iur transport channel Ids --

{
ID id-SRB-TrCH-Mapping
CRITICALITY reject

EXTENSION SRB-TrCH-Mapping
PRESENCE optional
}|

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu --

{ID id-CellLoadInformationGroup
CRITICALITY ignore

EXTENSION CellLoadInformationGroup

PRESENCE optional}|

-- Extension for Release 6 to provide Trace Recording Session Information to the Target RNC --

{ID id-TraceRecordingSessionInformation

CRITICALITY ignore

EXTENSION TraceRecordingSessionInformation

PRESENCE optional}|

-- Extension for Release 6 to indicate to the Target RNC that the UE has activated Multicast Service --

{ID id-MBMSLinkingInformation



CRITICALITY ignore

EXTENSION MBMSLinkingInformation




PRESENCE optional}|


{ID id-d-RNTI-for-NoIuCSUP




CRITICALITY reject

EXTENSION D-RNTI









PRESENCE optional}|


{ID id-UE-History-Information



CRITICALITY ignore

EXTENSION UE-History-Information




PRESENCE optional}|


{ID id-SubscriberProfileIDforRFP


CRITICALITY ignore

EXTENSION SubscriberProfileIDforRFP



PRESENCE optional},

...

}

//partially omitted
Target-ToSource-TransparentContainer ::= OCTET STRING
-- This IE is a transparent container, the IE shall be encoded not as an OCTET STRING but according -- to the type specifications of the target system.

-- Note: In the current version of this specification, this IE may either carry the Target RNC to 

-- Source RNC Transparent Container or the Target eNB to Source eNB Transparent Container IE as 

-- defined in [49] 
TargeteNodeB-ToSourceeNodeB-TransparentContainer ::= OCTET STRING

TargetBSS-ToSourceBSS-TransparentContainer

::= OCTET STRING

TargetCellId



::= INTEGER (0..268435455)

TargetID ::= CHOICE {


targetRNC-ID


TargetRNC-ID,


cGI



CGI,


targeteNB-ID
Global-ENB-ID,


...

}

TargetRNC-ID ::= SEQUENCE {


lAI



LAI,

    rAC



RAC 

OPTIONAL,


rNC-ID



RNC-ID,


iE-Extensions


ProtocolExtensionContainer { {TargetRNC-ID-ExtIEs} } OPTIONAL

}

TargetRNC-ID-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {
-- Extension for Release 7 to indicate extended RNC-ID --


{ ID id-ExtendedRNC-ID



CRITICALITY reject
EXTENSION ExtendedRNC-ID

PRESENCE optional
},

...

}

TargetRNC-ToSourceRNC-TransparentContainer ::= SEQUENCE {

rRC-Container


RRC-Container,


d-RNTI




D-RNTI 




OPTIONAL


-- May be included to allow the triggering of the Relocation Detect procedure from the Iur Interface --,


iE-Extensions


ProtocolExtensionContainer { {TargetRNC-ToSourceRNC-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargetRNC-ToSourceRNC-TransparentContainer-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

// end of changes
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