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9.2.3.27
SON Information

This IE identifies the nature of the SON information transferred i.e. a request or a reply.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Choice SON Information
	
	
	
	
	-
	

	>SON Information Request
	
	
	
	ENUMERATED(X2 TNL Configuration Info, Served Cells, …)
	-
	

	>SON Information Reply
	
	
	
	9.2.3.28
	-
	


9.2.3.28
SON Information Reply

This IE contains the SON Information to be replied to the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SON Information Reply
	
	
	
	

	>X2 TNL Configuration Info
	O
	
	9.2.1.29
	 

	>Served Cells
	O
	
	9.2.x
	 


9.2.x
Served Cells

This IE contains the cell configuration information of the cells of an eNB. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Served Cells
	
	1 to maxCellineNB
	
	This is all the eNB cells

	>Served Cell Information
	M
	
	9.2.y
	 

	>Neighbour Information
	
	0 to maxnoofNeighbours
	
	 

	  >>E-CGI
	M
	
	E-CGI

9.2.1.38
	 E-UTRAN Cell Global Identifier of the neighbour cell

	  >>PCI
	M
	
	INTEGER (0..503, …)
	 Physical Cell Identifier of the neighbour cell

	  >>EARFCN
	M
	
	INTEGER (0..maxEARFCN)
	 DL EARFCN for FDD and EARFCN for TDD. See [22].


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxEARFCN
	Maximum value of EARFCNs. Value is 65535. 


9.2.y
Served Cell Information

This IE contains cell configuration information of a cell that a neighbour eNB may need. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	 PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell ID
	–
	–

	Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs 
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	CHOICE EUTRA-Mode-Info
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	  >>FDD Info
	
	1
	
	
	–
	–

	          >>>UL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NUL in ref. [16]
	–
	–

	          >>>DL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NDL in ref. [16]
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	Same as UL Transmission Bandwidth in this release.
	–
	–

	      >TDD
	
	
	
	
	
	

	  >>TDD Info
	
	1
	
	
	–
	–

	>>>EARFCN
	M
	
	9.2.26
	Corresponds to NDL/NUL in ref. [16]
	–
	–

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2 27
	
	–
	–

	>>>Subframe Assignment
	M
	
	ENUMERATED(sa0, sa1, sa2, sa3, sa4, sa5, sa6,…)
	Uplink-downlink subframe configurationinformation defined in ref. [10]. 
	–
	–

	>>>Special Subframe Info
	
	
	
	Special subframe configurationinformation defined in ref. [10]. 
	
	

	>>>>Special Subframe Patterns
	M
	
	ENUMERATED(ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, …)
	
	–
	–

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.
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