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9.1.36
RADIO LINK SETUP REQUEST

9.1.36.1
FDD message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CRNC Communication Context ID
	M
	
	9.2.1.18
	The reserved value "All CRNCCC" shall not be used.
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.59
	
	–
	

	>Min UL Channelisation Code Length
	M
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	M
	
	9.2.1.58
	For UL
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.57
	
	–
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	
	–
	

	>Diversity Mode
	M
	
	9.2.2.9
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>DPC Mode
	O
	
	9.2.2.13C
	
	YES
	reject

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	This IE may be present without the presence of the E-DPCH Information IE
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.58
	For DL
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.23
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset

9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.29
	Power offset for the TPC bits
	–
	

	>>PO3
	M
	
	Power Offset

9.2.2.29
	Power offset for the pilot bits
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCH Information
	M
	
	DCH FDD Information9.2.2.4D
	
	YES
	reject

	RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.35
	
	–
	

	>Diversity Control Field
	C-NotFirstRL
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	M
	
	DL Power

9.2.1.21
	Initial power on DPCH or on
F-DPCH
	–
	

	>Maximum DL Power
	M
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	M
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information
	O
	
	Common Physical Channel ID 9.2.1.13
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>Synchronisation Indicator
	O
	
	9.2.2.48A
	
	YES
	ignore

	>Extended Propagation Delay
	O
	
	9.2.2.35A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	> HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	DL Power Balancing Information
	O
	
	9.2.2.12B
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH-RNTI
	C-InfoHSDSCH
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	C-InfoHSDSCH
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	M
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.18Ca
	
	–
	

	>E-RNTI
	O
	
	9.2.1.75
	
	YES
	reject

	>Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	C-EDPCHInfo 
	
	9.2.2.13Da
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.29
	This IE shall be ignored by Node B.
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.18K
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.4F
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.7
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less orders Support Indicator
	C- CPCHSSCCHlessInfo
	
	9.2.x.xx
	
	YES
	reject

	Additional HS Cell Information RL Setup
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	M
	
	9.2.2.18Da
	
	–
	


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code Length IE equals to 4.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not set to "none".

	InfoHSDSCH
	The IE shall be present if HS-DSCH Information IE is present.

	EDPCHInfo
	This IE shall be present if E-DPCH Information IE is present.

	CPCHSSCCHlessInfo
	The IE shall be present if Continuous Packet Connectivity HS-SCCH less Information IE is present.


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


9.1.39
RADIO LINK ADDITION REQUEST

9.1.39.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	Compressed Mode Deactivation Flag
	O
	
	9.2.2.3A
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL  Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	Initial power on DPCH or on
F-DPCH
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL power

9.2.1.21
	Power on DPCH or on
F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>Synchronisation Indicator
	O
	
	9.2.2.48A
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	>HS-DSCH Preconfiguration Setup
	O
	
	9.2.2.112
	
	YES
	ignore

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.18K
	
	YES
	ignore

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.7
	
	YES
	reject

	HS-DSCH Serving Cell Change Information
	O
	
	9.2.2.18Eb
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	M
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.18Ca
	
	YES
	reject

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	C-EDPCHInfo 
	
	9.2.2.13Da
	
	YES
	reject

	Additional HS Cell Information RL Addition
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	M
	
	9.2.2.18Da
	
	–
	


	Condition
	Explanation

	EDPCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


9.1.42
RADIO LINK RECONFIGURATION PREPARE

9.1.42.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>UL Scrambling Code
	O
	
	9.2.2.59
	
	–
	

	>UL SIR Target
	O
	
	UL SIR

9.2.1.67A
	
	–
	

	>Min UL Channelistion Code Length
	O
	
	9.2.2.22
	
	–
	

	>Max Number of UL DPDCHs
	C-CodeLen
	
	9.2.2.21
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	For UL
	–
	

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>UL DPCCH Slot Format
	O
	
	9.2.2.57
	
	–
	

	>Diversity Mode
	O
	
	9.2.2.9
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	
	–
	

	>DL DPCH Slot Format
	O
	
	9.2.2.10
	
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	
	–
	

	>Multiplexing Position
	O
	
	9.2.2.23
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	>DL DPCH Power Information
	
	0..1
	
	
	YES
	reject

	>>Power Offset Information
	
	1
	
	
	–
	

	>>>PO1
	M
	
	Power Offset
9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>>PO2
	M
	
	Power Offset
9.2.2.29
	Power offset for the TPC bits
	–
	

	>>>PO3
	M
	
	Power Offset
9.2.2.29
	Power offset for the pilot bits
	_
	

	>>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>DL Code Information
	O
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C-Diversity mode
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on
F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>DL DPCH Timing Adjustment
	O
	
	9.2.2.10A
	Required RL Timing Adjustment 
	YES
	reject

	>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.33A
	
	YES
	ignore

	>Secondary CPICH Information Change
	O
	
	9.2.2.43A
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify
	O
	
	9.2.1.31H
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES 
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset

9.2.2.29
	This IE shall be ignored by Node B.
	_
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.18A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.18B
	
	–
	

	Fast Reconfiguration Mode
	O
	
	9.2.2.62
	
	YES
	ignore

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	_
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	_
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	>Continuous Packet Connectivity HS-SCCH less orders Support Indicator
	C-CPCHSSCCHlessInfo
	
	9.2.x.xx
	
	YES
	reject

	Additional HS Cell Information RL Reconf Prep
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify
	O
	
	9.2.2.18EB
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	


	Condition
	Explanation

	CodeLen
	The IE shall be present if the Min UL Channelisation Code Length IE is equals to 4.

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if the Diversity Mode IE is present in the UL DPCH Information IEand is not set to "none".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.

	CPCHSSCCHlessInfo
	The IE shall be present if Continuous Packet Connectivity HS-SCCH less Information IE is present.


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


9.1.47
RADIO LINK RECONFIGURATION REQUEST

9.1.47.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the UL.
	–
	

	>UL DPDCH Indicator For E-DCH Operation
	O
	
	9.2.2.61
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.58
	For the DL.
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.50
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.18A
	
	–
	

	DCHs To Modify
	O
	
	DCHs FDD To Modify 9.2.2.4E
	
	YES
	reject

	DCHs To Add
	O
	
	DCH FDD Information 9.2.2.4D
	
	YES
	reject

	DCHs To Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.20
	
	–
	

	Radio Link Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>DL Code Information
	C-SF/2
	
	FDD DL Code Information 9.2.2.14A
	
	–
	

	>DL Reference Power
	O
	
	DL Power

9.2.1.21
	Power on DPCH or on F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>F-DPCH Slot Format
	O
	
	9.2.2.93
	
	YES
	reject

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.53A
	
	YES
	reject

	Signalling Bearer Request Indicator
	O
	
	9.2.1.55A
	
	YES
	reject

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	YES
	reject

	HS-DSCH Information To Modify Unsynchronised
	O
	
	9.2.1.31HA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Add
	O
	
	HS-DSCH MAC-d Flows Information 9.2.1.31IA
	
	YES
	reject

	HS-DSCH MAC-d Flows To Delete
	O
	
	9.2.1.31IB
	
	YES
	reject

	HS-DSCH-RNTI
	C-HSDSCHRadioLink
	
	9.2.1.31J
	
	YES
	reject

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.53
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	O
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.50
	
	–
	

	>E-TFCS Information 
	O
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	O
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	O
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	O
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	O
	
	9.2.2.18Ca
	
	–
	

	> Minimum Reduced E-DPDCH Gain Factor
	O
	
	9.2.2.114
	
	YES
	ignore

	E-DCH FDD Information
	O
	
	E-DCH FDD Information 9.2.2.13Da
	
	YES
	reject

	E-DCH FDD Information To Modify
	O
	
	9.2.2.13Df
	
	YES
	reject

	E-DCH MAC-d Flows To Add
	O
	
	E-DCH FDD MAC-d Flows Information 9.2.2.13M
	
	YES
	reject

	E-DCH MAC-d Flows To Delete
	O
	
	9.2.1.73
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	CPC Information
	
	0..1
	
	
	YES
	reject

	>Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.66
	
	–
	

	>Continuous Packet Connectivity DTX-DRX Information To Modify
	O
	
	9.2.2.67
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	–
	

	>Continuous Packet Connectivity HS-SCCH less Deactivate Indicator
	O
	
	9.2.2.69A
	
	YES
	reject

	>Continuous Packet Connectivity HS-SCCH less orders Support Indicator
	C- CPCHSSCCHlessInfo
	
	9.2.x.xx
	
	YES
	reject

	No of Target Cell HS-SCCH Order  
	O
	
	INTEGER (1..30)
	
	YES
	ignore

	Additional HS Cell Information RL Reconf Req
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	reject

	>HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	>C-ID
	O
	
	9.2.1.9
	
	–
	

	>HS-DSCH FDD Secondary Serving Information
	O
	
	9.2.2.18Da
	
	–
	

	>HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised
	O
	
	9.2.2.18EC
	
	–
	

	>HS-DSCH Secondary Serving Remove
	O
	
	NULL
	
	–
	


	Range Bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE

	maxnoofRLs
	Maximum number of RLs for a UE

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE


	Condition
	Explanation

	SF/2
	The IE shall be present if the Transmission Gap Pattern Sequence Information IE is included and the indicated Downlink Compressed Mode method for at least one of the included Transmission Gap Pattern Sequence is set to "SF/2".

	HSDSCH Radio Link
	The IE shall be present if HS-PDSCH RL ID IE is present.

	CPCHSSCCHlessInfo
	The IE shall be present if Continuous Packet Connectivity HS-SCCH less Information IE is present.


9.2.2.18Eb
HS-DSCH Serving Cell Change Information

The HS-DSCH Serving Cell Change  Information IE contains information which is used in HS-DSCH Serving Cell change.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-PDSCH RL ID
	M
	
	RL ID

9.2.1.53
	
	–
	

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information 9.2.2.18D
	
	–
	

	HS-DSCH-RNTI
	M
	
	9.2.1.31J
	
	–
	

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.68
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less orders Support Indicator
	C- CPCHSSCCHlessInfo
	
	9.2.2.x.xx
	
	YES
	reject


	Condition
	Explanation

	CPCHSSCCHlessInfo
	The IE shall be present if Continuous Packet Connectivity HS-SCCH less Information IE is present.


9.2.x.xx
Continuous Packet Connectivity HS-SCCH less orders Support Indicator
Indicates whether Continuous Packet Connectivity HS-SCCH less orders are supported by UE or not.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Continuous Packet Connectivity HS-SCCH less orders Support Indicator
	
	
	ENUMERATED (

continuouspacketconnectivityhs-scch-less-orders-supported,

continuouspacketconnectivityhs-scch-less-orders-not-supported)
	


[next modification]
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS

Lots of unaffected ASN1 in 9.3.3 not shown


E-RNTI,


E-DCH-Semi-PersistentScheduling-Information-LCR,


HS-DSCH-Semi-PersistentScheduling-Information-LCR,


Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,


HSSICH-ReferenceSignal-InformationLCR,


UE-Selected-MBMS-Service-Information,


ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator
Lots of unaffected ASN1 in 9.3.3 not shown


id-E-RNTI,


id-E-DCH-Semi-PersistentScheduling-Information-LCR,


id-HS-DSCH-Semi-PersistentScheduling-Information-LCR,


id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-Delete-From-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst,


id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR,


id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR,


id-HSSICH-ReferenceSignal-InformationLCR,


id-UE-Selected-MBMS-Service-Information,


id-ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator,
Lots of unaffected ASN1 in 9.3.3 not shown

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID


CRITICALITY reject
TYPE NodeB-CommunicationContextID

PRESENCE
mandatory
} |


{ ID id-Compressed-Mode-Deactivation-Flag

CRITICALITY reject
TYPE Compressed-Mode-Deactivation-Flag

PRESENCE optional }|

{ ID id-RL-InformationList-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationList-RL-AdditionRqstFDD

PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed

CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed





PRESENCE optional }|


{ ID id-Serving-E-DCH-RL-ID





CRITICALITY reject
EXTENSION Serving-E-DCH-RL-ID






PRESENCE optional }|


{ ID id-Serving-Cell-Change-CFN




CRITICALITY reject
EXTENSION CFN











PRESENCE optional }|


{ ID id-HS-DSCH-Serving-Cell-Change-Info

CRITICALITY reject
EXTENSION HS-DSCH-Serving-Cell-Change-Info


PRESENCE optional }|


{ ID id-E-DPCH-Information-RL-AdditionReqFDD
CRITICALITY reject
EXTENSION E-DPCH-Information-RL-AdditionReqFDD

PRESENCE optional }|


{ ID id-E-DCH-FDD-Information




CRITICALITY reject
EXTENSION E-DCH-FDD-Information


PRESENCE conditional }|

-- This IE shall be present if E-DPCH Information is present


{ ID id-Additional-HS-Cell-Information-RL-Addition

CRITICALITY reject
EXTENSION Additional-HS-Cell-Information-RL-Addition-List


PRESENCE optional },


...

}

Lots of unaffected ASN1 in 9.3.3 not shown

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID





CRITICALITY reject
TYPE CRNC-CommunicationContextID




PRESENCE mandatory }|


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD



CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD


PRESENCE mandatory }|


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD



CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD


PRESENCE optional }|


{ ID id-DCH-FDD-Information







CRITICALITY reject
TYPE DCH-FDD-Information




PRESENCE mandatory }|


{ ID id-RL-InformationList-RL-SetupRqstFDD



CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD


PRESENCE mandatory }|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information







PRESENCE optional } |


{ ID id-Active-Pattern-Sequence-Information



CRITICALITY reject
TYPE Active-Pattern-Sequence-Information


PRESENCE optional },

...

}

RadioLinkSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-Information


CRITICALITY ignore
EXTENSION DL-PowerBalancing-Information

PRESENCE optional }|

{ ID id-HSDSCH-FDD-Information




CRITICALITY reject
EXTENSION HSDSCH-FDD-Information

PRESENCE optional }|


{ ID id-HSDSCH-RNTI







CRITICALITY reject
EXTENSION HSDSCH-RNTI


PRESENCE conditional }|


-- The IE shall be present if HS-DSCH Information IE is present

{ ID id-HSPDSCH-RL-ID






CRITICALITY reject
EXTENSION RL-ID




PRESENCE conditional }|


-- The IE shall be present if HS-DSCH Information IE is present


{ ID id-E-DPCH-Information-RL-SetupRqstFDD

CRITICALITY reject
EXTENSION E-DPCH-Information-RL-SetupRqstFDD
PRESENCE optional }|


{ ID id-E-DCH-FDD-Information




CRITICALITY reject
EXTENSION E-DCH-FDD-Information

PRESENCE conditional }|


-- The IE shall be present if E-DPCH Information IE is present


{ ID id-Serving-E-DCH-RL-ID





CRITICALITY reject
EXTENSION Serving-E-DCH-RL-ID

PRESENCE optional }|


{ ID id-F-DPCH-Information-RL-SetupRqstFDD

CRITICALITY reject
EXTENSION F-DPCH-Information-RL-SetupRqstFDD
PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed

CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed





PRESENCE optional }|


{ ID id-DCH-Indicator-For-E-DCH-HSDPA-Operation


CRITICALITY reject
EXTENSION DCH-Indicator-For-E-DCH-HSDPA-Operation









PRESENCE optional }|


{ ID id-Serving-Cell-Change-CFN 





CRITICALITY reject
EXTENSION CFN


PRESENCE optional }|


{ ID id-ContinuousPacketConnectivityDTX-DRX-Information


CRITICALITY reject

EXTENSION ContinuousPacketConnectivityDTX-DRX-Information


PRESENCE optional }|


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Information
CRITICALITY reject

EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Information


PRESENCE optional }|

{ ID id-Additional-HS-Cell-Information-RL-Setup




CRITICALITY reject

EXTENSION Additional-HS-Cell-Information-RL-Setup-List


PRESENCE optional }|


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator




CRITICALITY reject

EXTENSION ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator


PRESENCE conditional },

-- The IE shall be present if the Continuous Packet Connectivity HS-SCCH less Information IE is present--

...

}
Lots of unaffected ASN1 in 9.3.3 not shown

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID




CRITICALITY reject
TYPE NodeB-CommunicationContextID






PRESENCE mandatory }|


{ ID id-UL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE UL-DPCH-Information-RL-ReconfPrepFDD




PRESENCE optional }|


{ ID id-DL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY reject
TYPE DL-DPCH-Information-RL-ReconfPrepFDD




PRESENCE optional }|


{ ID id-FDD-DCHs-to-Modify







CRITICALITY reject
TYPE FDD-DCHs-to-Modify






PRESENCE optional }|


{ ID id-DCHs-to-Add-FDD








CRITICALITY reject
TYPE DCH-FDD-Information






PRESENCE optional }|


{ ID id-DCH-DeleteList-RL-ReconfPrepFDD




CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepFDD





PRESENCE optional }|


{ ID id-RL-InformationList-RL-ReconfPrepFDD



CRITICALITY reject
TYPE RL-InformationList-RL-ReconfPrepFDD




PRESENCE optional }|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information

PRESENCE optional },

...

}

RadioLinkReconfigurationPrepareFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SignallingBearerRequestIndicator

CRITICALITY reject
EXTENSION SignallingBearerRequestIndicator



PRESENCE optional }|


{ ID id-HSDSCH-FDD-Information




CRITICALITY reject
EXTENSION HSDSCH-FDD-Information



PRESENCE optional }|


{ ID id-HSDSCH-Information-to-Modify


CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify



PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Add




CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information



PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Delete



CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete



PRESENCE optional }|


{ ID id-HSDSCH-RNTI







CRITICALITY reject
EXTENSION HSDSCH-RNTI




PRESENCE conditional }|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID id-HSPDSCH-RL-ID






CRITICALITY reject
EXTENSION RL-ID






PRESENCE optional }|


{ ID id-E-DPCH-Information-RL-ReconfPrepFDD

CRITICALITY reject
EXTENSION E-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional }|


{ ID id-E-DCH-FDD-Information




CRITICALITY reject
EXTENSION E-DCH-FDD-Information



PRESENCE optional }|


{ ID id-E-DCH-FDD-Information-to-Modify


CRITICALITY reject
EXTENSION E-DCH-FDD-Information-to-Modify



PRESENCE optional }|


{ ID id-E-DCH-MACdFlows-to-Add




CRITICALITY reject
EXTENSION E-DCH-MACdFlows-Information



PRESENCE optional }|


{ ID id-E-DCH-MACdFlows-to-Delete



CRITICALITY reject
EXTENSION E-DCH-MACdFlows-to-Delete



PRESENCE optional }|


{ ID id-Serving-E-DCH-RL-ID





CRITICALITY reject
EXTENSION Serving-E-DCH-RL-ID



PRESENCE optional }|


{ ID id-F-DPCH-Information-RL-ReconfPrepFDD

CRITICALITY reject
EXTENSION F-DPCH-Information-RL-ReconfPrepFDD


PRESENCE optional }|


{ ID id-Fast-Reconfiguration-Mode



CRITICALITY ignore
EXTENSION Fast-Reconfiguration-Mode



PRESENCE optional }|


{ ID id-CPC-Information






CRITICALITY reject
EXTENSION CPC-Information



PRESENCE optional }|


{ ID id-Additional-HS-Cell-Information-RL-Reconf-Prep
CRITICALITY reject
EXTENSION Additional-HS-Cell-Information-RL-Reconf-Prep


PRESENCE optional },

...

}

Lots of unaffected ASN1 in 9.3.3 not shown

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID




CRITICALITY reject
TYPE NodeB-CommunicationContextID




PRESENCE mandatory }|


{ ID id-UL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY reject
TYPE UL-DPCH-Information-RL-ReconfRqstFDD


PRESENCE optional }|


{ ID id-DL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY reject
TYPE DL-DPCH-Information-RL-ReconfRqstFDD


PRESENCE optional }|


{ ID id-FDD-DCHs-to-Modify







CRITICALITY reject
TYPE FDD-DCHs-to-Modify




PRESENCE optional }|


{ ID id-DCHs-to-Add-FDD








CRITICALITY reject
TYPE DCH-FDD-Information




PRESENCE optional }|


{ ID id-DCH-DeleteList-RL-ReconfRqstFDD




CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfRqstFDD



PRESENCE optional }|


{ ID id-RL-InformationList-RL-ReconfRqstFDD



CRITICALITY reject
TYPE RL-InformationList-RL-ReconfRqstFDD


PRESENCE optional }|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional },

...

}

RadioLinkReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-SignallingBearerRequestIndicator


CRITICALITY reject
EXTENSION SignallingBearerRequestIndicator


PRESENCE optional }|


{ ID id-HSDSCH-FDD-Information





CRITICALITY reject
EXTENSION HSDSCH-FDD-Information



PRESENCE optional }|


{ ID id-HSDSCH-Information-to-Modify-Unsynchronised
CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify-Unsynchronised

PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Add





CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information



PRESENCE optional }|


{ ID id-HSDSCH-MACdFlows-to-Delete




CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete



PRESENCE optional }|


{ ID id-HSDSCH-RNTI








CRITICALITY reject
EXTENSION HSDSCH-RNTI



PRESENCE conditional }|


-- The IE shall be present if HS-PDSCH RL ID IE is present.


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID





PRESENCE optional }|


{ ID id-E-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY reject
EXTENSION E-DPCH-Information-RL-ReconfRqstFDD

PRESENCE optional }|


{ ID id-E-DCH-FDD-Information





CRITICALITY reject
EXTENSION E-DCH-FDD-Information



PRESENCE optional }|


{ ID id-E-DCH-FDD-Information-to-Modify



CRITICALITY reject
EXTENSION E-DCH-FDD-Information-to-Modify


PRESENCE optional }|


{ ID id-E-DCH-MACdFlows-to-Add





CRITICALITY reject
EXTENSION E-DCH-MACdFlows-Information



PRESENCE optional }|


{ ID id-E-DCH-MACdFlows-to-Delete




CRITICALITY reject
EXTENSION E-DCH-MACdFlows-to-Delete



PRESENCE optional }|


{ ID id-Serving-E-DCH-RL-ID






CRITICALITY reject
EXTENSION Serving-E-DCH-RL-ID



PRESENCE optional }|


{ ID id-CPC-Information







CRITICALITY reject
EXTENSION CPC-Information







PRESENCE optional }|


{ ID id-NoOfTargetCellHS-SCCH-Order




CRITICALITY
ignore

EXTENSION NoOfTargetCellHS-SCCH-Order


PRESENCE optional}|


{ ID id-Additional-HS-Cell-Information-RL-Reconf-Req
CRITICALITY reject
EXTENSION Additional-HS-Cell-Information-RL-Reconf-Req


PRESENCE optional },

...

}

 [next modification]
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************
Lots of unaffected ASN1 in 9.3.4 not shown


id-EDCH-RACH-Report-Value,


id-EDCH-RACH-Report-IncrDecrThres,


id-EDCH-RACH-Report-ThresholdInformation,


id-MACes-Maximum-Bitrate-LCR,


id-E-AGCH-UE-Inactivity-Monitor-Threshold,


id-MultiCarrier-HSDSCH-Physical-Layer-Category,


id-MIMO-ReferenceSignal-InformationListLCR,


id-MIMO-SFMode-For-HSPDSCHDualStream,


id-MIMO-SFMode-Supported-For-HSPDSCHDualStream,


id-DL-RLC-PDU-Size-Format,


id-ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator

Lots of unaffected ASN1 in 9.3.4 not shown

CPC-Information ::= SEQUENCE {

continuousPacketConnectivityDTX-DRX-Information




ContinuousPacketConnectivityDTX-DRX-Information





OPTIONAL,


continuousPacketConnectivityDTX-DRX-Information-to-Modify

ContinuousPacketConnectivityDTX-DRX-Information-to-Modify

OPTIONAL,


continuousPacketConnectivityHS-SCCH-less-Information


ContinuousPacketConnectivityHS-SCCH-less-Information



OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { CPC-Information-ExtIEs} }













OPTIONAL,


...
}

CPC-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator 
CRITICALITY reject
 EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator 
PRESENCE optional}|


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator 
CRITICALITY reject
 EXTENSION ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator 
PRESENCE conditional},

-- The IE shall be present if the Continuous Packet Connectivity HS-SCCH less Information IE is present--

...

}
ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator ::= NULL

Lots of unaffected ASN1 in 9.3.4 not shown

HS-DSCH-Serving-Cell-Change-Info ::= SEQUENCE {


hspdsch-RL-ID




RL-ID,


hSDSCH-FDD-Information


HSDSCH-FDD-Information
OPTIONAL,

hsdsch-RNTI





HSDSCH-RNTI,


iE-Extensions




ProtocolExtensionContainer { { HS-DSCH-Serving-Cell-Change-Info-ExtIEs} }
OPTIONAL,


...

}

HS-DSCH-Serving-Cell-Change-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Information
CRITICALITY reject

EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Information


PRESENCE optional }|


{ ID id-ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator
CRITICALITY reject

EXTENSION ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator


PRESENCE conditional },

-- The IE shall be present if the Continuous Packet Connectivity HS-SCCH less Information IE is present--

...

}
Lots of unaffected ASN1 in 9.3.4 not shown

ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator ::= ENUMERATED {


continuouspacketconnectivityhs-scch-less-orders-supported,


continuouspacketconnectivityhs-scch-less-orders-not-supported

}
[next modification]
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

Lots of unaffected ASN1 in 9.3.6 not shown

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AICH-Information












ProtocolIE-ID ::= 0

id-AICH-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 1

id-BCH-Information












ProtocolIE-ID ::= 7

id-BCH-InformationItem-ResourceStatusInd






ProtocolIE-ID ::= 8

id-BCCH-ModificationTime










ProtocolIE-ID ::= 9

id-BlockingPriorityIndicator









ProtocolIE-ID ::= 10

id-Cause














ProtocolIE-ID ::= 13

Lots of unaffected ASN1 in 9.3.6 not shown

id-UE-Selected-MBMS-Service-Information







ProtocolIE-ID ::= 1074
id-MultiCarrier-HSDSCH-Physical-Layer-Category 





ProtocolIE-ID ::= 1077

id-Common-E-DCH-HSDPCCH-Capability








ProtocolIE-ID ::= 1078

id-DL-RLC-PDU-Size-Format










ProtocolIE-ID ::= 1079

id-ContinuousPacketConnectivityHS-SCCH-less-orders-SupportIndicator
ProtocolIE-ID ::= xxxx
END
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