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1 Introduction

This document proposes a way forward on how to progress the study of Enhanced Interference Management Mechanism for HeNB in RAN3.
2 Discussion
In RAN#44, RAN3 was asked to study the issue about enhanced interference management mechanisms for HNB as indicated in the agreed study item in [1]. And in RAN#45 which was held in last month, the study item was closed with conclusion that the related work could be done in Rel.9 with considering that there is only small impact on the specification [2].

Since there have been a lot of preliminary study for HeNB in RAN4, and a way forward has been approved in last RAN4 meeting in Shenzhen, For the consistency of HNB and HeNB, minimization of potential work load by reusing designs where possible, we recommend to start the discussion of interference management of HeNB in RAN3 and try to solve the interference management problems in LTE Rel.9 WI scope together with HNB.
In order to finish the related work in Rel.9, some scope could be defined for the specification work for HeNB:

(1) For ensuring the finalization of the specification work in Rel.9 time frame, we could focus on studying and specifying the solution for HeNB-to-macro interference scenarios and HeNB-to-HeNB interference scenarios, while not to exclude studying and specifying the solution for other scenarios in Rel.9 or later release.

(2) Information exchange between macro and HeNBs, or between HeNBs for HeNB interference management is necessary. However, we would like to reuse the information element without causing too much impact on the existed specifications.

(3) The frequency of information exchange should be semi-static, similar to those for LTE Rel.8 macro. 
3 Conclusion
Proposal 1: The issue of interference management for HeNB should be handled together with that for HNB in Rel.9 time frame. 
Proposal 2: For ensuring the finalization of the specification work in Rel.9 time frame, we could focus on studying and specifying the solution for HeNB-to-macro interference scenarios and HeNB-to-HeNB interference scenarios in first phase. And it is proposed not to exclude studying and specifying the solution for other scenarios in Rel.9 or later release.

Proposal 3: To reuse the information element without causing too much impact on the existed specifications.
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