Page 1



3GPP TSG-RAN WG3 Meeting #66bis
 R3-100141
Valencia, Spain, January 18th - 22nd, 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.443
	CR
	
	(

rev
	-
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	MBSFN Area Configuration

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	MBMS_LTE
	
	Date: (

	18/01/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The eNB has no idea about MBSFN area configuration for cells belonging to it.

	
	

	Summary of change:
(

	The following information is sent from the MCE to the eNB through configuration related messages.
· MBSFN Synchronisation ID;

· Cell list per MBSFN area indicated by cell identity and cell type within the eNB.

	
	

	Consequences if 
(

not approved:
	The eNB can not delivery MBMS data to correct cell for MBMS transmission.

	
	

	Clauses affected:
(

	9.1.12, 9.1.15. 9.1.17

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


[First modified section]
9.1.12
M2 SETUP RESPONSE

This message is sent by the MCE to complete the initiation of an M2 interface instance, providing MCCH related BCCH information.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Global MCE ID
	M
	
	9.2.1.16
	
	YES
	reject

	MCE Name
	O
	
	Printable String (1..150,...)
	
	YES
	ignore

	MCCH related BCCH Configuration data per MBSFN area
	M
	
	
	
	YES
	reject

	> MCCH related BCCH Configuration data Item IEs
	
	1 to <maxnoofMBSFNareas>
	
	
	EACH 
	reject

	>> MCCH related BCCH Configuration Item
	M
	
	9.2.1.13
	
	-
	

	> MBSFN Synchronization ID
	M
	
	9.2.1.20
	
	YES
	reject

	> Cell Iist IEs
	M
	1 to <maxnoofCells>
	
	
	EACH
	reject

	>> Cell Identity
	M
	
	BIT STRING (28)
	The leftmost bits of the Cell Identity correspond to the eNB ID (Global eNB ID IE defined in section 9.2.1.10)
	YES
	reject

	>> Cell Type
	M
	
	ENUMERATED (transmission cell, reserved cell)
	
	YES
	reject


	Range bound
	Explanation

	maxnoofMBSFNareas
	Maximum no. of MBSFN areas served by a single eNB. The value for maxnoofMBSFNareas is 256. [FFS]


[Second modified section]

9.1.15
ENB CONFIGURATION UPDATE ACKNOWLEDGE

This message acknowledges the ENB CONFIGURATION UPDATE message.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCCH related BCCH Configuration data per MBSFN area
	O
	
	
	
	YES
	ignore

	> MCCH related BCCH Configuration data Item IEs
	
	1 to <maxnoofMBSFNareas>
	
	
	EACH 
	ignore

	>> MCCH related BCCH Configuration Item
	M
	
	9.2.1.13
	
	-
	

	> MBSFN Synchronization ID
	M
	
	9.2.1.20
	
	YES
	reject

	> Cell Iist IEs
	M
	1 to <maxnoofCells>
	
	
	EACH
	reject

	>> Cell Identity
	M
	
	BIT STRING (28)
	The leftmost bits of the Cell Identity correspond to the eNB ID (Global eNB ID IE defined in section 9.2.1.10)
	YES
	reject

	>> Cell Type
	M
	
	ENUMERATED (transmission cell, reserved cell)
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.1.7
	
	YES
	ignore


[Third modified section]

9.1.17
MCE CONFIGURATION UPDATE

This message is sent by the MCE to indicate that application level configuration data has changed in the MCE.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Global MCE ID
	O
	
	9.2.1.16
	
	YES
	reject

	MCE Name
	O
	
	Printable String (1..150,...)
	
	YES
	ignore

	MCCH related BCCH Configuration data per cell
	O
	
	
	
	YES
	reject

	> MCCH related BCCH Configuration data Item IEs
	
	1 to <maxnoofCells>
	
	
	EACH 
	reject

	>> MCCH related BCCH Configuration Item
	M
	
	9.2.1.13
	
	-
	

	> MBSFN Synchronization ID
	M
	
	9.2.1.20
	
	YES
	reject

	> Cell Iist IEs
	M
	1 to <maxnoofCells>
	
	
	EACH
	reject

	>> Cell Identity
	M
	
	BIT STRING (28)
	The leftmost bits of the Cell Identity correspond to the eNB ID (Global eNB ID IE defined in section 9.2.1.10)
	YES
	reject

	>> Cell Type
	M
	
	ENUMERATED (transmission cell, reserved cell)
	
	YES
	reject


	Range bound
	Explanation

	maxnoofCells
	Maximum no. of cells that may be served by an eNB. The value for maxnoofCells is 256.
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