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* * * Start of 1st Change * * * 

8
M2AP Procedures

Editor’s Note: Classification of M2AP procedures and procedural specification of M2AP procedures, 

8.1
List of M2AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	MBMS Session Start
	MBMS SESSION START REQUEST
	MBMS SESSION START RESPONSE
	

	MBMS Session Stop
	MBMS SESSION STOP REQUEST
	MBMS SESSION STOP RESPONSE
	

	MBMS Scheduling Information
	MBMS SCHEDULING INFORMATION REQUEST
	MBMS SCHEDULING INFORMATION RESPONSE
	

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	M2 Setup
	M2 SETUP REQUEST
	M2 SETUP RESPONSE
	M2 SETUP FAILURE

	eNB Configuration Update
	ENB CONFIGURATION UPDATE
	ENB CONFIGURATION UPDATE ACKNOWLEDGE
	ENB CONFIGURATION UPDATE FAILURE

	MCE Configuration Update
	MCE CONFIGURATION UPDATE
	MCE CONFIGURATION UPDATE ACKNOWLEDGE
	


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION


The following applies concerning interference between Elementary Procedures:

-
The Reset procedure takes precedence over all other EPs.

8.2
MBMS Session Start

8.2.1
General

The purpose of the MBMS Session Start procedure is to request the eNB to notify UEs about an upcoming MBMS Session of a given MBMS Bearer Service and to establish a MBMS E-RAB and an MBMS-service-associated logical M2-connection. The MBMS Session Start procedure is triggered by the MCE.

The procedure uses MBMS-Service-associated signalling.

8.2.2
Successful Operation


[image: image1.emf] 
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Figure 8.2.2-1. MBMS Session Start procedure. Successful operation.

The MCE initiates the procedure by sending a MBMS SESSION START REQUEST message.






8.2.3
Abnormal Conditions

Void.

* * * End of 1st Change* * * 

* * * Start of 2nd Change * * * 

9.1.3
MBMS SESSION START RESPONSE

This message is sent by the eNB to report the successful outcome of the request from the MBMS SESSION START REQUEST message.

Direction: eNB ( MCE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCE MBMS M2AP ID
	M
	
	9.2.3.1
	
	YES
	ignore

	eNB MBMS M2AP ID
	M
	
	9.2.3.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.7
	
	YES
	ignore


9.1.4
Void


	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


9.1.5
MBMS SESSION STOP REQUEST
* * * End of 2nd Change * * * 

* * * Start of 3rd Change * * * 

9.3.3
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

M2AP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM M2AP-CommonDataTypes


SessionStartRequest,


SessionStartResponse,




SessionStopRequest,


SessionStopResponse,


MbmsSchedulingInformation,


MbmsSchedulingInformationResponse,


ErrorIndication,


ResetRequest,


ResetAcknowledge,

M2SetupRequest,


M2SetupResponse,


M2SetupFailure,


ENBConfigurationUpdate,


ENBConfigurationUpdateAcknowledge,


ENBConfigurationUpdateFailure,


MCEConfigurationUpdate,


MCEConfigurationUpdateAcknowledge,


MCEConfigurationUpdateFailure,


PrivateMessage

FROM M2AP-PDU-Contents


id-sessionStart,


id-sessionStop,


id-mbmsSchedulingInformation,


id-errorIndication,


id-reset,


id-m2Setup,


id-eNBConfigurationUpdate,


id-mCEConfigurationUpdate,


id-privateMessage

FROM M2AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

M2AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE


&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

M2AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
M2AP-ELEMENTARY-PROCEDURE.&procedureCode

({M2AP-ELEMENTARY-PROCEDURES}),


criticality

M2AP-ELEMENTARY-PROCEDURE.&criticality


({M2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


M2AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({M2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
M2AP-ELEMENTARY-PROCEDURE.&procedureCode

({M2AP-ELEMENTARY-PROCEDURES}),


criticality

M2AP-ELEMENTARY-PROCEDURE.&criticality


({M2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


M2AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({M2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
M2AP-ELEMENTARY-PROCEDURE.&procedureCode

({M2AP-ELEMENTARY-PROCEDURES}),


criticality

M2AP-ELEMENTARY-PROCEDURE.&criticality


({M2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


M2AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({M2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

M2AP-ELEMENTARY-PROCEDURES M2AP-ELEMENTARY-PROCEDURE ::= {


M2AP-ELEMENTARY-PROCEDURES-CLASS-1


|


M2AP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

M2AP-ELEMENTARY-PROCEDURES-CLASS-1 M2AP-ELEMENTARY-PROCEDURE ::= {


sessionStart










|


sessionStop











|


mbmsSchedulingInformation







|


reset












|


m2Setup












|


eNBConfigurationUpdate








|

mCEConfigurationUpdate








,

...
}

M2AP-ELEMENTARY-PROCEDURES-CLASS-2 M2AP-ELEMENTARY-PROCEDURE ::= {


errorIndication






|


privateMessage






,


...
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

sessionStart M2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SessionStartRequest


SUCCESSFUL OUTCOME

SessionStartResponse




PROCEDURE CODE


id-sessionStart


CRITICALITY



reject

}

sessionStop M2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SessionStopRequest


SUCCESSFUL OUTCOME

SessionStopResponse


PROCEDURE CODE


id-sessionStop


CRITICALITY



reject

}

mbmsSchedulingInformation M2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MbmsSchedulingInformation


SUCCESSFUL OUTCOME

MbmsSchedulingInformationResponse


PROCEDURE CODE


id-mbmsSchedulingInformation


CRITICALITY



reject

}

errorIndication M2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


PROCEDURE CODE


id-errorIndication


CRITICALITY



ignore

}

reset
M2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResetRequest


SUCCESSFUL OUTCOME

ResetAcknowledge

PROCEDURE CODE


id-reset


CRITICALITY



reject

}

m2Setup
M2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

M2SetupRequest


SUCCESSFUL OUTCOME

M2SetupResponse


UNSUCCESSFUL OUTCOME
M2SetupFailure


PROCEDURE CODE


id-m2Setup


CRITICALITY



reject

}

eNBConfigurationUpdate

M2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENBConfigurationUpdate


SUCCESSFUL OUTCOME

ENBConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
ENBConfigurationUpdateFailure


PROCEDURE CODE


id-eNBConfigurationUpdate


CRITICALITY



reject

}
mCEConfigurationUpdate

M2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MCEConfigurationUpdate


SUCCESSFUL OUTCOME

MCEConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
MCEConfigurationUpdateFailure


PROCEDURE CODE


id-mCEConfigurationUpdate


CRITICALITY



reject

}
privateMessage


M2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-privateMessage


CRITICALITY



ignore

}

END
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for M2AP.

--

-- **************************************************************

M2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,

ENB-MBMS-Configuration-data-Item,


ENB-MBMS-Configuration-data-ConfigUpdate-Item,

ENB-MBMS-M2AP-ID,


ENBname,


GlobalENB-ID,


GlobalMCE-ID,


MBMS-E-RAB-QoS-Parameters,


MBMS-Service-Area,

MBMS-Session-Duration,

MBMS-Session-ID,

MBMSsessionListPerPMCH-Item,


MBSFN-Subframe-Configuration,


MCCH-Update-Time,

MCCHrelatedBCCH-ConfigPerMBSFNArea-Item,

MCE-MBMS-M2AP-ID,


MCEname,


PMCH-Configuration,


PMCH-Subframe-Allocation-Period,


TimeToWait,

TMGI,


TNL-Information

FROM M2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


M2AP-PRIVATE-IES,


M2AP-PROTOCOL-EXTENSION,


M2AP-PROTOCOL-IES,


M2AP-PROTOCOL-IES-PAIR

FROM M2AP-Containers


id-MCE-MBMS-M2AP-ID,


id-ENB-MBMS-M2AP-ID,


id-TMGI,


id-MBMS-Session-ID,


id-MBMS-E-RAB-QoS-Parameters,


id-MBMS-Session-Duration,


id-MBMS-Service-Area,


id-TNL-Information,


id-CriticalityDiagnostics,


id-Cause,


id-MBMSFN-Area-Configuration-List,


id-MBSFN-Subframe-Configuration-Item,


id-MBSFN-Subframe-Configuration-List,


id-MCCH-Update-Time,

id-PMCH-Configuration-List,


id-PMCH-Configuration-Item,


id-PMCH-Subframe-Allocation-Period,


id-GlobalENB-ID,


id-ENBname,


id-ENB-MBMS-Configuration-data-List,


id-ENB-MBMS-Configuration-data-Item,


id-GlobalMCE-ID,


id-MCEname,


id-MCCHrelatedBCCH-ConfigPerMBSFNArea,


id-MCCHrelatedBCCH-ConfigPerMBSFNArea-Item,


id-TimeToWait,


id-ENB-MBMS-Configuration-data-List-ConfigUpdate,


id-ENB-MBMS-Configuration-data-ConfigUpdate-Item,


maxnoofMBSFN-Allocations,


maxnoofMBSFNareas,


maxnoofPMCHsperMBSFNarea,


maxnoofCells,


maxnoofMBMSServiceAreasPerCell,


maxnoofSessionsPerPMCH,


maxnooferrors

FROM M2AP-Constants;

-- **************************************************************

--

-- SESSION START REQUEST

--

-- **************************************************************

SessionStartRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SessionStartRequest-IEs}},


...

}

SessionStartRequest-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MCE-MBMS-M2AP-ID




CRITICALITY reject
TYPE MCE-MBMS-M2AP-ID




PRESENCE mandatory } |


{ ID id-TMGI







CRITICALITY reject
TYPE TMGI

 





PRESENCE mandatory } |


{ ID id-MBMS-Session-ID





CRITICALITY ignore
TYPE MBMS-Session-ID




PRESENCE optional  } |


{ ID id-MBMS-E-RAB-QoS-Parameters


CRITICALITY reject
TYPE MBMS-E-RAB-QoS-Parameters

PRESENCE mandatory } |


{ ID id-MBMS-Session-Duration



CRITICALITY reject
TYPE MBMS-Session-Duration



PRESENCE mandatory } |


{ ID id-MBMS-Service-Area




CRITICALITY reject
TYPE MBMS-Service-Area




PRESENCE mandatory } |


{ ID id-TNL-Information





CRITICALITY reject
TYPE TNL-Information




PRESENCE mandatory } ,


...

}

-- **************************************************************

--

-- SESSION START RESPONSE

--

-- **************************************************************

SessionStartResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ SessionStartResponse-IEs}},


...

}

SessionStartResponse-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MCE-MBMS-M2AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M2AP-ID




PRESENCE mandatory } |


{ ID id-ENB-MBMS-M2AP-ID




CRITICALITY ignore
TYPE ENB-MBMS-M2AP-ID




PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  },


...

}

-- **************************************************************

--

-- SESSION START FAILURE

--

-- **************************************************************











-- **************************************************************

--

-- SESSION STOP REQUEST

--

-- **************************************************************

SessionStopRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SessionStopRequest-IEs}},


...

}

SessionStopRequest-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MCE-MBMS-M2AP-ID




CRITICALITY reject
TYPE MCE-MBMS-M2AP-ID




PRESENCE mandatory } |


{ ID id-ENB-MBMS-M2AP-ID




CRITICALITY reject
TYPE ENB-MBMS-M2AP-ID




PRESENCE mandatory } ,


...

}

* * * End of 3rd Change * * * 
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