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9.2.1.12
Common Measurement Value

The Common Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Common Measurement Value
	M
	
	
	
	–
	

	>Transmitted Carrier Power
	
	
	
	
	
	

	>>Transmitted Carrier Power Value
	M
	
	INTEGER (0..100)
	According to mapping in [22] and [23]
	–
	

	>Received Total Wide Band Power
	
	
	
	
	
	

	>>Received Total Wide Band Power Value
	M
	
	INTEGER (0..621)
	According to mapping in [22] and [23]
	–
	

	>Acknowledged PRACH Preambles 
	
	
	
	FDD Only
	
	

	>>Acknowledged PRACH Preamble Value
	M
	
	INTEGER (0..240,…) 
	According to mapping in [22]
	–
	

	>UL Timeslot ISCP
	
	
	
	TDD Only
	
	

	>>UL Timeslot ISCP
	M
	
	INTEGER (0..127)
	According to mapping in [23]
	–
	

	>Not used 1 
	
	
	NULL
	This choice shall not be used. Ignore if received. 
	
	

	>Not Used 2 
	
	
	NULL
	This choice shall not be used. Ignore if received. 
	
	

	>Additional Common Measurement Values
	
	
	
	See Note 1
	
	

	>>UTRAN GPS Timing Of Cell Frames for UE Positioning
	
	
	
	
	
	

	>>>TUTRAN-GPS Measurement Value Information
	M
	
	9.2.1.64A
	
	YES
	ignore

	>>SFN-SFN Observed Time Difference
	
	
	
	
	
	

	>>>SFN-SFN Measurement Value Information
	M
	
	9.2.1.53E
	
	YES
	ignore

	>>Transmitted Carrier Power Of All Codes Not Used For HSTransmission
	
	
	
	
	
	

	>>>Transmitted Carrier Power Of All Codes Not Used For HSTransmission Value
	M
	
	INTEGER (0..100)
	According to mapping in [22], measurement "Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICHTransmission" and mapping in [23], measurement "Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH Or HS-SCCH Transmission"
	YES
	ignore

	>>HS-DSCH Required Power
	
	
	
	
	
	

	>>>HS-DSCH Required Power Value Information
	M
	
	9.2.1.31Ic
	
	YES
	ignore

	>>HS-DSCH Provided Bit Rate
	
	
	
	
	
	

	>>>HS-DSCH Provided Bit Rate Value Information
	M
	
	9.2.1.31Ib
	
	YES
	ignore

	>>Transmitted Carrier Power For Cell Portion
	
	
	
	FDD Only
	
	

	>>>Transmitted Carrier Power For Cell Portion Value
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>Transmitted Carrier Power Value
	M
	
	INTEGER (0..100)
	According to mapping in [22] 
	–
	

	>>Received Total Wide Band Power For Cell Portion
	
	
	
	FDD Only
	
	

	>>>Received Total Wide Band Power For Cell Portion Value
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>Received Total Wide Band Power Value
	M
	
	INTEGER (0..621)
	According to mapping in [22]
	–
	

	>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH Transmission For Cell Portion
	
	
	
	FDD Only
	
	

	>>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH Transmission For Cell Portion Value
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH,  HS-SCCH, E-AGCH, E-RGCH or E-HICH Transmission Value
	M
	
	INTEGER (0..100)
	According to mapping in [22]
	–
	

	>>UpPCH interference
	
	
	
	1.28Mcps TDD Only
	
	

	>>>UpPCH interference Value
	M
	
	INTEGER (0..127,…)
	According to mapping in [23]
	YES
	ignore

	>>DL Transmission Branch Load
	
	
	
	FDD Only
	
	

	>>>Node B DL Transmission Branch Load Values
	M
	
	INTEGER (0..101,…)
	According to mapping in [22]
	YES
	ignore

	>>HS-DSCH Required Power For Cell Portion
	
	
	
	FDD Only
	
	

	>>>HS-DSCH Required Power  For Cell Portion  Information
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>HS-DSCH Required Power Value Information
	M
	
	9.2.1.31Ic
	
	–
	

	>>HS-DSCH Provided Bit Rate For Cell Portion
	
	
	
	FDD Only
	
	

	>>>HS-DSCH Provided Bit Rate For Cell Portion Information
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>HS-DSCH Provided Bit Rate Value Information
	M
	
	9.2.1.31Ib
	
	–
	

	>>E-DCH Provided Bit Rate
	
	
	
	
	
	

	>>>E-DCH Provided Bit Rate Value Information
	M
	
	9.2.1.78
	
	YES
	ignore

	>>E-DCH Non-serving Relative Grant Down Commands
	
	
	
	FDD Only
	
	

	>>>E-DCH Non-serving Relative Grant Down Commands Value Information
	M
	
	INTEGER (0..100,…)
	Down Commands per second
	YES
	ignore

	>>Received Scheduled E-DCH Power Share 
	
	
	
	FDD Only

According to definition in [4]
	
	

	>>>Received Scheduled E-DCH Power Share 
	
	1
	
	
	YES
	ignore

	>>>>RSEPS Value 
	M
	
	INTEGER (0..151)
	According to mapping in [22]
	–
	

	>>>>RTWP* Value 
	O
	
	INTEGER (0..621)
	According to mapping of RTWP in [22]
	–
	

	>>Received Scheduled E-DCH Power Share for Cell Portion 
	
	
	
	FDD only

According to definition in [4]
	
	

	>>>Received Scheduled E-DCH Power Share For Cell Portion Value
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>RSEPS for Cell Portion Value
	M
	
	INTEGER (0..151)
	According to mapping in [22].
	–
	

	>>>>RTWP* for Cell Portion Value
	O
	
	INTEGER (0..621)
	According to mapping of RTWP in [22]
	–
	

	>>UTRAN GANSS Timing Of Cell Frames for UE Positioning
	
	
	
	
	
	

	>>>TUTRAN-GANSS Measurement Value Information
	M
	
	9.2.1.100
	
	YES
	ignore

	>>E-DCH RACH Report 
	
	
	
	FDD Only
	
	

	>>>E-DCH RACH Report Information
	
	1..< maxnoofCommonEDCHs >
	
	maxnoofCommonEDCHs should be set to 1, so that this information is reported only once for a cell.
	GLOBAL
	ignore

	>>>> Granted E-DCH RACH Resources
	M
	
	INTEGER (0..240,…)
	According to mapping in [25]
	–
	

	>>>> Denied E-DCH RACH Resources
	M
	
	INTEGER (0..240,…)
	According to mapping in [25]
	–
	

	>>Transmitted Carrier Power For Cell Portion LCR
	
	
	
	1.28Mcps TDD Only
	
	

	>>>Transmitted Carrier Power For Cell Portion Value LCR
	
	1..<maxNrOfCellPortionsLCR>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.107
	
	–
	

	>>>>Transmitted Carrier Power Value
	M
	
	INTEGER (0..100)
	According to mapping in [23] 
	–
	

	>>Received Total Wide Band Power For Cell Portion LCR
	
	
	
	1.28Mcps TDD Only
	
	

	>>>Received Total Wide Band Power For Cell Portion Value LCR
	
	1..<maxNrOfCellPortionsLCR>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.107
	
	–
	

	>>>>Received Total Wide Band Power Value
	M
	
	INTEGER (0..621)
	According to mapping in [23]
	–
	

	>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, or E-HICH Transmission For Cell Portion
	
	
	
	1.28Mcps TDD Only
	
	

	>>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, or E-HICH Transmission For Cell Portion Value
	
	1..<maxNrOfCellPortionsLCR>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.107
	
	–
	

	>>>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH,  HS-SCCH, E-AGCH, or E-HICH Transmission Value
	M
	
	INTEGER (0..100)
	According to mapping in [23]
	–
	

	>>UL Timeslot ISCP For Cell Portion
	
	
	
	1.28Mcps TDD Only
	
	

	>>>UL Timeslot ISCP For Cell Portion Value
	
	1..<maxNrOfCellPortionsLCR>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.107
	
	–
	

	>>UL Timeslot ISCP
	M
	
	INTEGER (0..127)
	According to mapping in [23]
	–
	

	>>HS-DSCH Required Power For Cell Portion LCR
	
	
	
	1.28Mcps TDD Only
	
	

	>>>HS-DSCH Required Power  For Cell Portion  Information LCR
	
	1..<maxNrOfCellPortionsLCR>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.107
	
	–
	

	>>>>HS-DSCH Required Power Value Information
	M
	
	9.2.1.31Ic
	
	–
	

	>>HS-DSCH Provided Bit Rate For Cell Portion LCR
	
	
	
	1.28Mcps TDD Only
	
	

	>>>HS-DSCH Provided Bit Rate For Cell Portion Information LCR
	
	1..<maxNrOfCellPortionsLCR>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.107
	
	–
	

	>>>>HS-DSCH Provided Bit Rate Value Information
	M
	
	9.2.1.31Ib
	
	–
	

	>> E-DCH Provided Bit Rate For Cell Portion
	
	
	
	1.28Mcps TDD Only
	
	

	>>> E-DCH Provided Bit Rate For Cell Portion Information
	
	1..<maxNrOfCellPortionsLCR>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.107
	
	–
	

	>>>> E-DCH Provided Bit Rate Value Information
	M
	
	9.2.1.78
	
	–
	

	>> UpPCH interference For Cell Portion
	
	
	
	1.28Mcps TDD Only
	
	

	>>> UpPCH interference For Cell Portion Information
	
	1..<maxNrOfCellPortionsLCR>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion LCR ID
	M
	
	9.2.3.107
	
	–
	

	>>>> UpPCH interference Value
	M
	
	INTEGER (0..127,…)
	According to mapping in [23]
	–
	

	Note 1:
This information element is a simplified representation of the ASN.1. The choice is performed through the use of a ProtocolIE-Single-Container and a ProtocolExtensionContainer within the ASN.1.


	Range Bound
	Explanation

	 MaxNrOfCellPortions
	Maximum number of Cell Portions in a cell 

	maxnoofCommonEDCHs
	Maximum number of Common E-DCH Resource Combination for a cell

	MaxNrOfCellPortionsLCR
	Maximum number of Cell Portions in a cell for 1.28 Mcps TDD


#Partial omitted#
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

#Partial omitted#
E-DCH-serving-cell-change-unsuccessful-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- maxNrOfCommonEDCH should be set to 1，so that this information is reported only once for a cell.
EDCH-RACH-Report-Value ::= SEQUENCE (SIZE(1.. maxNrOfCommonEDCH)) OF


SEQUENCE {



granted-EDCH-RACH-resources

Granted-EDCH-RACH-Resources-Value,



denied-EDCH-RACH-resources

Denied-EDCH-RACH-Resources-Value,



iE-Extensions

ProtocolExtensionContainer { { EDCH-RACH-Report-Value-ExtIEs } }
OPTIONAL,



...

}
EDCH-RACH-Report-Value-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
#Partial omitted#
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