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8.9
Position Activation
8.9.1
General

The purpose of the Position Activation procedure is to enable the SAS to initiate a particular positioning method used for an individual positioning event. This procedure uses connection-oriented signalling.

8.9.2
Successful Operation
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Figure 9c: Position Activation procedure, Successful Operation

The SAS initiates this procedure by sending a Position Activation Request message to the SRNC containing the required positioning method and any assistance data and instructions associated with that positioning method. The SRNC then sends a Position Activation Response message to the SAS confirming the requested action and providing any information required by the requested positioning method; e.g. UE channel information for the U-TDOA positioning method or A-GPS measurements for UE assisted A-GPS. In the POSITION ACTIVATION RESPONSE message, the SRNC should include either the UE Position Estimate Info IE, GPS Measurement Results IE, Cell-ID Measured Results Sets IE, OTDOA Measured Results Sets IE, UTDOA Group IE, GANSS Measurement Results IE, Required GPS Assistance Data IE or Required GANSS Assistance Data IE.

If the Positioning Method IE in a Position Activation Request message includes the GNSS Positioning Method IE indicating allowance of ‘GPS’ and any other GNSS (‘Galileo’, ‘SBAS’, ‘Modernized GPS’, ‘QZSS’, ‘GLONASS’), the SRNC may include both, the GPS Measurement Results IE and the GANSS Measurement Results IE, or both, the Required GPS Assistance Data IE or Required GANSS Assistance Data IE in the POSITION ACTIVATION RESPONSE message.

If the POSITION ACTIVATION REQUEST message contains periodic reporting information to start a periodic RNC positioning procedure (i.e., Amount of Reporting IE is included), the POSITION ACTIVATION RESPONSE message may be returned confirming the requested action and not including any measurements. In that case, all periodic measurement reports are conveyed using POSITION PERIODIC REPORT messages.

If the GPS Positioning Instructions IE or the GANSS Positioning Instructions IE is included in a POSITION ACTIVATION REQUEST message containing the Measurement Validity IE, the SRNC should include the Measurement Instructions Used IE in a POSITION ACTIVATION RESPONSE message if the Measurement Validity used by the SRNC is different from the Measurement Validity requested by the SAS.

If the POSITION ACTIVATION REQUEST message contains the Position Method IE with value "Cell ID", the Amount of Reporting IE shall not be included.

If the POSITION ACTIVATION REQUEST message contains the Position Method IE with value "Cell ID", the RNC may include the measurements requested in the Requested Cell-ID Measurements IE in the POSITION ACTIVATION RESPONSE message. If both of the Round Trip Time Info IE and the Round Trip Time Info With Type 1 IE are included in the POSITION ACTIVATION RESPONSE message, the SAS shall use the Round Trip Time Info IE. 

If the SRNC receives a new Position Activation Request message before it has responded to a previous non-periodic request, the SRNC should terminate all activity for the previous request, without sending any response to the initial request, and process the new request.

If the SRNC receives a new POSITION ACTIVATION REQUEST message for UE position measurement reporting using A-GPS or A-GANSS or OTDOA (periodic or non-periodic) while it is still performing activity for a previous A-GPS or A-GANSS or OTDOA periodic request, the SRNC should terminate all activity for the previous request, including terminating the periodic measurement reporting in the UE, and should process the new request.

If the SRNC receives a new POSITION ACTIVATION REQUEST message for Cell-ID or U-TDOA positioning while it is still performing activity for a previous A-GPS or A-GANSS or OTDOA periodic request (but after returning any POSITION ACTIVATION RESPONSE for this request), the SRNC may both continue with the previous request and process the new request.

If the GANSS Positioning IE is included in the POSITION ACTIVATION REQUEST message and contains the Requested Data Value IE:

-
If the GANSS Generic Assistance Data IE, associated with a given GANSS, is included in the Requested Data Value IE, it shall contain a GANSS Real Time Integrity, GANSS Data Bit Assistance, DGANSS Corrections, GANSS Almanac and Satellite Health, GANSS Reference Measurement Information, GANSS UTC Model, GANSS Time Model, GANSS Navigation Model, GANSS Additional Time Models, GANSS Additional Navigation Models, GANSS Additional UTC Models, or GANSS Auxiliary Information IE.

-
If the GANSS Generic Assistance Data IE does not contain the GANSS ID IE, the corresponding GANSS is "Galileo".

-
The DGANSS Corrections IE contains one or several DGANSS Information IE(s), each of them associated with a GANSS Signal. A DGANSS Information IE for a particular GANSS that does not contain the GANSS Signal ID IE is by default associated with the default signal defined in [4], clause 10.3.3.45a. 

-
The GANSS Real Time Integrity IE contains one or several Satellite Information IEs, each of them associated with a satellite and a GANSS Signal. A Satellite Information IE for a particular GANSS that does not contain the Bad GANSS Signal ID IE is by default associated with all the signals of the corresponding satellite (see [22, 23, 24, 25, 26, 27, 28]).
-
The GANSS Reference Measurement Information IE is associated with a GANSS Signal. A GANSS Reference Measurement Information IE for a particular GANSS that does not contain the GANSS Signal ID IE is by default associated with the default signal defined in [4], clause 10.3.3.45a. 

If the RRC State included in the UTDOA Group IE is indicated as being CELL_DCH in the POSITION ACTIVATION RESPONSE message, [FDD - either the DCH Information IE or the E-DPCH Information IE][TDD - the DCH Information IE] should be included.

If the GANSS Measured Results IE is included in the POSITION ACTIVATION RESPONSE message and does not contain the GANSS Time ID IE, the SAS shall assume that the corresponding GANSS timing refers to the "Galileo" timing. 

The GANSS Measured Results IE contains one or several GANSS Generic Measurement Information IEs, each of them associated with a given GANSS:

-
If a GANSS Generic Measurement Information IE does not contain the GANSS ID IE, the SAS shall assume that the associated GANSS is "Galileo".

-
If a GANSS Generic Measurement Information IE associated with a particular GANSS does not contain the GANSS Signal ID IE, the SAS shall assume the default value as defined in [4], clause 10.3.3.45a.

-
If a GANSS Generic Measurement Information IE does not contain the GANSS Code Phase Ambiguity IE and the GANSS Code Phase Ambiguity Extension IE, the SAS shall assume the value "1" (ms).

-
If the GANSS Integer Code Phase IE and the GANSS Integer Code Phase Extension IE associated to a given satellite (identified by the Sat ID IE value) is not present within the GANSS Measurement Parameters IE, the SAS shall use the default "1" (ms) for the GANSS Code Phase Ambiguity value in order to compute the value of the Total Code Phase (as defined in [4]) for the related satellite, whatever the value of the GANSS Code Phase Ambiguity IE.
If the OTDOA Measured Results Sets IE is included in the POSITION ACTIVATION RESPONSE message the SRNC should also include the OTDOA Reference Cell Info. The SAS shall use the cell identified in the OTDOA Reference Cell Info IE as reference cell for the measurements provided in the OTDOA Measured Results Info List IE. 
8.9.3
Unsuccessful Operation
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Figure 9d: Position Activation procedure, Unsuccessful Operation

When the SRNC is unable to accept a Position Activation Request message, the Position Activation Failure message should be sent to the SAS.

Typical cause values are:

-
Processing Overload;

-
Hardware Failure;

-
O&M Intervention;

-
Positioning Method Not Supported;

-
Location Measurement Failure.

8.9.4
Abnormal Conditions

-

8.12
Position Periodic Report
8.12.1
General

The purpose of the Position Periodic Report procedure is to send measurement information or UE position estimate from the SRNC to the SAS for periodic location in SAS-centric mode. This procedure uses connection-oriented signalling.

8.12.2
Successful Operation
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Figure 9g: Position Periodic Report procedure, Successful Operation

This procedure is initiated with a POSITION PERIODIC REPORT message sent from the SRNC to the SAS. The POSITION PERIODIC REPORT message provides the SAS measurement information such as GPS or OTDOA measurements, or an indication of measurement failure.

The SRNC should send the first POSITION PERIODIC REPORT message one reporting interval after the POSITION ACTIVATION RESPONSE message, and should continue to send further POSITION PERIODIC REPORT messages one reporting interval after the previous POSITION PERIODIC REPORT message based on the available measurements. If the RNC can not deliver measurement information when a POSITION PERIODIC REPORT is triggered, the Cause IE should be included in the POSITION PERIODIC REPORT message, indicating the reason for measurement failure, e.g. "UE Positioning Error: Not enough OTDOA cells", "UE Positioning Error: Not enough GPS Satellites", "UE Positioning Error: Not Accomplished GPS Timing of Cell Frames" or "UE Positioning Error: Undefined Error". If the Cause IE is included in a POSITION PERIODIC REPORT message, the UE Position Estimate Info IE, Velocity Estimate IE, GPS Measurement Results IE, GANSS Measurement Results IE, Cell-ID Measured Results Sets IE, and OTDOA Measured Results Sets IE should not be included. If and only if the Cause IE indicates the error reason "UE Positioning Error: Assistance Data Missing" the SRNC may include the Required GPS Assistance Data IE and/or the Required GANSS Assistance Data IE in the POSITION PERIODIC REPORT message.

If the Cell-ID Measured Results Sets IE is included in the POSITION PERIODIC REPORT message and both of the Round Trip Time Info IE and the Round Trip Time Info With Type 1 IE are included in the Cell-ID Measured Results Info List IE, the SAS shall use the Round Trip Time Info IE.

If the GANSS Measured Results IE is included in the POSITION PERIODIC REPORT message and does not contain the GANSS Time ID IE, the SAS shall assume that the corresponding GANSS timing refers to the "Galileo" timing. 

The GANSS Measured Results IE contains one or several GANSS Generic Measurement Information IEs, each of them associated with a given GANSS:

-
If a GANSS Generic Measurement Information IE does not contain the GANSS ID IE, the SAS shall assume that the associated GANSS is "Galileo".

-
If a GANSS Generic Measurement Information IE associated with a particular GANSS does not contain the GANSS Signal ID IE, the SAS shall assume the default value as defined in [4], clause 10.3.3.45a.

-
If a GANSS Generic Measurement Information IE does not contain the GANSS Code Phase Ambiguity IE and the GANSS Code Phase Ambiguity Extension IE, the SAS shall assume the value "1" (ms).

-
If the GANSS Integer Code Phase IE and the GANSS Integer Code Phase Extension IE associated to a given satellite (identified by the Sat ID IE value) is not present within the GANSS Measurement Parameters IE, the SAS shall use the default "1" (ms) for the GANSS Code Phase Ambiguity value in order to compute the value of the Total Code Phase (as defined in [4]) for the related satellite, whatever the value of the GANSS Code Phase Ambiguity IE.
If the OTDOA Measured Results Sets IE is included in the POSITION PERIODIC REPORT message the SRNC should also include the OTDOA Reference Cell Info. The SAS shall use the cell identified in the OTDOA Reference Cell Info IE as reference cell for the measurements provided in the OTDOA Measured Results Info List IE. 
8.12.3
Abnormal Conditions

-

9.1.3
Position Calculation Request
Table 6

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	–
	

	Initial UE Position Estimate
	O
	
	Geographical Area
9.2.2.6
	
	YES
	reject

	GPS Measured Results
	
	0..<maxNoOfSets>
	
	
	GLOBAL
	reject

	>GPS Measured Results
	M
	
	9.2.2.12
	
	–
	

	Cell-ID Measured Results Sets
	
	0..<maxNoOfMeasurements>
	
	
	GLOBAL
	reject

	>Cell-ID Measured Results Info List
	M
	
	9.2.2.31
	
	–
	

	OTDOA Measurement Group
	
	0..1
	
	
	YES
	reject

	>OTDOA Reference Cell Info
	M
	
	9.2.2.34
	
	–
	

	>OTDOA Neighbour Cell Info List
	
	1..<maxNoOfMeasNCell>
	
	
	–
	

	>>OTDOA Neighbour Cell Info
	M
	
	9.2.2.33
	
	–
	

	>OTDOA Measured Results Sets
	
	1..<maxNoOfMeasurements>
	
	
	–
	

	>>OTDOA Measured Results Info List
	M
	
	9.2.2.32
	
	–
	

	Horizontal Accuracy Code
	O
	
	9.2.2.38
	
	YES
	ignore

	Vertical Accuracy Code
	O
	
	9.2.2.39
	
	YES
	ignore

	UTDOA Group
	O
	
	9.2.2.74
	
	YES
	reject

	SAS Response Time
	O
	
	Positioning Response Time
9.2.2.69
	Indicates the interval allowed for a SAS response for U-TDOA positioning.
	YES
	ignore

	Include Velocity
	O
	
	9.2.2.97
	
	YES
	ignore

	Periodic Position Calculation Info
	O
	
	9.2.2.106
	
	YES
	ignore

	GANSS Measured Results
	
	0..<maxNoOfSets>
	
	
	GLOBAL
	reject

	>GANSS Measured Results
	M
	
	9.2.2.117
	
	–
	


Table 7

	Range bound
	Explanation

	maxNoOfMeasNCell
	Maximum number of neighbouring cells on which information can be reported. The value of maxNoOfMeasCell is 32.

	maxNoOfSets
	Maximum number of sets of Measured Results included in the Position Calculation Request message. The value for maxNoOfSets is 3.

	maxNoOfMeasurements
	Maximum number of Measurements of Cell-ID Measured Results Info List and OTDOA Measured Results Info List included in the Position Calculation Request message. The value for maxNoOfMeasurements is 16.


9.1.17
position activation response
Table 17e

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	–
	

	UE Position Estimate Info
	O
	
	9.2.2.102
	Position information for UE based positioning methods
	YES
	ignore

	GPS Measured Results
	
	0..<maxNoOfSets>
	
	
	GLOBAL
	reject

	>GPS Measured Results
	M
	
	9.2.2.12
	
	–
	

	Cell-ID Measured Results Sets
	
	0..<maxNoOfMeasurements>
	
	
	GLOBAL
	reject

	>Cell-ID Measured Results Info List
	M
	
	9.2.2.31
	
	–
	

	OTDOA Measured Results Sets
	
	0..<maxNoOfMeasurements>
	
	
	GLOBAL
	reject

	>OTDOA Measured Results Info List
	M
	
	9.2.2.32
	
	–
	

	UTDOA Group
	O
	
	9.2.2.74
	
	YES
	reject

	Velocity Estimate
	O
	
	9.2.2.98
	
	YES
	ignore

	Measurement Instructions Used
	O
	
	9.2.2.109
	
	YES
	ignore

	GANSS Measured Results
	
	0..<maxNoOfSets>
	
	
	GLOBAL
	reject

	>GANSS Measured Results
	M
	
	9.2.2.117
	
	–
	

	Required GPS Assistance Data
	O
	
	Additional GPS Assistance Data Required

9.2.2.128
	
	YES
	ignore

	Required GANSS Assistance Data
	O
	
	Additional GANSS Assistance Data Required

9.2.2.129
	
	YES
	ignore

	OTDOA Reference Cell Info
	O
	
	OTDOA Reference Cell Info SAS-centric mode

9.2.2.x
	
	YES
	reject


Table 17f

	Range bound
	Explanation

	maxNoOfSets
	Maximum number of sets of Measured Results included in the Position Activation Response message. The value for maxNoOfSets is 3.

	maxNoOfMeasurements
	Maximum number of Measurements of Cell-ID Measured Results Info List and OTDOA Measured Results Info List included in the Position Activation Response message. The value for maxNoOfMeasurements is 16.


9.1.21
position Periodic Report
Table 17.k

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.2.28
	
	–
	

	UE Position Estimate Info
	O
	
	9.2.2.102
	
	YES
	ignore

	Velocity Estimate
	O
	
	9.2.2.98
	
	YES
	ignore

	GPS Measured Results
	
	0..<maxNoOfSets>
	
	
	GLOBAL
	ignore

	>GPS Measured Results
	M
	
	9.2.2.12
	
	– 
	

	Cell-ID Measured Results Sets
	
	0..<maxNoOfMeasurements>
	
	
	GLOBAL
	ignore

	>Cell-ID Measured Results Info List
	M
	
	9.2.2.31
	
	–
	

	OTDOA Measured Results Sets
	
	0..<maxNoOfMeasurements>
	
	
	GLOBAL
	ignore

	>OTDOA Measured Results Info List
	M
	
	9.2.2.32
	
	–
	

	Cause
	O
	
	9.2.2.3
	
	YES
	ignore

	GANSS Measured Results
	
	0..<maxNoOfSets>
	
	
	GLOBAL
	ignore

	>GANSS Measured Results
	M
	
	9.2.2.117
	
	– 
	

	Required GPS Assistance Data
	O
	
	Additional GPS Assistance Data Required

9.2.2.128
	
	YES
	ignore

	Required GANSS Assistance Data
	O
	
	Additional GANSS Assistance Data Required

9.2.2.129
	
	YES
	ignore

	OTDOA Reference Cell Info
	O
	
	OTDOA Reference Cell Info SAS-centric mode

9.2.2.x
	
	YES
	reject


Table 17.l

	Range bound
	Explanation

	maxNoOfSets
	Maximum number of sets of Measured Results included in the Position Periodic Report message. The value for maxNoOfSets is 3.

	maxNoOfMeasurements
	Maximum number of Measurements of Cell-ID Measured Results Info List and OTDOA Measured Results Info List included in the Position Periodic Report message. The value for maxNoOfMeasurements is 16.


9.2.2.32
OTDOA Measured Results Info List

This IE contains the OTDOA measurements of signals sent from the reference and neighbour cells.

Table 71
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	OTDOA Measured Results Info
	
	1..<MaxnoofMeasNCell>
	
	
	–
	

	>UC-ID
	M
	
	9.2.2.37
	The identifier of the neighbour cell.
	–
	

	>UE SFN-SFN Observed Time Difference Type 2 Info
	
	1
	
	
	–
	

	>>SFN-SFN Observed Time Difference Type 2
	M
	
	INTEGER

(0..40961)
	Gives the observed timing of the neighbour cell relative to the reference cell.
	–
	

	>>UE Positioning Measurement Quality 
	M
	
	9.2.2.35
	Quality of the observed time difference measurement.
	–
	

	>>Measurement Delay
	M
	
	INTEGER (0..65535)
	The interval of time, in units of 10ms frames, spanning the following two events:

1) Time of applicability of the SFN-SFN Value or TUTRAN-GPS/SFN relationship provided for the corresponding neighbour cell in 9.2.2.33 or TUTRAN-GANSS/SFN relationship provided for the corresponding neighbour cell in 9.2.2.33.

2) The point in time when this corresponding SFN-SFN observed time difference measurement was captured by the UE.

If the SAS operates in SAS-centric mode, 1) above shall be set to zero. I.e., in SAS-centric mode this IE indicates the SFN during which the corresponding SFN-SFN observed time difference measurement was captured by the UE.
	–
	

	>Additional OTDOA Measured Results
	O
	
	
	This IE may only be present if SAS operates in SAS-centric mode.
	YES
	ignore

	>>Primary CPICH Info
	M
	
	Primary Scrambling Code 9.2.2.46
	The identifier of the neighbour cell.
	–
	


Table 72
	Range bound
	Explanation

	MaxNoOfMeasNCell
	Maximum number of neighbouring cells on which information can be reported. The value of MaxNoOfMeasNCell is 32.


9.2.2.33
OTDOA Neighbour Cell Info

Table 73

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UC-ID
	M
	
	9.2.2.37
	The identifier of the neighbour cell.

	UTRAN Access Point Position with Altitude
	M
	
	9.2.2.36
	Exact geographical position of the base station antenna.

	CHOICE Relative Timing Difference Info
	M
	
	
	

	>SFN-SFN Measurement Value Information
	
	
	
	

	>>SFN-SFN Value
	M
	
	INTEGER (0..614399)
	

	>>SFN-SFN Quality
	O
	
	INTEGER
(0..255)
	Indicates the standard deviation (std) of the SFN-SFN otd (observed time difference) measurements in 1/16 chip. SFN-SFN Quality = (E[(x-µ)2] = std of reported SFN-SFN Value, where x is the reported SFN-SFN Value and µ = E[x] is the expectation value of x.

	>>SFN-SFN Drift Rate
	M
	
	INTEGER
(-100..+100)
	Indicates the SFN-SFN drift rate in 1/256 chip per second.

A positive value indicates that the Reference cell clock is running at a greater frequency than the measured neighbouring cell.

	>>SFN-SFN Drift Rate Quality
	O
	
	INTEGER 
(0..100)
	Indicates the standard deviation (std) of the SFN-SFN drift rate measurements in 1/256 chip per second. SFN-SFN Drift Rate Quality = (E[(x-µ)2] = std of reported SFN-SFN Drift Rate, where x is the reported SFN-SFN Drift Rate and µ = E[x] is the expectation value of x.

	>TUTRAN-GPS Measurement Value Information
	
	
	
	

	>>SFN
	M
	
	INTEGER 
(0..4095)
	SFN during which the TUTRAN-GPS measurement was performed

	>>TUTRAN-GPS
	
	1
	
	Indicates the UTRAN GPS Timing of Cell Frame for LCS. 

	>>>MS
	M
	
	INTEGER 
(0..16383)
	Most significant part

	>>>LS
	M
	
	INTEGER 
(0..4294967295)
	Least significant part

	>>TUTRAN-GPS Quality
	O
	
	INTEGER (0..255)
	Indicates the standard deviation (std) of the TUTRAN-GPS measurements in 1/16 chip. TUTRAN-GPS Quality = (E[(x-µ)2] = std of reported TUTRAN-GPS Value, where x is the reported TUTRAN-GPS Value and µ = E[x] is the expectation value of x.

	>>TUTRAN-GPS Drift Rate
	M
	
	INTEGER
(-50..+50)
	Indicates the TUTRAN-GPS drift rate in 1/256 chip per second.

A positive value indicates that the UTRAN clock is running at a lower frequency than GPS clock.

	>>TUTRAN-GPS Drift Rate Quality
	O
	
	INTEGER 
(0..50)
	Indicates the standard deviation (std) of the TUTRAN-GPS drift rate measurements in 1/256 chip per second.
TUTRAN-GPS Drift Rate Quality = (E[(x-µ)2] = std of reported TUTRAN-GPS Drift Rate, where x is the reported TUTRAN-GPS Drift Rate and µ = E[x] is the expectation value of x.

	>TUTRAN-GANSS Measurement Value Information
	
	
	
	

	>>GANSS ID
	O
	
	9.2.2.130
	Absence of this IE means Galileo.

	>>SFN
	M
	
	INTEGER (0..4095)
	SFN during which the TUTRAN-GANSS measurement was performed

	>>TUTRAN-GANSS
	
	1
	
	Indicates the UTRAN GANSS Timing of Cell Frame for LCS. 

	>>>MS
	M
	
	INTEGER
(0..16383)
	Most significant part

	>>>LS
	M
	
	INTEGER
(0..4294967295)
	Least significant part

	>>TUTRAN-GANSS Quality
	O
	
	INTEGER
(0..255)
	Indicates the standard deviation (std) of the TUTRAN-GANSS measurements in 1/16 chip. TUTRAN-GANSS Quality = (E[(x-µ)2] = std of reported TUTRAN-GANSS Value, where x is the reported TUTRAN-GANSS Value and µ = E[x] is the expectation value of x.

	>>TUTRAN-GANSS Drift Rate
	M
	
	INTEGER
(-50..50)
	Indicates the TUTRAN-GANSS drift rate in 1/256 chip per second.

A positive value indicates that the UTRAN clock is running at a lower frequency than GANSS clock.

	>>TUTRAN-GANSS Drift Rate Quality
	O
	
	INTEGER
(0..50)
	Indicates the standard deviation (std) of the TUTRAN-GANSS drift rate measurements in 1/256 chip per second.
TUTRAN-GANSS Drift Rate Quality = (E[(x-µ)2] = std of reported TUTRAN-GANSS Drift Rate, where x is the reported TUTRAN-GANSS Drift Rate and µ = E[x] is the expectation value of x.


9.2.2.34
OTDOA Reference Cell Info

Table 74

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UC-ID
	M
	
	9.2.2.37
	The identifier of the reference cell.
	–
	

	UTRAN Access Point Position with Altitude
	M
	
	9.2.2.36
	Exact geographical position of the base station antenna.
	–
	

	TUTRAN-GPS Measurement Value Information
	
	0..1
	
	
	–
	

	>SFN
	M
	
	INTEGER (0..4095)
	SFN during which the TUTRAN-GPS measurement was performed
	–
	

	>TUTRAN-GPS
	
	1
	
	Indicates the UTRAN GPS Timing of Cell Frame for LCS. 
	–
	

	>>MS
	M
	
	INTEGER (0..16383)
	Most significant part
	–
	

	>>LS
	M
	
	INTEGER (0..4294967295)
	Least significant part
	–
	

	>TUTRAN-GPS Quality
	O
	
	INTEGER (0..255)
	Indicates the standard deviation (std) of the TUTRAN-GPS measurements in 1/16 chip. TUTRAN-GPS Quality = (E[(x-µ)2] = std of reported TUTRAN-GPS Value, where x is the reported TUTRAN-GPS Value and µ = E[x] is the expectation value of x.
	–
	

	>TUTRAN-GPS Drift Rate
	M
	
	INTEGER

(-50..+50)
	Indicates the TUTRAN-GPS drift rate in 1/256 chip per second.

A positive value indicates that the UTRAN clock is running at a lower frequency than GPS clock.
	–
	

	>TUTRAN-GPS Drift Rate Quality
	O
	
	INTEGER (0..50)
	Indicates the standard deviation (std) of the TUTRAN-GPS drift rate measurements in 1/256 chip per second.
TUTRAN-GPS Drift Rate Quality = (E[(x-µ)2] = std of reported TUTRAN-GPS Drift Rate, where x is the reported TUTRAN-GPS Drift Rate and µ = E[x] is the expectation value of x.
	–
	

	TUTRAN-GANSS Measurement Value Information
	
	0..1
	
	
	GLOBAL
	ignore

	>GANSS ID
	O
	
	9.2.2.130
	Absence of this IE means Galileo.
	–
	

	>SFN
	M
	
	INTEGER (0..4095)
	SFN during which the TUTRAN-GANSS measurement was performed
	–
	

	>TUTRAN-GANSS
	
	1
	
	Indicates the UTRAN GANSS Timing of Cell Frame for LCS. 
	–
	

	>>MS
	M
	
	INTEGER(0..16383)
	Most significant part
	–
	

	>>LS
	M
	
	INTEGER(0..4294967295)
	Least significant part
	–
	

	>TUTRAN-GANSS Quality
	O
	
	INTEGER(0..255)
	Indicates the standard deviation (std) of the TUTRAN-GANSS measurements in 1/16 chip. TUTRAN-GANSS Quality = (E[(x-µ)2] = std of reported TUTRAN-GANSS Value, where x is the reported TUTRAN-GANSS Value and µ = E[x] is the expectation value of x.
	–
	

	>TUTRAN-GANSS Drift Rate
	M
	
	INTEGER(-50..50)
	Indicates the TUTRAN-GANSS drift rate in 1/256 chip per second.

A positive value indicates that the UTRAN clock is running at a lower frequency than GANSS clock.
	–
	

	>TUTRAN-GANSS Drift Rate Quality
	O
	
	INTEGER(0..50)
	Indicates the standard deviation (std) of the TUTRAN-GANSS drift rate measurements in 1/256 chip per second.
TUTRAN-GANSS Drift Rate Quality = (E[(x-µ)2] = std of reported TUTRAN-GANSS Drift Rate, where x is the reported TUTRAN-GANSS Drift Rate and µ = E[x] is the expectation value of x.
	–
	

	Additional Measurement Information LCR
	
	0..1
	
	1.28Mcps TDD only
	YES
	ignore

	>Timing Advance LCR R7
	M
	
	INTEGER (0..8191)
	According to [4].
	–
	

	>Rx Timing Deviation LCR
	M
	
	INTEGER (0..511)
	According to mapping in [14].
	–
	

	>Angle Of Arrival LCR
	
	0..1
	
	1.28Mcps TDD only
	–
	

	>>AOA LCR
	M
	
	INTEGER (0..719)
	According to mapping in [14]
	–
	

	>>AOA LCR Accuracy Class
	M
	
	ENUMERATED (

A, B, C, D, E, F, G, H,...)
	According to mapping in [14]
	–
	


9.2.2.x
OTDOA Reference Cell Info SAS-centric mode
Table Y

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UC-ID
	M
	
	9.2.2.37
	The identifier of the reference cell for the SFN-SFN Observed Time Difference Type 2 measurements.


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for PCAP.
--

-- **************************************************************

PCAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) pcap(4) version1 (1) pcap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,


GPS-UTRAN-TRU,

InformationExchangeID,


InformationReportCharacteristics,


InformationType,


MeasuredResultsList,

RequestedDataValue,


RequestedDataValueInformation,

UE-PositionEstimate,


CellId-MeasuredResultsSets,


OTDOA-MeasurementGroup,


AccuracyFulfilmentIndicator,


HorizontalAccuracyCode,


VerticalAccuracyCode,


RequestType,


UE-PositioningCapability, 


UC-ID, 


ResponseTime,


PositioningPriority,


ClientType,


PositioningMethod,


UTDOAPositioning,


GPSPositioning,


OTDOAAssistanceData,


UTDOA-Group,


Positioning-ResponseTime,


EnvironmentCharacterisation,


PositionData,

IncludeVelocity,


VelocityEstimate,


UE-PositionEstimateInfo,


OTDOA-MeasuredResultsSets,


PeriodicPosCalcInfo,


PeriodicLocationInfo,


AmountOfReporting,


MeasInstructionsUsed,


RRCstateChange,


PeriodicTerminationCause,


CellIDPositioning,

GANSS-MeasuredResultsList,


GANSSPositioning,


GANSS-UTRAN-TRU,


AdditionalGPSAssistDataRequired,


AdditionalGanssAssistDataRequired,

OTDOA-ReferenceCellInfoSAS-centric
FROM PCAP-IEs


TransactionID
FROM PCAP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},

PrivateIE-Container{},

PCAP-PRIVATE-IES,


PCAP-PROTOCOL-EXTENSION,


PCAP-PROTOCOL-IES

FROM PCAP-Containers


id-Cause,


id-CriticalityDiagnostics,


id-GPS-UTRAN-TRU,

id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationReportCharacteristics,


id-InformationType,


id-GPS-MeasuredResultsList,

id-RequestedDataValue,

id-RequestedDataValueInformation,

id-TransactionID,


id-UE-PositionEstimate,


id-CellId-MeasuredResultsSets,


id-OTDOA-MeasurementGroup,


id-AccuracyFulfilmentIndicator,

id-HorizontalAccuracyCode,


id-VerticalAccuracyCode,


id-RequestType,


id-UE-PositioningCapability, 


id-UC-id,


id-ResponseTime,


id-PositioningPriority,


id-ClientType,


id-PositioningMethod,


id-UTDOAPositioning,


id-GPSPositioning,


id-OTDOAAssistanceData,


id-UTDOA-Group,


id-Positioning-ResponseTime,


id-EnvironmentCharacterisation,


id-PositionData,

id-IncludeVelocity,


id-VelocityEstimate,


id-UE-PositionEstimateInfo,

id-UC-ID-InfEx-Rqst,


id-OTDOA-MeasuredResultsSets,


id-PeriodicPosCalcInfo,


id-PeriodicLocationInfo,


id-AmountOfReporting,


id-MeasInstructionsUsed,


id-RRCstateChange,


id-PeriodicTerminationCause,


id-CellIDPositioning,


id-GANSS-MeasuredResultsList,


id-GANSSPositioning,


id-GANSS-UTRAN-TRU,


id-AdditionalGPSAssistDataRequired,


id-AdditionalGanssAssistDataRequired,

id-OTDOA-ReferenceCellInfo
FROM PCAP-Constants;

/.../
-- **************************************************************

--

-- POSITION ACTIVATION RESPONSE

-- 

-- **************************************************************

PositionActivationResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {PositionActivationResponseIEs} },


protocolExtensions
ProtocolExtensionContainer { {PositionActivationResponseExtensions} } 
OPTIONAL,


...

}

PositionActivationResponseIEs PCAP-PROTOCOL-IES ::= {


{ ID id-UE-PositionEstimateInfo


CRITICALITY ignore
TYPE UE-PositionEstimateInfo

PRESENCE optional } |


{ ID id-GPS-MeasuredResultsList


CRITICALITY reject
TYPE MeasuredResultsList


PRESENCE optional } | 


{ ID id-CellId-MeasuredResultsSets

CRITICALITY reject
TYPE CellId-MeasuredResultsSets

PRESENCE optional } |


{ ID id-OTDOA-MeasuredResultsSets

CRITICALITY reject
TYPE OTDOA-MeasuredResultsSets

PRESENCE optional } |


{ ID id-UTDOA-Group





CRITICALITY reject
TYPE UTDOA-Group




PRESENCE optional },


...

}

PositionActivationResponseExtensions PCAP-PROTOCOL-EXTENSION ::= {


{ ID id-VelocityEstimate





CRITICALITY ignore
EXTENSION VelocityEstimate






PRESENCE optional} |


{ ID id-MeasInstructionsUsed




CRITICALITY ignore
EXTENSION MeasInstructionsUsed





PRESENCE optional} |


{ ID id-GANSS-MeasuredResultsList



CRITICALITY reject
EXTENSION GANSS-MeasuredResultsList



PRESENCE optional } |


{ ID id-AdditionalGPSAssistDataRequired


CRITICALITY ignore
EXTENSION AdditionalGPSAssistDataRequired

PRESENCE optional } |


{ ID id-AdditionalGanssAssistDataRequired

CRITICALITY ignore
EXTENSION AdditionalGanssAssistDataRequired

PRESENCE optional } |


{ ID id-OTDOA-ReferenceCellInfo




CRITICALITY reject
EXTENSION OTDOA-ReferenceCellInfoSAS-centric
PRESENCE optional },

...

}

/.../
-- **************************************************************

--

-- POSITION PERIODIC REPORT

--

-- **************************************************************

PositionPeriodicReport ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{PositionPeriodicReport-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{PositionPeriodicReport-Extensions}}

OPTIONAL,


...

}

PositionPeriodicReport-IEs PCAP-PROTOCOL-IES ::= {


{ ID id-UE-PositionEstimateInfo


CRITICALITY ignore
TYPE UE-PositionEstimateInfo

PRESENCE optional } |


{ ID id-VelocityEstimate



CRITICALITY ignore
TYPE VelocityEstimate



PRESENCE optional } |


{ ID id-GPS-MeasuredResultsList


CRITICALITY ignore
TYPE MeasuredResultsList


PRESENCE optional } | 


{ ID id-CellId-MeasuredResultsSets

CRITICALITY ignore
TYPE CellId-MeasuredResultsSets

PRESENCE optional } |


{ ID id-OTDOA-MeasuredResultsSets

CRITICALITY ignore
TYPE OTDOA-MeasuredResultsSets

PRESENCE optional } |


{ ID id-Cause






CRITICALITY ignore
TYPE Cause






PRESENCE optional } ,


...

}

PositionPeriodicReport-Extensions PCAP-PROTOCOL-EXTENSION ::= {


{ ID id-GANSS-MeasuredResultsList



CRITICALITY ignore
EXTENSION GANSS-MeasuredResultsList



PRESENCE optional } |


{ ID id-AdditionalGPSAssistDataRequired


CRITICALITY ignore
EXTENSION AdditionalGPSAssistDataRequired

PRESENCE optional } |


{ ID id-AdditionalGanssAssistDataRequired

CRITICALITY ignore
EXTENSION AdditionalGanssAssistDataRequired

PRESENCE optional } |


{ ID id-OTDOA-ReferenceCellInfo




CRITICALITY reject
EXTENSION OTDOA-ReferenceCellInfoSAS-centric
PRESENCE optional },


...

}

/.../
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
PCAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) pcap(4) version1 (1) pcap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxSat,


maxSatAlmanac,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasurements,


maxNrOfPoints,

maxNrOfExpInfo,

maxNrOfSets,


maxRateMatching,


maxNrOfTFs,


maxTTI-count,


maxTS-1,


maxCCTrCH,


maxTF,


maxTFC,


maxPRACH,


maxTrCH,


maxTGPS,


maxNoOfMeasurements,


maxCellMeas,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,


maxNrOfRefETFCIs,


maxSet,


maxGANSS,


maxGANSSSat,


maxGANSSSet,

maxSgnType,


maxGANSSSatAlmanac,


maxGANSSClockMod,


maxGANSS-1,

id-UTRAN-GPSReferenceTime,


id-UTRAN-GPSReferenceTimeResult,


id-GPS-UTRAN-TRU,


id-UTRAN-GPS-DriftRate,


id-OTDOA-AddMeasuredResultsInfo,


id-GPS-ReferenceLocation,


id-rxTimingDeviation768Info,


id-rxTimingDeviation384extInfo,


id-MeasurementValidity,


id-ExtendedRoundTripTime,


id-roundTripTimeInfoWithType1,


id-AddMeasurementInfo,


id-Extended-RNC-ID,

id-GANSS-CommonAssistanceData,


id-GANSS-GenericAssistanceDataList,


id-GANSS-PositioningDataSet,


id-GNSS-PositioningMethod,

id-NetworkAssistedGANSSSuport,


id-TUTRANGANSSMeasurementValueInfo,


id-angleOfArrivalLCR,


id-extendedTimingAdvanceLCR,

id-additionalMeasurementInforLCR,


id-timingAdvanceLCR-R7,


id-rxTimingDeviationLCR,


id-GPSReferenceTimeUncertainty,

id-GANSS-AddIonoModelReq,

id-GANSS-EarthOrientParaReq,


id-GANSS-Additional-Ionospheric-Model,


id-GANSS-Earth-Orientation-Parameters,

id-GANSS-Additional-Time-Models,


id-GANSS-Additional-Navigation-Models,

id-GANSS-Additional-UTC-Models,


id-GANSS-Auxiliary-Information,


id-GANSS-SBAS-ID,


id-GANSS-SBAS-IDs,


id-GANSS-Signal-IDs,


id-GANSS-alm-keplerianNAVAlmanac,

id-GANSS-alm-keplerianReducedAlmanac,


id-GANSS-alm-keplerianMidiAlmanac,


id-GANSS-alm-keplerianGLONASS,


id-GANSS-alm-ecefSBASAlmanac,


id-UTRAN-GANSSReferenceTimeResult,


id-GANSS-Reference-Time-Only,

id-GANSS-AddADchoices,

id-supportGANSSNonNativeADchoices,


id-PositionDataUEbased,


id-ganssCodePhaseAmbiguityExt,


id-ganssIntegerCodePhaseExt,


id-GANSScarrierPhaseRequested,


id-GANSSMultiFreqMeasRequested,


id-ganssReq-AddIonosphericModel,


id-ganssReq-EarthOrientPara,


id-ganssAddNavigationModel-req,


id-ganssAddUTCModel-req,


id-ganssAuxInfo-req,


id-GANSS-AlmanacModelChoice
/.../
-- **************************************************************

--

-- OTDOA Measurement Group

--

-- **************************************************************

OTDOA-MeasurementGroup ::=


SEQUENCE {


otdoa-ReferenceCellInfo



OTDOA-ReferenceCellInfo,


otdoa-NeighbourCellInfoList


OTDOA-NeighbourCellInfoList,


otdoa-MeasuredResultsSets


OTDOA-MeasuredResultsSets,


iE-Extensions





ProtocolExtensionContainer { { OTDOA-MeasurementGroup-ExtIEs } }

OPTIONAL,


...

}

OTDOA-MeasurementGroup-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

OTDOA-ReferenceCellInfo ::=



SEQUENCE {


uC-ID







UC-ID,


uTRANAccessPointPositionAltitude
UTRANAccessPointPositionAltitude,


tUTRANGPSMeasurementValueInfo

TUTRANGPSMeasurementValueInfo











OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { OTDOA-ReferenceCellInfo-ExtIEs } }

OPTIONAL,


...

}

OTDOA-ReferenceCellInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


{ ID id-TUTRANGANSSMeasurementValueInfo

CRITICALITY ignore
EXTENSION TUTRANGANSSMeasurementValueInfo



PRESENCE optional }|

{ ID id-additionalMeasurementInforLCR

CRITICALITY ignore
EXTENSION AdditionalMeasurementInforLCR



PRESENCE optional },

 -- 1.28Mcps TDD only

...

}

OTDOA-ReferenceCellInfoSAS-centric ::=


SEQUENCE {


uC-ID







UC-ID,


iE-Extensions





ProtocolExtensionContainer { { OTDOA-ReferenceCellInfoSAS-centric-ExtIEs } }

OPTIONAL,


...

}

OTDOA-ReferenceCellInfoSAS-centric-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

OTDOA-NeighbourCellInfoList ::=


SEQUENCE (SIZE (1..maxNrOfMeasNCell)) OF


OTDOA-NeighbourCellInfo

OTDOA-NeighbourCellInfo ::=



SEQUENCE {


uC-ID







UC-ID,


uTRANAccessPointPositionAltitude
UTRANAccessPointPositionAltitude,


relativeTimingDifferenceInfo

RelativeTimingDifferenceInfo,


iE-Extensions





ProtocolExtensionContainer { { OTDOA-NeighbourCellInfo-ExtIEs } }

OPTIONAL,


...

}

OTDOA-NeighbourCellInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

OTDOA-MeasuredResultsSets ::=


SEQUENCE (SIZE (1..maxNrOfMeasurements)) OF


OTDOA-MeasuredResultsInfoList

OTDOA-MeasuredResultsInfoList ::=

SEQUENCE (SIZE (1..maxNrOfMeasNCell)) OF


OTDOA-MeasuredResultsInfo

OTDOA-MeasuredResultsInfo ::=


SEQUENCE {


uC-ID







UC-ID,


ue-SFNSFNTimeDifferenceType2Info
UE-SFNSFNTimeDifferenceType2Info,


iE-Extensions





ProtocolExtensionContainer { { OTDOA-MeasuredResultsInfo-ExtIEs } }

OPTIONAL,


...

}

OTDOA-MeasuredResultsInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


{ID id-OTDOA-AddMeasuredResultsInfo
CRITICALITY
ignore
EXTENSION
OTDOA-AddMeasuredResultsInfo
PRESENCE
optional},

...

}

OTDOA-AddMeasuredResultsInfo ::= SEQUENCE {


primaryCPICH-Info

PrimaryScramblingCode,

iE-Extensions


ProtocolExtensionContainer { { OTDOA-AddMeasuredResultsInfo-ExtIEs } }

OPTIONAL,

...

}

OTDOA-AddMeasuredResultsInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

/.../
9.3.6
Constant Definitions

/…/
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1
id-CriticalityDiagnostics





ProtocolIE-ID ::= 2
id-GPS-UTRAN-TRU







ProtocolIE-ID ::= 3
id-InformationExchangeID





ProtocolIE-ID ::= 4
id-InformationExchangeObjectType-InfEx-Rprt

ProtocolIE-ID ::= 5
id-InformationExchangeObjectType-InfEx-Rqst

ProtocolIE-ID ::= 6
id-InformationExchangeObjectType-InfEx-Rsp

ProtocolIE-ID ::= 7
id-InformationReportCharacteristics



ProtocolIE-ID ::= 8
id-InformationType







ProtocolIE-ID ::= 9
id-GPS-MeasuredResultsList





ProtocolIE-ID ::= 10
id-MethodType








ProtocolIE-ID ::= 11
id-RefPosition-InfEx-Rqst





ProtocolIE-ID ::= 12
id-RefPosition-InfEx-Rsp





ProtocolIE-ID ::= 13

id-RefPosition-Inf-Rprt






ProtocolIE-ID ::= 14
id-RequestedDataValue






ProtocolIE-ID ::= 15
id-RequestedDataValueInformation



ProtocolIE-ID ::= 16
id-TransactionID







ProtocolIE-ID ::= 17
id-UE-PositionEstimate






ProtocolIE-ID ::= 18
id-CellId-MeasuredResultsSets




ProtocolIE-ID ::= 20

id-OTDOA-MeasurementGroup





ProtocolIE-ID ::= 22

id-AccuracyFulfilmentIndicator




ProtocolIE-ID ::= 23

id-HorizontalAccuracyCode





ProtocolIE-ID ::= 24

id-VerticalAccuracyCode






ProtocolIE-ID ::= 25

id-UTDOA-Group








ProtocolIE-ID ::= 26

id-RequestType








ProtocolIE-ID ::= 28

id-UE-PositioningCapability





ProtocolIE-ID ::= 29

id-UC-id









ProtocolIE-ID ::= 30

id-ResponseTime








ProtocolIE-ID ::= 31

id-PositioningPriority






ProtocolIE-ID ::= 32

id-ClientType








ProtocolIE-ID ::= 33

id-PositioningMethod






ProtocolIE-ID ::= 34

id-UTDOAPositioning







ProtocolIE-ID ::= 35

id-GPSPositioning







ProtocolIE-ID ::= 36

id-OTDOAAssistanceData






ProtocolIE-ID ::= 37

id-Positioning-ResponseTime





ProtocolIE-ID ::= 38

id-EnvironmentCharacterisation




ProtocolIE-ID ::= 39

id-PositionData








ProtocolIE-ID ::= 40

id-IncludeVelocity







ProtocolIE-ID ::= 41

id-VelocityEstimate







ProtocolIE-ID ::= 42

id-rxTimingDeviation768Info





ProtocolIE-ID ::= 43
id-UC-ID-InfEx-Rqst







ProtocolIE-ID ::= 44

id-UE-PositionEstimateInfo





ProtocolIE-ID ::= 45

id-UTRAN-GPSReferenceTime





ProtocolIE-ID ::= 46
id-UTRAN-GPSReferenceTimeResult




ProtocolIE-ID ::= 47
id-UTRAN-GPS-DriftRate






ProtocolIE-ID ::= 48

id-OTDOA-AddMeasuredResultsInfo




ProtocolIE-ID ::= 49
id-GPS-ReferenceLocation





ProtocolIE-ID ::= 50

id-OTDOA-MeasuredResultsSets




ProtocolIE-ID ::= 51

id-rxTimingDeviation384extInfo




ProtocolIE-ID ::= 55

id-ExtendedRoundTripTime





ProtocolIE-ID ::= 56

id-PeriodicPosCalcInfo






ProtocolIE-ID ::= 57
id-PeriodicLocationInfo






ProtocolIE-ID ::= 58
id-AmountOfReporting






ProtocolIE-ID ::= 59
id-MeasInstructionsUsed






ProtocolIE-ID ::= 60
id-RRCstateChange







ProtocolIE-ID ::= 61
id-PeriodicTerminationCause





ProtocolIE-ID ::= 62
id-MeasurementValidity






ProtocolIE-ID ::= 63
id-roundTripTimeInfoWithType1




ProtocolIE-ID ::= 64
id-CellIDPositioning






ProtocolIE-ID ::= 66

id-AddMeasurementInfo






ProtocolIE-ID ::= 67
id-Extended-RNC-ID







ProtocolIE-ID ::= 68

id-GANSS-CommonAssistanceData




ProtocolIE-ID ::= 69
id-GANSS-GenericAssistanceDataList



ProtocolIE-ID ::= 70
id-GANSS-MeasuredResultsList




ProtocolIE-ID ::= 71
id-GANSS-UTRAN-TRU







ProtocolIE-ID ::= 72
id-GANSSPositioning







ProtocolIE-ID ::= 73
id-GANSS-PositioningDataSet





ProtocolIE-ID ::= 74
id-GNSS-PositioningMethod





ProtocolIE-ID ::= 75
id-NetworkAssistedGANSSSuport




ProtocolIE-ID ::= 76
id-TUTRANGANSSMeasurementValueInfo



ProtocolIE-ID ::= 77

id-AdditionalGPSAssistDataRequired



ProtocolIE-ID ::= 78

id-AdditionalGanssAssistDataRequired


ProtocolIE-ID ::= 79

id-angleOfArrivalLCR






ProtocolIE-ID ::= 80

id-extendedTimingAdvanceLCR





ProtocolIE-ID ::= 81

id-additionalMeasurementInforLCR



ProtocolIE-ID ::= 82
id-timingAdvanceLCR-R7






ProtocolIE-ID ::= 83
id-rxTimingDeviationLCR 





ProtocolIE-ID ::= 84
id-GPSReferenceTimeUncertainty




ProtocolIE-ID ::= 85
id-GANSS-AddIonoModelReq





ProtocolIE-ID ::= 86

id-GANSS-EarthOrientParaReq





ProtocolIE-ID ::= 87
id-GANSS-Additional-Ionospheric-Model


ProtocolIE-ID ::= 88
id-GANSS-Earth-Orientation-Parameters


ProtocolIE-ID ::= 89

id-GANSS-Additional-Time-Models




ProtocolIE-ID ::= 90
id-GANSS-Additional-Navigation-Models


ProtocolIE-ID ::= 91
id-GANSS-Additional-UTC-Models




ProtocolIE-ID ::= 92
id-GANSS-Auxiliary-Information




ProtocolIE-ID ::= 93

id-GANSS-SBAS-ID







ProtocolIE-ID ::= 94

id-GANSS-SBAS-IDs







ProtocolIE-ID ::= 95
id-GANSS-Signal-IDs







ProtocolIE-ID ::= 96
id-supportGANSSNonNativeADchoices



ProtocolIE-ID ::= 97
id-PositionDataUEbased






ProtocolIE-ID ::= 98
id-ganssCodePhaseAmbiguityExt 




ProtocolIE-ID ::= 99

id-ganssIntegerCodePhaseExt





ProtocolIE-ID ::= 100
id-GANSScarrierPhaseRequested




ProtocolIE-ID ::= 101
id-GANSSMultiFreqMeasRequested




ProtocolIE-ID ::= 102
id-ganssReq-AddIonosphericModel




ProtocolIE-ID ::= 103
id-ganssReq-EarthOrientPara





ProtocolIE-ID ::= 104
id-ganssAddNavigationModel-req




ProtocolIE-ID ::= 105
id-ganssAddUTCModel-req






ProtocolIE-ID ::= 106
id-ganssAuxInfo-req







ProtocolIE-ID ::= 107

id-GANSS-AlmanacModelChoice





ProtocolIE-ID ::= 108

id-GANSS-alm-keplerianNAVAlmanac



ProtocolIE-ID ::= 109

id-GANSS-alm-keplerianReducedAlmanac


ProtocolIE-ID ::= 110
id-GANSS-alm-keplerianMidiAlmanac



ProtocolIE-ID ::= 111
id-GANSS-alm-keplerianGLONASS




ProtocolIE-ID ::= 112
id-GANSS-alm-ecefSBASAlmanac




ProtocolIE-ID ::= 113
id-UTRAN-GANSSReferenceTimeResult



ProtocolIE-ID ::= 114
id-GANSS-Reference-Time-Only




ProtocolIE-ID ::= 115
id-GANSS-AddADchoices






ProtocolIE-ID ::= 116
id-OTDOA-ReferenceCellInfo





ProtocolIE-ID ::= 117
END
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