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8.4.1.2
Successful Operation
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Figure 8.4.1.2-1: Handover preparation: successful operation

The source eNB initiates the handover preparation by sending the HANDOVER REQUIRED message to the serving MME. When the source eNB sends the HANDOVER REQUIRED message, it shall start the timer TS1RELOCprep. The source eNB shall indicate the appropriate cause value for the handover in the Cause IE. 

The source eNB shall include the Source to Target Transparent Container IE in the HANDOVER REQUIRED message. 

In case of intra-system handover, the container shall be encoded according to the definition of the Source eNB to Target eNB Transparent Container IE. In case of handover to UTRAN, the information in the Source to Target Transparent Container IE shall be encoded according to the Source RNC to Target RNC Transparent Container IE definition as specified in [19] and the source eNB shall include the UE History Information IE in the Source RNC to Target RNC Transparent Container IE. If the handover is to GERAN A/Gb mode then the Source to Target Transparent Container IE shall be encoded according to the definition of the Source BSS to Target BSS Transparent Container IE.

When the preparation, including the reservation of resources at the target side is ready, the MME responds with the HANDOVER COMMAND message to the source eNB.

If the Target to Source Transparent Container IE has been received by the MME from the handover target then the transparent container shall be included in the HANDOVER COMMAND message.

Upon reception of the HANDOVER COMMAND message the source eNB shall stop the timer TS1RELOCprep and start the timer TS1RELOCOverall.

In case of intra-system handover, the information in the Target to Source Transparent Container IE shall be encoded according to the definition of the Target eNB to Source eNB Transparent Container IE. In case of inter-system handover to UTRAN, the Target to Source Transparent Container IE shall be encoded according to the Target RNC to Source RNC Transparent Container IE definition as specified in [19]. In case of inter-system handover to GERAN A/Gb mode, the Target to Source Transparent Container IE shall be encoded according to the Target BSS to Source BSS Transparent Container IE definition as described in [18].

If there are any E-RABs that could not be admitted in the target, they shall be indicated in the E-RABs to Release List IE.

If the DL forwarding IE is included within the Source eNB to Target eNB Transparent Container IE of the HANDOVER REQUIRED message and it is set to “DL forwarding proposed”, it indicates that the source eNB proposes forwarding of downlink data.

If the MME receives the Direct Forwarding Path Availability IE in the HANDOVER REQUIRED message indicating that a direct data path is available, it shall handle it as specified in [11]. 

If the CSG Id IE and no Cell Access Mode IE are received in the HANDOVER REQUIRED message, the MME shall perform the access control according to the CSG Subscription List of that UE and if the access control is successful it shall continue the handover and propagate the CSG Id IE to the target side. 

If the CSG Id IE and the Cell Access Mode IE set to “hybrid” are received in the HANDOVER REQUIRED message, the MME shall provide the membership status of the UE and the CSG Id to the target side.

If the CSG Id of the target cell is received from the handover target as described in section 8.4.2.2, the MME shall include the CSG Id IE in the corresponding HANDOVER COMMAND message.

The source eNB shall include the SRVCC HO Indication IE in the HANDOVER REQUIRED message if the SRVCC operation is needed as defined in [9]. The source eNB shall indicate to the MME in the SRVCC HO Indication IE if the handover shall be prepared for PS and CS domain or only for CS domain. The SRVCC HO Indication IE is set according to the target cell capability. In case the target system is GERAN without DTM HO support, the source eNB shall indicate CS only in the SRVCC HO Indication IE. Otherwise, the source eNB shall indicate PS and CS in the SRVCC HO Indication IE. In case of inter-system handover from E-UTRAN, the source eNB shall indicate in the Target ID IE, in case of inter-system handover to UTRAN, the Target RNC-ID of the RNC, in case of inter-system handover to GERAN A/Gb mode the Cell Global Identity (including the Routing Area Code) of the cell in the target system.

In case the SRVCC operation is performed, SRVCC HO Indication IE indicates that handover shall be prepared only for CS domain, the source eNB shall include in the HANDOVER REQUIRED message one Source to Target Transparent Container IEs and encode the information in the Source to Target Transparent Container IE according to the definition of the Old BSS to New BSS information IE as specified in [23].

In case the SRVCC operation is performed, SRVCC HO Indication IE in the HANDOVER REQUIRED message indicates that handover shall be prepared for PS and CS domain, and if

-
the target system is GERAN with DTM HO support, then the source eNB shall include in the HANDOVER REQUIRED message the Source to Target Transparent Container IE and the Source to Target Transparent Container Secondary IE. The first shall be encoded according to the definition of the Source BSS to Target BSS Transparent Container IE as described in [18]. The second shall be encoded according to the definition of the Old BSS to New BSS information IE as specified in [23].

-
the target system is UTRAN, then the source eNB shall include in the HANDOVER REQUIRED message the Source to Target Transparent Container IE encoded according to the definition of the Source RNC to the Target RNC Transparent Container IE as specified in [19] and the source eNB shall include the UE History Information IE in the Source RNC to Target RNC Transparent Container IE.
In case the SRVCC operation is performed, SRVCC HO Indication IE in the HANDOVER REQUIRED message indicates that handover shall be prepared only for CS domain, the corresponding HANDOVER COMMAND message shall contain one Target to Source Transparent Container IE that shall be encoded according to the definition of the Layer 3 Information IE as specified in [23].

In case the SRVCC operation is performed, SRVCC HO Indication IE in the HANDOVER REQUIRED message indicates that handover shall be prepared for PS and CS domain, and if

-
the target system is GERAN with DTM HO support, then the corresponding HANDOVER COMMAND message shall contain the Target to Source Transparent Container IE and the Target to Source Transparent Container Secondary IE. The first IE shall be encoded according to the definition of the Layer 3 Information IE as specified in [23]. The second IE shall be encoded according to the definition of the Target BSS to Source BSS Transparent Container IE as specified in [18].

-    the target system is UTRAN, then the corresponding HANDOVER COMMAND message shall contain Target to Source Transparent Container IE encoded according to the definition of the Target RNC to Source RNC Transparent Container IE as specified in [19].
If the HANDOVER COMMAND message contains DL GTP-TEID IE and DL Transport Layer Address IE for a bearer in E-RABs Subject to Forwarding List IE then the target eNB accepts the forwarding of downlink data for this bearer, proposed by the source eNB.

If the HANDOVER COMMAND message contains UL GTP-TEID IE and UL Transport Layer Address IE for a bearer in E-RABs Subject to Forwarding List IE then the target eNB requests forwarding of uplink data for this bearer.

Interactions with E-RAB Management procedures:

If, after a HANDOVER REQUIRED message is sent and before the Handover Preparation procedure is terminated, the source eNB receives an MME initiated E-RAB Management procedure on the same UE associated signaling connection, the source eNB shall either:

1.
cancel the Handover Preparation procedure by executing the Handover Cancel procedure with an appropriate cause value. After successful completion of the Handover Cancel procedure, the source eNB shall continue the MME initiated E-RAB Management procedure

or

2.
terminate the MME initiated E-RAB Management procedure by sending the appropriate response message with an appropriate cause value e.g. “S1 intra system Handover Triggered”, “S1 inter system Handover Triggered” to the MME and then the source eNB shall continue with the handover procedure.

*** Next change ***
9.1.5.2
HANDOVER COMMAND

This message is sent by the MME to inform the source eNB that resources for the handover have been prepared at the target side.

Direction: MME ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Handover Type
	M
	
	9.2.1.13
	
	YES
	reject

	NAS Security Parameters from E-UTRAN
	C-iftoUTRANGERAN
	
	9.2.3.30
	The eNB shall use this IE as specified in [15].
	YES
	reject

	E-RABs Subject to Forwarding List
	O
	
	
	
	YES
	ignore

	>E-RABs Subject to Forwarding Item IEs
	
	1 to <maxnoof E-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>DL Transport Layer Address
	O
	
	9.2.2.1
	
	-
	

	>>DL GTP-TEID
	O
	
	9.2.2.2
	To deliver forwarded DL PDCP SDUs
	-
	

	>>UL Transport Layer Address
	O
	
	9.2.2.1
	
	
	

	>>UL GTP-TEID
	O
	
	9.2.2.2
	To deliver forwarded UL PDCP SDUs
	
	

	E-RABs to Release List
	O
	
	E-RAB List 

9.2.1.36
	
	YES
	ignore

	Target to Source Transparent Container
	M
	
	9.2.1.57
	
	YES
	reject

	Target to Source Transparent Container Secondary
	O
	
	Target to Source Transparent Container 9.2.1.57
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore

	CSG Id
	O
	
	9.2.1.62
	
	YES
	ignore


	Condition
	Explanation

	iftoUTRANGERAN
	This IE shall be present if the Handover Type IE is set to the value “LTEtoUTRAN “ or “LTEtoGERAN”


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.


*** Next change ***
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

-- **************************************************************

--

-- Handover Command

--

-- **************************************************************

HandoverCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container { { HandoverCommandIEs} },


...

}

HandoverCommandIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID






CRITICALITY reject
TYPE MME-UE-S1AP-ID

 








PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID






CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 








PRESENCE mandatory
} |


{ ID id-HandoverType






CRITICALITY reject
TYPE HandoverType

 








PRESENCE mandatory
} |


{ ID id-NASSecurityParametersfromE-UTRAN

CRITICALITY reject
TYPE NASSecurityParametersfromE-UTRAN




PRESENCE conditional


-- This IE shall be present if HandoverType IE is set to value "LTEtoUTRAN" or "LTEtoGERAN" --


}|


{ ID id-E-RABSubjecttoDataForwardingList

CRITICALITY ignore
TYPE E-RABSubjecttoDataForwardingList

 


PRESENCE optional
} |


{ ID id-E-RABtoReleaseListHOCmd




CRITICALITY ignore
TYPE E-RABList

 









PRESENCE optional
} |


{ ID id-Target-ToSource-TransparentContainer
CRITICALITY
reject
TYPE Target-ToSource-TransparentContainer


PRESENCE mandatory }|


{ ID id-Target-ToSource-TransparentContainer-Secondary
CRITICALITY
reject
TYPE Target-ToSource-TransparentContainer


PRESENCE optional }|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional
}|

{ ID id-CSG-Id








CRITICALITY ignore
TYPE CSG-Id












PRESENCE optional
},


...

}

E-RABSubjecttoDataForwardingList ::= E-RAB-IE-ContainerList { {E-RABDataForwardingItemIEs} }

E-RABDataForwardingItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-E-RABDataForwardingItem


CRITICALITY ignore
TYPE E-RABDataForwardingItem


PRESENCE mandatory
},


...

}

E-RABDataForwardingItem ::= SEQUENCE {


e-RAB-ID






E-RAB-ID,


dL-transportLayerAddress


TransportLayerAddress 












OPTIONAL,


dL-gTP-TEID






GTP-TEID 















OPTIONAL,


uL-TransportLayerAddress


TransportLayerAddress












OPTIONAL,


uL-GTP-TEID






GTP-TEID















OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { E-RABDataForwardingItem-ExtIEs} }
OPTIONAL,


...

}

E-RABDataForwardingItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

*** End of change ***
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