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*** First Change ***

4.1
Functional Split

The eNB hosts the following functions: 

-
Functions for Radio Resource Management: Radio Bearer Control, Radio Admission Control, Connection Mobility Control, Dynamic allocation of resources to UEs in both uplink and downlink (scheduling);

-
IP header compression and encryption of user data stream;

-
Selection of an MME at UE attachment when no routing to an MME can be determined from the information provided by the UE;

-
Routing of User Plane data towards Serving Gateway;

-
Scheduling and transmission of paging messages (originated from the MME);

-
Scheduling and transmission of broadcast information (originated from the MME or O&M);

-
Measurement and measurement reporting configuration for mobility and scheduling;

-
Scheduling and transmission of PWS (which includes ETWS and CMAS) messages (originated from the MME);

-
CSG handling.

The MME hosts the following functions (see 3GPP TS 23.401 [17]):


-
NAS signalling; 

-
NAS signalling security; 

-
AS Security control;

-
Inter CN node signalling for mobility between 3GPP access networks;

-
Idle mode UE Reachability (including control and execution of paging retransmission);

-
Tracking Area list management (for UE in idle and active mode);

-
PDN GW and Serving GW selection;

-
MME selection for handovers with MME change;

-
SGSN selection for handovers to 2G or 3G 3GPP access networks;

-
Roaming;

-
Authentication;

-
Bearer management functions including dedicated bearer establishment;

-
Support for PWS (which includes ETWS and CMAS) message transmission.
-
Optionally performing paging optimisation.
NOTE 1: 
For macro eNBs, the MME should not filter the PAGING message based on the CSG IDs.
The Serving Gateway (S-GW) hosts the following functions (see 3GPP TS 23.401 [17]):

-
The local Mobility Anchor point for inter-eNB handover;

-
Mobility anchoring for inter-3GPP mobility;

-
E-UTRAN idle mode downlink packet buffering and initiation of network triggered service request procedure;

-
Lawful Interception;

-
Packet routeing and forwarding;

-
Transport level packet marking in the uplink and the downlink;

-
Accounting on user and QCI granularity for inter-operator charging;

-
UL and DL charging per UE, PDN, and QCI.

The PDN Gateway (P-GW) hosts the following functions (see 3GPP TS 23.401 [17]):

-
Per-user based packet filtering (by e.g. deep packet inspection);

-
Lawful Interception;

-
UE IP address allocation;

-
Transport level packet marking in the downlink;

-
UL and DL service level charging, gating and rate enforcement;

-
DL rate enforcement based on APN-AMBR;

This is summarized on the figure below where yellow boxes depict the logical nodes, white boxes depict the functional entities of the control plane and blue boxes depict the radio protocol layers.

NOTE 2: 
it is assumed that no other logical E-UTRAN node than the eNB is needed for RRM purposes. Moreover, due to the different usage of inter-cell RRM functionalities, each inter-cell RRM functionality should be considered separately in order to assess whether it should be handled in a centralised manner or in a distributed manner.

NOTE 3:
MBMS related functions in E-UTRAN are described separately in subclause 15.
*** Next Change ***

4.6.2
Functional Split
The HeNB hosts the same functions as an eNB as described in section 4.1, with the following additional specifications in case of connection to the HeNB GW:

-
Discovery of a suitable Serving HeNB GW

-
A HeNB shall only connect to a single HeNB GW at one time, namely no S1 Flex function shall be used at the HeNB in case of connection to the HeNB GW.

-
If the HeNB is connected to a HeNB GW, it will not simultaneously connect to another HeNB GW, or another MME. 

-
The TAC and PLMN ID used by the HeNB shall also be supported by the HeNB GW.

-
When the HeNB connects to a HeNB GW, selection of an MME at UE attachment is hosted by the HeNB GW instead of the HeNB;

-
HeNBs may be deployed without network planning. A HeNB may be moved from one geographical area to another and therefore it may need to connect to different HeNB GWs depending on its location.

The HeNB GW hosts the following functions:

-
Relaying UE-associated S1 application part messages between the MME serving the UE and the HeNB serving the UE;

-
Terminating non-UE associated S1 application part procedures towards the HeNB and towards the MME. Note that when a HeNB GW is deployed, non-UE associated procedures shall be run between HeNBs and the HeNB GW and between the HeNB GW and the MME.

-
Optionally terminating S1-U interface with the HeNB and with the S-GW.

-
Supporting TAC and PLMN ID used by the HeNB.

-
X2 interfaces shall not be established between the HeNB GW and other nodes.

A list of CSG IDs may be included in the PAGING message. If included, the HeNB GW may use the list of CSG IDs for paging optimization.

In addition to functions specified in section 4.1, the MME hosts the following functions:

-
Access control for UEs that are members of Closed Subscriber Groups (CSG).


-
Routing of handover messages towards HeNB GWs based on the TAI contained in the handover message.

NOTE:
The MME or HeNB GW should not include the list of CSG IDs for pagingwhen sending the paging message directly to an untrusted HeNB or eNB.
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





