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Agreements

1) Agreements: 
The following LS where agreed:

· LS Out to SA2 Rev in R3-102464 final in R3-102465 (LS on MBR to be greater than GBR for MBMS services)

Revisions

CB the following need to be open and reviewed for agreement:
· None
Postponed issues 

1) ARP issues identified: 
· Purpose and rule for ARP same as unicast?

· ARP based on Service Area or on MBSFN area?
·  CN impact, MME involvement? 

2) Status Reporting issues identified:
· Decision of termination in BMSC or MCE? (LS from RAN2 to SA2)

· Question of the activation, complexity, when start Reporting, when reporting, which procedure?
· Which procedure used for reporting?

· Statistics aspect and periodicity of the result?

· Deactivation complexity, and EPS involvement

· Rapporteur to report next meeting RAN2 (SA2) decision.
3) MBR > GBR
· See the LS to SA2 for the QoS aspect applied also to rel-9.
· Impact on packet Dropping rule?

Minutes

	18.  E-MBMS enhancements WI

WIDs: RP-100691 (target: RAN#50); Status: new!  

Note also the agreed R11 WI in RP-100690. Work on the R11 WI will start once the work on the R10 WI is done.

	ARP

	R3-102000
	Support of ARP Pre-emption (Huawei)
	Disc

Inform CN? Alt3 vs alt4?

CN impact 
- MME information of MBSFN Area?
- MME involvement also relative to reporting?

- LS to SA2

Noted

	R3-102001
	Support of ARP Pre-emption (Huawei)
	CR (36.300, Rel-10, Cat. B)

Rules of Preemption? Lower ARP same as ARP?

	R3-102002
	Support of ARP Pre-emption (Huawei)
	CR (36.443, Rel-10, Cat. B)

	R3-102003
	Support of ARP Pre-emption (Huawei)
	CR (36.444, Rel-10, Cat. B)

	R3-102004
	Draft LS on ARP Pre-emption for MBMS services
	LSout

Interpretation of the Priority? Strict or may be used?

	R3-102024
	Pre-emption for MBMS E-RABs (New Postcom)
	Disc

Release Indication for ARP

Noted

	R3-102025
	Pre-emption for MBMS E-RABs (New Postcom)
	CR (36.300, Rel-10, Cat. B)

ARP based on Priority vs. implementation? Strategy?

May lead IOT issues



	ARP issues:

· Purpose and rule for ARP?
· Interpretation of the Priority? Strict or may be used?
· Same definition as Unicast? Same as SA2?
· ARP based on Service Area or MBSFN area (should be clarified Samsung)
· If need to clarified some scenario

· Or focus on 1 MBMSFN controlled by one MCE (SA > MBSFN check 36.300)
·  CN impact

· MME involvement? New IE? New Procedure? 
· Stage2 description is needed

· Offline (or reflector) email discussion between meetings to define ARP

	Status Reporting

	R3-102005
	MBMS Reception Status Reporting on M2 (Huawei)
	Disc

Decision in BMSC or MCE? 

(LS from RAN2 to SA2)

MBMS Scheduling information usage vs Session Start?

	R3-102006
	MBMS Reception Status Reporting (Huawei)
	CR (36.300, Rel-10, Cat. B)

	R3-102007
	MBMS Reception Status Reporting (Huawei)
	CR (36.443, Rel-10, Cat. B)

	R3-102008
	Draft LS on MBMS reception status reporting
	LSout

	R3-102219
	Discussion on the MBMS reception status report (CATT)
	Disc

	R3-102252
	Concepts of “ongoing service” and counting (Qualcomm Incorporated)
	Disc

	R3-102275
	Impact on M2 interface for supporting MBMS reception Status Report (Alcatel-Lucent Shanghai Bell, Alcatel-Lucent )
	Appr

	R3-102276
	Introduction of MBMS Reception Status Reporting Function (Alcatel-Lucent Shanghai Bell, Alcatel-Lucent )
	CR (36.443, Rel-10, Cat. B)

	R3-102159
	Further consideration on activation/deactivation (ZTE)
	Appr

	Status Reporting issues:

Decision(Termination) in BMSC or MCE? 

· Wait for response LS from RAN2 to SA2

Question Activation:

· MCCH impact (more RAN2?)

· When start Reporting?

· When Report?

· Procedure to use:

· MBMS Scheduling information usage (Huawei) vs. Session Start (ALU) vs. New procedure (CATT)?

Reporting:

Reporting Procedure?
· New?

Statistic/periodicity of the result?

· Clarification of the requirement: Per session?

· Periodicity?

· Unicast information/Balancing consideration?

· Idle mode mobile?

RAN2 simple Activation/Deactivation, expected also in RAN3 …

· RAN3 independent or “synchronization” with radio?

Deactivation issue?

· How we inform CN/EPS?

MBSFN service Activation/Deactivation decision in which node?

· eNB

· MCE?

Rapporteur to report next meeting RAN2 (SA2) decision.



	MBR > GBR

	R3-102207
	Considerations MBR larger than GBR in eMBMS (Ericsson)
	Appr

Packet loss smaller in Network than Radio

Requirement applies to MBMS? Today only for Unicast.

Samsung, ALU(too late compare rel-9)  share Ericsson view

Change the rule of dropping…

- Packet loss requirement?

- Time delay between packet drops?

- Time delay variation?
To be continue
1) Requirement MBR unicast apply for MBMS

2) Dropping rule impact 

	R3-102009
	Draft LS on MBR to be greater than GBR for MBMS services
	LSout

Include QCI impact 

R3-102435 Revision of the LS for Thursday morning

LSout to  SA2 Rev in R3-102464 final in R3-102465


