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19.2.2.4.3
E-RAB Release procedure
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Figure 19.2.2.4.3-1: E-RAB Release procedure

The E-RAB Release procedure is initiated by the MME to release resources for the indicated E-RABs. 

The E-RAB Release procedure comprises the following steps:

-
The E-RAB RELEASE COMMAND message is sent by the MME to the eNB to release resources on S1 and Uu for one or several E-RAB(s). With the E-RAB ID(s) in the E-RAB To Be Released List contained in E-RAB RELEASE COMMAND message the MME identifies, the E-RAB(s) to be released.  The message may contain an associated NAS-PDU. 
-
Upon receipt of the E-RAB RELEASE COMMAND message the eNB releases the Data Radio Bearers (RRC: Radio Bearer Release) and S1 Bearers. A received NAS-PDU is included in the RRC:Radio Bearer Release, except if the E-RAB IDs are unknown and a Uu message is not sent.
-
The eNB responds with an E-RAB RELEASE RESPONSE message containing E-RAB Release list and/or E-RAB Failed to Release list. With the E-RAB IDs in the E-RAB Release List/E-RAB Failed to Release List the eNB identifies the E-RAB(s) successfully released and/or failed to release. 
Interactions with UE Context Release Request procedure:

In case of no response or negative response from the UE or in case the eNB cannot successfully perform the release of any of the requested bearers, the eNB shall trigger the S1 UE Context Release Request procedure, except if the eNB has already initiated the procedures associated with X2 Handover or the requested bearers are unknown.
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