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Agreements

1) MBR>GBR

According to SA2 decision (LS R3-102983), RAN3 agreed to not continue the work on MBR > GBR.
2) Status Report
Two scenarios were discussed:

· 1. Service not started from BMSC i.e MCE has not received Session Start (Counting may be provided to BMSC by OAM)
· 2. Service already started from BMSC
RAN3 has agreement on the following aspects:

· CAC in MCE is independent of counting for rel-10, it is  relying on radio Resource

· MCE can take the decision to active service in case of scenario 2.
· Focus on option B for scenario 2 (R3-103008): Introduction of MCE initiated SESSION START REQUEST procedure
· Counting (Status Report is) terminated in MCE (no signaling to report the counting result to the BMSC)
· How to report counting: Agreement for a new message/procedure (Huawei to provide CR and contact companies per email discussion on detail) 
The following CRs where agreed:

· None
3) ARP

No agreements
Revisions

CB the following need to be open and reviewed for agreement:
· R3-102640 [DRAFT] Response assumption1 shall be reviewed according to last agreements (Huawei) 
· Rev in R3-103023

· Response to RAN2

· LS needs to be improve to make a link with ARP 
· If no agreement it suggest to postponed to next meeting (email?)

· R3-103079 Introduction of MCE initiated MBMS Session Start Request (Orange, …) (36.300, Rel-10, Cat. B)

· Rewording 2 points
· Check for counting of multiple services in RAN3 message how to report (per service, aggregate) 

· FFS may be needed first point
Postponed issues 

1) Status Report
The following issues are still open for the Status Report:

· How and if the MCE may take the decision of deactivation of the service based on counting is FFS (need more clarification)
· Clarify if activation is per service or kept per session?
2) ARP

· Release Indication Message? New counting agreement challenges this need.
· Stage2 need to continue next meeting
· Relation with Counting
· Rewording: “Value” and “lower”
Minutes

	17.  E-MBMS enhancements WI

WIDs: RP-100691 (target: RAN#50); Status: RP-100791 (level: 30%)        

Note also the agreed R11 WI in RP-100690. Work on the R11 WI will start once the work on the R10 WI is done.

	Incoming LSs

	R3-102983
	Reply LS on MBR to be greater than GBR for MBMS services (Source: SA2; To: RAN3; Cc: RAN2)
	LSin

Noted

SA2 Response: there is no requirement on MBR > GBR

RAN3 agreed to not continue the work on MBR > GBR

	R3-102565
	Considerations on counting for MBMS activation (Source: RAN2; To: RAN3, SA2)
	LSin

Noted

	R3-102886
	Requirements UE Counting (Ericsson)
	Appr 

Accuracy of UE counting? 

· May lead to wrong information for admission control

· Relative also to scenario activation/deactivation

· Can MCE take decision on activation?

Idle UE counting?

· RAN2 discussion / decision: No discussion in RAN3

	R3-102640
	[DRAFT] Reply LS on MBMS Reception Status Counting
	LSout

Rev in R3-102970
New Title: “Reply LS on Consideration on counting for MBMS activation”

· Response assumption1 shall be reviewed according to last agreements (explanation when counting occurs)

· Response assumption2, only activation deactivation is FFS (need clarification)
Rev in R3-103023
CB: Link with the ARP see if we can converge on the LS

	17.1 Status Report
Open issues:

· Decision of termination in BMSC or MCE? (LS from RAN2 to SA2)

· Question of the activation, complexity, when start Reporting, when reporting, which procedure?

· Which procedure used for reporting?

· Statistics aspect and periodicity of the result?
· Deactivation complexity, and EPS involvement

	R3-102787
	Introduction of MCE initiated SESSION START and SESSION STOP procedures (Orange SA)
	Disc, Appr

Rev in R3-103008
Focus on option B only to limit CN impacts

Scenario:

· Service not start from BMSC: option A or option B or OAM …

· Service already started from BMSC: option B
Option B cover all scenarios and count unicast also.
Definition of session? Based on same or different TMGI.

Counting per Service and Activation and Deactivation per Service.

	R3-102580
	Discussion on MBMS Status Report (New Postcom)
	Disc

Noted

	R3-102608
	Deactivate and Activate the MBMS service based on the reception status report (Motorola)
	Disc

Noted

	R3-102644
	MBMS Reception Status Counting (Huawei)
	Appr

Noted

	R3-102645
	MBMS Reception Status Counting (Huawei)
	CR (36.300, Rel-10, Cat. B)



	R3-102646
	MBMS Reception Status Counting (Huawei)
	CR (36.443, Rel-10, Cat. B)

	R3-102702
	The counting procedure in M2 interface (CATT)
	Disc

Noted

	R3-102730
	Consideration on Counting statistics (ZTE)
	Disc

Noted

	R3-102732
	MBMS counting procedure (ZTE)
	Disc

Noted

	R3-102883
	Considerations UE Counting (Ericsson)
	Appr

Noted

	R3-102885
	[DRAFT] LS on admission control using additional RAN specific information (Ericsson)
	Appr

	R3-102904
	MBMS Status Report Solution over M2 interface (Alcatel-Lucent Shanghai Bell, Alcatel-Lucent )
	Appr

Noted

	R3-102905
	Introduction of Status Report function over M2 interface (Alcatel-Lucent Shanghai Bell, Alcatel-Lucent)
	CR (36.443, Rel-10, Cat. B)

	R3-102916
	On using unicast bearer for MBMS (Qualcomm Incorporated)
	Disc

Noted

	Idle UE counting? To make efficient the counting:

· RAN2 discussion / decision: No discussion in RAN3
Counting per Service and Activation and Deactivation per Service.

Scenario:

· 1. Service not started from BMSC i.e MCE has not received Session Start (Counting may be provided to BMSC by OAM)
· 2. Service already started from BMSC
Accuracy of UE counting? 

· May lead to wrong information for admission control: 

· CAC in MCE is independent of counting for rel-10 rely on radio Resource
· Relative also to scenario activation/deactivation

· Can MCE take decision on activation/deactivation for scenario 2?

· Yes: MCE can decision to active service in case of scenario 2.
· Deactivation on counting is FFS (need more clarification)
· Failure indication at session start may be sent to the MME at reception of the session start (ARP, failed CAC …) 
Question relation to option B:

· When option B may fail the Session Start, over M3 like rel-9?

· ARP may be one

· CAC

· …
Focus on option B for scenario 2: Introduction of MCE initiated SESSION START REQUEST procedure
As consequence

· Counting terminated in MCE (no signaling to report the counting result to the BMSC)
· Difference between rel-9 and rel-10: 

· Rel-9, response is starting the service

· Rel-10 MCE may decide to triggers the service latter
· MCE decide to activate/deactivate (FFS) the service: and then eNB joint multicast based on MCE decision

· If session failed at the beginning the MCE can only restarted by the BMSC  

Stage2 CR to capture agreement (and FFS?) in R3-103022 (Orange)
· TP Deactivation “based on the counting results for the corresponding MBMS service(s)”
· Clarify if activation is per service or kept per session?

· Check RAN3 impact on RAN2 CR for counting of multiple service

· Keep the clarification on within “MBSFN(s) area”
· Rev in R3-103079
· Typo “serssions”

· Check for counting of multiple services in RAN3 message how to report (per service, aggregate) FFS may be needed first point
· Same TP for Deactivation “based …”
When start Counting? 
· Based on CN request UMTS like (may applicable only to scenario 2)

· Report in the scheduling information

· New message to start counting
· MBMS session start

How to report counting?
· New message/procedure
· Huawei to provide CR and contact companies per email discussion on detail
Other issues:

· Reporting mode (on demand or periodic etc …)

· Parallel transaction for counting (if multiple service occurs, should we allow multiple sending)

· Class of the new procedure

· Standardize counting mechanism, relative RAN3?

· RAN3 may need more reporting information than RAN3 provide?
· Do we need to report the number of UE in RRC_CONNECTED mode during the counting?
· Introduce probably factor (R3-102916)?


	17.2  ARP

Open Issues:

· Purpose and rule for ARP same as unicast?

· ARP based on Service Area or on MBSFN area?

· CN impact, MME involvement? 

	R3-102581
	Issues on MBMS Pre-emption (New Postcom)
	Disc

Release Indication Message? New counting agreement challenges this need.

Based SA

Noted

	R3-102641
	Support of ARP Pre-emption (Huawei, CATT, CMCC)
	Appr

Noted

	R3-102642
	Support of ARP Pre-emption (Huawei)
	CR (36.300, Rel-10, Cat. B)

Remove ARP value and lower
Continue to next meeting

	R3-102643
	Support of ARP Pre-emption (Huawei)
	CR (36.444, Rel-10, Cat. B)

	R3-102884
	Considerations about ARP and UE counting (Ericsson)
	Appr

Move to ARP AI

Same as Unicast

The Pre-emption Vulnerability may be changed using the MBMS Session Update message
Noted

	

	17.3  MBR>GBR

See LS R3-102983 may not need any discussion

	R3-102647
	MBMS procedure for MBR greater than GBR (Huawei)
	Disc

Noted

	R3-102731
	Consideration on MBR larger than GBR (ZTE)
	Disc

Noted

	

	17.4  TEI-10 

Shall be submitted as TEI-10 in RAN3#70

	R3-102733
	CR for MBMS User Data flow synchronisation (ZTE)
	CR

	
	
	


